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Introduction

Established in 2003, Cool Designs Ltd has grown with a reputation as one of the country’s most respected 
independent air conditioning suppliers.  In 20 years, CDL has expanded from supplying equipment 
locally in the North-east to being a national distributor, supporting customers across the UK.  With Four 
branches, our comprehensive training programme and design support service, we are focussed on 
helping customers win projects, and ensuring they have the skills and knowledge to deliver outstanding 
results for their own customers.  The range of equipment we supply has grown from our original core 
offering of Toshiba and Fujitsu (split systems and VRF)  to larger applied equipment, such as chillers, heat 
pumps and air handling units, with the addition of the Carrier, Riello and CIAT brands.

A guiding light for CDL has been to grow responsibly. At each step, we have taken time to consider how 
our actions impacted the local and wider area, and the opportunities and costs for everyone involved.   
Critically, this includes the impact of our business on the environment. We are proud that,

before it became fashionable to support the ‘green agenda’ and legislation was introduced, CDL was the 
first distributor to become a certified carbon neutral company.  This was achieved in 2011.  Since 2023 we 
have partnered with the Woodland Trust to offset within the UK.

 

Warranty 

Cool Designs Ltd administer the manufacturer warranty off all products supplied.  Please refer to each 
manufacturers terms and conditions of warranty.  On Toshiba, all products are supplied with a 5 year 
parts and labour warranty.  This is extended to 7 years for contractors who maintain the required level 
of training on Toshiba products.  Further extension of this warranty is available for Platinum level 
contractors, ask your CDL contact for details.

 

Technical Services 

CDL have a leading technical support department, offering a comprehensive range of site services 
and telephone support.  Enquiries are handled by trained technical engineers with “hands on” field 
experience of air conditioning systems enabling them to provide a vast knowledge of Toshiba air 
conditioning products

 

Conditions 

The information shown in this Price List is based on the following data:

• Nominal capacities are based on NEMA - Cooling: indoor air temperature 27°C DB/19°C WB, outdoor air 
temperature 35°C DB/24°C WB. Heating: indoor air temperature 20°C DB, outdoor air temperature 7°C DB.
• UK capacities are based on the following conditions - Cooling: indoor air temperature 23°C DB/16°C 
WB, outdoor air temperature 29°C DB, 5 m or 7.5 m (dependent on mode) pipe run and high fan speed.
Heating: indoor air temperature 20°C DB, outdoor air temperature -5°C DB/100% RH, 5 m or 7.5 m pipe 
run and high fan speed. Values are based on the maximum compressor output.
• The sound pressure levels are based on - Outdoor units at 1 m distance, indoor units at 1.5 m distance.
• The maximum run current is based on 230 V/1 phase/50 Hz or 380 V/3 phase+N/50 Hz.
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SEIYA
• A++ cooling and heating
• Optional WIFI module
• Self-cleaning function to prevent mould formation on the heat exchanger coil
• ECO Logic button to reduce energy consumption by 25%
• On-Off Weekly 7-day timer
• Ultra Fresh filter® that captures up to 85% of PM2.5, protecting from 

atmospheric pollution and creating healthy living spaces at home.

Indoor RAS-B05E2KVG-E RAS-B07E2KVG-E RAS-B10E2KVG-E RAS-B13E2KVG-E
Outdoor RAS-05E2AVG-E RAS-07E2AVG-E RAS-10E2AVG-E RAS-13E2AVG-E
Remote – included with indoor WH-TG01NE WH-TG01NE WH-TG01NE WH-TG01NE

Performance Data
Nominal Cooling kW 1.5 2 2.5 3.3

Heating kW 2 2.5 3.2 3.6
EER/COP W/W 4.05/4.26 3.77/3.91 3.25/3.72 3.00/3.91

UK Cooling / Sensible kW 1.47/1.22 1.95/1.57 2.44/1.93 3.22/2.49
Heating kW 1.18 1.6 2.03 2.2

Cooling EN14825 Range Min - Max kW 0.75 - 2.0 0.76 - 2.6 0.80 - 3.0 1.0 - 3.6
Power Input kW 0.37 0.53 0.77 1.1
Pdesign kW 1.5 2 2.5 3.3
SEER / EE Class 6.1/A++ 6.1/A++ 6.1/A++ 6.1/A++
Seasonal Energy kWh/a 86 115 143 189

Heating EN14825 Range Min - Max kW 0.9 - 3.0 0.92 - 3.3 1.0 - 3.9 1.1 - 4.5
Power Input kW 0.47 0.64 0.86 0.92
Pdesign kW 1.6 2 2.4 2.8
SCOP / EE Class 4.00/A+ 4.00/A+ 4.00/A+ 4.00/A+
Seasonal Energy kWh/a 560 699 839 980

Indoor Data
Air Flow High - Low l/s 134 - 55 140 - 58 144 - 64 158 - 72

High - Low m3/h 480 - 199 500 - 209 510 - 233 560 - 259
Sound Pressure H/L dB(A) 37 - 19 38 - 20 39 - 21 42 - 21

Power H/L dB(A) 52 - 34 53 - 35 54 - 36 56 - 36
Indoor H x W x D mm 293 x 798 x 230 293 x 798 x 230 293 x 798 x 230 293 x 798 x 230

Weight kg 9 9 9 9
Drain OD/ID mm 16/14 16/14 16/14 16/14

Outdoor Data
Operating Temp Cool / Heat °C -15 to 46/-15 to 24 -15 to 46/-15 to 24 -15 to 46/-15 to 24 -15 to 46/-15 to 24
Air Flow High m3/h – l/s 1690 - 470 1800 - 500 1800 - 500 1980 - 550
Sound Pressure Cool/Heat dB(A) 47/48 47/49 47/49 48/49

Power Cool/Heat dB(A) 60/61 60/62 60/62 61/62
Outdoor H x W x D mm 530 x 660 x 240 530 x 660 x 240 530 x 660 x 240 530 x 660 x 240

Weight kg 21 21 22 22
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 3/8 - 1/4 3/8 - 1/4 3/8 - 1/4 3/8 - 1/4

Min - Max Length m 2 - 15 2 - 15 2 - 15 2 - 15
Max Height Diff m 12 12 12 12

Refrigerant R32 Base Charge / Length kg / m 0.34 / 15 0.34 / 15 0.49 / 15 0.54 / 15
Additional Charge g/m 0 0 0 0

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 10 10 10 10
Run Current Maximum A 2.4 3.25 4.2 5.5

Pricing
Indoor Retail  £231.00  £244.00  £249.00  £257.00 
Outdoor Retail  £507.00  £534.00  £547.00  £626.00 
System  £738.00  £778.00  £796.00  £883.00 

Accessories
RB-RXS33-E Remote controller weekly-timer (WH-TA15PE)  £78.00 

RB-N105S-G WiFi Control (model 24)  £143.00 

RB-N106S-G WiFi Control (model 05-18)  £150.00 

See page(s) 212 - 213 for full accessories information
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SEIYA
• A++ cooling and heating
• Optional WIFI module
• Self-cleaning function to prevent mould formation on the heat exchanger coil
• ECO Logic button to reduce energy consumption by 25%
• On-Off Weekly 7-day timer
• Ultra Fresh filter® that captures up to 85% of PM2.5, protecting from 

atmospheric pollution and creating healthy living spaces at home.

Indoor RAS-B16E2KVG-E RAS-18E2KVG-E RAS-24E2KVG-E
Outdoor RAS-16E2AVG-E RAS-18E2AVG-E RAS-24E2AVG-E
Remote – included with indoor WH-TG01NE WH-TG01NE WH-TG01NE

Performance Data
Nominal Cooling kW 4.2 5 6.5

Heating kW 5 5.4 7
EER/COP W/W 3.31/3.73 3.33/3.6 2.89/3.33

UK Cooling / Sensible kW 4.49/3.36 4.88/3.57 6.35/4.40
Heating kW 3.33 3.34 4.31

Cooling EN14825 Range Min - Max kW 1.4 - 4.7 1.45 - 5.5 1.7 - 7.2
Power Input kW 1.27 1.5 2.25
Pdesign kW 4.2 5 6.5
SEER / EE Class 7.0/A++ 7.0/A++ 6.9/A++
Seasonal Energy kWh/a 1095 1209 1757

Heating EN14825 Range Min - Max kW 1.3 - 6.0 1.0 - 6.0 1.5 - 8.1
Power Input kW 1.34 1.5 2.1
Pdesign kW 3.6 3.8 5.4
SCOP / EE Class 4.60/A++ 4.40/A+ 4.30/A+
Seasonal Energy kWh/a 1095 1209 1757

Indoor Data
Air Flow High - Low l/s 213 - 92 233 - 133 298 - 185

High - Low m3/h 768 - 330 840 - 480 1074 - 666
Sound Pressure H/L dB(A) 43 - 22 48 - 32 48 - 35

Power H/L dB(A) 58 - 37 63 - 47 63 - 50
Indoor H x W x D mm 293 x 798 x 230 293 x 798 x 230 320 x 1050 x 250

Weight kg 10 9 14
Drain OD/ID mm 16/14 16/14 16/14

Outdoor Data
Operating Temp Cool / Heat °C -15 to 46/-15 to 24 -15 to 46/-15 to 24 -15 to 46/-15 to 24
Air Flow High m3/h – l/s 2160 - 600 2160 - 600 2220 - 617
Sound Pressure Cool/Heat dB(A) 50/51 50/51 54/54

Power Cool/Heat dB(A) 63/64 63/64 67/67
Outdoor H x W x D mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290

Weight kg 30 34 38
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 1/2 - 1/4 1/2 - 1/4 1/2 - 1/4

Min - Max Length m 2 - 20 2 - 20 2 - 20
Max Height Diff m 12 12 12

Refrigerant R32 Base Charge / Length kg / m 0.68 / 15 0.93 / 15 1.18 / 15
Additional Charge g/m 20 20 20

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 16 16 16
Run Current Maximum A 7.19 7.5 10.55

Pricing
Indoor Retail  £316.00  £379.00  £455.00 
Outdoor Retail  £903.00  £1,085.00  £1,303.00 
System  £1,219.00  £1,464.00  £1,758.00 

Accessories
RB-RXS33-E Remote controller weekly-timer (WH-TA15PE)  £78.00 

RB-N105S-G WiFi Control (model 24)  £143.00 

RB-N106S-G WiFi Control (model 05-18)  £150.00 

See page(s) 212 - 213 for full accessories information
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SHORAI EDGE
• Choice of design: BLACK or WHITE indoor unit
• High efficiency: Energy class A+++ / Clean air: dust filter & ultra pure filter
• APP control: WiFi module integrated as standard
• Ultra-Pure filter (PM2.5 94%) and the HADA Care Flow function for high indoor air 

quality

Indoor (white) RAS-B10G3KVSG-E RAS-B13G3KVSG-E RAS-B16G3KVSG-E
Indoor (Black) RAS-B10G3KVSGB-E RAS-B13G3KVSGB-E RAS-B16G3KVSGB-E
Outdoor RAS-10J2AVSG-E1 RAS-13J2AVSG-E1 RAS-16J2AVSG-E1
Remote – included with indoor WH-UA04UE/WH-UA06UE

Performance Data
Nominal Cooling kW 2.5 3.5 4.6

Heating kW 3.2 4.2 5.5
EER/COP 4.63/4.57 3.89/3.89 3.41/3.62

UK Cooling / Sensible kW 2.44/2.03 3.42/2.74 4.49/3.56
Heating kW 2.05 2.61 3.59

Cooling EN14825 Range Min - Max kW 0.89 - 3.20 1.00 - 4.10 1.20 - 5.30
Power Input kW 0.54 0.9 1.35
Pdesign kW 2.5 3.5 4.6
SEER / EE Class 8.60/A+++ 8.60/A+++ 7.80/A++
Seasonal Energy kWh/a 102 142 206

Heating EN14825 Range Min - Max kW 0.90 - 4.80 1.00 - 5.30 1.10 - 6.50
Power Input kW 0.7 1.08 1.52
Pdesign kW 2.5 3.2 4
SCOP / EE Class 5.10/A+++ 5.10/A+++ 4.60/A++
Seasonal Energy kWh/a 686 878 1217

Indoor Data
Air Flow High - Low l/s 183 - 86 203 - 95 213 - 100

High - Low m3/h 660 - 312 732 - 342 768 - 360
Sound Pressure H/L dB(A) 40 - 19 43 - 19 44 - 22

Power H/L dB(A) 55 - 34 58 - 34 59 - 37
Indoor H x W x D mm 293 x 800 x 226 293 x 800 x 226 293 x 800 x 226

Weight kg 10 10 10
Drain OD/ID mm 16/14 16/14 16/14

Outdoor Data
Operating Temp Cool / Heat °C -15~46/-15~24 -15~46/-15~24 -15~46/-15~24
Air Flow High m3/h – l/s 1890 - 524 1950 - 540 2040 - 566
Sound Pressure Cool/Heat dB(A) 44 - 46 46 - 48 48 - 50

Power Cool/Heat dB(A) 57 - 59 59 - 61 61 - 63
Outdoor H x W x D mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290

Weight kg 26 30 33
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 3/8 - 1/4 3/8 - 1/4 1/2 - 1/4

Min - Max Length m 2 - 20 2 - 20 2 - 20
Max Height Diff m 12 12 12

Refrigerant R32 Base Charge / Length kg / m 0.55 / 20 0.80 / 20 0.80 / 20
Additional Charge g/m 20 20 20

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 10 10 16
Run Current Maximum A 3.75 5.35 7.55

Pricing
Indoor Retail (White)  £460.00  £491.00  £543.00 
Indoor Retail (Black)  £518.00  £561.00  £624.00 
Outdoor Retail  £767.00  £952.00  £1,164.00 
System (White)  £1,227.00  £1,443.00  £1,707.00 
System (Black)  £1,285.00  £1,513.00  £1,788.00 

Accessories
RB-RXS33-E Remote controller weekly-timer (WH-TA15PE)  £78.00 

See page(s) 212 - 213 for full accessories information
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Indoor (white) RAS-B10G3KVSG-E RAS-B13G3KVSG-E RAS-B16G3KVSG-E
Indoor (Black) RAS-B10G3KVSGB-E RAS-B13G3KVSGB-E RAS-B16G3KVSGB-E
Outdoor RAS-10J2AVSG-E1 RAS-13J2AVSG-E1 RAS-16J2AVSG-E1
Remote

Performance Data
Nominal Cooling kW 2.5 3.5 4.6

Heating kW 3.2 4.2 5.5
EER/COP 4.63/4.57 3.89/3.89 3.41/3.62

UK Cooling / Sensible kW 2.44/2.03 3.42/2.74 4.49/3.56
Heating kW 2.05 2.61 3.59

Cooling EN14825 Range Min - Max kW 0.89 - 3.20 1.00 - 4.10 1.20 - 5.30
Power Input kW 0.54 0.9 1.35
Pdesign kW 2.5 3.5 4.6
SEER / EE Class 8.60/A+++ 8.60/A+++ 7.80/A++
Seasonal Energy kWh/a 102 142 206

Heating EN14825 Range Min - Max kW 0.90 - 4.80 1.00 - 5.30 1.10 - 6.50
Power Input kW 0.7 1.08 1.52
Pdesign kW 2.5 3.2 4
SCOP / EE Class 5.10/A+++ 5.10/A+++ 4.60/A++
Seasonal Energy kWh/a 686 878 1217

Indoor Data
Air Flow High - Low l/s 183 - 86 203 - 95 213 - 100

High - Low m3/h 660 - 312 732 - 342 768 - 360
Sound Pressure H/L dB(A) 40 - 19 43 - 19 44 - 22

Power H/L dB(A) 55 - 34 58 - 34 59 - 37
Indoor H x W x D mm 293 x 800 x 226 293 x 800 x 226 293 x 800 x 226

Weight kg 10 10 10
Drain OD/ID mm 16/14 16/14 16/14

Outdoor Data
Operating Temp Cool / Heat °C -15~46/-15~24 -15~46/-15~24 -15~46/-15~24
Air Flow High m3/h - l/s 1890 - 524 1950 - 540 2040 - 566
Sound Pressure Cool/Heat dB(A) 44 - 46 46 - 48 48 - 50

Power Cool/Heat dB(A) 57 - 59 59 - 61 61 - 63
Outdoor H x W x D mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290

Weight kg 26 30 33
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 3/8 - 1/4 3/8 - 1/4 1/2 - 1/4

Min - Max Length m 2 - 20 2 - 20 2 - 20
Max Height Diff m 12 12 12

Refrigerant R32 Base Charge / Length kg / m 0.55 / 20 0.80 / 20 0.80 / 20
Additional Charge g/m 20 20 20

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 10 10 16
Run Current Maximum A 3.75 5.35 7.55

Pricing
 £460.00  £491.00  £543.00 

Indoor Retail (Black)  £518.00  £561.00  £624.00 
Outdoor Retail  £767.00  £952.00  £1,164.00 
System (White)  £1,227.00  £1,443.00  £1,707.00 
System (Black)  £1,285.00  £1,513.00  £1,788.00 

Accessories
RB-RXS33-E Remote controller weekly-timer (WH-TA15PE)  £78.00 
RB-N105S-G WiFi Control (model 10-24)  £143.00 

See page X for full accessories information

SHORAI EDGE
• Choice of design: BLACK or WHITE indoor unit
• High efficiency: Energy class A+++ / Clean air: dust filter & ultra pure filter
• APP control: WiFi module integrated as standard
• Ultra-Pure filter (PM2.5 94%) and the HADA Care Flow function for high indoor air 

quality

Indoor (white) RAS-B18G3KVSG-E RAS-B22G3KVSG-E RAS-B24G3KVSG-E
Indoor (Black) RAS-B18G3KVSGB-E RAS-B22G3KVSGB-E RAS-B24G3KVSGB-E
Outdoor RAS-18J2AVSG-E1 RAS-22J2AVSG-E1 RAS-24J2AVSG-E1
Remote – included with indoor WH-UA04UE/WH-UA06UE

Performance Data
Nominal Cooling kW 5 6.1 7

Heating kW 6 7 8
EER/COP 3.52/3.77 3.07/3.72 3.11/3.40

UK Cooling / Sensible kW 4.88/3.57 5.96/4.24 6.84/4.71
Heating kW 3.83 3.98 5.27

Cooling EN14825 Range Min - Max kW 1.20 - 6.00 1.39 - 6.70 1.70 - 7.70
Power Input kW 1.42 1.99 2.25
Pdesign kW 5 6.1 7
SEER / EE Class 7.80/A++ 7.30/A++ 6.30/A++
Seasonal Energy kWh/a 242 292 389

Heating EN14825 Range Min - Max kW 1.10 - 6.50 1.15 - 7.50 1.70 - 8.80
Power Input kW 1.59 1.88 2.35
Pdesign kW 4.3 4.7 6.3
SCOP / EE Class 4.60/A++ 4.60/A++ 4.10/A+
Seasonal Energy kWh/a 1309 1430 2149

Indoor Data
Air Flow High - Low l/s 274 - 158 299 - 191 316 - 199

High - Low m3/h 990 - 570 1,080 - 690 1140 - 720
Sound Pressure H/L dB(A) 44 - 26 46 - 27 48 - 28

Power H/L dB(A) 59 - 41 61 - 42 63 - 43
Indoor H x W x D mm 320 x 1053 x 245 320 x 1053 x 245 320 x 1053 x 245

Weight kg 14 14 14
Drain OD/ID mm 16/14 16/14 16/14

Outdoor Data
Operating Temp Cool / Heat °C -15~46/-15~24 -15~46/-15~24 -15~46/-15~24
Air Flow High m3/h – l/s 2076 - 576 2184 - 607 2916 - 810
Sound Pressure Cool/Heat dB(A) 48 - 50 49 - 51 50 - 52

Power Cool/Heat dB(A) 61 - 63 62 - 64 63 - 65
Outdoor H x W x D mm 550 x 780 x 290 550 x 780 x 290 630 x 800 x 300

Weight kg 34 34 42
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 1/2 - 1/4 1/2 - 1/4 1/2 - 1/4

Min - Max Length m 2 - 20 2 - 20 2 - 25
Max Height Diff m 12 12 15

Refrigerant R32 Base Charge / Length kg / m 1.1 / 20 1.1 / 20 1.14 / 20
Additional Charge g/m 20 20 20

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 16 16 16
Run Current Maximum A 8.35 9.11 11.16

Pricing
Indoor Retail (White)  £625.00  £653.00  £722.00 
Indoor Retail (Black)  £711.00  £746.00  £832.00 
Outdoor Retail  £1,290.00  £1,425.00  £1,650.00 
System (White)  £1,915.00  £2,078.00  £2,372.00 
System (Black)  £2,001.00  £2,171.00  £2,482.00 

Accessories
RB-RXS33-E Remote controller weekly-timer (WH-TA15PE)  £78.00 

See page(s) 212 - 213 for full accessories information
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HAORI
• DESIGN Line with innovative textile cover
• Ultra Pure Filter captures up to 94% of PM 2.5
• WiFi module integrated as standard
• A+++ in cooling and heating modes
• Plasma Ionizer catches and neutralizes the contaminated particles
• Ultra quiet system less than 19 dB(A)

Indoor RAS-B10N4KVRG-E RAS-B13N4KVRG-E RAS-B16N4KVRG-E
Outdoor RAS-10J2AVSG-E1 RAS-13J2AVSG-E1 RAS-16J2AVSG-E1
Remote – included with indoor WH-UA01UE WH-UA01UE WH-UA01UE

Performance Data
Nominal Cooling kW 2.5 3.5 4.6

Heating kW 3.2 4.2 5.5
EER/COP W/W 4.63/4.32 4.38/3.89 3.41/3.62

UK Cooling / Sensible kW 2.44/1.93 3.42/2.64 4.49/3.42
Heating kW 1.86 2.54 3.37

Cooling EN14825 Range Min - Max kW 0.89 - 3.20 1.00 - 4.10 1.20 - 5.30
Power Input kW 0.54 0.80 1.35
Pdesign kW 2.5 3.5 4.6
SEER / EE Class 8.60/A+++ 8.60/A+++ 7.80/A++
Seasonal Energy kWh/a 102 142 206

Heating EN14825 Range Min - Max kW 0.90 - 4.70 1.00 - 5.30 1.10 - 6.30
Power Input kW 0.74 1.08 1.52
Pdesign kW 2.5 3.2 4.0
SCOP / EE Class 5.10/A+++ 5.10/A+++ 4.60/A++
Seasonal Energy kWh/a 684 876 1214

Indoor Data
Air Flow High - Low l/s 169 - 83 189 - 89 186 - 83

High - Low m3/h 610 - 300 680 - 320 730 - 340
Sound Pressure H/L dB(A) 41 - 19 43 - 19 45 - 22

Power H/L dB(A) 55 - 34 57 - 34 59 - 37
Indoor H x W x D mm 300 x 987 x 210 300 x 987 x 210 300 x 987 x 210

Weight kg 11 11 12
Drain OD/ID mm 16/14 16/14 16/14

Outdoor Data
Operating Temp Cool / Heat °C -15~46/-15~24 -15~46/-15~24 -15~46/-15~24
Air Flow High m3/h - l/s 1890 - 524 1950 - 540 2040 - 566
Sound Pressure Cool/Heat dB(A) 44 - 46 46 - 48 48 - 50

Power Cool/Heat dB(A) 57 - 59 59 - 61 61 - 63
Outdoor H x W x D mm 550x780x290 550x780x290 550x780x290

Weight kg 26 30 33
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 3/8 - 1/4 3/8 - 1/4 1/2 - 1/4

Min - Max Length m 2-20 2-20 2-20
Max Height Diff m ±12 ±12 ±12

Refrigerant R32 Base Charge / Length kg / m 0.55/15 0.8/15 0.8/15
Additional Charge g/m 20 20 20

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 10 10 16
Run Current Maximum A 3.25 4.8 6.75

Pricing
Indoor Retail  £600.00  £656.00  £737.00 
Outdoor Retail  £767.00  £952.00  £1,164.00 
System  £1,367.00  £1,608.00  £1,901.00 

Accessories
RB-I4101-E Fabric Kit - Dark Grey  £73 RB-I4104-E Fabric Kit - Grey Beige  £73 

RB-I4102-E Fabric Kit - Light Grey  £73 RB-I4105-E Fabric Kit - Dark Brown  £73 

RB-I4103-E Fabric Kit - Blue Grey  £73 RB-I4106-E Fabric Kit - Emerald Blue  £73 

See page(s) 212 - 213 for full accessories information
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DAISEIKAI 9
• PREMIUM line with 3D airflow
• Dust filter, plasma filter with ionizer
• WiFi module can be integrated into the indoor unit
• Very high efficiency class A+++/A+++ in both cooling and heating
• Extremely quiet less than 20dB(A) in silent mode
• Parameter pre-set 8°C button for anti-frost during holiday periods

Indoor RAS-10PKVPG-E RAS-13PKVPG-E RAS-16PKVPG-E
Outdoor RAS-10PAVPG-E RAS-13PAVPG-E RAS-16PAVPG-E
Remote – included with indoor WH-TA01LE WH-TA01LE WH-TA01LE

Performance Data
Nominal Cooling kW 2.5 3.5 4.5

Heating kW 3.2 4.0 4.5
EER/COP W/W 5.56/5.33 4.67/5.00 4.17/4.01

UK Cooling / Sensible kW 2.44/2.03 3.42/2.74 4.40/3.56
Heating kW 1.9 2.51 3.43

Cooling EN14825 Range Min - Max kW 0.80 - 3.50 0.90 - 4.10 0.90 - 5.10
Power Input kW 0.45 0.75 1.08
Pdesign kW 2.5 3.5 4.5
SEER / EE Class 10.60/A+++ 9.50/A+++ 8.50/A+++
Seasonal Energy kWh/a 83 129 185

Heating EN14825 Range Min - Max kW 0.70 - 5.80 0.80 - 6.30 0.80 - 6.80
Power Input kW 0.60 .80 1.37
Pdesign kW 3.0 3.6 4.5
SCOP / EE Class 5.20/A+++ 5.10/A+++ 4.60/A++
Seasonal Energy kWh/a 807 988 1369

Indoor Data
Air Flow High - Low l/s 200 - 83 200 - 83 206 - 86

High - Low m3/h 720 - 300 720 - 300 740 - 310
Sound Pressure H/L dB(A) 44 - 20 45 - 20 46 - 22

Power H/L dB(A) 58 - 35 60 - 35 60 - 37
Indoor H x W x D mm 290 x 851 x 270 290 x 851 x 270 290 x 851 x 270

Weight kg 14 14 14
Drain OD/ID mm 16/14 16/14 16/14

Outdoor Data
Operating Temp Cool / Heat °C -15 ~ 46/-15 ~ 24 -15 ~ 46/-15 ~ 24 -15 ~ 46/-15~24
Air Flow High m3/h - l/s 2160 - 600 2160 - 600 2160 - 600
Sound Pressure Cool/Heat dB(A) 46 - 47 -42 48 - 50 -43 49 - 50 -44

Power Cool/Heat dB(A) 61 - 62 - 57 63 - 65 - 58 64 - 65 - 59
Outdoor H x W x D mm 630 x 800 x 300 630 x 800 x 300 630 x 800 x 300

Weight kg 38 38 38
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 3/8 - 1/4 3/8 - 1/4 1/2 - 1/4

Min - Max Length m 2 - 25 2 - 25 2 - 25
Max Height Diff m ±10 ±10 ±10

Refrigerant R32 Base Charge / Length kg / m 1.0/15 1.0/15 1.0/15
Additional Charge g/m 20 20 20

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 10 10 16
Run Current Maximum A 3.4 4.01 6.44

Pricing
Indoor Retail  £588.00  £604.00  £630.00 
Outdoor Retail  £1,350.00  £1,434.00  £1,831.00 
System  £1,938.00  £2,038.00  £2,461.00 

Accessories
RB-RXS33-E Remote controller weekly-timer (WH-TA15PE)  £78.00 

RB-N105S-G WiFi Control (model 10-16)  £143.00 

See page(s) 212 - 213 for full accessories information
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DAISEIKAI 10
• PREMIUM line with 3D airflow
• Dust filter, plasma filter with ionizer
• WiFi module can be integrated into the indoor unit
• Very high efficiency class A+++/A+++ in both cooling and heating
• Extremely quiet less than 20dB(A) in silent mode
• Parameter pre-set 8°C button for anti-frost during holiday periods 

Indoor - White RAS-B10S4KVPG-E RAS-B13S4KVPG-E RAS-B18S4KVPG-E
Indoor - Wooden RAS-B10S4KVDG-E RAS-B13S4KVDG-E RAS-B18S4KVDG-E
Outdoor RAS-10S4AVPG-E RAS-13S4AVPG-E RAS-18S4AVPG-E
Remote (inc with indoor) WH-UD01UE/2UE WH-UD01UE/2UE WH-UD01UE/2UE

Performance Data
Nominal Cooling kW 2.5 3.5 5.0

Heating kW 3.2 4.0 6.0
EER/COP W/W 5.32/5.33 4.38/5.00 3.57/4.14

UK Cooling / Sensible kW 2.44/2.03 3.42/2.74 4.40/3.56
Heating kW 1.9 2.51 3.43

Cooling EN14825 Range Min - Max kW 0.60 - 3.50 0.90 - 4.20 0.90 - 6.0
Power Input kW 0.47 0.8 1.4
Pdesign kW 2.5 3.5 5.0
SEER / EE Class 10.70/A+++ 9.70/A+++ 8.60/A+++
Seasonal Energy kWh/a 82 126 203

Heating EN14825 Range Min - Max kW 0.65 - 5.80 0.70 - 6.30 0.80 - 7.20
Power Input kW 0.60 .80 1.45
Pdesign kW 3.0 3.6 4.5
SCOP / EE Class 5.30/A+++ 5.20/A+++ 4.80/A++
Seasonal Energy kWh/a 792 969 1312

Indoor Data
Air Flow High - Low l/s 194 - 83 208 - 91 222 - 97

High - Low m3/h 700 - 300 750 - 330 800 - 350
Sound Pressure H/L dB(A) 40 - 24 41 - 26 44 - 25

Power H/L dB(A) 54 55 58
Indoor - White H x W x D mm 293 x 930 x 255 293 x 930 x 255 293 x 930 x 255
Indoor - Wood H x W x D mm 293 x 940 x 257 293 x 940 x 257 293 x 940 x 257
White/Wood Weight kg 14/16 14/16 14/16

Drain OD/ID mm 16/14 16/14 16/14
Outdoor Data

Operating Temp Cool / Heat °C -15 ~ 46/-20 ~ 24 -15 ~ 46/-20 ~ 24 -15 ~ 46/-20 ~ 24
Air Flow High m3/h - l/s 2100 - 583 2160 - 600 2220 - 616
Sound Pressure Cool/Heat dB(A) 44 / 45 /41 45 / 46 /42 47 / 49 /44

Power Cool/Heat dB(A) 57 / 58 / 54 58 / 59 / 55 60 / 62 / 57
Outdoor H x W x D mm 630 x 800 x 300 630 x 800 x 300 630 x 800 x 300

Weight kg 38 38 38
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 3/8 - 1/4 3/8 - 1/4 1/2 - 1/4

Min - Max Length m 2 - 25 2 - 25 2 - 25
Max Height Diff m ±15 ±15 ±15

Refrigerant R32 Base Charge / Length kg / m 1.0/15 1.0/15 1.0/15
Additional Charge g/m 20 20 20

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 10 10 16
Run Current Maximum A 3.4 4.01 6.44

Pricing
Indoor Retail - White  £775.00  £800.00  £847.00 
Indoor Retail - Wood  £978.00  £1,013.00  £1,105.00 
Outdoor Retail  £1,350.00  £1,434.00  £1,831.00 
System - White  £2,125.00  £2,234.00  £2,678.00 
System - Wood  £2,328.00  £2,447.00  £2,936.00 

Accessories
RB-RXS33-E Remote controller weekly-timer (WH-TA15PE)  £78.00 

See page(s) 212 - 213 for full accessories information
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BI-FLOW
• Bi-flow (two outlets for flow intensity and air direction)
• Fits perfectly under the window sill or in a low ceiling attic
• New IAQ filter filtration system
• Easy to use command control interface on unit (includes child lock)
• Unique floor heating function

Indoor RAS-B10J2FVG-E RAS-B13J2FVG-E RAS-B18J2FVG-E
Outdoor RAS-10J2AVSG-E1 RAS-13J2AVSG-E1 RAS-18J2AVSG-E1
Remote – included with indoor WH-TA12LE WH-TA12LE WH-TA12LE

Performance Data
Nominal Cooling kW 2.5 3.5 5.0

Heating kW 3.2 4.2 6.0
EER/COP W/W 4.24/3.90 4.02/3.31 2.98/2.93

UK Cooling / Sensible kW 2.44/2.03 3.42/2.74 4.40/3.56
Heating kW 1.9 2.51 3.43

Cooling EN14825 Range Min - Max kW 0.95 - 3.2 1.05 - 4.1 1.2 - 5.6
Power Input kW 0.59 0.87 1.68
Pdesign kW 2.5 3.5 5.0
SEER / EE Class 7.20/A++ 7.02/A++ 6.80/A++
Seasonal Energy kWh/a 121 174 257

Heating EN14825 Range Min - Max kW 0.85 - 4.40 1.0 - 5.0 1.3 - 6.3
Power Input kW 0.82 1.27 2.05
Pdesign kW 2.5 3.0 4.0
SCOP / EE Class 4.70/A++ 4.70/A++ 4.60/A++
Seasonal Energy kWh/a 744 893 1217

Indoor Data
Air Flow High - Low l/s 136 - 71 153 - 75 183 - 101

High - Low m3/h 492 - 258 552 - 270 660 - 366
Sound Pressure H/L dB(A) 39 - 23 40 - 24 47 - 31

Power H/L dB(A) 54 - 38 55 - 39 61 - 46
Indoor H x W x D mm 600 x 700 x 220 600 x 700 x 220 600 x 700 x 220

Weight kg 16 16 16
Drain OD/ID mm 16/14 16/14 16/14

Outdoor Data
Operating Temp Cool / Heat °C -15~46/-15~24 -15~46/-15~24 -15~46/-15~24
Air Flow High m3/h - l/s 1890 - 524 1950 - 540 2076 - 576
Sound Pressure Cool/Heat dB(A) 45 - 47 - 38 47 - 49 - 40 49 - 51 - 43

Power Cool/Heat dB(A) 58 - 60 - 51 60 - 62 - 53 62 - 64 - 56
Outdoor H x W x D mm 550x780x290 550x780x290 550x780x290

Weight kg 26 30 34
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 3/8" - 1/4" 3/8" - 1/4" 1/2" - 1/4"

Min - Max Length m 2-20 2-20 2-20
Max Height Diff m ±12 ±12 ±12

Refrigerant R32 Base Charge / Length kg / m 0.55/15 0.80/15 1.1/15
Additional Charge g/m 20 20 20

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 10 10 16
Run Current Maximum A 3.97 5.22 8.05

Pricing
Indoor Retail  £758.00  £826.00  £916.00 
Outdoor Retail  £767.00  £952.00  £1,290.00 
System  £1,525.00  £1,778.00  £2,206.00 

Accessories
RB-RXS33-E Remote controller weekly-timer (WH-TA15PE)  £78.00 

RB-N106S-G WiFi Control (model 10-18)  £150.00 

RB-I301-E Leak detection sensor kit  £193.00 

See page(s) 212 - 213 for full accessories information
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RAS - MULTI OUTDOORS

Outdoor RAS-2M10G3AVG-E RAS-2M14G3AVG-E RAS-2M18G3AVG-E RAS-3M18G3AVG-E
Indoors Connected Min/Max 2-2 2-2 2-2 2-3

Performance Data
Nominal Cooling kW 3.3 4 5.2 5.2

Heating kW 4 4.4 5.6 6.8
EER/COP W/W 4.35/4.94 4.35/4.94 3.88/4.71 4.44/4.30

Cooling EN14825 Range Min - Max kW 1.0-3.9 1.6 - 4.9 1.7 - 6.2 2.4 - 6.5
Power Input kW 0.76 0.92 1.34 1.17
Pdesign kW 3.3 4 5.2 5.2
SEER / EE Class 6.73/A++ 6.73/A++ 6.90/A++ 6.8/A++
Seasonal Energy kWh/a 172 208 261 268

Heating EN14825 Range Min - Max kW 1.0-4.9 1.30 - 5.20 1.30 - 7.50 1.90 - 8.00
Power Input kW 0.81 0.89 1.19 1.58
Pdesign kW 2.7 3.1 3.2 3.5
SCOP / EE Class 4.60/A++ 4.60/A++ 4.60/A++ 4.60/A++
Seasonal Energy kWh/a 822 943 967 1065

Outdoor Data
Operating Temp Cool / Heat °C -10/46/-20/24 -10/46/-20/24 -10/46/-20/24 -10/46/-20/24
Air Flow High m3/h - l/s 1863-517 1863-517 2107-585 2178-605
Sound Pressure Cool/Heat dB(A) 46 46 50 50

Power Cool/Heat dB(A) 59 59 63 63
Outdoor H x W x D mm 630 x 800 x 300 630 x 800 x 300 630 x 800 x 300 630 x 800 x 300

Weight kg 38 43 45 46
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 3/8 x 2 - 1/4 x 2 3/8 x 2 - 1/4 x 2 3/8 x 2 - 1/4 x 2 3/8 x 2 + 1/2 x 1 - 1/4 x 3

Min - Max Length m 2-20 2-30 2-30 2-50
Max per indoor m 15 20 20 25
Max Height Diff m 10 10 10 10

Refrigerant R32 Base Charge / Length kg / m 0.85/20 1.02/30 1.02/30 1.05/50
Additional Charge g/m 0 0 0 0

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 10 10 16 16
Run Current Maximum A 4.17 4.87 6.96 8.79

Pricing
Indoor Retail  £1,122.00  £1,146.00  £1,284.00  £1,815 
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RAS - MULTI OUTDOORS

Outdoor RAS-3M26G3AVG-E RAS-4M27G3AVG-E RAS-5M34G3AVG-E
Indoors Connected Min/Max 2-3 2-4 2-5

Performance Data
Nominal Cooling kW 7.5 8 10

Heating kW 9 9 12
EER/COP W/W 3.75/4.09 3.5/4.67 3.36/4.24

Cooling EN14825 Range Min - Max kW 4.1 - 9.0 4.2 - 9.3 3.7 - 11.0
Power Input kW 2 2.29 2.98
Pdesign kW 7.5 8 10
SEER / EE Class 6.19/A++ 6.11/A++ 6.31/A++
Seasonal Energy kWh/a 424 459 555

Heating EN14825 Range Min - Max kW 2.0 - 11.2 2.9 - 11.7 2.7 - 14.0
Power Input kW 2.2 1.93 2.83
Pdesign kW 5.2 5.2 6.8
SCOP / EE Class 4.44/A+ 4.26/A+ 4.08/A+
Seasonal Energy kWh/a 1641 1711 2336

Outdoor Data
Operating Temp Cool / Heat °C -10/46/-15/24 -10/46/-15/24 -10/46/-15/24
Air Flow High m3/h - l/s 2508-696 2508-696 3666-1018
Sound Pressure Cool/Heat dB(A) 49 49 55

Power Cool/Heat dB(A) 64 64 68
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 890 x 900 x 320

Weight kg 72 72 78
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 3/8 x 1 + 1/2 x 2 - 1/4 x 3 3/8 x 2 + 1/2 x 2 - 1/4 x 4 3/8 x 3 + 1/2 x 2 - 1/4 x 5

Min - Max Length m 3-70 3-70 3-80
Max per indoor m 25 25 25
Max Height Diff m 15 15 15

Refrigerant R32 Base Charge / Length kg / m 1.92/40 1.92/40 2.39/40
Additional Charge g/m 20 20 20

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 16 20 20
Run Current Maximum A 11.67 13.09 13.64

Pricing
Indoor Retail  £2,149  £2,620  £2,983 
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RAS - MULTI SEIYA WALL

Indoor RAS-B05E2KVG-E RAS-B07E2KVG-E RAS-B10E2KVG-E
Remote WH-TG01NE WH-TG01NE WH-TG01NE

Performance Data
Nominal Cooling kW 1.5 2 2.7

Heating kW 2 2.7 4
UK Cooling / Sensible kW 1.47/1.22 1.95/1.57 2.44/1.93

Heating kW 1.18 1.6 2.03
Cooling EN14825 Range Min - Max kW 0.76 - 1.70 1.01 - 2.03 1.31 - 2.75

Power Input kW 0.029 0.031 0.033
Heating EN14825 Range Min - Max kW 0.93 - 2.00 1.23 - 2.95 1.73 - 8.10

Power Input kW 0.04 0.04 0.031
Indoor Data

Air Flow High - Low l/s 134 - 55 140 - 58 144 - 64
High - Low m3/h 448 - 199 500 - 209 510 - 233

Sound Pressure H/L dB(A) 37 - 19 38 - 19 39 - 20
Power H/L dB(A) 50 51 52

Indoor H x W x D mm 288 x 770 x 225 288 x 770 x 225 288 x 770 x 225
Weight kg 9 9 9
Pipe Connection inch 3/8 - 1/4 3/8 - 1/4 3/8 - 1/4
Drain OD/ID mm 16/14 16/14 16/14

Pricing
Outdoor Retail  £231  £244  £249 
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RAS - MULTI SEIYA WALL

Indoor RAS-B13E2KVG-E RAS-B16E2KVG-E
Remote WH-TG01NE WH-TG01NE

Performance Data
Nominal Cooling kW 3.7 4.5

Heating kW 5 5.5
UK Cooling / Sensible kW 3.22/2.49 4.49/3.36

Heating kW 2.2 3.33
Cooling EN14825 Range Min - Max kW 1.71 - 3.70 2.13 - 4.50

Power Input kW 0.034 0.045
Heating EN14825 Range Min - Max kW 2.07 - 5.00 2.33 - 5.50

Power Input kW 0.035 0.031
Indoor Data

Air Flow High - Low l/s 158 - 72 213 - 92
High - Low m3/h 560 - 259 760 - 330

Sound Pressure H/L dB(A) 42 - 20 43 - 22
Power H/L dB(A) 54 56

Indoor H x W x D mm 288 x 770 x 225 293 x 798 x 230
Weight kg 9 10
Pipe Connection inch 3/8 - 1/4 1/2 - 1/4
Drain OD/ID mm 16/14 16/14

Pricing
Outdoor Retail  £257  £316 



RAS - MULTI SHORAI WALL (White/Black)

Indoor (white) RAS-B10G3KVSG-E RAS-B13G3KVSG-E RAS-B16G3KVSG-E
Indoor (black) RAS-B10G3KVSGB-E RAS-B13G3KVSGB-E RAS-B16G3KVSGB-E
Remote WH-UA04UE/WH-UA06UE

Performance Data
Nominal Cooling kW 2.7 3.7 4.5

Heating kW 4 5 5.5
UK Cooling / Sensible kW 2.44/2.03 3.42/2.74 4.49/3.56

Heating kW 2.05 2.61 3.59
Cooling EN14825 Range Min - Max kW 1.31 - 2.75 1.71 - 3.70 2.13 - 4.50

Power Input kW 0.035 0.04 0.045
Heating EN14825 Range Min - Max kW 1.73 - 8.10 2.07 - 5.00 2.33 - 5.50

Power Input kW 0.035 0.04 0.045
Indoor Data

Air Flow High - Low l/s 183 - 86 203 - 95 213 - 100
High - Low m3/h 660 - 312 732 - 342 768 - 360

Sound Pressure H/L dB(A) 40 - 19 43 - 19 44 - 22
Power H/L dB(A) 55 - 34 58 - 34 59 - 37

Indoor H x W x D mm 293x800x226 293x800x226 293x800x226
Weight kg 10 10 10
Pipe Connection inch 3/8" - 1/4" 3/8" - 1/4" 1/2" - 1/4"
Drain OD/ID mm 16/14 16/14 16/14

Pricing
Indoor retail (white)  £460  £491  £543 
Indoor retail (black)  £518  £561  £624 

RAS - MULTI SHORAI WALL (White/Black)

Indoor (white) RAS-B22G3KVSG-E RAS-B24G3KVSG-E
Indoor (black) RAS-B22G3KVSGB-E RAS-B24G3KVSGB-E
Remote WH-UA04UE/WH-UA06UE

Performance Data
Nominal Cooling kW 6 7.1

Heating kW 7 8.1
UK Cooling / Sensible kW 5.96/4.24 6.84/4.71

Heating kW 3.98 5.27
Cooling EN14825 Range Min - Max kW 2.93 - 6.00 3.28 - 7.10

Power Input kW 0.045 0.05
Heating EN14825 Range Min - Max kW 3.04 - 7.00 3.36 - 8.10

Power Input kW 0.045 0.05
Indoor Data

Air Flow High - Low l/s 299 - 191 316 - 199
High - Low m3/h 1,080 - 690 1140 - 720

Sound Pressure H/L dB(A) 46 - 27 48 - 28
Power H/L dB(A) 61 - 42 63 - 43

Indoor H x W x D mm 320x1053x245 320x1053x245
Weight kg 14 14
Pipe Connection inch 1/2" - 1/4" 1/2" - 1/4"
Drain OD/ID mm 16/14 16/14

Pricing
Indoor retail (white)  £653  £722 
Indoor retail (black)  £746  £832 
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RAS - MULTI HAORI WALL

RAS - MULTI DAISEIKAI WALL

Indoor RAS-B10N4KVRG-E RAS-B13N4KVRG-E RAS-B16N4KVRG-E
Remote WH-UA01UE WH-UA01UE WH-UA01UE

Performance Data
Nominal Cooling kW 2.5 3.5 4.6

Heating kW 3.2 4.2 5.5
UK Cooling / Sensible kW 2.44/1.93 3.42/2.64 4.49/3.42

Heating kW 1.86 2.54 3.37
Cooling EN14825 Range Min - Max kW 0.89 - 3.20 1.00 - 4.10 1.20 - 5.30

Power Input kW 0.54 0.8 1.35
Heating EN14825 Range Min - Max kW 0.90 - 4.70 1.00 - 5.30 1.10 - 6.30

Power Input kW 0.74 1.08 1.52
Indoor Data

Air Flow High - Low l/s 169 - 86 189 - 89 213 - 100
High - Low m3/h 510 - 300 680 - 320 768 - 360

Sound Pressure H/L dB(A) 41 - 19 43 - 19 44 - 22
Power H/L dB(A) 55 - 34 57 - 34 59 - 37

Indoor H x W x D mm 300 x 987 x 210 300 x 987 x 210 300 x 987 x 210
Weight kg 11 11 12
Pipe Connection inch 3/8" - 1/4" 3/8" - 1/4" 1/2" - 1/4"
Drain OD/ID mm 16/14 16/14 16/14

Pricing
Outdoor Retail  £600.00  £656.00  £737.00 

Indoor RAS-10PKVPG-E RAS-13PKVPG-E RAS-16PKVPG-E
Remote WH-TA01LE WH-TA01LE WH-TA01LE

Performance Data
Nominal Cooling kW 2.7 3.7 4.5

Heating kW 4 5 5.5
UK Cooling / Sensible kW 2.44/2.03 3.42/2.74 4.40/3.56

Heating kW 1.9 2.51 3.43
Cooling EN14825 Range Min - Max kW 1.31 - 2.75 1.71 - 3.70 2.13 - 4.50

Power Input kW 0.030 0.030 0.030
Heating EN14825 Range Min - Max kW 1.73 - 8.10 2.07 - 5.00 2.33 - 5.50

Power Input kW 0.035 0.035 0.035
Indoor Data

Air Flow High - Low l/s 200 - 83 200 - 83 206 - 86
High - Low m3/h 720 - 300 720 - 300 740 - 310

Sound Pressure H/L dB(A) 42 - 20 44 - 20 45 - 22
Power H/L dB(A) 57 - 35 59 - 35 60 - 37

Indoor H x W x D mm 293 x 851 x 270 293 x 851 x 270 293 x 851 x 270
Weight kg 14 14 14
Pipe Connection inch 3/8 - 1/4 3/8 - 1/4 1/2 - 1/4
Drain OD/ID mm 16/14 16/14 16/14

Pricing
Outdoor Retail  £588.00  £604.00  £630.00 
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RAS - MULTI CASSETTE

RAS - MULTI Bi-Flow

Indoor RAS-M10U2MUVG-E RAS-M13U2MUVG-E RAS-M16U2MUVG-E
Panel RBC-UM21PG(W)-E RBC-UM21PG(W)-E RBC-UM21PG(W)-E
Remote RBC-AX32UM(W)-E RBC-AX32UM(W)-E RBC-AX32UM(W)-E

Performance Data
Nominal Cooling kW 2.7 3.7 4.5

Heating kW 4 5 5.5
UK Cooling / Sensible kW 2.44/2.03 3.42/2.74 4.49/3.56

Heating kW 2.05 2.61 3.53
Cooling EN14825 Range Min - Max kW 1.31 - 2.75 1.71 - 3.70 2.13 - 4.50

Power Input kW 0.023 0.023 0.023
Heating EN14825 Range Min - Max kW 1.73 - 8.10 2.07 - 5.00 2.33 - 5.50

Power Input kW 0.023 0.023 0.023
Indoor Data

Air Flow High - Low l/s 164 - 119 172 - 119 189 - 125
High - Low m3/h 590 - 430 620 - 430 680 - 450

Sound Pressure H/L dB(A) 37 - 30 38 - 30 40 - 31
Power H/L dB(A) 52 - 45 53 - 45 55 - 46

Indoor H x W x D mm 256 x 575 x 575 256 x 575 x 575 256 x 575 x 575
Weight kg 15 15 15
Pipe Connection inch 3/8 - 1/4 3/8 - 1/4 1/2 - 1/4
Drain OD/ID mm 32/25 32/25 32/25

Pricing
Indoor Retail  £958.00  £1,031.00  £1,087.00 
Panel  £286.00  £286.00  £286.00 
Remote £131.00 £131.00 £131.00
Indoor Complete  £1,375.00  £1,448.00  £1,504.00 

Indoor RAS-B10J2FVG-E RAS-B13J2FVG-E RAS-B18J2FVG-E
Remote WH-TA12LE WH-TA12LE WH-TA12LE

Performance Data
Nominal Cooling kW 2.7 3.7 5

Heating kW 4 5 6
UK Cooling / Sensible kW 2.44/2.03 3.42/2.74 4.40/3.56

Heating kW 1.9 2.51 3.43
Cooling EN14825 Range Min - Max kW 1.31 - 2.75 1.71 - 3.70 2.31 - 5.00

Power Input kW 0.025 0.03 0.045
Heating EN14825 Range Min - Max kW 1.73 - 8.10 2.07 - 5.00 2.49 - 6.00

Power Input kW 0.025 0.03 0.045
Indoor Data

Air Flow High - Low l/s 136 - 71 153 - 75 183 - 101
High - Low m3/h 492 - 258 552 - 270 660 - 366

Sound Pressure H/L dB(A) 39 - 23 40 - 24 47 - 31
Power H/L dB(A) 54 - 38 55 - 39 61 - 46

Indoor H x W x D mm 600 x 700 x 220 600 x 700 x 220 600 x 700 x 220
Weight kg 16 16 16
Pipe Connection inch 3/8" - 1/4" 3/8" - 1/4" 1/2" - 1/4"
Drain OD/ID mm 16/14 16/14 16/14

Pricing
Outdoor Retail  £758.00  £826.00  £916.00 
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RAS - MULTI DUCTED

Indoor RAS-M07U2DVG-E RAS-M10U2DVG-E RAS-M13U2DVG-E
Remote WH-TA04NE WH-TA04NE WH-TA04NE

Performance Data
Nominal Cooling kW 2 2.7 3.7

Heating kW 2.7 4 5
UK Cooling / Sensible kW 1.95/1.57 2.44/1.93 3.22/2.49

Heating kW 1.60 2.03 2.20
Cooling EN14825 Range Min - Max kW 1.01 - 2.03 1.31 - 2.75 1.71 - 3.70

Power Input kW 0.048 0.048 0.054
Heating EN14825 Range Min - Max kW 1.23 - 2.95 1.73 - 8.10 2.07 - 5.00

Power Input kW 0.048 0.048 0.054
Indoor Data

Air Flow High - Low l/s 158 - 106 158 - 106 169 - 107
High - Low m3/h 570 - 380 570 - 380 610 - 385

External Static Pressure Standard (High - Low) Pa 10 (10 - 45) 10 (10 - 45) 10 (10 - 45)
Sound Pressure H/L dB(A) 35 - 27 35 - 27 37 - 27

Pressure H/L (under) 44 - 30 44 - 30 46 - 30
Power H/L dB(A) 50 - 42 50 - 42 52 - 42
Power H/L (under) 59 - 45 59 - 45 61 - 45

Indoor H x W x D mm 210 × 700 × 450 210 × 700 × 450 210 × 700 × 450
Weight kg 16 16 16
Pipe Connection inch 3/8 - 1/4 3/8 - 1/4 3/8 - 1/4
Drain OD/ID mm 32/25 32/25 32/25

Pricing
Outdoor Retail  £940.00  £952.00  £965.00 
No return air filter included with indoor
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RAS - MULTI DUCTED

Indoor RAS-M16U2DVG-E RAS-M22U2DVG-E RAS-M24U2DVG-E
Remote WH-TA04NE WH-TA04NE WH-TA04NE

Performance Data
Nominal Cooling kW 4.5 6 7.1

Heating kW 5.5 7 8.1
UK Cooling / Sensible kW 4.49/3.36 5.96/4.24 6.84/4.71

Heating kW 3.33 3.98 5.27
Cooling EN14825 Range Min - Max kW 2.13 - 4.50 2.93 - 6.00 3.28 - 7.10

Power Input kW 0.062 0.069 0.076
Heating EN14825 Range Min - Max kW 2.33 - 5.50 3.04 - 7.00 3.36 - 8.10

Power Input kW 0.062 0.069 0.076
Indoor Data

Air Flow High - Low l/s 217 - 117 278 - 206 294 - 211
High - Low m3/h 780 - 420 1000 - 740 1060 - 760

External Static Pressure Standard (High - Low) Pa 10 (10 - 45) 10 (10 - 45) 10 (10 - 45)
Sound Pressure H/L dB(A) 35 - 25 38 - 32 39 - 33

Pressure H/L (under) 44 - 27 45 - 37 46 - 38
Power H/L dB(A) 50 - 40 53 - 47 54 - 48
Power H/L (under) 59 - 42 60 - 52 61 - 53

Indoor H x W x D mm 210 × 900 × 450 210 × 1100 × 450 210 × 1100 × 450
Weight kg 19 22 22
Pipe Connection inch 1/2 - 1/4 1/2 - 1/4 1/2 - 1/4
Drain OD/ID mm 32/25 32/25 32/25

Pricing
Outdoor Retail  £1,029.00  £1,202.00  £1,243.00 
No return air filter included with indoor
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Digital Inverter Classic RAV Wall Mounts
• Auto louver mode allows optimum and uniform 

air distribution”
• Self-cleaning feature to prevent mould formation on the heat exchanger coils
• Wired controller options available
• Wireless remote control with pre-set functions  with dedicated buttons; hi-power 

mode, quiet mode, comfort sleep, eco-mode
• These units are suitable for use with ‘replacement technology’ enabling the re-use of 

existing R410A, R22 or R407C pipework.

Indoor RAV-HM561KRTP-E RAV-HM801KRTP-E RAV-HM1101KRTP-E RAV-HM1101KRTP-E
Outdoor RAV-GV561ATP-E RAV-GV801ATP-E RAV-GV1101ATP-E RAV-GV1101AT8P-E
Remote (wireless included) WH-TA09NE WH-TA09NE WH-TA09NE WH-TA09NE

Performance Data
Nominal Cooling kW 5 6.7 9.5 9.5

Heating kW 5.3 7 10 10
EER/COP W/W 3.45/3.53 3.05/3.18 2.50/3.03 2.79/3.13

UK Cooling / Sensible kW 4.80/4.10 6.40/5.50 9.00/7.80 *-
Heating kW 2.92 3.95 5.5 *-

Cooling EN14825 Range Min - Max kW 1.5-5.6 1.5-8.0 3.0-10.6 3.0-11.2
Power Input kW 1.45 2.2 3.8 3.4
Pdesign kW 5 6.7 9.5 *-
SEER / EE Class 6.20/A++ 5.75/A+ 6.00/A+ 6.10/A++
Seasonal Energy kWh/a 282 408 554 554

Heating EN14825 Range Min - Max kW 1.5-6.3 1.5-9.0 3.0-13.0 3.0-13.0
Power Input kW 1.5 2.2 3.3 3.2
Pdesign kW 2.8 4.8 7.6 *-
SCOP / EE Class 3.90/A 3.90/A 4.00/A+ 4.10/A+
Seasonal Energy kWh/a 1005 1723 2666 2593

Indoor Data
Air Flow High - Low l/s 267 - 231 - 189 289 - 253 - 189 447 - 375 - 328 447 - 375 - 328

High - Low m3/h 960 - 830 - 680 1040 - 910 - 680 1610 - 1350 - 1180 1610 - 1350 - 1180
Sound Pressure H/L dB(A) 42  -  39  -  36 45  -  41  -  35 49  -  45  -  41 49  -  45  -  41

Power H/L dB(A) 57  -  54  -  51 60  -  56  -  51 64  -  60  -  56 64  -  60  -  56
Indoor H x W  x D mm 320 x 1050 x 250 320 x 1050 x 250 350 x 1200 x 280 350 x 1200 x 280

Weight kg 14 14 19 19
Drain OD/ID mm VP16/14 VP16/14 VP16/14 VP16/14

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15  to  46/-15  to  15
Air Flow High m3/h - l/s 2350 - 653 2700 - 750 2900 - 800 3500 - 972
Sound Pressure Cool/Heat dB(A) 46  -  48 48  -  52 51  -  53 52  -  58

Power Cool/Heat dB(A) 63  -  65 65  -  69 70  -  68 70  -  74
Outdoor H x W x D mm 550 x 780 x 290 550 x 780 x 290 630 x 800 x 300 890 x 900 x 320

Weight kg 36 39 45 68
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 1/2 -1/4 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 30 5 - 30 5 - 30 5 - 30
Max Height Diff m ±20 ±20 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 0.9/20 R32 - 1.4/20 R32 - 1.7/30 R32 - 1.7/30
Additional Charge g/m 20 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 380-415 /3/50
Suggested Fuse A 16 16 25 10
Run Current Maximum A 6.96 10.31 17.81 *-

Pricing
Indoor Retail  £553.00  £597.00  £717.00  £717.00 
Outdoor Retail £965 £1,237 £1,476 £1,846
Remote  £-    £-    £-    £-   
System  £1,518.00  £1,834.00  £2,193.00  £2,563.00 

Accessories
RBC-AMTU31E Wired remote standard £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 External fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 

TCB-TC41LE Remote Sensor  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

See page(s) 214 - 217 for full accessories information
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Digital Inverter Classic RAV 4-Way Cassette
• Two louver shape option : straight flow louver and wide flow louver; for optimum 

air distribution
• Self-cleaning function and Ag-ion tip for anti-mould in drain cap
• Built-in high-lift drain pump
• Detachable louvre and grille for easy cleaning
• These units are suitable for use with ‘replacement technology’
• Infra-red and wired control options available

Indoor RAV-HM561UTP-E RAV-HM801UTP-E RAV-HM1101UTP-E RAV-HM1101UTP-E
Panel RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E
Outdoor RAV-GV561ATP-E RAV-GV801ATP-E RAV-GV1101ATP-E RAV-GV1101AT8P-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 5 6.7 9.5 9.5

Heating kW 5.3 7 10 10
EER/COP W/W 3.13/3.79 3.05/3.68 3.02/3.23 3.06/3.33

UK Cooling / Sensible kW 4.80/4.10 6.40/5.50 9.00/7.80 *-
Heating kW 2.92 3.85 5.5 *-

Cooling EN14825 Range Min - Max kW 1.5-5.6 1.5-8.0 3.0-11.2 3.0-11.2
Power Input kW 1.6 2.2 3.15 3.1
Pdesign kW 5 6.7 9.5 9.5
SEER / EE Class 6.20/A++ 6.00/A+ 6.00/A+ 6.20/A++
Seasonal Energy kWh/a 282 391 554 537

Heating EN14825 Range Min - Max kW 1.5-6.3 1.5-9.0 3.0-13.0 3.0-13.0
Power Input kW 1.4 1.9 3.1 3
Pdesign kW 2.8 4.8 7.6 7.6
SCOP / EE Class 4.20/A+ 4.15/A+ 4.00/A+ 4.10/A+
Seasonal Energy kWh/a 933 1619 2660 2596

Indoor Data
Air Flow High - Low l/s 292 - 242 - 217 342 - 267 - 225 558 - 400 - 325 558 - 400 - 325

High - Low m3/h 1050 - 870 - 780 1230 - 960 - 810 2010 - 1440 - 1170 2010 - 1440 - 1170
Sound Pressure H/L dB(A) 32 - 29 - 28 35 - 31 - 28 43 - 38 - 33 43 - 38 - 33

Power H/L dB(A) 47 - 44 - 43 50 - 46 - 43 58 - 53 - 48 58 - 53 - 48
Indoor H x W  x D mm 256 x 840 x 840 256 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Weight kg 20 20 24 24
Panel H x W  x D mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Weight kg 4.2 4.2 4.2 4.2
Drain OD/ID mm VP32/25 VP32/25 VP32/25 VP32/25

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 2350 - 653 2700 - 750 3000 - 833 4080 - 1133
Sound Pressure Cool/Heat dB(A) 46  -  48 48  -  52 53  -  51 54 - 57

Power Cool/Heat dB(A) 63  -  65 65  -  69 70  -  68 70 - 74
Outdoor H x W x D mm 550 x 780 x 290 550 x 780 x 290 630 x 800 x 300 890 x 900 x 320

Weight kg 36 39 45 69
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 1/2 -1/4 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 30 5 - 30 5 - 30 5 - 30
Max Height Diff m ±20 ±20 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 0.9/20 R32 - 1.4/20 R32 - 1.7/30 R32 - 1.7/30
Additional Charge g/m 20 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 380-415 /3/50
Suggested Fuse A 16 16 25 10
Run Current Maximum A 7.42 10.31 14.76 *-

Pricing
Indoor Retail  £769.00  £846.00  £947.00  £947.00 
Panel  £267.00  £267.00  £267.00  £267.00 
Outdoor Retail  £965.00  £1,237.00  £1,476.00  £1,846.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £2,153.00  £2,502.00  £2,842.00  £3,212.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AXU31U-E Wireless remote kit  £220.00 

See page(s) 214 - 217 for full accessories information
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Digital Inverter Classic RAV 4-Way Cassette
• Two louver shape option : straight flow louver and wide flow louver; for optimum 

air distribution
• Self-cleaning function and Ag-ion tip for anti-mould in drain cap
• Built-in high-lift drain pump
• Detachable louvre and grille for easy cleaning
• These units are suitable for use with ‘replacement technology’
• Infra-red and wired control options available

Indoor RAV-HM1401UTP-E RAV-HM1401UTP-E RAV-HM1601UTP-E RAV-HM1601UTP-E
Panel RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E
Outdoor RAV-GV1401ATP-E RAV-GV1401AT8P-E RAV-GV1601ATP-E RAV-GV1601AT8P-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 11.5 12.1 13 13

Heating kW 11.9 12.3 13.5 13.5
EER/COP W/W 2.50/3.13 2.52/3.00 2.41/3.46 2.41/3.46

UK Cooling / Sensible kW 11.00/9.30 *- 12.40/10.50 *-
Heating kW 6.55 *- 7.43 *-

Cooling EN14825 Range Min - Max kW 3.0-12.0 3.0-14.0 3.0-14.0 3.0-15.0
Power Input kW 4.6 4.8 5.4 5.4
Pdesign kW 11.5 11.5 13 13
SEER / EE Class 5.10/A 5.10/- 5.90/- 5.90/-
Seasonal Energy kWh/a 789 1423 1322 1321

Heating EN14825 Range Min - Max kW 3.0-16.0 3.0-16.0 3.0-18.0 3.0-18.0
Power Input kW 3.8 4.1 3.9 3.9
Pdesign kW 7.8 7.8 8 8
SCOP / EE Class 3.90/A 3.90/- 4.20/- 4.20/-
Seasonal Energy kWh/a 2800 2800 2664 2665

Indoor Data
Air Flow High - Low l/s 583 - 400 - 342 583 - 400 - 342 592 - 408 - 350 592 - 408 - 350

High - Low m3/h 2100 - 1440 - 1230 2100 - 1440 - 1230 2130 - 1470 - 1260 2130 - 1470 - 1260
Sound Pressure H/L dB(A) 44 - 38 - 34 44 - 38 - 34 45 - 40 - 36 45 - 40 - 36

Power H/L dB(A) 59 - 53 - 49 59 - 53 - 49 60 - 55 - 51 60 - 55 - 51
Indoor H x W  x D mm 319 x 840 x 840 319 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Weight kg 24 24 24 24
Panel H x W  x D mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Weight kg 4.2 4.2 4.2 4.2
Drain OD/ID mm VP32/25 VP32/25 VP32/25 VP32/25

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4200 - 1167 4200 - 1167 6900 - 1917 6900 - 1917
Sound Pressure Cool/Heat dB(A) 55 - 57 55 - 57 53 - 55 53 - 55

Power Cool/Heat dB(A) 70 - 74 70 - 74 70 - 72 70 - 72
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 1340 x 900 x 320 1340 x 900 x 320

Weight kg 68 69 95 94
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 30 5 - 30 5 - 30 5 - 30
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 1.9/30 R32 - 1.9/30 R32 - 2.2/30 R32 - 2.2/30
Additional Charge g/m 35 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415 /3/50 220-240/1/50 380-415 /3/50
Suggested Fuse A 32 16 32 16
Run Current Maximum A 21.5 *- 25.1 *-

Pricing
Indoor Retail  £975.00  £975.00  £1,061.00  £1,061.00 
Panel  £267.00  £267.00  £267.00  £267.00 
Outdoor Retail  £1,814.00  £1,945.00  £2,094.00  £2,414.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £3,208.00  £3,339.00  £3,574.00  £3,894.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AXU31U-E Wireless remote kit  £220.00 

See page(s) 214 - 217 for full accessories information
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Digital Inverter Classic RAV Ducted
• Up to 120Pa available pressure : thanks to DC fan motor
• inlet air configuration  standard rear inlet design or alternatively from the 

underside of the unit
• Provision for a fresh air intake supply via a pre-punched knockout hole
• Built-in high-lift drain pump to 850mm
• PCB control panel easily accessible from the side of the unit
• These units are suitable for use with ‘replacement technology’

Indoor RAV-HM561BTP-E RAV-HM801BTP-E RAV-HM1101BTP-E RAV-HM1101BTP-E
Outdoor RAV-GV561ATP-E RAV-GV801ATP-E RAV-GV1101ATP-E RAV-GV1101AT8P-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 5 6.7 9.5 9.5

Heating kW 5.3 7 10 10
EER/COP W/W 2.7/3.21 2.91/3.00 3.00/3.33 3.10/3.40

UK Cooling / Sensible kW 4.90/4.00 6.40/5.50 9.00/7.80 *-
Heating kW 3.65 3.85 5.5 *-

Cooling EN14825 Range Min - Max kW 1.5-5.6 1.5-8.0 3.0-11.2 3.0-11.2
Power Input kW 1.85 2.3 3.17 3.06
Pdesign kW 5 6.7 9.5 9.5
SEER / EE Class 5.20/A 5.10/A 5.10/A 5.30/A
Seasonal Energy kWh/a 336 460 652 628

Heating EN14825 Range Min - Max kW 1.4-6.3 1.5-9.0 3.0-13.0 3.0-13.0
Power Input kW 1.65 2.33 3 2.94
Pdesign kW 2.8 4.8 7.6 7.6
SCOP / EE Class 3.90/A 4.00/A+ 3.80/A 3.80/A
Seasonal Energy kWh/a 1005 1680 2800 2800

Indoor Data
Air Flow High - Low l/s 222 - 175 - 133 333 - 258 - 208 583 - 458 - 350 583 - 458 - 350

High - Low m3/h 800 - 630 - 480 1200 - 930 - 750 2100 - 1650 - 1260 2100 - 1650 - 1260
External Static Standard (Upper - Lower) Pa 30 (120 - 30 ) 30 (120 - 30 ) 50 (120 - 30 ) 50 (120 - 30 )
Sound Pressure H/L dB(A) 33 - 29 - 25 34 - 30 - 26 40 - 36 - 33 40 - 36 - 33

Power H/L dB(A) 55 - 51 - 46 55 - 51 - 46 63 - 58 - 54 63 - 58 - 54
Indoor H x W  x D mm 275 x 700 x 750 275 x 1000 x 750 275 x 1400 x 750 275 x 1400 x 750

Weight kg 23 31 41 41
Drain OD/ID mm VP25 - VP25 VP25 - VP25 VP25 - VP25 VP25 - VP25

Drain Port mm < 850 < 850 < 850 < 850
Outdoor Data

Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 2350 - 653 2700 - 750 3000 - 833 4080 - 1133
Sound Pressure Cool/Heat dB(A) 46  -  48 48  -  52 53  -  51 54 - 57

Power Cool/Heat dB(A) 63  -  65 65  -  69 70  -  68 70 - 74
Outdoor H x W x D mm 550 x 780 x 290 550 x 780 x 290 630 x 800 x 300 890 x 900 x 320

Weight kg 36 39 45 69
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 1/2 -1/4 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 30 5 - 30 5 - 30 5 - 30
Max Height Diff m ±20 ±20 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 0.9/20 R32 - 1.4/20 R32 - 1.7/30 R32 - 1.7/30
Additional Charge g/m 20 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 380-415 /3/50
Suggested Fuse A 16 16 25 10
Run Current Maximum A 7.42 10.92 14.85 *-

Pricing
Indoor Retail  £785.00  £1,013.00  £1,158.00  £1,158.00 
Outdoor Retail  £965.00  £1,237.00  £1,476.00  £1,846.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £1,902.00  £2,402.00  £2,786.00  £3,156.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

TCB-AX32E2 Wireless remote kit  £287.00 TCB-SF56C6BPE Discharge Spigot 2 x 200 mm (401-561)  £141.00 

RBC-VCK1 Vertical Conversion  £548.00 TCB-SF80C6BPE Discharge Spigot 3 x 200 mm (801)  £166.00 

TCB-SF160C6BPE Discharge Spigot 4 x 200 mm (1101 - 1601)  £212.00 

See page(s) 214 - 217 for full accessories information
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Digital Inverter Classic RAV Ducted
• Up to 120Pa available pressure : thanks to DC fan motor
• inlet air configuration  standard rear inlet design or alternatively from the 

underside of the unit
• Provision for a fresh air intake supply via a pre-punched knockout hole
• Built-in high-lift drain pump to 850mm
• PCB control panel easily accessible from the side of the unit
• These units are suitable for use with ‘replacement technology’

Indoor RAV-HM1401BTP-E RAV-HM1401BTP-E RAV-HM1601BTP-E RAV-HM1601BTP-E
Outdoor RAV-GV1401ATP-E RAV-GV1401AT8P-E RAV-GV1601ATP-E RAV-GV1601AT8P-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 11.5 12.1 13 13

Heating kW 11.9 12.3 13.5 13.5
EER/COP W/W 2.45/3.05 2.47/3.00 2.41/3.38 2.41/3.38

UK Cooling / Sensible kW 11.00/9.30 *- 12.40/10.50 *-
Heating kW 6.55 *- 7.43 *-

Cooling EN14825 Range Min - Max kW 3.0-12.0 3.0-14.0 3.0-14.0 3.0-15.0
Power Input kW 4.7 4.9 5.4 5.4
Pdesign kW 11.5 11.5 13 13
SEER / EE Class 5.10/A 5.10/0 4.90/0 4.90/0
Seasonal Energy kWh/a 789 1423 1590 1591

Heating EN14825 Range Min - Max kW 3.0-16.0 3.0-16.0 3.0-18.0 3.0-18.0
Power Input kW 3.9 4.1 4 4
Pdesign kW 7.8 7.8 13.5 13.5
SCOP / EE Class 3.80/A 3.80/- 4.15/- 4.15/-
Seasonal Energy kWh/a 2874 2874 2700 2693

Indoor Data
Air Flow High - Low l/s 583 - 458 - 350 583 - 458 - 350 583 - 458 - 350 583 - 458 - 350

High - Low m3/h 2100 - 1650 - 1260 2100 - 1650 - 1260 2100 - 1650 - 1260 2100 - 1650 - 1260
External Static Standard (Upper - Lower) Pa 50 (120 - 30 ) 50 (120 - 30 ) 50 (120 - 30 ) 50 (120 - 30 )
Sound Pressure H/L dB(A) 40 - 36 - 33 40 - 36 - 33 40 - 36 - 33 40 - 36 - 33

Power H/L dB(A) 63 - 58 - 54 63 - 58 - 54 63 - 58 - 54 63 - 58 - 54
Indoor H x W  x D mm 275 x 1400 x 750 275 x 1400 x 750 275 x 1400 x 750 275 x 1400 x 750

Weight kg 41 41 41 41
Drain OD/ID mm VP25 - VP25 VP25 - VP25 VP25 - VP25 VP25 - VP25

Drain Port mm < 850 < 850 < 850 < 850
Outdoor Data

Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4200 - 1167 4200 - 1167 6900 - 1917 6900 - 1917
Sound Pressure Cool/Heat dB(A) 55 - 57 55 - 57 53 - 55 53 - 55

Power Cool/Heat dB(A) 70 - 74 70 - 74 70 - 72 70 - 72
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 1340 x 900 x 320 1340 x 900 x 320

Weight kg 68 69 95 94
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 30 5 - 30 5 - 30 5 - 30
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 1.9/30 R32 - 1.9/30 R32 - 2.2/30 R32 - 2.2/30
Additional Charge g/m 35 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415 /3/50 220-240/1/50 380-415 /3/50
Suggested Fuse A 32 16 32 16
Run Current Maximum A 22 *- 25.1 *-

Pricing
Indoor Retail  £1,293.00  £1,293.00  £1,410.00  £1,410.00 
Outdoor Retail  £1,814.00  £1,945.00  £2,094.00  £2,414.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £3,259.00  £3,390.00  £3,656.00  £3,976.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

TCB-AX32E2 Wireless remote kit  £287.00 TCB-SF56C6BPE Discharge Spigot 2 x 200 mm (401-561)  £141.00 

RBC-VCK1 Vertical Conversion  £548.00 TCB-SF80C6BPE Discharge Spigot 3 x 200 mm (801)  £166.00 

TCB-SF160C6BPE Discharge Spigot 4 x 200 mm (1101 - 1601)  £212.00 

See page(s) 214 - 217 for full accessories information
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Digital Inverter RAV Wall Mounts
• Auto louver mode allows optimum and uniform air distribution
• Self-cleaning feature to prevent mould formation on the heat exchanger coils
• Wired controller options available
• Wireless remote control with pre-set functions  with dedicated buttons; hi-power 

mode, quiet mode, comfort sleep, eco-mode
• These units are suitable for use with ‘replacement technology’ enabling the
• re-use of existing R410A, R22 or R407C pipework.

Indoor RAV-HM301KRTP-E RAV-HM401KRTP-E RAV-HM561KRTP-E RAV-HM801KRTP-E
Outdoor RAV-GM301ATP-E RAV-GM401ATP-E RAV-GM561ATP-E RAV-GM801ATP-E
Remote (wireless included) WH-TA09NE WH-TA09NE WH-TA09NE WH-TA09NE

Performance Data
Nominal Cooling kW 2.5 3.6 5.0 6.7

Heating kW 3.4 4.0 5.3 7.7
EER/COP W/W 4.10/4.00 3.19/3.57 3.01/3.42 2.75/2.95

UK Cooling / Sensible kW 2.37/1.97 3.42/2.67 4.75/3.61 6.36/4.66
Heating kW 2.43 2.86 3.79 5.51

Cooling EN14825 Range Min - Max kW 0.9 - 3.0 0.9 - 4.0 1.5 - 5.6 1.5 - 8.0
Power Input kW 0.61 1.13 1.66 2.44
Pdesign kW 2.5 3.6 5.0 6.7
SEER / EE Class 6.36/A++ 6.12/A++ 6.19/A++ 5.73/A+
Seasonal Energy kWh/a 138 206 283 409

Heating EN14825 Range Min - Max kW 0.8 - 4.5 0.8 - 5.0 1.5 - 6.3 1.5 - 9.0
Power Input kW 0.85 1.12 1.55 2.61
Pdesign kW 2.6 2.7 2.8 5.1
SCOP / EE Class 4.10/A+ 4.22/A+ 4.00/A+ 4.01/A+
Seasonal Energy kWh/a 887 895 980 1780

Indoor Data
Air Flow High - Low l/s 186 - 150 - 125 194 - 161 - 125 267 - 231 - 189 289 - 253 - 189

High - Low m3/h 670 - 540 - 450 700 - 580 - 450 960 - 830 - 680 1040 - 910 - 680
Sound Pressure H/L dB(A) 40  -  34  -  29 41  -  36  -  30 42  -  39  -  36 45  -  41  -  35

Power H/L dB(A) 55  -  49  -  44 55  -  51  -  45 57  -  54  -  51 60  -  56  -  51
Indoor H x W  x D mm 293 x 798 x 230 293 x 798 x 230 320 x 1050 x 250 320 x 1050 x 250

Weight kg 10 10 14 14
Drain OD/ID mm VP16/14 VP16/14 VP16/14 VP16/14

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15  to  46/-15  to  15
Air Flow High m3/h - l/s 1800 - 500 2200 - 611 2400 - 667 2700 - 750
Sound Pressure Cool/Heat dB(A) 46  -  47 49  -  50 46  -  48 48  -  52

Power Cool/Heat dB(A) 61  -  62 64  -  65 63  -  65 65  -  69
Outdoor H x W x D mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290

Weight kg 33 39 40 44
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 3/8 -1/4 1/2 -1/4 1/2 -1/4 5/8 -3/8

Min - Max Length m 2 - 20 2 - 20 5 - 30 5 - 30
Max Height Diff m ±10 ±10 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 0.6/15 R32 - 0.9/15 R32 - 0.9/20 R32 - 1.3/20
Additional Charge g/m 20 20 20 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 10 10 16 16
Run Current Maximum A 4.17 5.60 7.78 12.23

Pricing
Indoor Retail  £413.00  £449.00  £553.00  £597.00 
Outdoor Retail  £762.00  £913.00  £1,087.00  £1,435.00 
Remote  £-    £-    £-    £-   
System  £1,175.00  £1,362.00  £1,640.00  £2,032.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 

TCB-TC41LE Remote Sensor  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

See page(s) 214 - 217 for full accessories information
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Digital Inverter RAV Wall Mounts
• Auto louver mode allows optimum and uniform air distribution
• Self-cleaning feature to prevent mould formation on the heat exchanger coils
• Wired controller options available
• Wireless remote control with pre-set functions  with dedicated buttons; hi-power 

mode, quiet mode, comfort sleep, eco-mode
• These units are suitable for use with ‘replacement technology’ enabling the
• re-use of existing R410A, R22 or R407C pipework.

Indoor RAV-HM901KRTP-E RAV-HM1101KRTP-E RAV-HM1101KRTP-E
Outdoor RAV-GM901ATP-E RAV-GM1101ATP-E RAV-GM1101AT8P-E
Remote (wireless included) WH-TA09NE WH-TA09NE WH-TA09NE

Performance Data
Nominal Cooling kW 8.0 9.5 9.5

Heating kW 9.0 11.2 11.2
EER/COP W/W 3.00/3.10 3.20/3.23 3.20/3.23

UK Cooling / Sensible kW 7.83/6.35 9.28/7.22 9.28/7.22
Heating kW 6.12 6.93 6.93

Cooling EN14825 Range Min - Max kW 1.9 - 8.8 3.0 - 11.2 3.0 - 11.2
Power Input kW 2.67 2.97 2.97
Pdesign kW 6.7 9.5 9.5
SEER / EE Class 6.10/A++ 6.10/A++ 6.10/A++
Seasonal Energy kWh/a 459 545 545

Heating EN14825 Range Min - Max kW 1.6 - 9.9 3.0 - 13.0 3.0 - 13.0
Power Input kW 2.90 3.47 3.47
Pdesign kW 5.1 8 8
SCOP / EE Class 4.10/A+ 4.20/A+ 4.20/A+
Seasonal Energy kWh/a 2151 2665 2664

Indoor Data
Air Flow High - Low l/s 328 - 253 - 189 447 - 375 - 328 447 - 375 - 328

High - Low m3/h 1180 - 910 - 680 1610 - 1350 - 1180 1610 - 1350 - 1180
Sound Pressure H/L dB(A) 47  -  41  -  35 49  -  45  -  41 49  -  45  -  41

Power H/L dB(A) 62  -  56  -  50 64  -  60  -  56 64  -  60  -  56
Indoor H x W  x D mm 320 x 1050 x 250 350 x 1200 x 280 350 x 1200 x 280

Weight kg 14 19 19
Drain OD/ID mm VP16/14 VP16/14 VP16/14

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15  to  46/-15  to  15
Air Flow High m3/h - l/s 2900 - 806 4080 - 1133 4080 - 1133
Sound Pressure Cool/Heat dB(A) 51  -  68 54  -  57 54  -  57

Power Cool/Heat dB(A) 68  -  72 70  -  74 70  -  74
Outdoor H x W x D mm 630 x 800 x 300 890 x 900 x 320 890 x 900 x 320

Weight kg 47 68 68
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.0/20 R32 - 2.1/30 R32 - 2.1/30
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 380-415 /3/50 220-240/1/50 380-415 /3/50
Suggested Fuse A 20 20 10
Run Current Maximum A 14.02 16.80 5.60

Pricing
Indoor Retail  £657.00  £717.00  £717.00 
Outdoor Retail  £1,585.00  £1,891.00  £2,183.00 
Remote  £-    £-    £-   
System  £2,242.00  £2,608.00  £2,900.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 

TCB-TC41LE Remote Sensor  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

See page(s) 214 - 217 for full accessories information
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Digital Inverter RAV Compact Cassettes
• Compact thin chassis 575 x 575mm
• Optional wireless remote controller receiver fits into the ceiling panel corner 

pocket
• Designed to fit within T-bar of the ceiling grid: 620 x 620mm
• Elegant flat panel design depth 12mm for sleek, unobtrusive installation
• Removable corner pockets for easy access
• Detachable louvre and grille for easy cleaning

Indoor RAV-HM301MUT-E RAV-HM401MUT-E RAV-HM561MUT-E
Panel RBC-UM21PG(W)-E RBC-UM21PG(W)-E RBC-UM21PG(W)-E
Outdoor RAV-GM301ATP-E RAV-GM401ATP-E RAV-GM561ATP-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 2.5 3.6 5.0

Heating kW 3.4 4.0 5.3
EER/COP W/W 4.24/4.47 4.00/4.21 3.05/3.61

UK Cooling / Sensible kW 2.40/1.95 3.45/2.79 4.80/3.50
Heating kW 2.18 2.56 3.79

Cooling EN14825 Range Min - Max kW 0.9 - 3.0 0.9 - 4.0 1.5 - 5.6
Power Input kW 0.59 0.90 1.64
Pdesign kW 2.5 3.6 5
SEER / EE Class 5.94/A+ 5.76/A+ 5.69/A+
Seasonal Energy kWh/a 147 219 307

Heating EN14825 Range Min - Max kW 0.8 - 4.5 0.8 - 5.0 1.5 - 6.3
Power Input kW 0.76 0.95 1.47
Pdesign kW 2.3 2.7 2.8
SCOP / EE Class 4.70/A++ 4.44/A+ 4.37/A+
Seasonal Energy kWh/a 685 851 897

Indoor Data
Air Flow High - Low l/s 177 - 144 - 122 183 - 153 - 130 221 - 187 - 152

High - Low m3/h 640 - 520 - 440 660 - 552 - 468 798 - 672 - 546
Sound Pressure H/L dB(A) 38 - 36 - 30 41 - 36 - 32 44 - 39 - 35

Power H/L dB(A) 53 - 51 - 45 56 - 51 - 47 59 - 54 - 50
Indoor H x W  x D mm 256 x 575 x 575 256 x 575 x 575 256 x 575 x 575

Weight kg 15 15 15
Panel H x W  x D mm 12 x 620 x 620 12 x 620 x 620 12 x 620 x 620

Weight kg 2.5 2.5 2.5
Drain OD/ID mm VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15  to  46/-15  to  15
Air Flow High m3/h - l/s 1800 - 500 2200 - 611 2400 - 667
Sound Pressure Cool/Heat dB(A) 46  -  47 49  -  50 46  -  48

Power Cool/Heat dB(A) 61  -  62 64  -  65 63  -  65
Outdoor H x W x D mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290

Weight kg 29 34 40
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 3/8 -1/4 1/2 -1/4 1/2 -1/4

Min - Max Length m 2 - 20 2 - 20 5 - 30
Max Height Diff m ±10 ±10 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 0.6/15 R32 - 0.9/15 R32 - 0.9/20
Additional Charge g/m 20 20 20

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 10 10 16
Run Current Maximum A 3.75 4.64 7.93

Pricing
Indoor Retail  £864.00  £872.00  £890.00 
Panel  £286.00  £286.00  £286.00 
Outdoor Retail  £762.00  £913.00  £1,087.00 
Remote  £152.00  £152.00  £152.00 
System  £2,064.00  £2,223.00  £2,415.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E  Simplified controller  £103.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AX32UM(W)-E Wireless remote kit  £131.00 TCB-SIR41UM-E Occupancy Sensor  £101.00 

TCB-PCUC2E Application Control Kit  £150.00 

See page(s) 214 - 217 for full accessories information
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Digital Inverter RAV 4-Way Cassette
• Two louver shape option : straight flow louver and wide flow louver; for optimum 

air distribution
• Self-cleaning function and Ag-ion tip for anti-mould in drain cap
• Built-in high-lift drain pump
• Detachable louvre and grille for easy cleaning
• These units are suitable for use with ‘replacement technology’
• Infra-red and wired control options available

Indoor RAV-HM561UTP-E RAV-HM801UTP-E RAV-HM901UTP-E
Panel RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E
Outdoor RAV-GM561ATP-E RAV-GM801ATP-E RAV-GM901ATP-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 5.0 6.7 8.0

Heating kW 5.3 7.7 9.0
EER/COP W/W 3.21/3.90 3.02/3.62 3.30/3.72

UK Cooling / Sensible kW 4.80/3.60 6.40/4.80 7.83/6.35
Heating kW 3.79 5.51 6.12

Cooling EN14825 Range Min - Max kW 1.5 - 5.6 1.5 - 8.0 1.9 - 8.8
Power Input kW 1.56 2.22 2.42
Pdesign kW 5 6.7 6.7
SEER / EE Class 6.34/A++ 5.81/A+ 7.20/A++
Seasonal Energy kWh/a 276 403 389

Heating EN14825 Range Min - Max kW 1.5 - 6.3 1.5 - 9.0 1.6 - 9.9
Power Input kW 1.36 2.13 2.65
Pdesign kW 2.8 5.1 5.1
SCOP / EE Class 4.60/A++ 4.42/A+ 4.60/A++
Seasonal Energy kWh/a 852 1615 1917

Indoor Data
Air Flow High - Low l/s 292 - 242 - 217 342 - 267 - 225 444 - 306 - 250

High - Low m3/h 1050 - 870 - 780 1230 - 960 - 810 1600 - 1100 - 900
Sound Pressure H/L dB(A) 32 - 29 - 28 35 - 31 - 28 40 - 36 - 33

Power H/L dB(A) 47 - 44 - 43 50 - 46 - 43 55 - 51 - 48
Indoor H x W  x D mm 256 x 840 x 840 256 x 840 x 840 319 x 840 x 840

Weight kg 20 20 24
Panel H x W  x D mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Weight kg 4.2 4.2 4.2
Drain OD/ID mm VP32/25 VP32/25 VP32/25

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15  to  46/-15  to  15
Air Flow High m3/h - l/s 2400 - 667 2700 - 750 2900 - 806
Sound Pressure Cool/Heat dB(A) 46  -  48 48  -  52 51  -  68

Power Cool/Heat dB(A) 63  -  65 65  -  69 68  -  72
Outdoor H x W x D mm 550 x 780 x 290 550 x 780 x 290 630 x 800 x 300

Weight kg 40 44 47
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 1/2 -1/4 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 30 5 - 30 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 0.9/20 R32 - 1.3/20 R32 - 2.0/20
Additional Charge g/m 20 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 16 16 20
Run Current Maximum A 7.31 10.40 12.81

Pricing
Indoor Retail  £769.00  £846.00  £867.00 
Panel  £267.00  £267.00  £267.00 
Outdoor Retail  £1,087.00  £1,435.00  £1,585.00 
Remote  £152.00  £152.00  £152.00 
System  £2,275.00  £2,700.00  £2,871.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AXU31U-E Wireless remote kit  £220.00 

See page(s) 214 - 217 for full accessories information
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Digital Inverter RAV 4-Way Cassette
• Two louver shape option : straight flow louver and wide flow louver; for optimum 

air distribution
• Self-cleaning function and Ag-ion tip for anti-mould in drain cap
• Built-in high-lift drain pump
• Detachable louvre and grille for easy cleaning
• These units are suitable for use with ‘replacement technology’
• Infra-red and wired control options available

Indoor RAV-HM1101UTP-E RAV-HM1101UTP-E RAV-HM1401UTP-E
Panel RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E
Outdoor RAV-GM1101ATP-E RAV-GM1101AT8P-E RAV-GM1401ATP-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 9.5 9.5 12.0

Heating kW 11.2 11.2 13.0
EER/COP W/W 3.31/3.82 3.31/3.82 2.80/3.76

UK Cooling / Sensible kW 9.10/7.56 9.10/7.56 11.40/8.80
Heating kW 8.01 8.01 9.3

Cooling EN14825 Range Min - Max kW 3.0 - 11.2 3.0 - 11.2 3.0 - 13.2
Power Input kW 2.87 2.87 4.29
Pdesign kW 9.5 9.5 12
SEER / EE Class 6.15/A++ 6.15/A++ 5.71/A+
Seasonal Energy kWh/a 540 540 736

Heating EN14825 Range Min - Max kW 3.0 - 13.0 3.0 - 13.0 3.0 - 16.0
Power Input kW 2.93 2.93 3.46
Pdesign kW 8 8 8
SCOP / EE Class 4.28/A+ 4.28/A+ 4.29/A+
Seasonal Energy kWh/a 2615 2615 2611

Indoor Data
Air Flow High - Low l/s 558 - 400 - 325 558 - 400 - 325 583 - 400 - 342

High - Low m3/h 2010 - 1440 - 1170 2010 - 1440 - 1170 2100 - 1440 - 1230
Sound Pressure H/L dB(A) 43 - 38 - 33 43 - 38 - 33 44 - 38 - 34

Power H/L dB(A) 58 - 53 - 48 58 - 53 - 48 59 - 53 - 49
Indoor H x W  x D mm 319 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Weight kg 24 24 24
Panel H x W  x D mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Weight kg 4.2 4.2 4.2
Drain OD/ID mm VP32/25 VP32/25 VP32/25

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4080 - 1133 4080 - 1133 4200 - 1167
Sound Pressure Cool/Heat dB(A) 54  -  57 54 - 57 55 - 57

Power Cool/Heat dB(A) 70  -  74 70 - 74 70 - 74
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 890 x 900 x 320

Weight kg 68 69 68
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1/30 R32 - 2.1/30 R32 - 2.1/30
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415 /3/50 220-240/1/50
Suggested Fuse A 20 10 32
Run Current Maximum A 14.20 4.75 20.75

Pricing
Indoor Retail  £947.00  £947.00  £975.00 
Panel  £267.00  £267.00  £267.00 
Outdoor Retail  £1,891.00  £2,183.00  £1,993.00 
Remote  £152.00  £152.00  £152.00 
System  £3,257.00  £3,549.00  £3,387.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AXU31U-E Wireless remote kit  £220.00 

See page(s) 214 - 217 for full accessories information



Digital Inverter RAV 4-Way Cassette
• Two louver shape option : straight flow louver and wide flow louver; for optimum 

air distribution
• Self-cleaning function and Ag-ion tip for anti-mould in drain cap
• Built-in high-lift drain pump
• Detachable louvre and grille for easy cleaning
• These units are suitable for use with ‘replacement technology’
• Infra-red and wired control options available

Indoor RAV-HM1401UTP-E RAV-HM1601UTP-E RAV-HM1601UTP-E
Panel RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E
Outdoor RAV-GM1401AT8P-E RAV-GM1601ATP-E RAV-GM1601AT8P-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 12.0 14.0 14.0

Heating kW 13.0 16.0 16.0
EER/COP W/W 2.80/3.76 3.12/3.61 3.12/3.61

UK Cooling / Sensible kW 11.40/8.80 13.30/9.70 13.30/9.70
Heating kW 9.3 10.88 10.88

Cooling EN14825 Range Min - Max kW 3.0 - 13.2 3.0 - 16.0 3.0 - 16.0
Power Input kW 4.29 4.49 4.49
Pdesign kW 12 12 12
SEER / EE Class 5.71/A+ 6.30/249.0 6.30/249.0
Seasonal Energy kWh/a 736 1033 1033

Heating EN14825 Range Min - Max kW 3.0 - 16.0 3.0 - 18.0 3.0 - 18.0
Power Input kW 3.46 4.43 4.43
Pdesign kW 8 8 8
SCOP / EE Class 4.29/A+ 4.35/171.0 4.35/171.0
Seasonal Energy kWh/a 2611 2575 2575

Indoor Data
Air Flow High - Low l/s 583 - 400 - 342 592 - 408 - 350 592 - 408 - 350

High - Low m3/h 2100 - 1440 - 1230 2130 - 1470 - 1260 2130 - 1470 - 1260
Sound Pressure H/L dB(A) 44 - 38 - 34 45 - 40 - 36 45 - 40 - 36

Power H/L dB(A) 59 - 53 - 49 60 - 55 - 51 60 - 55 - 51
Indoor H x W  x D mm 319 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Weight kg 24 24 24
Panel H x W  x D mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Weight kg 4.2 4.2 4.2
Drain OD/ID mm VP32/25 VP32/25 VP32/25

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4200 - 1167 6900 - 1917 6900 - 1917
Sound Pressure Cool/Heat dB(A) 55 - 57 53 - 55 53 - 55

Power Cool/Heat dB(A) 70 - 74 70 - 72 70 - 72
Outdoor H x W x D mm 890 x 900 x 320 1340 x 900 x 320 1340 x 900 x 320

Weight kg 68 95 94
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1/30 R32 - 2.4/30 R32 - 2.1/30
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 380-415 /3/50 220-240/1/50 380-415 /3/50
Suggested Fuse A 16 32 16
Run Current Maximum A 6.90 21.71 7.23

Pricing
Indoor Retail  £975.00  £1,061.00  £1,061.00 
Panel  £267.00  £267.00  £267.00 
Outdoor Retail  £2,300.00  £2,681.00  £2,976.00 
Remote  £152.00  £152.00  £152.00 
System  £3,694.00  £4,161.00  £4,456.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AXU31U-E Wireless remote kit  £220.00 

See page(s) 214 - 217 for full accessories information
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Digital Inverter RAV slim duct
• Two louver shape option : straight flow louver and wide flow louver; for optimum 

air distribution
• Self-cleaning function and Ag-ion tip for anti-mould in drain cap
• Built-in high-lift drain pump
• Detachable louvre and grille for easy cleaning
• These units are suitable for use with ‘replacement technology’
• Infra-red and wired control options available

Indoor RAV-HM301SDTY-E RAV-HM401SDTY-E RAV-HM561SDTY-E
Outdoor RAV-GM301ATP-E RAV-GM401ATP-E RAV-GM561ATP-E
Remote (wireless) RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 2.5 3.6 5

Heating kW 3.4 4 5.3
EER/COP W/W 4.46/3.95 3.87/4.12 2.62/3.53

UK Cooling / Sensible kW 2.40/1.79 3.45/2.84 4.80/3.30
Heating kW 2.18 2.56 3.79

Cooling EN14825 Range Min - Max kW 0.9 - 3.0 0.9 - 4.0 1.5 - 5.6
Power Input kW 0.56 0.93 1.91
Pdesign kW 2.5 3.6 5
SEER / EE Class 6.29/A++ 5.86/A+ 5.14/A
Seasonal Energy kWh/a 139 215 340

Heating EN14825 Range Min - Max kW 0.8 - 4.5 0.8 - 5.0 1.5 - 6.3
Power Input kW 0.86 0.97 1.5
Pdesign kW 2.6 2.7 2.8
SCOP / EE Class 4.60/A++ 4.01/A+ 4.16/A+
Seasonal Energy kWh/a 791 943 943

Indoor Data
Air Flow High - Low l/s 183 - 156 - 133 192 - 167 - 145 217 - 188 - 162

High - Low m3/h 660 - 560 - 480 690 - 600 - 522 780 - 678 - 582
External Static Standard (Upper - Lower) Pa 30 (5-45) 30 (5-45) 29 (4-44)
Sound Pressure H/L dB(A) 39 - 36 - 33 39 - 36 - 33 45 - 40 - 36

Pressure H/L (lower) dB(A) 45 - 43 - 41 45 - 43 - 41 48 - 46 - 43
Power H/L dB(A) 54 - 51 - 48 54 - 51 - 48 60 - 55 - 51
Power H/L (lower) dB(A) 60 - 58 - 56 60 - 58 - 56 63 - 61 - 58

Indoor H x W  x D mm 210 x 845 x 645 210 x 845 x 645 210 x 845 x 645
Weight kg 22 22 22

Drain OD/ID mm VP25 - VP25 VP25 - VP25 VP25 - VP25
Lift Pump Drain Height from Base mm < 850 < 850 < 850

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15  to  46/-15  to  15
Air Flow High m3/h - l/s 1800 - 500 2200 - 611 2400 - 667
Sound Pressure Cool/Heat dB(A) 46  -  47 49  -  50 46  -  48

Power Cool/Heat dB(A) 61  -  62 64  -  65 63  -  65
Outdoor H x W x D mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290

Weight kg 29 34 40
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 3/8 -1/4 1/2 -1/4 1/2 -1/4

Min - Max Length m 2 - 20 2 - 20 5 - 30
Max Height Diff m ±10 ±10 ±10

Refrigerant R32 Base Charge / Length kg / m R32 - 0.63/15 R32 - 0.9/15 R32 - 0.9/20
Additional Charge g/m 20 20 20

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 10 10 16
Run Current Maximum A 4.2 4.75 8.95

Pricing
Indoor Retail  £654.00  £668.00  £723.00 
Outdoor Retail  £762.00  £913.00  £1,087.00 
Remote  £152.00  £152.00  £152.00 
System  £1,568.00  £1,733.00  £1,962.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E  Simplified controller  £103.00 TCB-TC41LE Remote Sensor  £86.00 

TCB-AX32E2 Wireless remote kit/WH-L11SE remote  £287.00 

See page(s) 214 - 217 for full accessories information



Digital Inverter RAV Ducted
• Up to 120Pa available pressure : thanks to DC fan motor
• inlet air configuration  standard rear inlet design or alternatively from the 

underside of the unit
• Provision for a fresh air intake supply via a pre-punched knockout hole
• Built-in high-lift drain pump to 850mm
• PCB control panel easily accessible from the side of the unit
• These units are suitable for use with ‘replacement technology’

Indoor RAV-HM561BTP-E RAV-HM801BTP-E RAV-HM901BTP-E
Outdoor RAV-GM561ATP-E RAV-GM801ATP-E RAV-GM901ATP-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 5.0 6.7 8.0

Heating kW 5.3 7.7 9.0
EER/COP W/W 2.73/3.27 2.82/3.32 3.00/3.40

UK Cooling / Sensible kW 4.80/3.60 6.30/4.90 7.83/5.78
Heating kW 3.79 5.51 6.12

Cooling EN14825 Range Min - Max kW 1.5 - 5.6 1.5 - 8.0 1.9 - 8.8
Power Input kW 1.83 2.38 2.67
Pdesign kW 5 6.7 6.7
SEER / EE Class 5.28/A 5.20/A 6.10/A++
Seasonal Energy kWh/a 332 451 459

Heating EN14825 Range Min - Max kW 1.5 - 6.3 1.5 - 9.0 1.6 - 9.9
Power Input kW 1.62 2.32 2.65
Pdesign kW 2.8 5.1 5.1
SCOP / EE Class 4.08/A+ 4.13/A+ 4.60/A++
Seasonal Energy kWh/a 960 1728 1917

Indoor Data
Air Flow High - Low l/s 222 - 175 - 133 333 - 258 - 208 472 - 375 - 278

High - Low m3/h 800 - 630 - 480 1200 - 930 - 750 1700 - 1350 - 1000
External Static Standard (Upper - Lower) Pa 30 (120 - 30 ) 30 (120 - 30 ) 30 (120 - 30 )
Sound Pressure H/L dB(A) 33 - 29 - 25 34 - 30 - 26 37 - 33 - 30

Power H/L dB(A) 55 - 51 - 46 55 - 51 - 46 60 - 55 - 51
Indoor H x W  x D mm 275 x 700 x 750 275 x 1000 x 750 275 x 1400 x 750

Weight kg 23 31 41
Drain OD/ID mm VP25 - VP25 VP25 - VP25 VP25 - VP25

Drain Port mm < 850 < 850 < 850
Drain OD/ID mm VP25 - VP25 VP25 - VP25 VP25 - VP25

Lift Pump Drain Height from Base mm < 850 < 850 < 850
Outdoor Data

Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15  to  46/-15  to  15
Air Flow High m3/h - l/s 2400 - 667 2700 - 750 2900 - 806
Sound Pressure Cool/Heat dB(A) 46  -  48 48  -  52 51  -  68

Power Cool/Heat dB(A) 63  -  65 65  -  69 68  -  72
Outdoor H x W x D mm 550 x 780 x 290 550 x 780 x 290 630 x 800 x 300

Weight kg 40 44 47
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 1/2 -1/4 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 30 5 - 30 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 0.9/20 R32 - 1.3/20 R32 - 2.0/20
Additional Charge g/m 20 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 16 16 20
Run Current Maximum A 8.58 11.20 12.91

Pricing
Indoor Retail  £785.00  £1,013.00  £1,086.00 
Outdoor Retail  £1,087.00  £1,435.00  £1,585.00 
Remote  £152.00  £152.00  £152.00 
System  £2,024.00  £2,600.00  £2,823.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

TCB-AX32E2 Wireless remote kit  £287.00 TCB-SF56C6BPE Discharge Spigot 2 x 200 mm (401-561)  £141.00 

RBC-VCK1 Vertical Conversion  £548.00 TCB-SF80C6BPE Discharge Spigot 3 x 200 mm (801)  £166.00 

TCB-SF160C6BPE Discharge Spigot 4 x 200 mm (901 - 1601)  £212.00 

See page(s) 214 - 217 for full accessories information
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Digital Inverter RAV Ducted
• Up to 120Pa available pressure : thanks to DC fan motor
• inlet air configuration  standard rear inlet design or alternatively from the 

underside of the unit
• Provision for a fresh air intake supply via a pre-punched knockout hole
• Built-in high-lift drain pump to 850mm
• PCB control panel easily accessible from the side of the unit
• These units are suitable for use with ‘replacement technology’

Indoor RAV-HM1101BTP-E RAV-HM1101BTP-E RAV-HM1401BTP-E
Outdoor RAV-GM1101ATP-E RAV-GM1101AT8P-E RAV-GM1401ATP-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 9.5 9.5 12.1

Heating kW 11.2 11.2 13.0
EER/COP W/W 3.18/3.75 3.18/3.75 2.74/3.61

UK Cooling / Sensible kW 9.10/7.37 9.10/7.37 11.15/8.90
Heating kW 8.01 8.01 9.3

Cooling EN14825 Range Min - Max kW 3.0 - 11.2 3.0 - 11.2 3.0 - 13.2
Power Input kW 2.99 2.99 4.42
Pdesign kW 9.5 9.5 12
SEER / EE Class 5.28/A 5.28/A 5.36/211.4
Seasonal Energy kWh/a 629 629 1354

Heating EN14825 Range Min - Max kW 3.0 - 13.0 3.0 - 13.0 3.0 - 16.0
Power Input kW 2.99 2.99 3.60
Pdesign kW 7.6 7.6 8
SCOP / EE Class 4.19/A+ 4.19/A+ 4.19/164.6
Seasonal Energy kWh/a 2537 2537 2537

Indoor Data
Air Flow High - Low l/s 583 - 458 - 350 583 - 458 - 350 583 - 458 - 350

High - Low m3/h 2100 - 1650 - 1260 2100 - 1650 - 1260 2100 - 1650 - 1260
External Static Standard (Upper - Lower) Pa 50 (120 - 30 ) 50 (120 - 30 ) 50 (120 - 30 )
Sound Pressure H/L dB(A) 40 - 36 - 33 40 - 36 - 33 40 - 36 - 33

Power H/L dB(A) 63 - 58 - 54 63 - 58 - 54 63 - 58 - 54
Indoor H x W  x D mm 275 x 1400 x 750 275 x 1400 x 750 275 x 1400 x 750

Weight kg 41 41 41
Drain OD/ID mm VP25 - VP25 VP25 - VP25 VP25 - VP25

Drain Port mm < 850 < 850 < 850
Drain OD/ID mm VP25 - VP25 VP25 - VP25 VP25 - VP25

Lift Pump Drain Height from Base mm < 850 < 850 < 850
Outdoor Data

Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4080 - 1133 4080 - 1133 4200 - 1167
Sound Pressure Cool/Heat dB(A) 54  -  57 54 - 57 55 - 57

Power Cool/Heat dB(A) 70  -  74 70 - 74 70 - 74
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 890 x 900 x 320

Weight kg 68 69 68
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1/30 R32 - 2.1/30 R32 - 2.1/30
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415 /3/50 220-240/1/50
Suggested Fuse A 20 10 32
Run Current Maximum A 14.50 4.85 21.40

Pricing
Indoor Retail  £1,158.00  £1,158.00  £1,293.00 
Outdoor Retail  £1,891.00  £2,183.00  £1,993.00 
Remote  £152.00  £152.00  £152.00 
System  £3,201.00  £3,493.00  £3,438.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

TCB-AX32E2 Wireless remote kit  £287.00 TCB-SF56C6BPE Discharge Spigot 2 x 200 mm (401-561)  £141.00 

RBC-VCK1 Vertical Conversion  £548.00 TCB-SF80C6BPE Discharge Spigot 3 x 200 mm (801)  £166.00 

TCB-SF160C6BPE Discharge Spigot 4 x 200 mm (901 - 1601)  £212.00 

See page(s) 214 - 217 for full accessories information



Digital Inverter RAV Ducted
• Up to 120Pa available pressure : thanks to DC fan motor
• inlet air configuration  standard rear inlet design or alternatively from the 

underside of the unit
• Provision for a fresh air intake supply via a pre-punched knockout hole
• Built-in high-lift drain pump to 850mm
• PCB control panel easily accessible from the side of the unit
• These units are suitable for use with ‘replacement technology’

Indoor RAV-HM1401BTP-E RAV-HM1601BTP-E RAV-HM1601BTP-E
Outdoor RAV-GM1401AT8P-E RAV-GM1601ATP-E RAV-GM1601AT8P-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 12.1 14.0 14.0

Heating kW 13.0 16.0 16.0
EER/COP W/W 2.74/3.61 2.73/3.41 2.73/3.41

UK Cooling / Sensible kW 11.15/8.90 13.30/9.70 13.30/9.70
Heating kW 9.3 10.88 10.88

Cooling EN14825 Range Min - Max kW 3.0 - 13.2 3.0 - 16.0 3.0 - 16.0
Power Input kW 4.42 5.13 5.13
Pdesign kW 12 12 12
SEER / EE Class 5.36/211.4 5.30/202.2 5.30/202.2
Seasonal Energy kWh/a 1354 1584 1584

Heating EN14825 Range Min - Max kW 3.0 - 16.0 3.0 - 18.0 3.0 - 18.0
Power Input kW 3.60 4.69 4.69
Pdesign kW 8 8 8
SCOP / EE Class 4.19/164.6 3.90/153.0 3.90/153.0
Seasonal Energy kWh/a 2537 2872 2872

Indoor Data
Air Flow High - Low l/s 583 - 458 - 350 583 - 458 - 350 583 - 458 - 350

High - Low m3/h 2100 - 1650 - 1260 2100 - 1650 - 1260 2100 - 1650 - 1260
External Static Standard (Upper - Lower) Pa 50 (120 - 30 ) 50 (120 - 30 ) 50 (120 - 30 )
Sound Pressure H/L dB(A) 40 - 36 - 33 40 - 36 - 33 40 - 36 - 33

Power H/L dB(A) 63 - 58 - 54 63 - 58 - 54 63 - 58 - 54
Indoor H x W  x D mm 275 x 1400 x 750 275 x 1400 x 750 275 x 1400 x 750

Weight kg 41 41 41
Drain OD/ID mm VP25 - VP25 VP25 - VP25 VP25 - VP25

Drain Port mm < 850 < 850 < 850
Drain OD/ID mm VP25 - VP25 VP25 - VP25 VP25 - VP25

Lift Pump Drain Height from Base mm < 850 < 850 < 850
Outdoor Data

Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4200 - 1167 6900 - 1917 6900 - 1917
Sound Pressure Cool/Heat dB(A) 55 - 57 53 - 55 53 - 55

Power Cool/Heat dB(A) 70 - 74 70 - 72 70 - 72
Outdoor H x W x D mm 890 x 900 x 320 1340 x 900 x 320 1340 x 900 x 320

Weight kg 68 95 94
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1/30 R32 - 2.4/30 R32 - 2.1/30
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 380-415 /3/50 220-240/1/50 380-415 /3/50
Suggested Fuse A 16 32 16
Run Current Maximum A 7.15 24.81 8.27

Pricing
Indoor Retail  £1,293.00  £1,410.00  £1,410.00 
Outdoor Retail  £2,300.00  £2,681.00  £2,976.00 
Remote  £152.00  £152.00  £152.00 
System  £3,745.00  £4,243.00  £4,538.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

TCB-AX32E2 Wireless remote kit  £287.00 TCB-SF56C6BPE Discharge Spigot 2 x 200 mm (401-561)  £141.00 

RBC-VCK1 Vertical Conversion  £548.00 TCB-SF80C6BPE Discharge Spigot 3 x 200 mm (801)  £166.00 

TCB-SF160C6BPE Discharge Spigot 4 x 200 mm (901 - 1601)  £212.00 

See page(s) 214 - 217 for full accessories information
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Digital Inverter RAV High Static Ducted
• Maximum external static pressure 250Pa
• 3 stage selectable static pressure setting
• Ideal for larger shops and retail premises
• Space-saving small footprint
• Outdoor unit 400V, 3 phase supply
• Indoor does not include return air filter

Indoor RAV-RM2241DTP-E2 RAV-RM2801DTP-E2
Outdoor RAV-GM2241AT8-E1 RAV-GM2801AT8-E1
Remote RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 19.0 22.5

Heating kW 22.4 27.0
EER/COP W/W 3.24/3.92 2.82/3.59

UK Cooling / Sensible kW 19.0/15.4 22.8/19.3
Heating kW 13.78 16.73

Cooling EN14825 Range Min - Max kW  4.6-22.4 4.6-27.0
Power Input kW 5.35 6.76
Pdesign kW 19 22.5
SEER / EE Class 5.82/181.8 5.49/181.4
Seasonal Energy kWh/a 2468 2928

Heating EN14825 Range Min - Max kW 4.6-25.0 4.6-31.5
Power Input kW 5.71 7.52
Pdesign kW 18 20
SCOP / EE Class 3.78/137.4 3.69/134.6
Seasonal Energy kWh/a 7174 8136

Indoor Data
Air Flow High - Low l/s 1055 - 889 - 694 1333 - 1167 - 972

High - Low m3/h 3800 - 3200 - 2500 4800 - 4200 - 3500
External Static Standard (Upper - Lower) Pa 150 (250-50) 150 (250-50)
Sound Pressure H/L dB(A) 44 - 40 - 36 46 - 42 - 38

Power H/L dB(A) 79 - 75 - 71 81 - 77 - 73
Indoor H x W  x D mm 448 x 1400 x 900 448 x 1400 x 900

Weight kg 97 97
Drain OD/ID mm VP32/25 VP32/25

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-27 to 15 -15 to 46/-27 to 15
Air Flow High m3/h - l/s 9150- 2541 10890- 3025
Sound Pressure Cool/Heat dB(A) 58 - 60 61 - 63

Power Cool/Heat dB(A) 76 - 76 78 - 80
Outdoor H x W x D mm 1550 x 1010 x 370 1550 x 1010 x 370

Weight kg 142 142
Drain Port mm 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 1 1/8 - 1/2 1 1/8 - 1/2

Min - Max Length m 5-100 5-100
Max Height Diff m ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 5.0/30 R32 - 5.0/30
Additional Charge g/m 80 80

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E
Power Supply V/ph/Hz 380-415 /3/50 380-415 /3/50
Suggested Fuse A 16 20
Run Current Maximum A 9.52 13.04

Pricing
Indoor Retail  £3,533.00  £3,745.00 
Outdoor Retail  £5,246.00  £5,255.00 
Remote  £152.00  £152.00 
System  £8,931.00  £9,152.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

See page(s) 214 - 217 for full accessories information



Digital Inverter RAV Ceiling Mount
• Low noise levels, thanks to high diameter fan and DC motor
• Self-cleaning function, enables the air flow to remain constant and fresh and 

reduces the frequency of service visits
• This design, represents the best possible solution, where there is a lack of space 

or absence of a ceiling void
• Infra-red and wired control options available
• Automatic louvre control for all year round comfort and efficiency
• These units are suitable for use with ‘replacement technology’

Indoor RAV-HM401CTP-E RAV-HM561CTP-E RAV-HM801CTP-E RAV-HM901CTP-E
Outdoor RAV-GM401ATP-E RAV-GM561ATP-E RAV-GM801ATP-E RAV-GM901ATP-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 3.6 5.0 6.9 8.0

Heating kW 4.0 5.3 7.7 9.0
EER/COP W/W 4.34/5.13 3.11/3.90 2.90/3.62 3.10/3.40

UK Cooling / Sensible kW 3.45/2.89 4.80/3.06 6.60/5.00 7.83/6.61
Heating kW 2.56 3.79 5.51 6.12

Cooling EN14825 Range Min - Max kW 0.9 - 4.0 1.5 - 5.6 1.5 - 7.4 1.9 - 8.8
Power Input kW 0.83 1.61 2.38 2.58
Pdesign kW 3.6 5 6.9 6.9
SEER / EE Class 6.34/A++ 5.50/A 5.62/A+ 6.10/A++
Seasonal Energy kWh/a 199 318 429 459

Heating EN14825 Range Min - Max kW 0.8 - 5.0 1.5 - 6.3 1.5 - 9.0 1.6 - 9.9
Power Input kW 0.78 1.36 2.13 2.65
Pdesign kW 2.7 2.8 5.1 5.1
SCOP / EE Class 5.10/A+++ 4.32/A+ 4.21/A+ 4.60/A++
Seasonal Energy kWh/a 741 908 1697 1917

Indoor Data
Air Flow High - Low l/s 250 - 200 - 150 250 - 200 - 150 392 - 278 - 208 444 - 278 - 250

High - Low m3/h 900 - 720 - 540 900 - 720 - 540 1410 - 1000 - 750 1600 - 1000 - 900
Sound Pressure H/L dB(A) 37 - 35 - 28 37 - 35 - 28 41 - 36 - 29 42 - 38 - 30

Power H/L dB(A) 52 - 50 - 43 52 - 50 - 43 56 - 51 - 44 57 - 53 - 45
Indoor H x W  x D mm 235 x 950 x 690 235 x 950 x 690 235 x 1270 x 690 235 x 1586 x 690

Weight kg 23 23 29 37
Drain OD/ID mm VP26/20 VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15  to  46/-15  to  15
Air Flow High m3/h - l/s 2200 - 611 2400 - 667 2700 - 750 2900 - 806
Sound Pressure Cool/Heat dB(A) 49  -  50 46  -  48 48  -  52 51  -  68

Power Cool/Heat dB(A) 64  -  65 63  -  65 65  -  69 68  -  72
Outdoor H x W x D mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290 630 x 800 x 300

Weight kg 39 40 44 47
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 1/2 -1/4 1/2 -1/4 5/8 -3/8 5/8 -3/8

Min - Max Length m 2 - 20 5 - 30 5 - 30 5 - 50
Max Height Diff m ±10 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 0.9/15 R32 - 0.9/20 R32 - 1.3/20 R32 - 2.0/20
Additional Charge g/m 20 20 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 10 16 16 20
Run Current Maximum A 4.10 7.54 11.15 12.81

Pricing
Indoor Retail  £805.00  £879.00  £1,040.00  £1,087.00 
Outdoor Retail  £913.00  £1,087.00  £1,435.00  £1,585.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £1,870.00  £2,118.00  £2,627.00  £2,824.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AXU31C-E Wireless remote kit  £241.00 TCB-PCUC2E Application Control Kit  £150.00 

See page(s) 214 - 217 for full accessories information
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Digital Inverter RAV Ceiling Mount
• Low noise levels, thanks to high diameter fan and DC motor
• Self-cleaning function, enables the air flow to remain constant and fresh and 

reduces the frequency of service visits
• This design, represents the best possible solution, where there is a lack of space 

or absence of a ceiling void
• Infra-red and wired control options available
• Automatic louvre control for all year round comfort and efficiency
• These units are suitable for use with ‘replacement technology’

Indoor RAV-HM1101CTP-E RAV-HM1101CTP-E RAV-HM1401CTP-E
Outdoor RAV-GM1101ATP-E RAV-GM1101AT8P-E RAV-GM1401ATP-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 9.5 9.5 12.1

Heating kW 11.2 11.2 13.0
EER/COP W/W 3.22/3.81 3.22/3.81 2.74/3.73

UK Cooling / Sensible kW 9.10/7.18 9.10/7.18 11.50/8.40
Heating kW 8.01 .9.30 9.3

Cooling EN14825 Range Min - Max kW 3.0 - 11.2 3.0 - 11.2 3.0 - 13.2
Power Input kW 2.95 2.95 4.42
Pdesign kW 9.5 9.5 12
SEER / EE Class 5.86/A+ 5.86/A+ 5.36/211.4
Seasonal Energy kWh/a 567 567 1354

Heating EN14825 Range Min - Max kW 3.0 - 13.0 3.0 - 13.0 3.0 - 16.0
Power Input kW 2.94 2.94 3.48
Pdesign kW 7.6 7.6 8
SCOP / EE Class 4.27/A+ 4.27/A+ 4.19/164.6
Seasonal Energy kWh/a 2490 2490 2538

Indoor Data
Air Flow High - Low l/s 517 - 375 - 283 517 - 375 - 283 567 - 425 - 333

High - Low m3/h 1860 - 1350 - 1020 1860 - 1350 - 1020 2040 - 1530 - 1200
Sound Pressure H/L dB(A) 44 - 38 - 32 44 - 38 - 32 46 - 41 - 35

Power H/L dB(A) 59 - 53 - 47 59 - 53 - 47 61 - 56 - 50
Indoor H x W  x D mm 235 x 1586 x 690 235 x 1586 x 690 235 x 1586 x 690

Weight kg 37 37 37
Drain OD/ID mm VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4080 - 1133 4080 - 1133 4200 - 1167
Sound Pressure Cool/Heat dB(A) 54  -  57 54 - 57 55 - 57

Power Cool/Heat dB(A) 70  -  74 70 - 74 70 - 74
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 890 x 900 x 320

Weight kg 68 69 68
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1/30 R32 - 2.1/30 R32 - 2.1/30
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415 /3/50 220-240/1/50
Suggested Fuse A 20 10 32
Run Current Maximum A 14.30 4.75 21.40

Pricing
Indoor Retail  £1,134.00  £1,134.00  £1,429.00 
Outdoor Retail  £1,891.00  £2,183.00  £1,993.00 
Remote  £152.00  £152.00  £152.00 
System  £3,177.00  £3,469.00  £3,574.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AXU31C-E Wireless remote kit  £241.00 TCB-PCUC2E Application Control Kit  £150.00 

See page(s) 214 - 217 for full accessories information



Digital Inverter RAV Ceiling Mount
• Low noise levels, thanks to high diameter fan and DC motor
• Self-cleaning function, enables the air flow to remain constant and fresh and 

reduces the frequency of service visits
• This design, represents the best possible solution, where there is a lack of space 

or absence of a ceiling void
• Infra-red and wired control options available
• Automatic louvre control for all year round comfort and efficiency
• These units are suitable for use with ‘replacement technology’

Indoor RAV-HM1401CTP-E RAV-HM1601CTP-E RAV-HM1601CTP-E
Outdoor RAV-GM1401AT8P-E RAV-GM1601ATP-E RAV-GM1601AT8P-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 12.1 14 14

Heating kW 13.0 16.0 16.0
EER/COP W/W 2.74/3.73 3.01/3.90 3.01/3.90

UK Cooling / Sensible kW 11.50/8.40 13.30/9.30 13.30/9.30
Heating kW 9.3 10.88 10.88

Cooling EN14825 Range Min - Max kW 3.0 - 13.2 3.0 - 16.0 3.0 - 16.0
Power Input kW 4.42 4.65 4.65
Pdesign kW 12 12 12
SEER / EE Class 5.36/211.4 5.90/233.0 5.90/233.0
Seasonal Energy kWh/a 1354 1424 1421

Heating EN14825 Range Min - Max kW 3.0 - 16.0 3.0 - 18.0 3.0 - 18.0
Power Input kW 3.48 4.61 4.61
Pdesign kW 8 8 8
SCOP / EE Class 4.19/164.6 4.10/161.0 4.10/161.0
Seasonal Energy kWh/a 2538 2732 2715

Indoor Data
Air Flow High - Low l/s 567 - 425 - 333 567 - 425 - 333 567 - 425 - 333

High - Low m3/h 2040 - 1530 - 1200 2040 - 1530 - 1200 2040 - 1530 - 1200
Sound Pressure H/L dB(A) 46 - 41 - 35 46 - 42 - 36 46 - 42 - 36

Power H/L dB(A) 61 - 56 - 50 61 - 57 - 51 61 - 57 - 51
Indoor H x W  x D mm 235 x 1586 x 690 235 x 1586 x 690 235 x 1586 x 690

Weight kg 37 37 37
Drain OD/ID mm VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4200 - 1167 6900 - 1917 6900 - 1917
Sound Pressure Cool/Heat dB(A) 55 - 57 53 - 55 53 - 55

Power Cool/Heat dB(A) 70 - 74 70 - 72 70 - 72
Outdoor H x W x D mm 890 x 900 x 320 1340 x 900 x 320 1340 x 900 x 320

Weight kg 69 95 94
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1/30 R32 - 2.4/30 R32 - 2.4/30
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 380-415 /3/50 220-240/1/50 380-415 /3/50
Suggested Fuse A 16 32 16
Run Current Maximum A 7.15 22.48 7.49

Pricing
Indoor Retail  £1,429.00  £1,455.00  £1,455.00 
Outdoor Retail  £2,300.00  £2,681.00  £2,976.00 
Remote  £152.00  £152.00  £152.00 
System  £3,881.00  £4,288.00  £4,583.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AXU31C-E Wireless remote kit  £241.00 TCB-PCUC2E Application Control Kit  £150.00 

See page(s) 214 - 217 for full accessories information
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Digital Inverter RAV Floor Mount
• Automatic louvre control for all year round comfort and efficiency
• Embedded R32 refrigerant leak detection with stirring fan operation
• 5 Fan speed settings
• Offers high air flow rates and superior air throw values.
• These units are suitable for use with ‘replacement technology’

Indoor RAV-HM561FT-E RAV-HM801FT-E RAV-HM1101FT-E
Outdoor RAV-GM561ATP-E RAV-GM801ATP-E RAV-GM1101ATP-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 5.0 6.7 9.5

Heating kW 5.3 7.7 11.2
EER/COP W/W 2.79/3.08 2.11/2.41 3.10/3.51

UK Cooling / Sensible kW 4.80/3.40 6.40/4.40 9.00/6.90
Heating kW 3.79 5.51 8.01

Cooling EN14825 Range Min - Max kW 1.5 - 5.6 1.5 - 7.4 3.0 - 11.2
Power Input kW 1.79 3.18 3.06
Pdesign kW 5.0 6.7 9.5
SEER / EE Class 5.15/A 4.89/B 5.16/A
Seasonal Energy kWh/a 340 479 644

Heating EN14825 Range Min - Max kW 1.5 - 6.3 1.5 - 9.0 3.0 - 13.0
Power Input kW 1.72 3.20 3.19
Pdesign kW 2.8 4.7 7.6
SCOP / EE Class 4.00/A+ 3.81/A 3.92/A
Seasonal Energy kWh/a 981 1727 2711

Indoor Data
Air Flow High - Low l/s 228 - 194 - 167 258 - 214 - 178 461 - 394 - 325

High - Low m3/h 820 - 700 - 600 930 - 770 - 640 1660 - 1420 - 1170
Sound Pressure H/L dB(A) 46 - 42 - 38 50 - 45 - 41 51 - 46 - 41

Power H/L dB(A) 60 - 56 - 52 64 - 60 - 54 65 - 61 - 55
Indoor H x W  x D mm 1750 x 600 x 210 1750 x 600 x 210 1750 x 600 x 390

Weight kg 44 45 59
Drain OD/ID mm VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15  to  46/-15  to  15
Air Flow High m3/h - l/s 2400 - 667 2700 - 750 4080 - 1133
Sound Pressure Cool/Heat dB(A) 46  -  48 48  -  52 54  -  57

Power Cool/Heat dB(A) 63  -  65 65  -  69 70  -  74
Outdoor H x W x D mm 550 x 780 x 290 550 x 780 x 290 890 x 900 x 320

Weight kg 40 44 68
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 1/2 -1/4 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 30 5 - 30 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 0.9/20 R32 - 1.3/20 R32 - 2.1/30
Additional Charge g/m 20 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 16 16 20
Run Current Maximum A 8.39 15.00 15.43

Pricing
Indoor Retail  £1,937.00  £2,076.00  £2,239.00 
Outdoor Retail  £1,087.00  £1,435.00  £1,891.00 
Remote  £152.00  £152.00  £152.00 
System  £3,176.00  £3,663.00  £4,282.00 

Accessories
RBC-SMF1 external fan interface  £63.00 

RBC-SMT1 CN02 timer interface lead  £11.00 

See page(s) 214 - 217 for full accessories information



Digital Inverter RAV Floor Mount
• Automatic louvre control for all year round comfort and efficiency
• Embedded R32 refrigerant leak detection with stirring fan operation
• 5 Fan speed settings
• Offers high air flow rates and superior air throw values.
• These units are suitable for use with ‘replacement technology’

Indoor RAV-HM1101FT-E RAV-HM1401FT-E RAV-HM1401FT-E
Outdoor RAV-GM1101AT8P-E RAV-GM1401ATP-E RAV-GM1401AT8P-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 9.5 12.1 12.1

Heating kW 11.2 13.0 13.0
EER/COP W/W 3.10/3.51 2.57/3.24 2.57/3.24

UK Cooling / Sensible kW 9.50/7.10 11.50/8.20 11.50/8.20
Heating kW 8.01 9.30 9.30

Cooling EN14825 Range Min - Max kW 3.0 - 11.2 3.0 - 13.2 3.0 - 13.2
Power Input kW 3.06 4.71 4.71
Pdesign kW 9.5 12.1 12.1
SEER / EE Class 5.16/A 4.86/191.4 4.86/191.4
Seasonal Energy kWh/a 644 1492 1492

Heating EN14825 Range Min - Max kW 3.0 - 13.0 3.0 - 16.0 3.0 - 16.0
Power Input kW 3.19 4.01 4.01
Pdesign kW 7.6 7.6 7.6
SCOP / EE Class 3.92/A 3.90/153.0 3.90/153.0
Seasonal Energy kWh/a 2711 2727 2727

Indoor Data
Air Flow High - Low l/s 461 - 394 - 325 489 - 411 - 375 489 - 411 - 375

High - Low m3/h 1660 - 1420 - 1170 1760 - 1480 - 1350 1760 - 1480 - 1350
Sound Pressure H/L dB(A) 51 - 46 - 41 53 - 48 - 45 53 - 48 - 45

Power H/L dB(A) 65 - 61 - 55 67 - 62 - 59 67 - 62 - 59
Indoor H x W  x D mm 1750 x 600 x 390 1750 x 600 x 390 1750 x 600 x 390

Weight kg 59 59 59
Drain OD/ID mm VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4080 - 1133 4200 - 1167 4200 - 1167
Sound Pressure Cool/Heat dB(A) 54 - 57 55 - 57 55 - 57

Power Cool/Heat dB(A) 70 - 74 70 - 74 70 - 74
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 890 x 900 x 320

Weight kg 69 68 69
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1/30 R32 - 2.1/30 R32 - 2.1/30
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 380-415 /3/50 220-240/1/50 380-415 /3/50
Suggested Fuse A 10 32 16
Run Current Maximum A 5.98 22.10 8.23

Pricing
Indoor Retail  £2,239.00  £2,349.00  £2,349.00 
Outdoor Retail  £2,183.00  £1,993.00  £2,300.00 
Remote  £152.00  £152.00  £152.00 
System  £4,574.00  £4,494.00  £4,801.00 

Accessories
RBC-SMF1 external fan interface  £63.00 

RBC-SMT1 CN02 timer interface lead  £11.00 

See page(s) 214 - 217 for full accessories information
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Digital Inverter RAV Twin Wall Mounts
• Auto louver mode allows optimum and uniform air distribution
• Self-cleaning feature to prevent mould formation on the heat exchanger coils
• Wired controller options available
• Wireless remote control with pre-set functions  with dedicated buttons; hi-power 

mode, quiet mode, comfort sleep, eco-mode
• These units are suitable for use with ‘replacement technology’ enabling the re-

use of existing R410A, R22 or R407C pipework.

Indoor 2 No RAV-HM301KRTP-E RAV-HM401KRTP-E RAV-HM561KRTP-E
Outdoor RAV-GM561ATP-E RAV-GM801ATP-E RAV-GM1101ATP-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 5 6.7 9.5

Heating kW 5.3 7.7 11.2
EER/COP W/W 3.01/3.42 2.75/2.95 3.19/3.75

UK Cooling / Sensible kW 4.75/3.61 6.36/4.66 9.5/7.22
Heating kW 3.79 5.51 8.01

Cooling EN14825 Range Min - Max kW 1.5 - 5.6 1.5 - 8.0 3.0 - 11.2
Power Input kW 1.66 2.44 2.98
Pdesign kW 5 6.7 9.5
SEER / EE Class 6.19/A++ 5.73/A+ 5.32/A
Seasonal Energy kWh/a 283 409 625

Heating EN14825 Range Min - Max kW 0.8 - 4.5 0.8 - 5.0 3.0 - 13.0
Power Input kW 1.55 2.61 2.99
Pdesign kW 2.8 5.1 7.6
SCOP / EE Class 4.00/A+ 4.01/A+ 4.19/A+
Seasonal Energy kWh/a 980 1780 2539

Indoor Data
Air Flow High - Low l/s 186 - 150 - 125 194 - 161 - 125 267 - 231 - 189

High - Low m3/h 670 - 540 - 450 700 - 580 - 450 960 - 830 - 680
Sound Pressure H/L dB(A) 40 - 34 - 29 41 - 36 - 30 42 - 39 - 36

Power H/L dB(A) 55 - 49 - 44 55 - 51 - 45 57 - 54 - 51
Indoor H x W  x D mm 293 x 798 x 230 293 x 798 x 230 320 x 1050 x 250

Weight kg 10 10 14
Drain OD/ID mm VP16/14 VP16/14 VP16/14

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15  to  46/-15  to  15
Air Flow High m3/h - l/s 2400 - 667 2700 - 750 4080 - 1133
Sound Pressure Cool/Heat dB(A) 46  -  48 48  -  52 54  -  57

Power Cool/Heat dB(A) 63  -  65 65  -  69 70  -  74
Outdoor H x W x D mm 550 x 780 x 290 550 x 780 x 290 890 x 900 x 320

Weight kg 40 44 68
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 1/2 -1/4 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 30 5 - 30 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 0.9 R32 - 1.3 R32 - 2.1
Additional Charge g/m 20 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 16 16 20
Run Current Maximum A 7.78 12.23 14.5

Pricing
Indoor Retail  £826.00  £898.00  £1,106.00 
Outdoor Retail  £1,087.00  £1,435.00  £1,891.00 
Twin Kit (Tee)  £10.00  £10.00  £10.00 
Remote  £152.00  £152.00  £152.00 
System  £2,075.00  £2,495.00  £3,159.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 

TCB-TC41LE Remote Sensor  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements



Digital Inverter RAV Twin Wall Mounts
• Auto louver mode allows optimum and uniform air distribution
• Self-cleaning feature to prevent mould formation on the heat exchanger coils
• Wired controller options available
• Wireless remote control with pre-set functions  with dedicated buttons; hi-power 

mode, quiet mode, comfort sleep, eco-mode
• These units are suitable for use with ‘replacement technology’ enabling the re-

use of existing R410A, R22 or R407C pipework.

Indoor 2 No RAV-HM561KRTP-E RAV-HM801KRTP-E RAV-HM801KRTP-E
Outdoor RAV-GM1101AT8P-E RAV-GM1401ATP-E RAV-GM1401AT8P-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 9.5 12.1 12.1

Heating kW 11.2 13 13
EER/COP W/W 3.19/3.75 2.57/3.37 2.57/3.37

UK Cooling / Sensible kW 9.5/7.22 12.72/9.32 12.72/9.32
Heating kW 8.01 9.3 9.3

Cooling EN14825 Range Min - Max kW 3.0 - 11.2 3.0 - 13.2 3.0 - 13.2
Power Input kW 2.98 4.71 4.71
Pdesign kW 9.5 12.1 12.1
SEER / EE Class 5.32/A 5.24/206.6 5.24/206.6
Seasonal Energy kWh/a 625 1385 1385

Heating EN14825 Range Min - Max kW 3.0 - 13.0 3.0 - 16.0 3.0 - 16.0
Power Input kW 2.99 3.86 3.86
Pdesign kW 7.6 13 13
SCOP / EE Class 4.19/A+ 4.19/164.6 4.19/164.6
Seasonal Energy kWh/a 2539 2539 2539

Indoor Data
Air Flow High - Low l/s 267 - 231 - 189 289 - 253 - 189 289 - 253 - 189

High - Low m3/h 960 - 830 - 680 1040 - 910 - 680 1040 - 910 - 680
Sound Pressure H/L dB(A) 42 - 39 - 36 45 - 41 - 35 45 - 41 - 35

Power H/L dB(A) 57 - 54 - 51 60 - 56 - 51 60 - 56 - 51
Indoor H x W  x D mm 320 x 1050 x 250 320 x 1050 x 250 320 x 1050 x 250

Weight kg 14 14 14
Drain OD/ID mm VP16/14 VP16/14 VP16/14

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4080 - 1133 4200 - 1167 4200 - 1167
Sound Pressure Cool/Heat dB(A) 54 - 57 55 - 57 55 - 57

Power Cool/Heat dB(A) 70 - 74 70 - 74 70 - 74
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 890 x 900 x 320

Weight kg 68 68 68
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1 R32 - 2.1 R32 - 2.1
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 380-415/3/50 220-240/1/50 380-415/3/50
Suggested Fuse A 10 32 16
Run Current Maximum A 4.85 22.8 7.6

Pricing
Indoor Retail  £1,106.00  £1,194.00  £1,194.00 
Outdoor Retail  £2,183.00  £1,993.00  £2,300.00 
Twin Kit (Tee)  £10.00  £10.00  £10.00 
Remote  £152.00  £152.00  £152.00 
System  £3,451.00  £3,349.00  £3,656.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 

TCB-TC41LE Remote Sensor  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements
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Digital Inverter RAV Twin Wall Mounts
• Auto louver mode allows optimum and uniform air distribution
• Self-cleaning feature to prevent mould formation on the heat exchanger coils
• Wired controller options available
• Wireless remote control with pre-set functions  with dedicated buttons; hi-power 

mode, quiet mode, comfort sleep, eco-mode
• These units are suitable for use with ‘replacement technology’ enabling the re-

use of existing R410A, R22 or R407C pipework.

Indoor 2 No RAV-HM801KRTP-E RAV-HM801KRTP-E RAV-HM1101KRTP-E
Outdoor RAV-GM1601ATP-E RAV-GM1601AT8P-E RAV-GM2241AT8-E1
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 14 14 20

Heating kW 16 16 22.4
EER/COP W/W 2.75/3.21 2.75/3.21 3.00/3.66

UK Cooling / Sensible kW 13.40/9.60 13.40/9.60 20.10/14.40
Heating kW 10.88 10.88 13.78

Cooling EN14825 Range Min - Max kW 3.0 - 16.0 3.0 - 16.0 4.6-22.4
Power Input kW 5.09 5.09 6.67
Pdesign kW 12.1 12.1 20
SEER / EE Class 5.10/201.0 5.10/201.0 5.58/220.2
Seasonal Energy kWh/a 1646 1646 -

Heating EN14825 Range Min - Max kW 3.0 - 18.0 3.0 - 18.0 4.6-25.0
Power Input kW 4.98 4.98 6.12
Pdesign kW 13 13 20
SCOP / EE Class 4.98/196.2 4.98/196.2 3.76/147.4
Seasonal Energy kWh/a 2799 2799 -

Indoor Data
Air Flow High - Low l/s 289 - 253 - 189 289 - 253 - 189 447 - 375 - 328

High - Low m3/h 1040 - 910 - 680 1040 - 910 - 680 1610 - 1350 - 1180
Sound Pressure H/L dB(A) 45 - 41 - 35 45 - 41 - 35 49  -  45  -  41

Power H/L dB(A) 60 - 56 - 51 60 - 56 - 51 64  -  60  -  56
Indoor H x W  x D mm 320 x 1050 x 250 320 x 1050 x 250 348 x 1200 x 280

Weight kg 14 14 19
Drain OD/ID mm VP16/14 VP16/14 VP16/14

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-27 to 15
Air Flow High m3/h - l/s 6900 - 1917 6900 - 1917 9150- 2541
Sound Pressure Cool/Heat dB(A) 53 - 55 53 - 55 58 - 60

Power Cool/Heat dB(A) 70 - 72 70 - 72 76 - 76
Outdoor H x W x D mm 1340 x 900 x 320 1340 x 900 x 320 1550 x 1010 x 370

Weight kg 95 94 142
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 1 1/8 - 1/2

Min - Max Length m 5 - 50 5 - 50 5-100
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.4 R32 - 2.4 R32 - 5.0
Additional Charge g/m 35 35 80

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415/3/50 380-415/3/50
Suggested Fuse A 32 16 16
Run Current Maximum A 24.61 8.2 8.99

Pricing
Indoor Retail  £1,194.00  £1,194.00  £1,434.00 
Outdoor Retail  £2,681.00  £2,976.00  £5,246.00 
Twin Kit (Tee)  £10.00  £10.00  £10.00 
Remote  £152.00  £152.00  £152.00 
System  £4,037.00  £4,332.00  £6,842.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 

TCB-TC41LE Remote Sensor  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements



Digital Inverter RAV Twin Compact Cassettes
• Compact thin chassis 575 x 575mm
• Optional wireless remote controller receiver fits into the ceiling panel corner 

pocket
• Designed to fit within T-bar of the ceiling grid: 620 x 620mm
• Elegant flat panel design depth 12mm for sleek, unobtrusive installation
• Removable corner pockets for easy access
• Detachable louvre and grille for easy cleaning

Indoor 2 No RAV-HM301MUT-E RAV-HM401MUT-E RAV-HM561MUT-E RAV-HM561MUT-E
Panel 2 No RBC-UM21PG(W)-E RBC-UM21PG(W)-E RBC-UM21PG(W)-E RBC-UM21PG(W)-E
Outdoor RAV-GM561ATP-E RAV-GM801ATP-E RAV-GM1101ATP-E RAV-GM1101AT8P-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 5 6.7 9.5 9.5

Heating kW 5.3 7.7 11.2 11.2
EER/COP W/W 3.21/3.9 3.02/3.62 3.17/3.44 3.17/3.44

UK Cooling / Sensible kW 4.80/3.50 6.90/5.58 9.60/7.00 9.60/7.00
Heating kW 3.79 5.12 7.3 7.3

Cooling EN14825 Range Min - Max kW 1.5 - 5.6 1.5 - 8.0 3.0 - 11.2 3.0 - 11.2
Power Input kW 1.56 2.22 3 3
Pdesign kW 5 6.7 9.5 9.5
SEER / EE Class 5.69/A+ -* 5.50/A 5.50/A
Seasonal Energy kWh/a 319 -* 604 604

Heating EN14825 Range Min - Max kW 1.5 - 6.3 1.5 - 9.0 3.0 - 13.0 3.0 - 13.0
Power Input kW 1.36 2.13 3.26 3.26
Pdesign kW 2.8 5.1 7.4 7.4
SCOP / EE Class 4.37/A+ -* 4.02/A+ 4.02/A+
Seasonal Energy kWh/a 1279 -* 2576 2576

Indoor Data
Air Flow High - Low l/s 178 - 144 - 122 183 - 153 - 130 222 - 187 - 152 222 - 187 - 152

High - Low m3/h 640 - 520 - 440 660 - 552 - 468 798 - 672 - 546 798 - 672 - 546
Sound Pressure H/L dB(A) 38 - 36 - 30 41 - 36 - 32 44 - 39 - 35 44 - 39 - 35

Power H/L dB(A) 53 - 51 - 45 56 - 51 - 47 59 - 54 - 50 59 - 54 - 50
Indoor H x W  x D mm 256 x 575 x 575 256 x 575 x 575 256 x 575 x 575 256 x 575 x 575

Weight kg 15 15 15 15
Panel H x W  x D mm 12 x 620 x 620 12 x 620 x 620 12 x 620 x 620 27 x 700 x 700

Weight kg 2.5 2.5 2.5 2.5
Drain OD/ID mm VP26/20 VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 2400 - 667 2700 - 750 4080 - 1133 4080 - 1133
Sound Pressure Cool/Heat dB(A) 46  -  48 48  -  52 54  -  57 54 - 57

Power Cool/Heat dB(A) 63  -  65 65  -  69 70  -  74 70 - 74
Outdoor H x W x D mm 550 x 780 x 290 550 x 780 x 290 890 x 900 x 320 890 x 900 x 320

Weight kg 40 44 68 68
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 1/2 -1/4 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 30 5 - 30 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 0.9 R32 - 1.3 R32 - 2.1 R32 - 2.1
Additional Charge g/m 20 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 380-415/3/50
Suggested Fuse A 16 16 20 10
Run Current Maximum A 7.31 10.4 15.44 5.15

Pricing
Indoor Retail  £1,728.00  £1,744.00  £1,780.00  £1,780.00 
Panel Retail  £572.00  £572.00  £572.00  £572.00 
Outdoor Retail  £1,087.00  £1,435.00  £1,891.00  £2,183.00 
Twin Kit (Tee)  £10.00  £10.00  £10.00  £10.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £3,549.00  £3,913.00  £4,405.00  £4,697.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 
RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 RBC-ASCU11E Compact remote control  £74.00 
RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 
RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 
RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 
RBC-AS41E  Simplified controller  £103.00 TCB-TC41LE Remote Sensor  £86.00 
RBC-AX32UM(W)-E Wireless remote kit  £131.00 TCB-SIR41UM-E Occupancy Sensor  £101.00 
TCB-PCUC2E Application Control Kit  £150.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements
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Digital Inverter RAV Twin 4-Way Cassettes
• Two louver shape option : straight flow louver and wide flow louver; for optimum 

air distribution
• Self-cleaning function and Ag-ion tip for anti-mould in drain cap
• Built-in high-lift drain pump
• Detachable louvre and grille for easy cleaning
• These units are suitable for use with ‘replacement technology’
• Infra-red and wired control options available

Indoor 2 No RAV-HM561UTP-E RAV-HM561UTP-E RAV-HM801UTP-E RAV-HM801UTP-E
Panel 2 No RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E
Outdoor RAV-GM1101ATP-E RAV-GM1101AT8P-E RAV-GM1401ATP-E RAV-GM1401AT8P-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 9.5 9.5 12 12

Heating kW 11.2 11.2 12.8 12.8
EER/COP W/W 3.31/3.82 3.31/3.82 2.8/3.76 2.8/3.76

UK Cooling / Sensible kW 9.10/7.56 9.10/7.56 11.40/8.80 11.40/8.80
Heating kW 8.01 8.01 9.3 9.3

Cooling EN14825 Range Min - Max kW 3.0 - 11.2 3.0 - 11.2 3.0 - 13.2 3.0 - 13.2
Power Input kW 2.87 2.87 4.57 4.57
Pdesign kW 9.5 9.5 12 12
SEER / EE Class 5.94/A+ 5.94/A+ 5.71/A+ 5.71/A+
Seasonal Energy kWh/a 560 560 754 754

Heating EN14825 Range Min - Max kW 3.0 - 13.0 3.0 - 13.0 3.0 - 16.0 3.0 - 16.0
Power Input kW 2.93 2.93 3.46 3.46
Pdesign kW 8 8 8 8
SCOP / EE Class 4.28/A+ 4.28/A+ 4.29/A+ 4.29/A+
Seasonal Energy kWh/a 2614 2614 2609 2609

Indoor Data
Air Flow High - Low l/s 292 - 242 - 217 292 - 242 - 217 342 - 267 - 225 342 - 267 - 225

High - Low m3/h 1050 - 870 - 780 1050 - 870 - 780 1230 - 960 - 810 1230 - 960 - 810
Sound Pressure H/L dB(A) 32 - 29 - 28 32 - 29 - 28 35 - 31 - 28 35 - 31 - 28

Power H/L dB(A) 47 - 44 - 43 47 - 44 - 43 50 - 46 - 43 50 - 46 - 43
Indoor H x W  x D mm 256 x 840 x 840 256 x 840 x 840 256 x 840 x 840 256 x 840 x 840

Weight kg 20 20 20 20
Panel H x W  x D mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Weight kg 4 4 4 4
Drain OD/ID mm VP32/25 VP32/25 VP32/25 VP32/25

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4080 - 1133 4080 - 1133 4200 - 1167 4200 - 1167
Sound Pressure Cool/Heat dB(A) 54  -  57 54 - 57 55 - 57 55 - 57

Power Cool/Heat dB(A) 70  -  74 70 - 74 70 - 74 70 - 74
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 890 x 900 x 320 890 x 900 x 320

Weight kg 68 68 68 68
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1 R32 - 2.1 R32 - 2.1 R32 - 2.1
Additional Charge g/m 35 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415/3/50 220-240/1/50 380-415/3/50
Suggested Fuse A 20 10 32 16
Run Current Maximum A 14.2 4.75 20.75 6.9

Pricing
Indoor Retail  £1,538.00  £1,538.00  £1,692.00  £1,692.00 
Panel Retail  £534.00  £534.00  £534.00  £534.00 
Outdoor Retail  £1,891.00  £2,183.00  £1,993.00  £2,300.00 
Twin Kit (Tee)  £10.00  £10.00  £10.00  £10.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £4,125.00  £4,417.00  £4,381.00  £4,688.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00  RBC-ASCU11E Compact remote control  £74.00 
RBC-AMS41E Wired remote with 7-day timer  £95.00  RBC-SMF1 external fan interface  £63.00 
RBC-MTSC1 Mini-touch screen remote  £284.00  RBC-SMT1 CN02 timer interface lead  £11.00 
RBC-MTSC2 Mini-touch screen remote  £337.00  CDL-BMS01 Indoor lead for on/off/fault  £15.00 
RBC-AS41E Simplified controller  £103.00  RBC-AWSU52-W Wired remote with bluetooth  £175.00 
RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00  TCB-TC41LE Remote Sensor  £86.00 
RBC-AXU31U-E Wireless remote kit  £220.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements



Digital Inverter RAV Twin 4-Way Cassettes
• Two louver shape option : straight flow louver and wide flow louver; for optimum 

air distribution
• Self-cleaning function and Ag-ion tip for anti-mould in drain cap
• Built-in high-lift drain pump
• Detachable louvre and grille for easy cleaning
• These units are suitable for use with ‘replacement technology’
• Infra-red and wired control options available

Indoor 2 No RAV-HM801UTP-E RAV-HM801UTP-E RAV-HM1101UTP-E RAV-HM1401UTP-E
Panel 2 No RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E
Outdoor RAV-GM1601ATP-E RAV-GM1601AT8P-E RAV-GM2241AT8-E1 RAV-GM2801AT8-E1
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 14 14 20 23.5

Heating kW 16 16 22.4 27
EER/COP W/W 3.12/3.61 3.12/3.61 3.60/4.23 3.00/3.80

UK Cooling / Sensible kW 13.30/9.70 13.30/9.70 19.00/15.80 23.80/17.60
Heating kW 10.88 10.88 13.78 16.73

Cooling EN14825 Range Min - Max kW 3.0 - 16.0 3.0 - 16.0 4.6-22.4 4.6-27.0
Power Input kW 4.49 4.49 5.56 7.83
Pdesign kW 14 14 20 23.5
SEER / EE Class 6.30/249.0 6.30/249.0 6.53/258.2 6.21/245.4
Seasonal Energy kWh/a 1033 1033 - -

Heating EN14825 Range Min - Max kW 3.0 - 18.0 3.0 - 18.0 4.6-25.0 4.6-31.5
Power Input kW 4.43 4.43 5.3 7.1
Pdesign kW 12 12 22 25
SCOP / EE Class 4.43/174.2 4.43/174.2 4.05/159.0 3.90/153.0
Seasonal Energy kWh/a 2575 2575 - -

Indoor Data
Air Flow High - Low l/s 342 - 267 - 225 342 - 267 - 225 558 - 400 - 325 583 - 400 - 342

High - Low m3/h 1230 - 960 - 810 1230 - 960 - 810 2010 - 1440 - 1170 2100 - 1440 - 1230
Sound Pressure H/L dB(A) 35 - 31 - 28 35 - 31 - 28 43 - 38 - 33 44 - 38 - 34

Power H/L dB(A) 50 - 46 - 43 50 - 46 - 43 56 - 53 - 48 59 - 53 - 49
Indoor H x W  x D mm 256 x 840 x 840 256 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Weight kg 20 20 24 24
Panel H x W  x D mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Weight kg 4 4 4.2 4.2
Drain OD/ID mm VP32/25 VP32/25 VP32/25 VP32/25

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-27 to 15 -15 to 46/-27 to 15
Air Flow High m3/h - l/s 6900 - 1917 6900 - 1917 9150- 2541 10890- 3025
Sound Pressure Cool/Heat dB(A) 53 - 55 53 - 55 58 - 60 61 - 63

Power Cool/Heat dB(A) 70 - 72 70 - 72 76 - 76 78 - 80
Outdoor H x W x D mm 1340 x 900 x 320 1340 x 900 x 320 1550 x 1010 x 370 1550 x 1010 x 370

Weight kg 95 94 142 142
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 1 1/8 - 1/2 1 1/8 - 1/2

Min - Max Length m 5 - 50 5 - 50 5-100 5-100
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.4 R32 - 2.4 R32 - 5.0 R32 - 5.0
Additional Charge g/m 35 35 80 80

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415/3/50 380-415/3/50 380-415/3/50
Suggested Fuse A 32 16 16 20
Run Current Maximum A 21.71 7.23 8.99 12.79

Pricing
Indoor Retail  £1,692.00  £1,692.00  £1,894.00  £1,950.00 
Panel Retail  £534.00  £534.00  £534.00  £534.00 
Outdoor Retail  £2,681.00  £2,976.00  £5,246.00  £5,255.00 
Twin Kit (Tee)  £10.00  £10.00  £10.00  £10.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £5,069.00  £5,364.00  £7,836.00  £7,901.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00  RBC-ASCU11E Compact remote control  £74.00 
RBC-AMS41E Wired remote with 7-day timer  £95.00  RBC-SMF1 external fan interface  £63.00 
RBC-MTSC1 Mini-touch screen remote  £284.00  RBC-SMT1 CN02 timer interface lead  £11.00 
RBC-MTSC2 Mini-touch screen remote  £337.00  CDL-BMS01 Indoor lead for on/off/fault  £15.00 
RBC-AS41E Simplified controller  £103.00  RBC-AWSU52-W Wired remote with bluetooth  £175.00 
RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00  TCB-TC41LE Remote Sensor  £86.00 
RBC-AXU31U-E Wireless remote kit  £220.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements
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Digital Inverter RAV Slim Duct
• Up to 50Pa available static pressure with four steps set up
• inlet air configuration  standard rear inlet design or alternatively from the 

underside of the unit
• Slimline design with a height of just 210mm
• Built-in high-lift drain pump to 850mm
• Extremely quiet operation
• These units are suitable for use with ‘replacement technology’

Indoor 2 No RAV-RM301SDT-E RAV-RM401SDT-E RAV-RM561SDT-E RAV-RM561SDT-E
Outdoor RAV-GM561ATP-E RAV-GM801ATP-E RAV-GM1101ATP-E RAV-GM1101AT8P-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 5 6.7 9.5 9.5

Heating kW 5.3 7.7 11.2 11.2
EER/COP W/W 2.73/3.27 2.82/3.32 3.14/3.75 3.14/3.75

UK Cooling / Sensible kW 4.80/3.30 -* 9.60/6.80 9.60/6.80
Heating kW 3.79 -* 8.01 8.01

Cooling EN14825 Range Min - Max kW 1.5 - 5.6 1.5 - 7.4 3.0 - 11.2 3.0 - 11.2
Power Input kW 1.83 2.38 3.03 3.03
Pdesign kW 5 6.7 9.5 9.5
SEER / EE Class 5.14/A -* 5.32/A 5.32/A
Seasonal Energy kWh/a 346 -* 625 625

Heating EN14825 Range Min - Max kW 1.5 - 6.3 1.5 - 9.0 3.0 - 13.0 3.0 - 13.0
Power Input kW 1.62 2.32 2.99 2.99
Pdesign kW 2.8 5.1 7.4 7.4
SCOP / EE Class 4.16/A+ -* 4.19/A+ 4.19/A+
Seasonal Energy kWh/a 1517 -* 2471 2471

Indoor Data
Air Flow High - Low l/s 183 - 156 - 133 192 - 167 - 145 217 - 188 - 162 217 - 188 - 162

High - Low m3/h 660 - 560 - 480 690 - 600 - 522 780 - 678 - 582 780 - 678 - 582
External Static Standard (Upper - Lower) Pa 30 (5-45) 30 (5-45) 29 (4-44) 29 (4-44)
Sound Pressure H/L dB(A) 39 - 36 - 33 39 - 36 - 33 45 - 40 - 36 45 - 40 - 36

Power H/L dB(A) 54 - 51 - 48 54 - 51 - 48 60 - 55 - 51 60 - 55 - 51
Indoor H x W  x D mm 210 x 845 x 645 210 x 845 x 645 210 x 845 x 645 210 x 845 x 645

Weight kg 22 22 22 22
Drain OD/ID mm VP25 - VP25 VP25 - VP25 VP25 - VP25 VP25 - VP25

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 2400 - 667 2700 - 750 4080 - 1133 4080 - 1133
Sound Pressure Cool/Heat dB(A) 46  -  48 48  -  52 54  -  57 54 - 57

Power Cool/Heat dB(A) 63  -  65 65  -  69 70  -  74 70 - 74
Outdoor H x W x D mm 550 x 780 x 290 550 x 780 x 290 890 x 900 x 320 890 x 900 x 320

Weight kg 40 44 68 68
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 1/2 -1/4 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 30 5 - 30 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 0.9 R32 - 1.3 R32 - 2.1 R32 - 2.1
Additional Charge g/m 20 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 380-415/3/50
Suggested Fuse A 16 16 20 10
Run Current Maximum A 8.58 11.2 14.7 4.9

Pricing
Indoor Retail  £1,554.00  £1,586.00  £1,618.00  £1,618.00 
Outdoor Retail  £1,087.00  £1,435.00  £1,891.00  £2,183.00 
Twin Kit (Tee)  £10.00  £10.00  £10.00  £10.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £2,803.00  £3,183.00  £3,671.00  £3,963.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E  Simplified controller  £103.00 TCB-TC41LE Remote Sensor  £86.00 

TCB-AX32E2 Wireless remote kit/WH-L11SE remote  £287.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements



Digital Inverter RAV Twin Ducted
• Up to 120Pa available pressure : thanks to DC fan motor
• inlet air configuration  standard rear inlet design or alternatively from the 

underside of the unit
• Provision for a fresh air intake supply via a pre-punched knockout hole
• Built-in high-lift drain pump to 850mm
• PCB control panel easily accessible from the side of the unit
• These units are suitable for use with ‘replacement technology’

Indoor 2 No RAV-HM561BTP-E RAV-HM561BTP-E RAV-HM801BTP-E RAV-HM801BTP-E
Outdoor RAV-GM1101ATP-E RAV-GM1101AT8P-E RAV-GM1401ATP-E RAV-GM1401AT8P-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 9.5 9.5 12.1 12.1

Heating kW 11.2 11.2 12.8 12.8
EER/COP W/W 3.18/3.75 3.18/3.75 2.74/3.61 2.74/3.61

UK Cooling / Sensible kW 9.10/7.37 9.10/7.37 11.15/8.90 11.15/8.90
Heating kW 8.01 8.01 9.3 9.3

Cooling EN14825 Range Min - Max kW 3.0 - 11.2 3.0 - 11.2 3.0 - 13.2 3.0 - 13.2
Power Input kW 2.99 2.99 4.67 4.42
Pdesign kW 9.5 9.5 12 12
SEER / EE Class 5.28/A 5.28/A 5.36/211.4 5.36/211.4
Seasonal Energy kWh/a 630 630 707 707

Heating EN14825 Range Min - Max kW 3.0 - 13.0 3.0 - 13.0 3.0 - 16.0 3.0 - 16.0
Power Input kW 2.99 2.99 3.6 3.6
Pdesign kW 7.6 7.6 8 8
SCOP / EE Class 4.22/A+ 4.22/A+ 4.21/165.4 4.21/165.4
Seasonal Energy kWh/a 2520 2520 2569 2569

Indoor Data
Air Flow High - Low l/s 222 - 175 - 133 222 - 175 - 133 333 - 258 - 200 333 - 258 - 200

High - Low m3/h 800 - 630 - 480 800 - 630 - 480 1200 - 930 - 720 1200 - 930 - 720
External Static Standard (Upper - Lower) Pa 30 (120 - 30 ) 30 (120 - 30 ) 30 (120 - 30 ) 30 (120 - 30 )
Sound Pressure H/L dB(A) 33 - 29 - 25 33 - 29 - 25 34 - 30 - 26 34 - 30 - 26

Power H/L dB(A) 48 - 44 - 40 48 - 44 - 40 49 - 45 - 41 49 - 45 - 41
Indoor H x W  x D mm 275 x 700 x 750 275 x 700 x 750 275 x 1000 x 750 275 x 1000 x 750

Weight kg 23 23 30 30
Drain OD/ID mm VP25 - VP25 VP25 - VP25 VP25 - VP25 VP25 - VP25

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4080 - 1133 4080 - 1133 4200 - 1167 4200 - 1167
Sound Pressure Cool/Heat dB(A) 54  -  57 54 - 57 55 - 57 55 - 57

Power Cool/Heat dB(A) 70  -  74 70 - 74 70 - 74 70 - 74
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 890 x 900 x 320 890 x 900 x 320

Weight kg 68 68 68 68
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1 R32 - 2.1 R32 - 2.1 R32 - 2.1
Additional Charge g/m 35 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415/3/50 220-240/1/50 380-415/3/50
Suggested Fuse A 20 10 32 16
Run Current Maximum A 14.5 4.85 21.4 7.15

Pricing
Indoor Retail  £1,570.00  £1,570.00  £2,026.00  £2,026.00 
Outdoor Retail  £1,891.00  £2,183.00  £1,993.00  £2,300.00 
Twin Kit (Tee)  £10.00  £10.00  £10.00  £10.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £3,623.00  £3,915.00  £4,181.00  £4,488.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

TCB-AX32E2 Wireless remote kit  £287.00 TCB-SF56C6BPE Discharge Spigot 2 x 200 mm (401-561)  £141.00 

RBC-VCK1 Vertical Conversion  £548.00 TCB-SF80C6BPE Discharge Spigot 3 x 200 mm (801)  £166.00 

TCB-SF160C6BPE Discharge Spigot 4 x 200 mm (1101 - 1601)  £212.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements
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Digital Inverter RAV Twin Ducted
• Up to 120Pa available pressure : thanks to DC fan motor
• inlet air configuration  standard rear inlet design or alternatively from the 

underside of the unit
• Provision for a fresh air intake supply via a pre-punched knockout hole
• Built-in high-lift drain pump to 850mm
• PCB control panel easily accessible from the side of the unit
• These units are suitable for use with ‘replacement technology’

Indoor 2 No RAV-HM801BTP-E RAV-HM801BTP-E RAV-HM1101BTP-E RAV-HM1401BTP-E
Outdoor RAV-GM1601ATP-E RAV-GM1601AT8P-E RAV-GM2241AT8-E1 RAV-GM2801AT8-E1
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 14 14 20 23.5

Heating kW 16 16 22.4 27
EER/COP W/W 2.73/3.41 2.73/3.41 3.24/4.02 2.65/3.62

UK Cooling / Sensible kW 13.30/9.70 13.30/9.70 19.00/15.80 23.80/18.00
Heating kW 10.88 10.88 13.78 16.73

Cooling EN14825 Range Min - Max kW 3.0 - 16.0 3.0 - 16.0 4.6-22.4 4.6-27.0
Power Input kW 5.13 5.13 6.17 8.87
Pdesign kW 14 14 20 23.5
SEER / EE Class 5.30/209.0 5.30/209.0 5.03/198.2 4.92/193.8
Seasonal Energy kWh/a 925 925 - -

Heating EN14825 Range Min - Max kW 3.0 - 18.0 3.0 - 18.0 4.6-25.0 4.6-31.5
Power Input kW 4.69 4.69 5.57 7.46
Pdesign kW 12 12 22 25
SCOP / EE Class 4.43/174.2 4.43/174.2 3.72/145.8 3.64/142.6
Seasonal Energy kWh/a 2782 2782 - -

Indoor Data
Air Flow High - Low l/s 333 - 258 - 200 333 - 258 - 200 583 - 483 - 139 583 - 400 - 342

High - Low m3/h 1200 - 930 - 720 1200 - 930 - 720 2100 - 1740 - 1500 2100 - 1440 - 1230
External Static Standard (Upper - Lower) Pa 30 (120 - 30 ) 30 (120 - 30 ) 50 (120-30) 30 (120 - 30 )
Sound Pressure H/L dB(A) 34 - 30 - 26 34 - 30 - 26 40 - 36 - 33 44 - 38 - 34

Power H/L dB(A) 49 - 45 - 41 49 - 45 - 41 63 - 58 - 54 59 - 53 - 49
Indoor H x W  x D mm 275 x 1000 x 750 275 x 1000 x 750 275 x 1400 x 750 319 x 840 x 840

Weight kg 30 30 40 24
Drain OD/ID mm VP25 - VP25 VP25 - VP25 VP25 - VP25 VP25 - VP25

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-27 to 15 -15 to 46/-27 to 15
Air Flow High m3/h - l/s 6900 - 1917 6900 - 1917 9150- 2541 10890- 3025
Sound Pressure Cool/Heat dB(A) 53 - 55 53 - 55 58 - 60 61 - 63

Power Cool/Heat dB(A) 70 - 72 70 - 72 76 - 76 78 - 80
Outdoor H x W x D mm 1340 x 900 x 320 1340 x 900 x 320 1550 x 1010 x 370 1550 x 1010 x 370

Weight kg 95 94 142 142
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 1 1/8 - 1/2 1 1/8 - 1/2

Min - Max Length m 5 - 50 5 - 50 5-100 5-100
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.4 R32 - 2.4 R32 - 5.0 R32 - 5.0
Additional Charge g/m 35 35 80 80

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415/3/50 380-415/3/50 380-415/3/50
Suggested Fuse A 32 16 16 20
Run Current Maximum A 24.8 8.27 9.97 14.49

Pricing
Indoor Retail  £2,026.00  £2,026.00  £2,316.00  £2,586.00 
Outdoor Retail  £2,681.00  £2,976.00  £5,246.00  £5,255.00 
Twin Kit (Tee)  £10.00  £10.00  £10.00  £10.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £4,869.00  £5,164.00  £7,724.00  £8,003.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

TCB-AX32E2 Wireless remote kit  £287.00 TCB-SF56C6BPE Discharge Spigot 2 x 200 mm (401-561)  £141.00 

RBC-VCK1 Vertical Conversion  £548.00 TCB-SF80C6BPE Discharge Spigot 3 x 200 mm (801)  £166.00 

TCB-SF160C6BPE Discharge Spigot 4 x 200 mm (1101 - 1601)  £212.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements



Digital Inverter RAV Twin Ceiling Mounts
• Low noise levels, thanks to high diameter fan and DC motor
• Self-cleaning function, enables the air flow to remain constant and fresh and 

reduces the frequency of service visits
• This design, represents the best possible solution, where there is a lack of space 

or absence of a ceiling void
• Infra-red and wired control options available
• Automatic louvre control for all year round comfort and efficiency
• These units are suitable for use with ‘replacement technology’

Indoor 2 No RAV-HM401CTP-E RAV-HM561CTP-E RAV-HM561CTP-E
Outdoor RAV-GM801ATP-E RAV-GM1101ATP-E RAV-GM1101AT8P-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 6.9 9.5 9.5

Heating kW 7.7 11.2 11.2
EER/COP W/W 2.9/3.62 3.22/3.81 3.22/3.81

UK Cooling / Sensible kW 6.60/5.00 9.10/7.18 9.10/7.18
Heating kW 5.51 8.01 .9.30

Cooling EN14825 Range Min - Max kW 1.5 - 7.4 3.0 - 11.2 3.0 - 11.2
Power Input kW 2.38 2.95 2.95
Pdesign kW 6.9 9.5 9.5
SEER / EE Class 5.62/A+ 5.85/A+ 5.85/A+
Seasonal Energy kWh/a 429 568 568

Heating EN14825 Range Min - Max kW 1.5 - 9.0 3.0 - 13.0 3.0 - 13.0
Power Input kW 2.13 2.94 2.94
Pdesign kW 5.1 7.6 7.6
SCOP / EE Class 4.21/A+ 4.28/A+ 4.28/A+
Seasonal Energy kWh/a 2372 2487 2487

Indoor Data
Air Flow High - Low l/s 250 - 200 - 150 250 - 200 - 150 250 - 200 - 150

High - Low m3/h 900 - 720 - 540 900 - 720 - 540 900 - 720 - 540
Sound Pressure H/L dB(A) 37 - 35 - 28 37 - 35 - 28 37 - 35 - 28

Power H/L dB(A) 52 - 50 - 43 52 - 50 - 43 52 - 50 - 43
Indoor H x W  x D mm 235 x 950 x 690 235 x 950 x 690 235 x 950 x 690

Weight kg 23 23 23
Drain OD/ID mm VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15  to  46/-15  to  15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 2700 - 750 4080 - 1133 4080 - 1133
Sound Pressure Cool/Heat dB(A) 48  -  52 54  -  57 54 - 57

Power Cool/Heat dB(A) 65  -  69 70  -  74 70 - 74
Outdoor H x W x D mm 550 x 780 x 290 890 x 900 x 320 890 x 900 x 320

Weight kg 44 68 68
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 30 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 1.3 R32 - 2.1 R32 - 2.1
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 380-415/3/50
Suggested Fuse A 16 20 10
Run Current Maximum A 11.15 14.3 4.75

Pricing
Indoor Retail  £1,610.00  £1,758.00  £1,758.00 
Outdoor Retail  £1,435.00  £1,891.00  £2,183.00 
Twin Kit (Tee)  £10.00  £10.00  £10.00 
Remote  £152.00  £152.00  £152.00 
System  £3,207.00  £3,811.00  £4,103.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AXU31C-E Wireless remote kit  £241.00 TCB-PCUC2E Application Control Kit  £150.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements
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Digital Inverter RAV Twin Ceiling Mounts
• Low noise levels, thanks to high diameter fan and DC motor
• Self-cleaning function, enables the air flow to remain constant and fresh and 

reduces the frequency of service visits
• This design, represents the best possible solution, where there is a lack of space 

or absence of a ceiling void
• Infra-red and wired control options available
• Automatic louvre control for all year round comfort and efficiency
• These units are suitable for use with ‘replacement technology’

Indoor 2 No RAV-HM801CTP-E RAV-HM801CTP-E RAV-HM801CTP-E
Outdoor RAV-GM1401ATP-E RAV-GM1401AT8P-E RAV-GM1601ATP-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 12.1 12.1 14

Heating kW 12.8 12.8 16
EER/COP W/W 2.74/3.74 2.74/3.74 3.01/3.47

UK Cooling / Sensible kW 11.50/8.40 11.50/8.40 13.30/9.30
Heating kW 9.3 9.3 10.88

Cooling EN14825 Range Min - Max kW 3.0 - 13.2 3.0 - 13.2 3.0 - 16.0
Power Input kW 4.67 4.67 4.65
Pdesign kW 12 12 14
SEER / EE Class 5.36/211.4 5.36/211.4 5.90/233.0
Seasonal Energy kWh/a 660 660 831

Heating EN14825 Range Min - Max kW 3.0 - 16.0 3.0 - 16.0 3.0 - 18.0
Power Input kW 3.48 3.48 4.61
Pdesign kW 8 8 12
SCOP / EE Class 4.19/164.6 4.19/164.6 4.61/181.4
Seasonal Energy kWh/a 2543 2543 2732

Indoor Data
Air Flow High - Low l/s 392 - 278 - 208 392 - 278 - 208 392 - 278 - 208

High - Low m3/h 1410 - 1000 - 750 1410 - 1000 - 750 1410 - 1000 - 750
Sound Pressure H/L dB(A) 41 - 36 - 29 41 - 36 - 29 41 - 36 - 29

Power H/L dB(A) 56 - 51 - 44 56 - 51 - 44 56 - 51 - 44
Indoor H x W  x D mm 235 x 1270 x 690 235 x 1270 x 690 235 x 1270 x 690

Weight kg 29 29 29
Drain OD/ID mm VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4200 - 1167 4200 - 1167 6900 - 1917
Sound Pressure Cool/Heat dB(A) 55 - 57 55 - 57 53 - 55

Power Cool/Heat dB(A) 70 - 74 70 - 74 70 - 72
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 1340 x 900 x 320

Weight kg 68 68 95
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1 R32 - 2.1 R32 - 2.4
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415/3/50 220-240/1/50
Suggested Fuse A 32 16 32
Run Current Maximum A 21.4 7.15 22.48

Pricing
Indoor Retail  £2,080.00  £2,080.00  £2,080.00 
Outdoor Retail  £1,993.00  £2,300.00  £2,681.00 
Twin Kit (Tee)  £10.00  £10.00  £10.00 
Remote  £152.00  £152.00  £152.00 
System  £4,235.00  £4,542.00  £4,923.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AXU31C-E Wireless remote kit  £241.00 TCB-PCUC2E Application Control Kit  £150.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements



Digital Inverter RAV Twin Ceiling Mounts
• Low noise levels, thanks to high diameter fan and DC motor
• Self-cleaning function, enables the air flow to remain constant and fresh and 

reduces the frequency of service visits
• This design, represents the best possible solution, where there is a lack of space 

or absence of a ceiling void
• Infra-red and wired control options available
• Automatic louvre control for all year round comfort and efficiency
• These units are suitable for use with ‘replacement technology’

Indoor 2 No RAV-HM801CTP-E RAV-HM1101CTP-E RAV-HM1401CTP-E
Outdoor RAV-GM1601AT8P-E RAV-GM2241AT8-E1 RAV-GM2801AT8-E1
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 14 20 23.5

Heating kW 16 22.4 27
EER/COP W/W 3.01/3.47 3.91/3.92 3.04/3.57

UK Cooling / Sensible kW 13.30/9.30 19.00/15.80 23.80/17.80
Heating kW 10.88 13.78 16.73

Cooling EN14825 Range Min - Max kW 3.0 - 16.0 4.6-22.4 4.6-27.0
Power Input kW 4.65 6.17 8.97
Pdesign kW 14 20 23.5
SEER / EE Class 5.90/233.0 5.67/223.8 5.16/203.4
Seasonal Energy kWh/a 831 - -

Heating EN14825 Range Min - Max kW 3.0 - 18.0 4.6-25.0 4.6-31.5
Power Input kW 4.61 5.71 7.56
Pdesign kW 12 20 22
SCOP / EE Class 4.61/181.4 3.79/146.6 3.65/143.0
Seasonal Energy kWh/a 2732 - -

Indoor Data
Air Flow High - Low l/s 392 - 278 - 208 517 - 375 - 283 567 - 425 - 333

High - Low m3/h 1410 - 1000 - 750 1860 - 1350 - 1020 2040 - 1530 - 1200
Sound Pressure H/L dB(A) 41 - 36 - 29 44 - 38 - 32 46 - 41 - 35

Power H/L dB(A) 56 - 51 - 44 59 - 53 - 47 61 - 56 - 50
Indoor H x W  x D mm 235 x 1270 x 690 235 x 1586 x 690 235 x 1586 x 690

Weight kg 29 37 37
Drain OD/ID mm VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-27 to 15 -15 to 46/-27 to 15
Air Flow High m3/h - l/s 6900 - 1917 9150- 2541 10890- 3025
Sound Pressure Cool/Heat dB(A) 53 - 55 58 - 60 61 - 63

Power Cool/Heat dB(A) 70 - 72 76 - 76 78 - 80
Outdoor H x W x D mm 1340 x 900 x 320 1550 x 1010 x 370 1550 x 1010 x 370

Weight kg 94 142 142
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 1 1/8 - 1/2 1 1/8 - 1/2

Min - Max Length m 5 - 50 5-100 5-100
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.4 R32 - 5.0 R32 - 5.0
Additional Charge g/m 35 80 80

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 380-415/3/50 380-415/3/50 380-415/3/50
Suggested Fuse A 16 16 20
Run Current Maximum A 7.49 9.9 14.6

Pricing
Indoor Retail  £2,080.00  £2,268.00  £2,858.00 
Outdoor Retail  £2,976.00  £5,246.00  £5,255.00 
Twin Kit (Tee)  £10.00  £10.00  £10.00 
Remote  £152.00  £152.00  £152.00 
System  £5,218.00  £7,676.00  £8,275.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AXU31C-E Wireless remote kit  £241.00 TCB-PCUC2E Application Control Kit  £150.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements
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Digital Inverter RAV Twin Floor Mounts
• Automatic louvre control for all year round comfort and efficiency
• Embedded R32 refrigerant leak detection with stirring fan operation
• 5 Fan speed settings
• Offers high air flow rates and superior air throw values.
• These units are suitable for use with ‘replacement technology’

Indoor 2 No RAV-HM561FT-E RAV-HM561FT-E RAV-HM801FT-E
Outdoor RAV-GM1101ATP-E RAV-GM1101AT8P-E RAV-GM1401ATP-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 9.5 9.5 12.1

Heating kW 11.2 11.2 13
EER/COP W/W 3.10/3.51 3.10/3.51 2.57/3.24

UK Cooling / Sensible kW 9.50/7.10 9.50/7.10 11.50/8.20
Heating kW 8.01 8.01 9.30

Cooling EN14825 Range Min - Max kW 3.0 - 11.2 3.0 - 11.2 3.0 - 13.2
Power Input kW 3.06 3.06 4.71
Pdesign kW 9.5 9.5 12.1
SEER / EE Class 5.16/A 5.16/A 4.86/191.4
Seasonal Energy kWh/a 644 644 1492

Heating EN14825 Range Min - Max kW 3.0 - 13.0 3.0 - 13.0 3.0 - 16.0
Power Input kW 3.19 3.19 4.01
Pdesign kW 7.6 7.6 7.6
SCOP / EE Class 3.92/A 3.92/A 3.90/153.0
Seasonal Energy kWh/a 2708 2708 2727

Indoor Data
Air Flow High - Low l/s 228 - 194 - 167 228 - 194 - 167 258 - 214 - 178

High - Low m3/h 820 - 700 - 600 820 - 700 - 600 930 - 770 - 640
Sound Pressure H/L dB(A) 46 - 42 - 38 46 - 42 - 38 50 - 45 - 41

Power H/L dB(A) 60 - 56 - 52 60 - 56 - 52 64 - 60 - 54
Indoor H x W  x D mm 1750 x 600 x 210 1750 x 600 x 210 1750 x 600 x 210

Weight kg 44 44 45
Drain OD/ID mm VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4080 - 1133 4080 - 1133 4200 - 1167
Sound Pressure Cool/Heat dB(A) 54  -  57 54 - 57 55 - 57

Power Cool/Heat dB(A) 70  -  74 70 - 74 70 - 74
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 890 x 900 x 320

Weight kg 68 68 68
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1 R32 - 2.1 R32 - 2.1
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415/3/50 220-240/1/50
Suggested Fuse A 20 10 32
Run Current Maximum A 15.43 5.98 22.1

Pricing
Indoor Retail  £3,874.00  £3,874.00  £4,152.00 
Outdoor Retail  £1,891.00  £2,183.00  £1,993.00 
Twin Kit (Tee)  £10.00  £10.00  £10.00 
Remote  £152.00  £152.00  £152.00 
System  £5,927.00  £6,219.00  £6,307.00 

Accessories
RBC-SMF1 external fan interface  £63.00 

RBC-SMT1 CN02 timer interface lead  £11.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements



Digital Inverter RAV Twin Floor Mounts
• Automatic louvre control for all year round comfort and efficiency
• Embedded R32 refrigerant leak detection with stirring fan operation
• 5 Fan speed settings
• Offers high air flow rates and superior air throw values.
• These units are suitable for use with ‘replacement technology’

Indoor 2 No RAV-HM801FT-E RAV-HM1101FT-E RAV-HM1401FT-E
Outdoor RAV-GM1401AT8P-E RAV-GM2241AT8-E1 RAV-GM2801AT8-E1
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 12.1 20.0 23.5

Heating kW 13 22.4 27.0
EER/COP W/W 2.57/3.24 3.24/3.98 2.65/3.29

UK Cooling / Sensible kW 11.50/8.20 23.80/17.80 23.80/17.80
Heating kW 9.30 13.78 16.73

Cooling EN14825 Range Min - Max kW 3.0 - 13.2 4.6- 22.4 4.6- 27.0
Power Input kW 4.71 6.17 8.87
Pdesign kW 12.1 20 23.5
SEER / EE Class 4.86/191.4 5.08/200.2 4.87/191.8
Seasonal Energy kWh/a 1492 - -

Heating EN14825 Range Min - Max kW 3.0 - 16.0 4.6- 25.0 4.6- 31.5
Power Input kW 4.01 5.63 8.21
Pdesign kW 7.6 22.4 25
SCOP / EE Class 3.90/153.0 3.60/141.0 3.57/139.8
Seasonal Energy kWh/a 2727 - -

Indoor Data
Air Flow High - Low l/s 258 - 214 - 178 461 - 394 - 331 489 - 411 - 375

High - Low m3/h 930 - 770 - 640 1660 - 1420 - 1190 1760 - 1480 - 1350
Sound Pressure H/L dB(A) 50 - 45 - 41 51 - 46 - 41 53 - 48 - 45

Power H/L dB(A) 64 - 60 - 54 67 - 62 - 59 67 - 62 - 59
Indoor H x W  x D mm 1750 x 600 x 210 1750 x 600 x 390 1750 x 600 x 390

Weight kg 45 59 59
Drain OD/ID mm VP26/20 20 Male Screw 20 Male Screw

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-27 to 15 -15 to 46/-27 to 15
Air Flow High m3/h - l/s 4200 - 1167 9150- 2541 10890- 3025
Sound Pressure Cool/Heat dB(A) 55 - 57 58 - 60 61 - 63

Power Cool/Heat dB(A) 70 - 74 76 - 76 78 - 80
Outdoor H x W x D mm 890 x 900 x 320 1550 x 1010 x 370 1550 x 1010 x 370

Weight kg 68 142 142
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 1 1/8 - 1/2 1 1/8 - 1/2

Min - Max Length m 5 - 50 5-100 5-100
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1 R32 - 5.0 R32 - 5.0
Additional Charge g/m 35 80 80

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 380-415/3/50 380-415/3/50 380-415/3/50
Suggested Fuse A 16 16 20
Run Current Maximum A 8.23 10.15 14.49

Pricing
Indoor Retail  £4,152.00  £4,478.00  £4,698.00 
Outdoor Retail  £2,300.00  £5,246.00  £5,255.00 
Twin Kit (Tee)  £10.00  £10.00  £10.00 
Remote  £152.00  £152.00  £152.00 
System  £6,614.00  £9,886.00  £10,115.00 

Accessories
RBC-SMF1 external fan interface  £63.00 

RBC-SMT1 CN02 timer interface lead  £11.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements
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Digital Inverter RAV Triple Wall Mounts
• Auto louver mode allows optimum and uniform air distribution
• Self-cleaning feature to prevent mould formation on the heat exchanger coils
• Wired controller options available
• Wireless remote control with pre-set functions  with dedicated buttons; hi-power 

mode, quiet mode, comfort sleep, eco-mode
• These units are suitable for use with ‘replacement technology’ enabling the   

re-use of existing R410A, R22 or R407C pipework.

Indoor 3 No RAV-HM301KRTP-E RAV-HM301KRTP-E RAV-HM401KRTP-E RAV-HM401KRTP-E
Outdoor RAV-GM1101ATP-E RAV-GM1101AT8P-E RAV-GM1401ATP-E RAV-GM1401AT8P-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 9.5 9.5 12.0 12.0

Heating kW 11.2 11.2 13.0 13.0
EER/COP W/W 3.19/3.75 3.19/3.75 2.57/3.37 2.57/3.37

UK Cooling / Sensible kW 9.5/7.22 9.5/7.22 12.72/9.32 12.72/9.32
Heating kW 8.01 8.01 9.3 9.3

Cooling EN14825 Range Min - Max kW 3.0 - 11.2 3.0 - 11.2 3.0 - 13.2 3.0 - 13.2
Power Input kW 3.13 2.98 4.71 4.71
Pdesign kW 10 10 6.7 6.7
SEER / EE Class 5.32/A 5.13/A 5.24/206.6 5.24/206.6
Seasonal Energy kWh/a 682 682 687 687

Heating EN14825 Range Min - Max kW 3.0 - 13.0 3.0 - 13.0 3.0 - 16.0 3.0 - 16.0
Power Input kW 2.99 2.99 3.86 3.86
Pdesign kW 7.6 7.6 8 8
SCOP / EE Class 4.19/A+ 4.18/A+ 4.19/164.6 4.19/164.6
Seasonal Energy kWh/a 2546 2546 2661 2661

Indoor Data
Air Flow High - Low l/s 158 - 128 - 83 158 - 128 - 83 194 - 161 - 125 194 - 161 - 125

High - Low m3/h 570 - 462 - 300 570 - 462 - 300 700 - 580 - 450 700 - 580 - 450
Sound Pressure H/L dB(A) 40 - 34 - 29 40 - 34 - 29 41 - 36 - 30 41 - 36 - 30

Power H/L dB(A) 56 - 52 - 44 56 - 52 - 44 55 - 51 - 45 55 - 51 - 45
Indoor H x W  x D mm 275 x 790 x 217 275 x 790 x 217 293 x 798 x 230 293 x 798 x 230

Weight kg 10 10 10 10
Drain OD/ID mm VP16/14 VP16/14 VP16/14 VP16/14

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4080 - 1133 4080 - 1133 4200 - 1167 4200 - 1167
Sound Pressure Cool/Heat dB(A) 54  -  57 54 - 57 55 - 57 55 - 57

Power Cool/Heat dB(A) 70  -  74 70 - 74 70 - 74 70 - 74
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 890 x 900 x 320 890 x 900 x 320

Weight kg 68 68 68 68
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1 R32 - 2.1 R32 - 2.1 R32 - 2.1
Additional Charge g/m 35 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415/3/50 220-240/1/50 380-415/3/50
Suggested Fuse A 20 10 32 16
Run Current Maximum A 15.14 3.22 22.78 4.92

Pricing
Indoor Retail  £1,239.00  £1,239.00  £1,347.00  £1,347.00 
Outdoor Retail  £1,891.00  £2,183.00  £1,993.00  £2,300.00 
Triple Kit RBC-TRP100E  £284.00  £284.00  £284.00  £284.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £3,566.00  £3,858.00  £3,776.00  £4,083.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 

TCB-TC41LE Remote Sensor  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements



Digital Inverter RAV Triple Wall Mounts
• Auto louver mode allows optimum and uniform air distribution
• Self-cleaning feature to prevent mould formation on the heat exchanger coils
• Wired controller options available
• Wireless remote control with pre-set functions  with dedicated buttons; hi-power 

mode, quiet mode, comfort sleep, eco-mode
• These units are suitable for use with ‘replacement technology’ enabling the   

re-use of existing R410A, R22 or R407C pipework.

Indoor 3 No RAV-HM561KRTP-E RAV-HM561KRTP-E RAV-HM801KRTP-E RAV-HM801KRTP-E
Outdoor RAV-GM1601ATP-E RAV-GM1601AT8P-E RAV-GM2241AT8-E1 RAV-GM2801AT8-E1
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 14.0 14.0 20.0 23.5

Heating kW 16.0 16.0 22.4 27.0
EER/COP W/W 3.21/3.21 3.21/3.21 3.00/3.66 2.65/3.53

UK Cooling / Sensible kW 14.40/11.70 14.40/11.70 20.10/14.40 20.10/14.40
Heating kW 10.88 10.88 13.78 16.73

Cooling EN14825 Range Min - Max kW 3.0 - 16.0 3.0 - 16.0 4.6-22.4 4.6-27.0
Power Input kW 4.98 4.98 6.67 9.22
Pdesign kW 14 14 20 23.5
SEER / EE Class 5.10/201.0 5.10/201.0 5.58/220.2 5.30/209.0
Seasonal Energy kWh/a *- *- - -

Heating EN14825 Range Min - Max kW 3.0 - 18.0 3.0 - 18.0 4.6-25.0 4.6-31.5
Power Input kW 4.98 4.98 6.12 7.65
Pdesign kW 12 12 20 22
SCOP / EE Class 4.00/157.0 4.00/157.0 3.76/147.4 3.63/142.2
Seasonal Energy kWh/a *- *- - -

Indoor Data
Air Flow High - Low l/s 267 - 231 - 189 267 - 231 - 189 289 - 253 - 189 289 - 253 - 189

High - Low m3/h 960 - 830 - 680 960 - 830 - 680 1040 - 910 - 680 1040 - 910 - 680
Sound Pressure H/L dB(A) 42 - 39 - 36 42 - 39 - 36 45 - 41 - 35 45 - 41 - 35

Power H/L dB(A) 57 - 54 - 51 57 - 54 - 51 60 - 56 - 51 60 - 56 - 51
Indoor H x W  x D mm 320 x 1050 x 250 320 x 1050 x 250 320 x 1050 x 250 320 x 1050 x 250

Weight kg 14 14 14 14
Drain OD/ID mm VP16/14 VP16/14 VP16/14 VP16/14

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-27 to 15 -15 to 46/-27 to 15
Air Flow High m3/h - l/s 6900 - 1917 6900 - 1917 9150- 2541 10890- 3025
Sound Pressure Cool/Heat dB(A) 53 - 55 53 - 55 58 - 60 61 - 63

Power Cool/Heat dB(A) 70 - 72 70 - 72 76 - 76 78 - 80
Outdoor H x W x D mm 1340 x 900 x 320 1340 x 900 x 320 1550 x 1010 x 370 1550 x 1010 x 370

Weight kg 95 94 142 142
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 1 1/8 - 1/2 1 1/8 - 1/2

Min - Max Length m 5 - 50 5 - 50 5-100 5-100
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.4 R32 - 2.4 R32 - 5.0 R32 - 5.0
Additional Charge g/m 35 35 80 80

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415/3/50 380-415/3/50 380-415/3/50
Suggested Fuse A 32 16 16 20
Run Current Maximum A 24.08 8.02 10.78 15.06

Pricing
Indoor Retail  £1,659.00  £1,659.00  £1,791.00  £1,791.00 
Outdoor Retail  £2,681.00  £2,976.00  £5,246.00  £5,246.00 
Triple Kit RBC-TRP100E  £284.00  £284.00  £284.00  £284.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £4,776.00  £5,071.00  £7,473.00  £7,473.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 

TCB-TC41LE Remote Sensor  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements
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Digital Inverter RAV Triple Compact Cassettes
• Compact thin chassis 575 x 575mm
• Optional wireless remote controller receiver fits into the ceiling panel corner pocket
• Designed to fit within T-bar of the ceiling grid: 620 x 620mm
• Elegant flat panel design depth 12mm for sleek, unobtrusive installation
• Removable corner pockets for easy access
• Detachable louvre and grille for easy cleaning

Indoor 3 No RAV-HM301MUT-E RAV-HM301MUT-E RAV-HM401MUT-E
Panel 3 No RBC-UM21PG(W)-E RBC-UM21PG(W)-E RBC-UM21PG(W)-E
Outdoor RAV-GM1101ATP-E RAV-GM1101AT8P-E RAV-GM1401ATP-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 9.5 9.5 12.0

Heating kW 11.2 11.2 12.8
EER/COP W/W 3.17/3.44 3.17/3.44 2.8/3.76

UK Cooling / Sensible kW 9.60/7.00 9.60/7.00 10.35/8.37
Heating kW 7.3 7.3 7.68

Cooling EN14825 Range Min - Max kW 3.0 - 11.2 3.0 - 11.2 3.0 - 13.2
Power Input kW 3 3 4.57
Pdesign kW 9.5 9.5 12
SEER / EE Class 5.50/A 5.50/A -*
Seasonal Energy kWh/a 597 597 -*

Heating EN14825 Range Min - Max kW 3.0 - 13.0 3.0 - 13.0 3.0 - 16.0
Power Input kW 3.26 3.26 3.46
Pdesign kW 7.4 7.4 8
SCOP / EE Class 4.02/A+ 4.02/A+ -*
Seasonal Energy kWh/a 2616 2616 -*

Indoor Data
Air Flow High - Low l/s 178 - 144 - 122 178 - 144 - 122 183 - 153 - 130

High - Low m3/h 640 - 520 - 440 640 - 520 - 440 660 - 552 - 468
Sound Pressure H/L dB(A) 38 - 36 - 30 38 - 36 - 30 41 - 36 - 32

Power H/L dB(A) 53 - 51 - 45 53 - 51 - 45 56 - 51 - 47
Indoor H x W  x D mm 256 x 575 x 575 256 x 575 x 575 256 x 575 x 575

Weight kg 15 15 15
Panel H x W  x D mm 12 x 620 x 620 12 x 620 x 620 12 x 620 x 620

Weight kg 2.5 2.5 2.5
Drain OD/ID mm VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4080 - 1133 4080 - 1133 4200 - 1167
Sound Pressure Cool/Heat dB(A) 54  -  57 54 - 57 55 - 57

Power Cool/Heat dB(A) 70  -  74 70 - 74 70 - 74
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 890 x 900 x 320

Weight kg 68 68 68
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1 R32 - 2.1 R32 - 2.1
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415/3/50 220-240/1/50
Suggested Fuse A 20 10 32
Run Current Maximum A 15.44 5.15 20.75

Pricing
Indoor Retail  £2,592.00  £2,592.00  £2,616.00 
Panel Retail  £858.00  £858.00  £858.00 
Outdoor Retail  £1,891.00  £2,183.00  £1,993.00 
Triple Kit RBC-TRP100E  £284.00  £284.00  £284.00 
Remote  £152.00  £152.00  £152.00 
System  £5,777.00  £6,069.00  £5,903.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 
RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 RBC-ASCU11E Compact remote control  £74.00 
RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 
RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 
RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 
RBC-AS41E  Simplified controller  £103.00 TCB-TC41LE Remote Sensor  £86.00 
RBC-AX32UM(W)-E Wireless remote kit  £131.00 TCB-SIR41UM-E Occupancy Sensor  £101.00 
TCB-PCUC2E Application Control Kit  £150.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements



Digital Inverter RAV Triple Compact Cassettes
• Compact thin chassis 575 x 575mm
• Optional wireless remote controller receiver fits into the ceiling panel corner pocket
• Designed to fit within T-bar of the ceiling grid: 620 x 620mm
• Elegant flat panel design depth 12mm for sleek, unobtrusive installation
• Removable corner pockets for easy access
• Detachable louvre and grille for easy cleaning

Indoor 3 No RAV-HM401MUT-E RAV-HM561MUT-E RAV-HM561MUT-E
Panel 3 No RBC-UM21PG(W)-E RBC-UM21PG(W)-E RBC-UM21PG(W)-E
Outdoor RAV-GM1401AT8P-E RAV-GM1601ATP-E RAV-GM1601AT8P-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 12.0 14.0 14.0

Heating kW 12.8 16.0 16.0
EER/COP W/W 2.8/3.76 2.82/3.41 2.82/3.41

UK Cooling / Sensible kW 10.35/8.37 14.40/10.80 14.40/10.80
Heating kW 7.68 10.88 10.88

Cooling EN14825 Range Min - Max kW 3.0 - 13.2 3.0 - 16.0 3.0 - 16.0
Power Input kW 4.57 4.96 4.96
Pdesign kW 12.0 14 14
SEER / EE Class -* 5.10/201.0 5.10/201.0
Seasonal Energy kWh/a -* *- *-

Heating EN14825 Range Min - Max kW 3.0 - 16.0 3.0 - 18.0 3.0 - 18.0
Power Input kW 3.46 4.69 4.69
Pdesign kW 8.0 12 12
SCOP / EE Class -* 4.00/157.0 4.00/157.0
Seasonal Energy kWh/a -* *- *-

Indoor Data
Air Flow High - Low l/s 183 - 153 - 130 222 - 187 - 152 222 - 187 - 152

High - Low m3/h 660 - 552 - 468 798 - 672 - 546 798 - 672 - 546
Sound Pressure H/L dB(A) 41 - 36 - 32 44 - 39 - 35 44 - 39 - 35

Power H/L dB(A) 56 - 51 - 47 59 - 54 - 50 59 - 54 - 50
Indoor H x W  x D mm 256 x 575 x 575 256 x 575 x 575 256 x 575 x 575

Weight kg 15 15 15
Panel H x W  x D mm 12 x 620 x 620 27 x 700 x 700 27 x 700 x 700

Weight kg 2.5 2.5 2.5
Drain OD/ID mm VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4200 - 1167 6900 - 1917 6900 - 1917
Sound Pressure Cool/Heat dB(A) 55 - 57 53 - 55 53 - 55

Power Cool/Heat dB(A) 70 - 74 70 - 72 70 - 72
Outdoor H x W x D mm 890 x 900 x 320 1340 x 900 x 320 1340 x 900 x 320

Weight kg 68 95 94
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1 R32 - 2.4 R32 - 2.4
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 380-415/3/50 220-240/1/50 380-415/3/50
Suggested Fuse A 16 32 16
Run Current Maximum A 6.9 23.98 7.99

Pricing
Indoor Retail  £2,616.00  £2,670.00  £2,670.00 
Panel Retail  £858.00  £858.00  £858.00 
Outdoor Retail  £2,300.00  £2,681.00  £2,976.00 
Triple Kit RBC-TRP100E  £284.00  £284.00  £284.00 
Remote  £152.00  £152.00  £152.00 
System  £6,210.00  £6,645.00  £6,940.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 
RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 RBC-ASCU11E Compact remote control  £74.00 
RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 
RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 
RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 
RBC-AS41E  Simplified controller  £103.00 TCB-TC41LE Remote Sensor  £86.00 
RBC-AX32UM(W)-E Wireless remote kit  £131.00 TCB-SIR41UM-E Occupancy Sensor  £101.00 
TCB-PCUC2E Application Control Kit  £150.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements
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Digital Inverter RAV Triple 4-Way Cassettes
• Two louver shape option : straight flow louver and wide flow louver; for optimum air 

distribution
• Self-cleaning function and Ag-ion tip for anti-mould in drain cap
• Built-in high-lift drain pump
• Detachable louvre and grille for easy cleaning
• These units are suitable for use with ‘replacement technology’
• Infra-red and wired control options available

Indoor 3 No RAV-HM561UTP-E RAV-HM561UTP-E RAV-HM801UTP-E RAV-HM801UTP-E
Panel 3 No RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E
Outdoor RAV-GM1601ATP-E RAV-GM1601AT8P-E RAV-GM2241AT8-E1 RAV-GM2801AT8-E1
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 14.0 14.0 20.0 23.5

Heating kW 16.0 16.0 22.4 27.0
EER/COP W/W 3.12/3.61 3.12/3.61 3.60/4.23 3.00/3.80

UK Cooling / Sensible kW 14.40/11.70 14.40/11.70 22.20/18.60 22.20/18.60
Heating kW 10.88 10.88 13.78 16.73

Cooling EN14825 Range Min - Max kW 3.0 - 16.0 3.0 - 16.0 4.6-22.4 4.6-27.0
Power Input kW 4.49 4.49 5.56 7.83
Pdesign kW 14 14 20 23.5
SEER / EE Class 6.30/249.0 6.30/249.0 6.57/259.8 6.24/246.6
Seasonal Energy kWh/a 1033 1033 - -

Heating EN14825 Range Min - Max kW 3.0 - 18.0 3.0 - 18.0 4.6-25.0 4.6-31.5
Power Input kW 4.43 4.43 5.3 7.1
Pdesign kW 12 12 22 25
SCOP / EE Class 4.35/171.0 4.35/171.0 4.05/159.0 3.91/153.4
Seasonal Energy kWh/a 2575 2575 - -

Indoor Data
Air Flow High - Low l/s 292 - 242 - 217 292 - 242 - 217 342 - 267 - 225 342 - 267 - 225

High - Low m3/h 1050 - 870 - 780 1050 - 870 - 780 1230 - 960 - 810 1230 - 960 - 810
Sound Pressure H/L dB(A) 32 - 29 - 28 32 - 29 - 28 35 - 31 - 28 35 - 31 - 28

Power H/L dB(A) 47 - 44 - 43 47 - 44 - 43 50 - 46 - 43 50 - 46 - 43
Indoor H x W  x D mm 256 x 840 x 840 256 x 840 x 840 256 x 840 x 840 256 x 840 x 840

Weight kg 20 20 20 20
Panel H x W  x D mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Weight kg 4.2 4.2 4.2 4.2
Drain OD/ID mm VP32/25 VP32/25 VP32/25 VP32/25

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-27 to 15 -15 to 46/-27 to 15
Air Flow High m3/h - l/s 6900 - 1917 6900 - 1917 9150- 2541 10890- 3025
Sound Pressure Cool/Heat dB(A) 53 - 55 53 - 55 58 - 60 61 - 63

Power Cool/Heat dB(A) 70 - 72 70 - 72 76 - 76 78 - 80
Outdoor H x W x D mm 1340 x 900 x 320 1340 x 900 x 320 1550 x 1010 x 370 1550 x 1010 x 370

Weight kg 95 94 142 142
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 1 1/8 - 1/2 1 1/8 - 1/2

Min - Max Length m 5 - 50 5 - 50 5-100 5-100
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.4 R32 - 2.4 R32 - 5.0 R32 - 5.0
Additional Charge g/m 35 35 80 80

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415/3/50 380-415/3/50 380-415/3/50
Suggested Fuse A 32 16 16 20
Run Current Maximum A 21.71 7.23 8.99 12.79

Pricing
Indoor Retail  £2,307.00  £2,307.00  £2,538.00  £2,538.00 
Panel Retail  £801.00  £801.00  £801.00  £801.00 
Outdoor Retail  £2,681.00  £2,976.00  £5,246.00  £5,255.00 
Triple Kit RBC-TRP100E  £284.00  £284.00  £284.00  £284.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £6,225.00  £6,520.00  £9,021.00  £9,030.00 

System
RBC-AMTU31E Wired remote standard  £86.00  RBC-ASCU11E Compact remote control  £74.00 
RBC-AMS41E Wired remote with 7-day timer  £95.00  RBC-SMF1 external fan interface  £63.00 
RBC-MTSC1 Mini-touch screen remote  £284.00  RBC-SMT1 CN02 timer interface lead  £11.00 
RBC-MTSC2 Mini-touch screen remote  £337.00  CDL-BMS01 Indoor lead for on/off/fault  £15.00 
RBC-AS41E Simplified controller  £103.00  RBC-AWSU52-W Wired remote with bluetooth  £175.00 
RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00  TCB-TC41LE Remote Sensor  £86.00 
RBC-AXU31U-E Wireless remote kit  £220.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements
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Digital Inverter RAV Triple Ceiling Mounts
• Low noise levels, thanks to high diameter fan and DC motor
• Self-cleaning function, enables the air flow to remain constant and fresh and 

reduces the frequency of service visits
• This design, represents the best possible solution, where there is a lack of space or 

absence of a ceiling void
• Infra-red and wired control options available
• Automatic louvre control for all year round comfort and efficiency
• These units are suitable for use with ‘replacement technology’

Indoor 3 No RAV-HM401CTP-E RAV-HM401CTP-E RAV-HM561CTP-E
Outdoor RAV-GM1401ATP-E RAV-GM1401AT8P-E RAV-GM1601ATP-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 12.1 12.1 14.0

Heating kW 12.8 12.8 16.0
EER/COP W/W 2.74/3.74 2.74/3.74 3.01/3.47

UK Cooling / Sensible kW 11.50/8.40 11.50/8.40 14.40/11.70
Heating kW 9.3 9.3 10.88

Cooling EN14825 Range Min - Max kW 3.0 - 13.2 3.0 - 13.2 3.0 - 16.0
Power Input kW 4.67 4.67 4.65
Pdesign kW 12 12 14
SEER / EE Class 5.36/211.4 5.36/211.4 5.90/233.0
Seasonal Energy kWh/a 660 660 831

Heating EN14825 Range Min - Max kW 3.0 - 16.0 3.0 - 16.0 3.0 - 18.0
Power Input kW 3.48 3.48 4.61
Pdesign kW 8 8 12
SCOP / EE Class 4.19/164.6 4.19/164.6 4.10/161.0
Seasonal Energy kWh/a 2543 2543 2732

Indoor Data
Air Flow High - Low l/s 250 - 200 - 150 250 - 200 - 150 250 - 200 - 150

High - Low m3/h 900 - 720 - 540 900 - 720 - 540 900 - 720 - 540
Sound Pressure H/L dB(A) 37 - 35 - 28 37 - 35 - 28 37 - 35 - 28

Power H/L dB(A) 52 - 50 - 43 52 - 50 - 43 52 - 50 - 43
Indoor H x W  x D mm 235 x 950 x 690 235 x 950 x 690 235 x 950 x 690

Weight kg 23 23 23
Drain OD/ID mm VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4200 - 1167 4200 - 1167 6900 - 1917
Sound Pressure Cool/Heat dB(A) 55 - 57 55 - 57 53 - 55

Power Cool/Heat dB(A) 70 - 74 70 - 74 70 - 72
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 1340 x 900 x 320

Weight kg 68 68 95
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1 R32 - 2.1 R32 - 2.4
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415/3/50 220-240/1/50
Suggested Fuse A 32 16 32
Run Current Maximum A 21.4 7.15 22.48

Pricing
Indoor Retail  £2,415.00  £2,415.00  £2,637.00 
Outdoor Retail  £1,993.00  £2,300.00  £2,681.00 
Triple Kit RBC-TRP100E  £284.00  £284.00  £284.00 
Remote  £152.00  £152.00  £152.00 
System  £4,844.00  £5,151.00  £5,754.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AXU31C-E Wireless remote kit  £241.00 TCB-PCUC2E Application Control Kit  £150.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements



Digital Inverter RAV Triple Ceiling Mounts
• Low noise levels, thanks to high diameter fan and DC motor
• Self-cleaning function, enables the air flow to remain constant and fresh and 

reduces the frequency of service visits
• This design, represents the best possible solution, where there is a lack of space or 

absence of a ceiling void
• Infra-red and wired control options available
• Automatic louvre control for all year round comfort and efficiency
• These units are suitable for use with ‘replacement technology’

Indoor 3 No RAV-HM561CTP-E RAV-HM801CTP-E RAV-HM801CTP-E
Outdoor RAV-GM1601AT8P-E RAV-GM2241AT8-E1 RAV-GM2801AT8-E1
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 14.0 20.0 23.5

Heating kW 16.0 22.4 27.0
EER/COP W/W 3.01/3.47 3.24/3.92 2.62/3.57

UK Cooling / Sensible kW 14.40/11.70 22.20/16.50 22.20/16.50
Heating kW 10.88 13.78 16.73

Cooling EN14825 Range Min - Max kW 3.0 - 16.0 4.6-22.4 4.6-27.0
Power Input kW 4.65 6.17 8.97
Pdesign kW 14 20 23.5
SEER / EE Class 5.90/233.0 5.59/220.6 5.16/203.4
Seasonal Energy kWh/a 831 - -

Heating EN14825 Range Min - Max kW 3.0 - 18.0 4.6-25.0 4.6-31.5
Power Input kW 4.61 5.71 7.56
Pdesign kW 12 20 22
SCOP / EE Class 4.10/161.0 3.79/148.6 3.65/143.0
Seasonal Energy kWh/a 2732 - -

Indoor Data
Air Flow High - Low l/s 250 - 200 - 150 392 - 278 - 208 392 - 278 - 208

High - Low m3/h 900 - 720 - 540 1410 - 1000 - 750 1410 - 1000 - 750
Sound Pressure H/L dB(A) 37 - 35 - 28 41 - 36 - 29 41 - 36 - 29

Power H/L dB(A) 52 - 50 - 43 56 - 51 - 44 56 - 51 - 44
Indoor H x W  x D mm 235 x 950 x 690 235 x 1270 x 690 235 x 1270 x 690

Weight kg 23 29 29
Drain OD/ID mm VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-27 to 15 -15 to 46/-27 to 15
Air Flow High m3/h - l/s 6900 - 1917 9150- 2541 10890- 3025
Sound Pressure Cool/Heat dB(A) 53 - 55 58 - 60 61 - 63

Power Cool/Heat dB(A) 70 - 72 76 - 76 78 - 80
Outdoor H x W x D mm 1340 x 900 x 320 1550 x 1010 x 370 1550 x 1010 x 370

Weight kg 94 142 142
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 1 1/8 - 1/2 1 1/8 - 1/2

Min - Max Length m 5 - 50 5-100 5-100
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.4 R32 - 5.0 R32 - 5.0
Additional Charge g/m 35 80 80

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 380-415/3/50 380-415/3/50 380-415/3/50
Suggested Fuse A 16 16 20
Run Current Maximum A 7.49 9.97 14.65

Pricing
Indoor Retail  £2,637.00  £3,120.00  £3,120.00 
Outdoor Retail  £2,976.00  £5,246.00  £5,255.00 
Triple Kit RBC-TRP100E  £284.00  £284.00  £284.00 
Remote  £152.00  £152.00  £152.00 
System  £6,049.00  £8,802.00  £8,811.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AXU31C-E Wireless remote kit  £241.00 TCB-PCUC2E Application Control Kit  £150.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements
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Digital Inverter RAV Triple Slim Duct
• Up to 50Pa available static pressure with four steps set up
• inlet air configuration  standard rear inlet design or alternatively from the underside of 

the unit
• Slimline design with a height of just 210mm
• Built-in high-lift drain pump to 850mm
• Extremely quiet operation
• These units are suitable for use with ‘replacement technology’

Indoor 3 No RAV-RM301SDT-E RAV-RM301SDT-E RAV-RM401SDT-E
Outdoor RAV-GM1101ATP-E RAV-GM1101AT8P-E RAV-GM1401ATP-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 9.5 9.5 12.1

Heating kW 11.2 11.2 12.8
EER/COP W/W 3.14/3.75 3.14/3.75 2.74/3.61

UK Cooling / Sensible kW 9.60/6.80 9.60/6.80 10.35/8.52
Heating kW 8.01 8.01 7.68

Cooling EN14825 Range Min - Max kW 3.0 - 11.2 3.0 - 11.2 3.0 - 13.2
Power Input kW 3.03 3.03 4.67
Pdesign kW 9.5 9.5 12
SEER / EE Class 5.32/A 5.32/A -*
Seasonal Energy kWh/a 696 696 -*

Heating EN14825 Range Min - Max kW 3.0 - 13.0 3.0 - 13.0 3.0 - 16.0
Power Input kW 2.99 2.99 3.6
Pdesign kW 7.4 7.4 8
SCOP / EE Class 4.19/A+ 4.19/A+ -*
Seasonal Energy kWh/a 2569 2569 -*

Indoor Data
Air Flow High - Low l/s 183 - 156 - 133 183 - 156 - 133 192 - 167 - 145

High - Low m3/h 660 - 560 - 480 660 - 560 - 480 690 - 600 - 522
External Static Standard (Upper - Lower) Pa 30 (5-45) 30 (5-45) 30 (5-45)
Sound Pressure H/L dB(A) 39 - 36 - 33 39 - 36 - 33 39 - 36 - 33

Power H/L dB(A) 45 - 43 - 41 54 - 51 - 48 54 - 51 - 48
Indoor H x W  x D mm 210 x 845 x 645 210 x 845 x 645 210 x 845 x 645

Weight kg 22 22 22
Drain OD/ID mm VP25 - VP25 VP25 - VP25 VP25 - VP25

Outdoor Data
Operating Temp Cool / Heat C -15  to  46/-15  to  15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4080 - 1133 4080 - 1133 4200 - 1167
Sound Pressure Cool/Heat dB(A) 54  -  57 54 - 57 55 - 57

Power Cool/Heat dB(A) 70  -  74 70 - 74 70 - 74
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 890 x 900 x 320

Weight kg 68 68 68
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1 R32 - 2.1 R32 - 2.1
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415/3/50 220-240/1/50
Suggested Fuse A 20 10 32
Run Current Maximum A 14.7 4.9 21.4

Pricing
Indoor Retail  £2,331.00  £2,331.00  £2,379.00 
Outdoor Retail  £1,891.00  £2,183.00  £1,993.00 
Triple Kit RBC-TRP100E  £284.00  £284.00  £284.00 
Remote  £152.00  £152.00  £152.00 
System  £4,658.00  £4,950.00  £4,808.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E  Simplified controller  £103.00 TCB-TC41LE Remote Sensor  £86.00 

TCB-AX32E2 Wireless remote kit/WH-L11SE remote  £287.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements



Digital Inverter RAV Triple Slim Duct
• Up to 50Pa available static pressure with four steps set up
• inlet air configuration  standard rear inlet design or alternatively from the underside of 

the unit
• Slimline design with a height of just 210mm
• Built-in high-lift drain pump to 850mm
• Extremely quiet operation
• These units are suitable for use with ‘replacement technology’

Indoor 3 No RAV-RM401SDT-E RAV-RM561SDT-E RAV-RM561SDT-E
Outdoor RAV-GM1401AT8P-E RAV-GM1601ATP-E RAV-GM1601AT8P-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 12.1 14.0 14.0

Heating kW 12.8 16.0 16.0
EER/COP W/W 2.74/3.61 2.81/3.41 2.81/3.41

UK Cooling / Sensible kW 10.35/8.52 14.40/10.80 14.40/10.80
Heating kW 7.68 10.88 10.88

Cooling EN14825 Range Min - Max kW 3.0 - 13.2 3.0 - 16.0 3.0 - 16.0
Power Input kW 4.42 4.98 4.98
Pdesign kW 12 14 14
SEER / EE Class -* 5.10/201.0 5.10/201.0
Seasonal Energy kWh/a -* *- *-

Heating EN14825 Range Min - Max kW 3.0 - 16.0 3.0 - 18.0 3.0 - 18.0
Power Input kW 3.6 4.69 4.69
Pdesign kW 8 12 12
SCOP / EE Class -* 4.00/157.0 4.00/157.0
Seasonal Energy kWh/a -* *- *-

Indoor Data
Air Flow High - Low l/s 192 - 167 - 145 217 - 188 - 162 217 - 188 - 162

High - Low m3/h 690 - 600 - 522 780 - 678 - 582 780 - 678 - 582
External Static Standard (Upper - Lower) Pa 30 (5-45) 29 (4-44) 29 (4-44)
Sound Pressure H/L dB(A) 39 - 36 - 33 45 - 40 - 36 45 - 40 - 36

Power H/L dB(A) 54 - 51 - 48 60 - 55 - 51 60 - 55 - 51
Indoor H x W  x D mm 210 x 845 x 645 210 x 845 x 645 210 x 845 x 645

Weight kg 22 22 22
Drain OD/ID mm VP25 - VP25 VP25 - VP25 VP25 - VP25

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4200 - 1167 6900 - 1917 6900 - 1917
Sound Pressure Cool/Heat dB(A) 55 - 57 53 - 55 53 - 55

Power Cool/Heat dB(A) 70 - 74 70 - 72 70 - 72
Outdoor H x W x D mm 890 x 900 x 320 1340 x 900 x 320 1340 x 900 x 320

Weight kg 68 95 94
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1 R32 - 2.4 R32 - 2.4
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 380-415/3/50 220-240/1/50 380-415/3/50
Suggested Fuse A 16 32 16
Run Current Maximum A 7.15 24.08 8.03

Pricing
Indoor Retail  £2,379.00  £2,427.00  £2,427.00 
Outdoor Retail  £2,300.00  £2,681.00  £2,976.00 
Triple Kit RBC-TRP100E  £284.00  £284.00  £284.00 
Remote  £152.00  £152.00  £152.00 
System  £5,115.00  £5,544.00  £5,839.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E  Simplified controller  £103.00 TCB-TC41LE Remote Sensor  £86.00 

TCB-AX32E2 Wireless remote kit/WH-L11SE remote  £287.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements
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Digital Inverter RAV Triple Ducted
• Up to 120Pa available pressure : thanks to DC fan motor
• inlet air configuration  standard rear inlet design or alternatively from the underside of 

the unit
• Provision for a fresh air intake supply via a pre-punched knockout hole
• Built-in high-lift drain pump to 850mm
• PCB control panel easily accessible from the side of the unit
• These units are suitable for use with ‘replacement technology’

Indoor 3 No RAV-HM561BTP-E RAV-HM561BTP-E RAV-HM801BTP-E RAV-HM801BTP-E
Outdoor RAV-GM1601ATP-E RAV-GM1601AT8P-E RAV-GM2241AT8-E1 RAV-GM2801AT8-E1
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 14.0 14.0 20.0 23.5

Heating kW 16.0 16.0 22.4 27.0
EER/COP W/W 2.73/3.41 2.73/3.41 3.24/4.02 2.65/3.62

UK Cooling / Sensible kW 14.40/12.00 14.40/12.00 22.20/15.90 22.20/15.90
Heating kW 10.88 10.88 13.78 16.73

Cooling EN14825 Range Min - Max kW 3.0 - 16.0 3.0 - 16.0 4.6-22.4 4.6-27.0
Power Input kW 5.13 5.13 6.17 8.87
Pdesign kW 14 14 20 23.5
SEER / EE Class 5.30/209.0 5.30/209.0 5.22/205.8 5.59/220.6
Seasonal Energy kWh/a 925 925 - -

Heating EN14825 Range Min - Max kW 3.0 - 18.0 3.0 - 18.0 4.6-25.0 4.6-31.5
Power Input kW 4.69 4.69 5.57 7.46
Pdesign kW 12 12 22 25
SCOP / EE Class 3.90/153.0 3.90/153.0 3.74/146.6 3.65/143.0
Seasonal Energy kWh/a 2782 2782 - -

Indoor Data
Air Flow High - Low l/s 222 - 175 - 133 222 - 175 - 133 333 - 258 - 200 333 - 258 - 200

High - Low m3/h 800 - 630 - 480 800 - 630 - 480 1200 - 930 - 720 1200 - 930 - 720
External Static Standard (Upper - Lower) Pa 30 (120 - 30 ) 30 (120 - 30 ) 30 (120 - 30 ) 30 (120 - 30 )
Sound Pressure H/L dB(A) 33 - 29 - 25 33 - 29 - 25 34 - 30 - 26 34 - 30 - 26

Power H/L dB(A) 48 - 44 - 40 48 - 44 - 40 49 - 45 - 41 49 - 45 - 41
Indoor H x W  x D mm 275 x 700 x 750 275 x 700 x 750 275 x 1000 x 750 275 x 1000 x 750

Weight kg 23 23 30 30
Drain OD/ID mm VP25 - VP25 VP25 - VP25 VP25 - VP25 VP25 - VP25

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-27 to 15 -15 to 46/-27 to 15
Air Flow High m3/h - l/s 6900 - 1917 6900 - 1917 9150- 2541 10890- 3025
Sound Pressure Cool/Heat dB(A) 53 - 55 53 - 55 58 - 60 61 - 63

Power Cool/Heat dB(A) 70 - 72 70 - 72 76 - 76 78 - 80
Outdoor H x W x D mm 1340 x 900 x 320 1340 x 900 x 320 1550 x 1010 x 370 1550 x 1010 x 370

Weight kg 95 94 142 142
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 1 1/8 - 1/2 1 1/8 - 1/2

Min - Max Length m 5 - 50 5 - 50 5-100 5-100
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.4 R32 - 2.4 R32 - 5.0 R32 - 5.0
Additional Charge g/m 35 35 80 80

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50-32 380-415/3/50-16 380-415/3/50-16 380-415/3/50-20
Suggested Fuse A 32 16 20 16
Run Current Maximum A 24.81 8.27 9.97 14.49

Pricing
Indoor Retail  £2,355.00  £2,355.00  £3,039.00  £3,039.00 
Outdoor Retail  £2,681.00  £2,976.00  £5,246.00  £5,255.00 
Triple Kit RBC-TRP100E  £284.00  £284.00  £284.00  £284.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £5,472.00  £5,767.00  £8,721.00  £8,730.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

TCB-AX32E2 Wireless remote kit  £287.00 TCB-SF56C6BPE Discharge Spigot 2 x 200 mm (401-561)  £141.00 

RBC-VCK1 Vertical Conversion  £548.00 TCB-SF80C6BPE Discharge Spigot 3 x 200 mm (801)  £166.00 

TCB-SF160C6BPE Discharge Spigot 4 x 200 mm (1101 - 1601)  £212.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements



Digital Inverter RAV Triple Floor Mounts
• Automatic louvre control for all year round comfort and efficiency
• Embedded R32 refrigerant leak detection with stirring fan operation
• 5 Fan speed settings
• Offers high air flow rates and superior air throw values.
• These units are suitable for use with ‘replacement technology’

Indoor 3 No RAV-HM801FT-E RAV-HM801FT-E
Outdoor RAV-GM2241AT8-E1 RAV-GM2801AT8-E1
Remote RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 20.0 23.5

Heating kW 22.4 27.0
EER/COP W/W 3.24/3.98 2.65/3.29

UK Cooling / Sensible kW 19.20/13.20 19.20/13.20
Heating kW 13.78 16.73

Cooling EN14825 Range Min - Max kW 4.6- 22.4 4.6- 27.0
Power Input kW 6.17 (1.01-8.83) 8.87 (1.01-11.69)
Pdesign kW 20 23.5
SEER / EE Class 5.08/200.2 4.87/191.8
Seasonal Energy kWh/a   

Heating EN14825 Range Min - Max kW 4.6- 25.0 4.6- 31.5
Power Input kW 5.63 (0.93-9.93) 8.21 (0.93-13.65)
Pdesign kW 22.4 25
SCOP / EE Class 3.60/141.0 3.57/139.8
Seasonal Energy kWh/a   

Indoor Data
Air Flow High - Low l/s 258 - 214 - 178 258 - 214 - 178

High - Low m3/h 930 - 770 - 640 930 - 770 - 640
Sound Pressure H/L dB(A) 51 - 46 - 41 51 - 46 - 41

Power H/L dB(A) 67 - 62 - 59 67 - 62 - 59
Indoor H x W  x D mm 1750 x 600 x 210 1750 x 600 x 210

Weight kg 45 45
Drain OD/ID mm VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-27 to 15 -15 to 46/-27 to 15
Air Flow High m3/h - l/s 9150- 2541 10890- 3025
Sound Pressure Cool/Heat dB(A) 58 - 60 61 - 63

Power Cool/Heat dB(A) 76 - 76 78 - 80
Outdoor H x W x D mm 1550 x 1010 x 370 1550 x 1010 x 370

Weight kg 142 142
Drain Port mm 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 1 1/8 - 1/2 1 1/8 - 1/2

Min - Max Length m 5-100 5-100
Max Height Diff m ±30 ±30

Refrigerant R32 Base Charge / Length kg / m 16 16
Additional Charge g/m 80 / 40 80 / 40

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E
Power Supply V/ph/Hz 380-415/3/50 380-415/3/50
Suggested Fuse A 16 20
Run Current Maximum A 10.15 14.49

Pricing
Indoor Retail  £6,228.00  £6,228.00 
Outdoor Retail  £5,246.00  £5,255.00 
Triple Kit RBC-TRP100E  £284.00  £284.00 
Remote  £152.00  £152.00 
System  £11,910.00  £11,919.00 

System
RBC-SMF1 external fan interface  £63.00 

RBC-SMT1 CN02 timer interface lead  £11.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements
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Digital Inverter RAV Quad Wall Mounts
• Auto louver mode allows optimum and uniform air distribution
• Self-cleaning feature to prevent mould formation on the heat exchanger coils
• Wired controller options available
• Wireless remote control with pre-set functions  with dedicated buttons; hi-power 

mode, quiet mode, comfort sleep, eco-mode
• These units are suitable for use with ‘replacement technology’ enabling the re-use of 

existing R410A, R22 or R407C pipework.

Indoor 4 No RAV-HM301KRTP-E RAV-HM301KRTP-E RAV-HM401KRTP-E
Outdoor RAV-GM1401ATP-E RAV-GM1401AT8P-E RAV-GM1601ATP-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 12.1 12.1 14.0

Heating kW 13.0 13.0 16.0
EER/COP W/W 2.57/3.37 2.57/3.37 3.21/3.21

UK Cooling / Sensible kW 12.72/9.32 12.72/9.32 13.40/9.60
Heating kW 9.3 9.3 10.88

Cooling EN14825 Range Min - Max kW 3.0 - 13.2 3.0 - 13.2 3.0 - 16.0
Power Input kW 4.71 4.71 4.98
Pdesign kW 6.7 6.7 14
SEER / EE Class 5.24/206.6 5.24/206.6 5.09/201.0
Seasonal Energy kWh/a 687 687 *-

Heating EN14825 Range Min - Max kW 3.0 - 16.0 3.0 - 16.0 3.0 - 18.0
Power Input kW 3.86 3.86 4.98
Pdesign kW 8 8 12
SCOP / EE Class 4.19/164.6 4.19/164.6 4.00/157.0
Seasonal Energy kWh/a 2661 2661 *-

Indoor Data
Air Flow High - Low l/s 158 - 128 - 83 158 - 128 - 83 194 - 161 - 125

High - Low m3/h 570 - 462 - 300 570 - 462 - 300 700 - 580 - 450
Sound Pressure H/L dB(A) 40 - 34 - 29 40 - 34 - 29 41 - 36 - 30

Power H/L dB(A) 56 - 52 - 44 56 - 52 - 44 55 - 51 - 45
Indoor H x W  x D mm 275 x 790 x 217 275 x 790 x 217 293 x 798 x 230

Weight kg 10 10 10
Drain OD/ID mm VP16/14 VP16/14 VP16/14

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4200 - 1167 4200 - 1167 6900 - 1917
Sound Pressure Cool/Heat dB(A) 55 - 57 55 - 57 53 - 55

Power Cool/Heat dB(A) 70 - 74 70 - 74 70 - 72
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 1340 x 900 x 320

Weight kg 68 68 95
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1 R32 - 2.1 R32 - 2.4
Additional Charge g/m 35 / 20 35 / 20 35 / 20

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415/3/50 220-240/1/50
Suggested Fuse A 32 16 32
Run Current Maximum A 22.78 4.92 24.08

Pricing
Indoor Retail  £1,652.00  £1,652.00  £1,796.00 
Outdoor Retail  £1,993.00  £2,300.00  £2,681.00 
Quad Kit (Tee)  £30.00  £30.00  £30.00 
Remote  £152.00  £152.00  £152.00 
System  £3,827.00  £4,134.00  £4,659.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 

TCB-TC41LE Remote Sensor  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements



Digital Inverter RAV Quad Wall Mounts
• Auto louver mode allows optimum and uniform air distribution
• Self-cleaning feature to prevent mould formation on the heat exchanger coils
• Wired controller options available
• Wireless remote control with pre-set functions  with dedicated buttons; hi-power 

mode, quiet mode, comfort sleep, eco-mode
• These units are suitable for use with ‘replacement technology’ enabling the re-use of 

existing R410A, R22 or R407C pipework.

Indoor 4 No RAV-HM401KRTP-E RAV-HM561KRTP-E RAV-HM801KRTP-E
Outdoor RAV-GM1601AT8P-E RAV-GM2241AT8-E1 RAV-GM2801AT8-E1
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 14.0 20.0 23.5

Heating kW 16.0 22.4 27.0
EER/COP W/W 3.21/3.21 3.00/3.66 2.55/3.53

UK Cooling / Sensible kW 13.40/9.60 19.20/15.60 19.20/15.60
Heating kW 10.88 13.78 16.73

Cooling EN14825 Range Min - Max kW 3.0 - 16.0 4.6-22.4 4.6-27.0
Power Input kW 4.98 6.67 9.22
Pdesign kW 14 20 23.5
SEER / EE Class 5.10/201.0 5.60/221.0 5.22/205.8
Seasonal Energy kWh/a *- - -

Heating EN14825 Range Min - Max kW 3.0 - 18.0 4.6-25.0 4.6-31.5
Power Input kW 4.98 6.12 7.65
Pdesign kW 12 20 22
SCOP / EE Class 4.00/157.0 3.77/147.8 3.63/142.2
Seasonal Energy kWh/a *- - -

Indoor Data
Air Flow High - Low l/s 194 - 161 - 125 267 - 231 - 189 289 - 253 - 189

High - Low m3/h 700 - 580 - 450 960 - 830 - 680 1040 - 910 - 680
Sound Pressure H/L dB(A) 41 - 36 - 30 42 - 39 - 36 45 - 41 - 35

Power H/L dB(A) 55 - 51 - 45 57 - 54 - 51 60 - 56 - 51
Indoor H x W  x D mm 293 x 798 x 230 320 x 1050 x 250 320 x 1050 x 250

Weight kg 10 14 14
Drain OD/ID mm VP16/14 VP16/14 VP16/14

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-27 to 15 -15 to 46/-27 to 15
Air Flow High m3/h - l/s 6900 - 1917 9150- 2541 10890- 3025
Sound Pressure Cool/Heat dB(A) 53 - 55 58 - 60 61 - 63

Power Cool/Heat dB(A) 70 - 72 76 - 76 78 - 80
Outdoor H x W x D mm 1340 x 900 x 320 1550 x 1010 x 370 1550 x 1010 x 370

Weight kg 94 142 142
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 1 1/8 - 1/2 1 1/8 - 1/2

Min - Max Length m 5 - 50 5-100 5-100
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.4 R32 - 5.0 R32 - 5.0
Additional Charge g/m 35 / 20 80 / 35 / 20 80 / 35 / 40

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 380-415/3/50 380-415/3/50 380-415/3/50
Suggested Fuse A 16 16 20
Run Current Maximum A 8.03 10.78 15.06

Pricing
Indoor Retail  £1,796.00  £2,212.00  £2,388.00 
Outdoor Retail  £2,976.00  £5,246.00  £5,255.00 
Quad Kit (Tee)  £30.00  £30.00  £30.00 
Remote  £152.00  £152.00  £152.00 
System  £4,954.00  £7,640.00  £7,825.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 

TCB-TC41LE Remote Sensor  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements
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Digital Inverter RAV Quad Compact Cassettes
• Auto louver mode allows optimum and uniform air distribution
• Self-cleaning feature to prevent mould formation on the heat exchanger coils
• Wired controller options available
• Wireless remote control with pre-set functions  with dedicated buttons; hi-power 

mode, quiet mode, comfort sleep, eco-mode
• These units are suitable for use with ‘replacement technology’ enabling the re-use of 

existing R410A, R22 or R407C pipework.

Indoor 4 No RAV-HM301MUT-E RAV-HM301MUT-E RAV-HM401MUT-E
Panel 4 No RBC-UM21PG(W)-E RBC-UM21PG(W)-E RBC-UM21PG(W)-E
Outdoor RAV-GM1401ATP-E RAV-GM1401AT8P-E RAV-GM1601ATP-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 12.1 12.1 12.1

Heating kW 12.8 12.8 16.0
EER/COP W/W 2.8/3.76 2.8/3.76 2.82/3.41

UK Cooling / Sensible kW 10.35/8.37 10.35/8.37 14.40/10.80
Heating kW 7.68 7.68 10.88

Cooling EN14825 Range Min - Max kW 3.0 - 13.2 3.0 - 13.2 3.0 - 16.0
Power Input kW 4.57 4.57 4.96
Pdesign kW 12 12.0 14
SEER / EE Class -* -* 5.10/201.0
Seasonal Energy kWh/a -* -* *-

Heating EN14825 Range Min - Max kW 3.0 - 16.0 3.0 - 16.0 3.0 - 18.0
Power Input kW 3.46 3.46 4.69
Pdesign kW 8 8.0 12
SCOP / EE Class -* -* 4.00/157.0
Seasonal Energy kWh/a -* -* *-

Indoor Data
Air Flow High - Low l/s 178 - 144 - 122 178 - 144 - 122 183 - 153 - 130

High - Low m3/h 640 - 520 - 440 640 - 520 - 440 660 - 552 - 468
Sound Pressure H/L dB(A) 38 - 36 - 30 38 - 36 - 30 41 - 36 - 32

Power H/L dB(A) 53 - 51 - 45 53 - 51 - 45 56 - 51 - 47
Indoor H x W  x D mm 256 x 575 x 575 256 x 575 x 575 256 x 575 x 575

Weight kg 15 15 15
Panel H x W  x D mm 12 x 620 x 620 12 x 620 x 620 12 x 620 x 620

Weight kg 2.5 2.5 2.5
Drain OD/ID mm VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4200 - 1167 4200 - 1167 6900 - 1917
Sound Pressure Cool/Heat dB(A) 55 - 57 55 - 57 53 - 55

Power Cool/Heat dB(A) 70 - 74 70 - 74 70 - 72
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 1340 x 900 x 320

Weight kg 68 68 95
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1 R32 - 2.1 R32 - 2.4
Additional Charge g/m 35 /20 / 20 35 /20 / 20 35 /20 / 20

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415/3/50 220-240/1/50
Suggested Fuse A 32 16 32
Run Current Maximum A 20.75 6.9 23.98

Pricing
Indoor Retail  £3,456.00  £3,456.00  £3,488.00 
Panel Retail  £572.00  £572.00  £572.00 
Outdoor Retail  £1,993.00  £2,300.00  £2,681.00 
Quad Kit (Tee)  £30.00  £30.00  £30.00 
Remote  £152.00  £152.00  £152.00 
System  £6,203.00  £6,510.00  £6,923.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 
RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 RBC-ASCU11E Compact remote control  £74.00 
RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 
RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 
RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 
RBC-AS41E  Simplified controller  £103.00 TCB-TC41LE Remote Sensor  £86.00 
RBC-AX32UM(W)-E Wireless remote kit  £131.00 TCB-SIR41UM-E Occupancy Sensor  £101.00 
TCB-PCUC2E Application Control Kit  £150.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements



Digital Inverter RAV Quad Compact Cassettes
• Auto louver mode allows optimum and uniform air distribution
• Self-cleaning feature to prevent mould formation on the heat exchanger coils
• Wired controller options available
• Wireless remote control with pre-set functions  with dedicated buttons; hi-power 

mode, quiet mode, comfort sleep, eco-mode
• These units are suitable for use with ‘replacement technology’ enabling the re-use of 

existing R410A, R22 or R407C pipework.

Indoor 4 No RAV-HM401MUT-E RAV-HM561MUT-E
Panel 4 No RBC-UM21PG(W)-E RBC-UM21PG(W)-E
Outdoor RAV-GM1601AT8P-E RAV-GM2241AT8-E1
Remote RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 12.1 20.0

Heating kW 16.0 22.4
EER/COP W/W 2.82/3.41 3.15/3.66

UK Cooling / Sensible kW 14.40/10.80 19.20/14.40
Heating kW 10.88 13.78

Cooling EN14825 Range Min - Max kW 3.0 - 16.0 4.6-22.4
Power Input kW 4.96 6.35
Pdesign kW 14 20
SEER / EE Class 5.10/201.0 6.00/237.0
Seasonal Energy kWh/a *- -

Heating EN14825 Range Min - Max kW 3.0 - 18.0 4.6-25.0
Power Input kW 4.69 6.31
Pdesign kW 12 20
SCOP / EE Class 4.00/157.0 4.03/156.2
Seasonal Energy kWh/a *- -

Indoor Data
Air Flow High - Low l/s 183 - 153 - 130 222 - 187 - 152

High - Low m3/h 660 - 552 - 468 798 - 672 - 546
Sound Pressure H/L dB(A) 41 - 36 - 32 44 - 39 - 35

Power H/L dB(A) 56 - 51 - 47 59 - 54 - 50
Indoor H x W  x D mm 256 x 575 x 575 256 x 575 x 575

Weight kg 15 15
Panel H x W  x D mm 12 x 620 x 620 12 x 620 x 620

Weight kg 2.5 2.5
Drain OD/ID mm VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-27 to 15
Air Flow High m3/h - l/s 6900 - 1917 9150- 2541
Sound Pressure Cool/Heat dB(A) 53 - 55 58 - 60

Power Cool/Heat dB(A) 70 - 72 76 - 76
Outdoor H x W x D mm 1340 x 900 x 320 1550 x 1010 x 370

Weight kg 94 142
Drain Port mm 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 1 1/8 - 1/2

Min - Max Length m 5 - 50 5-100
Max Height Diff m ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.4 R32 - 5.0
Additional Charge g/m 35 /20 / 20 80 / 35 / 20

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E
Power Supply V/ph/Hz 380-415/3/50 380-415/3/50
Suggested Fuse A 16 16
Run Current Maximum A 7.99 10.26

Pricing
Indoor Retail  £3,488.00  £3,560.00 
Panel Retail  £572.00  £572.00 
Outdoor Retail  £2,976.00  £5,246.00 
Quad Kit (Tee)  £30.00  £30.00 
Remote  £152.00  £152.00 
System  £7,218.00  £9,560.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 
RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 RBC-ASCU11E Compact remote control  £74.00 
RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 
RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 
RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 
RBC-AS41E  Simplified controller  £103.00 TCB-TC41LE Remote Sensor  £86.00 
RBC-AX32UM(W)-E Wireless remote kit  £131.00 TCB-SIR41UM-E Occupancy Sensor  £101.00 
TCB-PCUC2E Application Control Kit  £150.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements
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Digital Inverter RAV Quad 4-Way Cassettes
• Two louver shape option : straight flow louver and wide flow louver; for optimum air 

distribution
• Self-cleaning function and Ag-ion tip for anti-mould in drain cap
• Built-in high-lift drain pump
• Detachable louvre and grille for easy cleaning
• These units are suitable for use with ‘replacement technology’
• Infra-red and wired control options available

Indoor 4 No RAV-HM561UTP-E RAV-HM801UTP-E
Panel 4 No RBC-U32PGP-E RBC-U32PGP-E
Outdoor RAV-GM2241AT8-E1 RAV-GM2801AT8-E1
Remote RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 20.0 23.5

Heating kW 22.4 27.0
EER/COP W/W 3.60/4.23 3.00/3.80

UK Cooling / Sensible kW 19.20/15.60 19.20/15.60
Heating kW 13.78 16.73

Cooling EN14825 Range Min - Max kW 4.6-22.4 4.6-27.0
Power Input kW 5.56 7.83
Pdesign kW 20 23.5
SEER / EE Class 6.57/259.8 6.16/243.4
Seasonal Energy kWh/a - -

Heating EN14825 Range Min - Max kW 4.6-25.0 4.6-31.5
Power Input kW 5.3 7.1
Pdesign kW 22 25
SCOP / EE Class 4.05/159.0 3.90/153.0
Seasonal Energy kWh/a - -

Indoor Data
Air Flow High - Low l/s 292 - 242 - 217 342 - 267 - 225

High - Low m3/h 1050 - 870 - 780 1230 - 960 - 810
Sound Pressure H/L dB(A) 32 - 29 - 28 35 - 31 - 28

Power H/L dB(A) 47 - 44 - 43 50 - 46 - 43
Indoor H x W  x D mm 256 x 840 x 840 256 x 840 x 840

Weight kg 20 20
Panel H x W  x D mm 30 x 950 x 950 30 x 950 x 950

Weight kg 4 4
Drain OD/ID mm VP32/25 VP32/25

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-27 to 15 -15 to 46/-27 to 15
Air Flow High m3/h - l/s 9150- 2541 10890- 3025
Sound Pressure Cool/Heat dB(A) 58 - 60 61 - 63

Power Cool/Heat dB(A) 76 - 76 78 - 80
Outdoor H x W x D mm 1550 x 1010 x 370 1550 x 1010 x 370

Weight kg 142 142
Drain Port mm 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 1 1/8 - 1/2 1 1/8 - 1/2

Min - Max Length m 5-100 5-100
Max Height Diff m ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 5.0 R32 - 5.0
Additional Charge g/m 80 / 35/ 20 80 / 35/ 20

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E
Power Supply V/ph/Hz 380-415/3/50 380-415/3/50
Suggested Fuse A 16 20
Run Current Maximum A 8.99 12.79

Pricing
Indoor Retail  £3,076.00  £3,384.00 
Panel Retail  £1,068.00  £1,068.00 
Outdoor Retail  £5,246.00  £5,255.00 
Quad Kit (Tee)  £30.00  £30.00 
Remote  £152.00  £152.00 
System  £9,572.00  £9,889.00 

System
RBC-AMTU31E Wired remote standard  £86.00  RBC-ASCU11E Compact remote control  £74.00 
RBC-AMS41E Wired remote with 7-day timer  £95.00  RBC-SMF1 external fan interface  £63.00 
RBC-MTSC1 Mini-touch screen remote  £284.00  RBC-SMT1 CN02 timer interface lead  £11.00 
RBC-MTSC2 Mini-touch screen remote  £337.00  CDL-BMS01 Indoor lead for on/off/fault  £15.00 
RBC-AS41E Simplified controller  £103.00  RBC-AWSU52-W Wired remote with bluetooth  £175.00 
RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00  TCB-TC41LE Remote Sensor  £86.00 
RBC-AXU31U-E Wireless remote kit  £220.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements



Digital Inverter RAV Quad Ceiling Mounts
• Low noise levels, thanks to high diameter fan and DC motor
• Self-cleaning function, enables the air flow to remain constant and fresh and 

reduces the frequency of service visits
• This design, represents the best possible solution, where there is a lack of space or 

absence of a ceiling void
• Infra-red and wired control options available
• Automatic louvre control for all year round comfort and efficiency
• These units are suitable for use with ‘replacement technology’

Indoor 4 No RAV-HM401CTP-E RAV-HM401CTP-E RAV-HM561CTP-E RAV-HM801CTP-E
Outdoor RAV-GM1601ATP-E RAV-GM1601AT8P-E RAV-GM2241AT8-E1 RAV-GM2801AT8-E1
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 14 14 20.0 23.5

Heating kW 16.0 16.0 22.4 27.0
EER/COP W/W 3.01/3.47 3.01/3.47 3.24/3.92 2.62/3.57

UK Cooling / Sensible kW 13.30/9.30 13.30/9.30 19.20/15.60 19.20/15.60
Heating kW 10.88 10.88 13.78 16.73

Cooling EN14825 Range Min - Max kW 3.0 - 16.0 3.0 - 16.0 4.6-22.4 4.6-27.0
Power Input kW 4.65 4.65 6.17 8.97
Pdesign kW 14 14 20 23.5
SEER / EE Class 5.90/233.0 5.90/233.0 5.68/224.2 5.06/199.4
Seasonal Energy kWh/a 831 831 - -

Heating EN14825 Range Min - Max kW 3.0 - 18.0 3.0 - 18.0 4.6-25.0 4.6-31.5
Power Input kW 4.61 4.61 5.71 7.56
Pdesign kW 12 12 20 22
SCOP / EE Class 4.10/161.0 4.10/161.0 3.80/149.0 3.64/142.6
Seasonal Energy kWh/a 2732 2732 - -

Indoor Data
Air Flow High - Low l/s 250 - 200 - 150 250 - 200 - 150 250 - 200 - 150 392 - 278 - 208

High - Low m3/h 900 - 720 - 540 900 - 720 - 540 900 - 720 - 540 1410 - 1002 - 750
Sound Pressure H/L dB(A) 37 - 35 - 28 37 - 35 - 28 37 - 35 - 28 41 - 36 - 29

Power H/L dB(A) 52 - 50 - 43 52 - 50 - 43 52 - 50 - 43 56 - 51 - 44
Indoor H x W  x D mm 235 x 950 x 690 235 x 950 x 690 235 x 950 x 690 235 x 1270 x 690

Weight kg 23 23 23 29
Drain OD/ID mm VP26/20 VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-27 to 15 -15 to 46/-27 to 15
Air Flow High m3/h - l/s 6900 - 1917 6900 - 1917 9150- 2541 10890- 3025
Sound Pressure Cool/Heat dB(A) 53 - 55 53 - 55 58 - 60 61 - 63

Power Cool/Heat dB(A) 70 - 72 70 - 72 76 - 76 78 - 80
Outdoor H x W x D mm 1340 x 900 x 320 1340 x 900 x 320 1550 x 1010 x 370 1550 x 1010 x 370

Weight kg 95 94 142 142
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 1 1/8 - 1/2 1 1/8 - 1/2

Min - Max Length m 5 - 50 5 - 50 5-100 5-100
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.4 R32 - 2.4 R32 - 5.0 R32 - 5.0
Additional Charge g/m 35 / 20 / 20 35 / 20 / 20 80 / 35 / 20 80 / 35 / 20

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415/3/50 380-415/3/50 380-415/3/50
Suggested Fuse A 32 16 16 20
Run Current Maximum A 22.48 7.49 9.97 14.65

Pricing
Indoor Retail  £3,220.00  £3,220.00  £3,516.00  £4,160.00 
Outdoor Retail  £2,681.00  £2,976.00  £5,246.00  £5,255.00 
Quad Kit (Tee)  £30.00  £30.00  £30.00  £30.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £6,083.00  £6,378.00  £8,944.00  £9,597.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AXU31C-E Wireless remote kit  £241.00  TCB-PCUC2E Application Control Kit  £150.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements
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Digital Inverter RAV Quad Slim Duct
• Up to 50Pa available static pressure with four steps set up
• inlet air configuration  standard rear inlet design or alternatively from the underside of 

the unit
• Slimline design with a height of just 210mm
• Built-in high-lift drain pump to 850mm
• Extremely quiet operation
• These units are suitable for use with ‘replacement technology’

Indoor 4 No RAV-RM301SDT-E RAV-RM301SDT-E RAV-RM401SDT-E
Outdoor RAV-GM1401ATP-E RAV-GM1401AT8P-E RAV-GM1601ATP-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 12.1 12.1 14

Heating kW 12.8 12.8 16.0
EER/COP W/W 2.74/3.61 2.74/3.61 2.81/3.41

UK Cooling / Sensible kW 10.35/8.52 10.35/8.52 14.40/10.80
Heating kW 7.68 7.68 10.88

Cooling EN14825 Range Min - Max kW 3.0 - 13.2 3.0 - 13.2 3.0 - 16.0
Power Input kW 4.67 4.42 4.98
Pdesign kW 12 12 14
SEER / EE Class -* -* 5.10/201.0
Seasonal Energy kWh/a -* -* *-

Heating EN14825 Range Min - Max kW 3.0 - 16.0 3.0 - 16.0 3.0 - 18.0
Power Input kW 3.6 3.6 4.69
Pdesign kW 8 8 12
SCOP / EE Class -* -* 4.00/157.0
Seasonal Energy kWh/a -* -* *-

Indoor Data
Air Flow High - Low l/s 183 - 156 - 133 183 - 156 - 133 192 - 167 - 145

High - Low m3/h 660 - 560 - 480 660 - 560 - 480 690 - 600 - 522
External Static Standard (Upper - Lower) Pa 30 (5-45) 30 (5-45) 30 (5-45)
Sound Pressure H/L dB(A) 39 - 36 - 33 39 - 36 - 33 39 - 36 - 33

Power H/L dB(A) 54 - 51 - 48 54 - 51 - 48 54 - 51 - 48
Indoor H x W  x D mm 210 x 845 x 645 210 x 845 x 645 210 x 845 x 645

Weight kg 22 22 22
Drain OD/ID mm VP25 - VP25 VP25 - VP25 VP25 - VP25

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-15 to 15 -15 to 46/-15 to 15
Air Flow High m3/h - l/s 4200 - 1167 4200 - 1167 6900 - 1917
Sound Pressure Cool/Heat dB(A) 55 - 57 55 - 57 53 - 55

Power Cool/Heat dB(A) 70 - 74 70 - 74 70 - 72
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 1340 x 900 x 320

Weight kg 68 68 95
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1 R32 - 2.1 R32 - 2.4
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415/3/50 220-240/1/50
Suggested Fuse A 32 16 32
Run Current Maximum A 21.4 7.15 24.08

Pricing
Indoor Retail  £3,108.00  £3,108.00  £3,172.00 
Outdoor Retail  £1,993.00  £2,300.00  £2,681.00 
Quad Kit (Tee)  £30.00  £30.00  £30.00 
Remote  £152.00  £152.00  £152.00 
System  £5,283.00  £5,590.00  £6,035.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E  Simplified controller  £103.00 TCB-TC41LE Remote Sensor  £86.00 

TCB-AX32E2 Wireless remote kit/WH-L11SE remote  £287.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements



Digital Inverter RAV Quad Slim Duct
• Up to 50Pa available static pressure with four steps set up
• inlet air configuration  standard rear inlet design or alternatively from the underside of 

the unit
• Slimline design with a height of just 210mm
• Built-in high-lift drain pump to 850mm
• Extremely quiet operation
• These units are suitable for use with ‘replacement technology’

Indoor 4 No RAV-RM401SDT-E RAV-RM561SDT-E
Outdoor RAV-GM1601AT8P-E RAV-GM2241AT8-E1
Remote RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 14 20.0

Heating kW 16.0 22.4
EER/COP W/W 2.81/3.41 3.00/3.66

UK Cooling / Sensible kW 14.40/10.80 19.20/14.40
Heating kW 10.88 13.78

Cooling EN14825 Range Min - Max kW 3.0 - 16.0 4.6-22.4
Power Input kW 4.98 6.67
Pdesign kW 14 20
SEER / EE Class 5.10/201.0 5.44/214.6
Seasonal Energy kWh/a *- -

Heating EN14825 Range Min - Max kW 3.0 - 18.0 4.6-25.0
Power Input kW 4.69 6.31
Pdesign kW 12 20
SCOP / EE Class 4.00/157.0 3.86/151.4
Seasonal Energy kWh/a *- -

Indoor Data
Air Flow High - Low l/s 192 - 167 - 145 217 - 188 - 162

High - Low m3/h 690 - 600 - 522 780 - 678 - 582
External Static Standard (Upper - Lower) Pa 30 (5-45) 29 (4-44)
Sound Pressure H/L dB(A) 39 - 36 - 33 45 - 40 - 36

Power H/L dB(A) 54 - 51 - 48 60 - 55 - 51
Indoor H x W  x D mm 210 x 845 x 645 210 x 845 x 645

Weight kg 22 22
Drain OD/ID mm VP25 - VP25 VP25 - VP25

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-15 to 15 -15 to 46/-27 to 15
Air Flow High m3/h - l/s 6900 - 1917 9150- 2541
Sound Pressure Cool/Heat dB(A) 53 - 55 58 - 60

Power Cool/Heat dB(A) 70 - 72 76 - 76
Outdoor H x W x D mm 1340 x 900 x 320 1550 x 1010 x 370

Weight kg 94 142
Drain Port mm 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 5/8 -3/8 1 1/8 - 1/2

Min - Max Length m 5 - 50 5-100
Max Height Diff m ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.4 R32 - 5.0
Additional Charge g/m 35 80

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E
Power Supply V/ph/Hz 380-415/3/50 380-415/3/50
Suggested Fuse A 16 16
Run Current Maximum A 8.03 10.78

Pricing
Indoor Retail  £3,172.00  £3,236.00 
Outdoor Retail  £2,976.00  £5,246.00 
Quad Kit (Tee)  £30.00  £30.00 
Remote  £152.00  £152.00 
System  £6,330.00  £8,664.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E  Simplified controller  £103.00 TCB-TC41LE Remote Sensor  £86.00 

TCB-AX32E2 Wireless remote kit/WH-L11SE remote  £287.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements
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Digital Inverter RAV Quad Ducted
• Up to 120Pa available pressure : thanks to DC fan motor
• Inlet air configuration  standard rear inlet design or alternatively from the underside of 

the unit
• Provision for a fresh air intake supply via a pre-punched knockout hole
• Built-in high-lift drain pump to 850mm
• PCB control panel easily accessible from the side of the unit
• These units are suitable for use with ‘replacement technology’

Indoor 4 No RAV-HM561BTP-E RAV-HM801BTP-E
Outdoor RAV-GM2241AT8-E1 RAV-GM2801AT8-E1
Remote RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 20.0 23.5

Heating kW 22.4 27.0
EER/COP W/W 3.24/4.02 2.65/3.62

UK Cooling / Sensible kW 19.20/16.00 19.20/15.60
Heating kW 13.78 16.73

Cooling EN14825 Range Min - Max kW 4.6-22.4 4.6-27.0
Power Input kW 6.17 8.87
Pdesign kW 20 23.5
SEER / EE Class 5.18/204.2 5.03/198.2
Seasonal Energy kWh/a - -

Heating EN14825 Range Min - Max kW 4.6-25.0 4.6-31.5
Power Input kW 5.57 7.46
Pdesign kW 22 25
SCOP / EE Class 3.73/146.2 3.64/142.6
Seasonal Energy kWh/a - -

Indoor Data
Air Flow High - Low l/s 222 - 175 - 133 333 - 258 - 200

High - Low m3/h 800 - 630 - 480 1200 - 930 - 720
External Static Standard (Upper - Lower) Pa 30 (120 - 30 ) 30 (120 - 30 )
Sound Pressure H/L dB(A) 33 - 29 - 25 34 - 30 - 26

Power H/L dB(A) 48 - 44 - 40 49 - 45 - 41
Indoor H x W  x D mm 275 x 700 x 750 275 x 1000 x 750

Weight kg 23 30
Drain OD/ID mm VP25 - VP25 VP25 - VP25

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-27 to 15 -15 to 46/-27 to 15
Air Flow High m3/h - l/s 9150- 2541 10890- 3025
Sound Pressure Cool/Heat dB(A) 58 - 60 61 - 63

Power Cool/Heat dB(A) 76 - 76 78 - 80
Outdoor H x W x D mm 1550 x 1010 x 370 1550 x 1010 x 370

Weight kg 142 142
Drain Port mm 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 1 1/8 - 1/2 1 1/8 - 1/2

Min - Max Length m 5-100 5-100
Max Height Diff m ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 5.0 R32 - 5.0
Additional Charge g/m 80 / 35 / 20 80 / 35 / 40

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E
Power Supply V/ph/Hz 380-415/3/50 380-415/3/50
Suggested Fuse A 16 20
Run Current Maximum A 9.97 14.49

Pricing
Indoor Retail  £3,140.00  £4,052.00 
Outdoor Retail  £5,246.00  £5,255.00 
Quad Kit (Tee)  £30.00  £30.00 
Remote  £152.00  £152.00 
System  £8,568.00  £9,489.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

TCB-AX32E2 Wireless remote kit  £287.00 TCB-SF56C6BPE Discharge Spigot 2 x 200 mm (401-561)  £141.00 

RBC-VCK1 Vertical Conversion  £548.00 TCB-SF80C6BPE Discharge Spigot 3 x 200 mm (801)  £166.00 

TCB-SF160C6BPE Discharge Spigot 4 x 200 mm (1101 - 1601)  £212.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements



Digital Inverter RAV Quad Floor Mounts
• Automatic louvre control for all year round comfort and efficiency
• Embedded R32 refrigerant leak detection with stirring fan operation
• 5 Fan speed settings
• Offers high air flow rates and superior air throw values.
• These units are suitable for use with ‘replacement technology’

Indoor 4 No RAV-HM561FT-E RAV-HM801FT-E
Outdoor RAV-GM2241AT8-E1 RAV-GM2801AT8-E1
Remote RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 20.0 23.5

Heating kW 22.4 27.0
EER/COP W/W 3.24/3.98 2.65/3.29

UK Cooling / Sensible kW 19.20/13.60 25.60/17.60
Heating kW 16.73 16.73

Cooling EN14825 Range Min - Max kW 4.6- 22.4 4.6- 27.0
Power Input kW 6.17 (1.01-8.83) 8.87 (1.01-11.69)
Pdesign kW 20 23.5
SEER / EE Class 5.08/200.2 4.87/191.8
Seasonal Energy kWh/a - -

Heating EN14825 Range Min - Max kW 4.6- 25.0 4.6- 31.5
Power Input kW 5.63 (0.93-9.93) 8.21 (0.93-13.65)
Pdesign kW 22.4 25
SCOP / EE Class 3.60/141.0 3.57/139.8
Seasonal Energy kWh/a - -

Indoor Data
Air Flow High - Low l/s 228 - 194 - 167 258 - 214 - 178

High - Low m3/h 820 - 700 - 600 930 - 770 - 640
Sound Pressure H/L dB(A) 46 - 42 - 38 51 - 46 - 41

Power H/L dB(A) 60 - 56 - 52 67 - 62 - 59
Indoor H x W  x D mm 1750 x 600 x 210 1750 x 600 x 210

Weight kg 44 45
Drain OD/ID mm VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15 to 46/-27 to 15 -15 to 46/-27 to 15
Air Flow High m3/h - l/s 9150- 2541 10890- 3025
Sound Pressure Cool/Heat dB(A) 58 - 60 61 - 63

Power Cool/Heat dB(A) 76 - 76 78 - 80
Outdoor H x W x D mm 1550 x 1010 x 370 1550 x 1010 x 370

Weight kg 142 142
Drain Port mm 16 16

Refrigeration Data
Pipe connection * Flare gas - liquid In 1 1/8 - 1/2 1 1/8 - 1/2

Min - Max Length m 5-100 5-100
Max Height Diff m ±30 ±30

Refrigerant R32 Base Charge / Length kg / m 16 16
Additional Charge g/m 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E
Power Supply V/ph/Hz 380-415/3/50 380-415/3/50
Suggested Fuse A 16 20
Run Current Maximum A 10.15 14.49

Pricing
Indoor Retail  £7,748.00  £8,304.00 
Outdoor Retail  £5,246.00  £5,255.00 
Twin Kit (Tee)  £30.00  £30.00 
Remote  £152.00  £152.00 
System  £13,176.00  £13,741.00 

System
RBC-SMF1 external fan interface  £63.00 

RBC-SMT1 CN02 timer interface lead  £11.00 

See page(s) 214 - 217 for full accessories information
*Pipe connection for main leg only, please refer to pipe schematic for complete pipe size requirements
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Super Digital Inverter RAV Wall Mounts
• Auto louver mode allows optimum and uniform air distribution
• Self-cleaning feature to prevent mould formation on the heat exchanger coils
• Wired controller options available
• Wireless remote control with pre-set functions  with dedicated buttons; hi-power 

mode, quiet mode, comfort sleep, eco-mode
• These units are suitable for use with ‘replacement technology’ enabling the re-use of 

existing R410A, R22 or R407C pipework.

Indoor RAV-HM561KRTP-E RAV-HM801KRTP-E RAV-HM1101KRTP-E RAV-HM1101KRTP-E
Outdoor RAV-GP561ATW-E RAV-GP801ATW-E RAV-GP1101AT-E RAV-GP1101AT8-E
Remote (wireless) WH-TA09NE WH-TA09NE WH-TA09NE WH-TA09NE

Performance Data
Nominal Cooling kW 5 7.1 10 10

Heating kW 5.6 8 11.2 11.2
EER/COP W/W 3.50/4.03 3.45/3.56 3.61/3.58 3.5/3.45

UK Cooling / Sensible kW 4.81/3.66 6.83/5.02 9.50/6.70 9.50/6.70
Heating kW 3.55 5.07 8 8

Cooling EN14825 Range Min - Max kW 1.2-5.6 1.9-8.0 3.1-12.0 2.6-12.0
Power Input kW 1.43 2.06 2.77 2.86
Pdesign kW 5 7.1 10 10
SEER / EE Class 7.84/A++ 7.56/A++ 7.36/A++ 6.53/A++
Seasonal Energy kWh/a 223 329 475 536

Heating EN14825 Range Min - Max kW 0.9-7.3 1.3-11.3 2.6-13.0 2.4-13.0
Power Input kW 1.39 2.25 3.13 3.25
Pdesign kW 3.8 5.1 9.2 10.8
SCOP / EE Class 4.19/A+ 4.16/A+ 4.42/A+ 4.22/A+
Seasonal Energy kWh/a 1268 1717 2911 3591

Indoor Data
Air Flow High - Low l/s 267 - 231 - 189 289 - 253 - 189 447 - 375 - 328 447 - 375 - 328

High - Low m3/h 960 - 830 - 680 1040 - 910 - 680 1610 - 1350 - 1180 1610 - 1350 - 1180
Sound Pressure H/L dB(A) 42  -  39  -  36 45  -  41  -  35 49  -  45  -  41 49  -  45  -  41

Power H/L dB(A) 57  -  54  -  51 60  -  56  -  51 64  -  60  -  56 64  -  60  -  56
Indoor H x W  x D mm 320 x 1050 x 250 320 x 1050 x 250 350 x 1200 x 280 350 x 1200 x 280

Weight kg 14 14 19 19
Drain OD/ID mm VP16/14 VP16/14 VP16/14 VP16/14

Outdoor Data
Operating Temp Cool / Heat C -15 to 52/-27 to 15 -15 to 52/-27 to 15 -15 to 52/-27 to 15 -15 to 46/-20 to 15
Air Flow High m3/h - l/s 2250 - 625 3180 - 883 6960 - 1933 6060 - 1683
Sound Pressure Cool/Heat dB(A) 46 - 48 46 - 48 49 - 50 49 - 50

Power Cool/Heat dB(A) 63 - 65 63 - 65 66 - 67 66 - 67
Outdoor H x W x D mm 630 x 799 x 299 1050 x 1010 x 370 1550 x 1010 x 370 1340 x 900 x 320

Weight kg 45 74 104 95
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 1/2 -1/4 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 3 - 50 3 - 50 3 - 75 3 - 75
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m 1.35/20 1.9/30 3.1/30 2.6/30
Additional Charge g/m 20 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 380-415 /3/50
Suggested Fuse A 16 16 20 10
Run Current Maximum A 6.13 0.88 11.8 5.48

Pricing
Indoor Retail  £553.00  £597.00  £717.00  £717.00 
Outdoor Retail  £1,441.00  £2,096.00  £3,036.00  £3,213.00 
Remote  £-    £-    £-    £-   
System  £1,994.00  £2,693.00  £3,753.00  £3,930.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 

TCB-TC41LE Remote Sensor  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

See page(s) 214 - 217 for full accessories information



Super Digital Inverter RAV Compact Cassettes
• Compact thin chassis 575 x 575mm
• Optional wireless remote controller receiver fits into the ceiling panel corner pocket
• Designed to fit within T-bar of the ceiling grid: 620 x 620mm
• Elegant flat panel design depth 12mm for sleek, unobtrusive installation
• Removable corner pockets for easy access
• Detachable louvre and grille for easy cleaning

Indoor RAV-HM561MUT-E
Panel RBC-UM21PG(W)-E
Outdoor RAV-GP561ATW-E
Remote (wireless) RBC-AMSU52-E

Performance Data
Nominal Cooling kW 5.0

Heating kW 5.6
EER/COP W/W 3.21/3.50

UK Cooling / Sensible kW 4.80/3.60
Heating kW 3.55

Cooling EN14825 Range Min - Max kW 1.2 - 5.6
Power Input kW 1.56
Pdesign kW 5
SEER / EE Class 6.27/A++
Seasonal Energy kWh/a 279

Heating EN14825 Range Min - Max kW 0.9 - 7.0
Power Input kW 1.6
Pdesign kW 3.8
SCOP / EE Class 4.32/A+
Seasonal Energy kWh/a 1231

Indoor Data
Air Flow High - Low l/s 221 - 187 - 152

High - Low m3/h 798 - 672 - 546
Sound Pressure H/L dB(A) 44 - 39 - 35

Power H/L dB(A) 59 - 54 - 50
Indoor H x W  x D mm 256 x 575 x 575

Weight kg 15
Panel H x W  x D mm 12 x 620 x 620

Weight kg 2.5
Drain OD/ID mm VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15 to 52/-27 to 15
Air Flow High m3/h - l/s 2250 - 625
Sound Pressure Cool/Heat dB(A) 46 - 48

Power Cool/Heat dB(A) 63 - 65
Outdoor H x W x D mm 630 x 799 x 299

Weight kg 45
Drain Port mm 16

Refrigeration Data
Pipe connection Flare gas - liquid In 1/2 -1/4

Min - Max Length m 3-50
Max Height Diff m ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 1.35/20
Additional Charge g/m 20

Electrical Data
Power Cable Outdoor to Indoor 3 + E
Power Supply V/ph/Hz 220-240/1/50
Suggested Fuse A 16
Run Current Maximum A 7.68

Pricing
Indoor Retail  £890.00 
Panel  £286.00 
Outdoor Retail  £1,441.00 
Remote  £152.00 
System  £2,769.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-AWSU52-E Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AX32UM(W)-E Wireless remote kit  £131.00 TCB-SIR41UM-E Occupancy Sensor  £101.00 

TCB-PCUC2E Application Control Kit  £150.00 

See page(s) 214 - 217 for full accessories information

93



94

Super Digital Inverter RAV 4-Way Cassette
• Two louver shape option : straight flow louver and wide flow louver; for optimum air 

distribution
• Self-cleaning function and Ag-ion tip for anti-mould in drain cap
• Built-in high-lift drain pump
• Detachable louvre and grille for easy cleaning
• These units are suitable for use with ‘replacement technology’
• Infra-red and wired control options available

Indoor RAV-HM561UTP-E RAV-HM801UTP-E RAV-HM1101UTP-E RAV-HM1101UTP-E
Panel RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E
Outdoor RAV-GP561ATW-E RAV-GP801ATW-E RAV-GP1101AT-E RAV-GP1101AT8-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 5.0 7.1 10.0 10.0

Heating kW 5.6 8.0 11.2 11.2
EER/COP W/W 4.10/4.31 4.49/4.52 4.69/4.79 4.31/4.65

UK Cooling / Sensible kW 4.80/3.90 7.40/6.20 9.50/7.90 9.50/7.90
Heating kW 3.55 5.25 8 7.31

Cooling EN14825 Range Min - Max kW 1.2 - 5.6 1.9 - 8.0 3.1 - 12.0 2.6 - 12.0
Power Input kW 1.22 1.58 1.9 2.32
Pdesign kW 5 7.1 10 10
SEER / EE Class 7.73/A++ 8.96/A+++ 9.0/A+++ 7.32/A++
Seasonal Energy kWh/a 226 277 389 478

Heating EN14825 Range Min - Max kW 0.9 - 8.1 1.3 - 11.3 2.6 - 13.0 2.4 - 15.6
Power Input kW 1.30 1.77 2.18 2.41
Pdesign kW 3.8 5.1 9.2 9.5
SCOP / EE Class 4.98/A+ 5.24/A+++ 4.76/A++ 4.38/A+
Seasonal Energy kWh/a 1069 1363 2706 3036

Indoor Data
Air Flow High - Low l/s 292 - 242 - 217 342 - 267 - 225 558 - 400 - 325 558 - 400 - 325

High - Low m3/h 1050 - 870 - 780 1230 - 960 - 810 2010 - 1440 - 1170 2010 - 1440 - 1170
Sound Pressure H/L dB(A) 32 - 29 - 28 35 - 31 - 28 43 - 38 - 33 43 - 38 - 33

Power H/L dB(A) 47 - 44 - 43 50 - 46 - 43 58 - 53 - 48 58 - 53 - 48
Indoor H x W  x D mm 256 x 840 x 840 256 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Weight kg 20 20 24 24
Panel H x W  x D mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Weight kg 4.2 4.2 4.2 4.2
Drain OD/ID mm VP32/25 VP32/25 VP32/25 VP32/25

Outdoor Data
Operating Temp Cool / Heat C -15 to 52/-27 to 15 -15 to 52/-27 to 15 -15 to 52/-27 to 15 -15 to 46/-20 to 15
Air Flow High m3/h - l/s 2250 - 625 3180 - 883 6960 - 1933 6060 - 1683
Sound Pressure Cool/Heat dB(A) 46 - 48 46 - 48 49 - 50 49 - 50

Power Cool/Heat dB(A) 63 - 65 63 - 65 66 - 67 66 - 67
Outdoor H x W x D mm 630 x 799 x 299 1050 x 1010 x 370 1550 x 1010 x 370 1340 x 900 x 320

Weight kg 45 74 104 95
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 1/2 -1/4 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 3-50 3-50 3-75 3 - 75
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 1.35/20 R32 - 1.9/30 R32 - 3.1/30 2.6/30
Additional Charge g/m 20 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 380-415 /3/50
Suggested Fuse A 16 16 20 10
Run Current Maximum A 6.33 8.56 11.2 4.52

Pricing
Indoor Retail  £769.00  £846.00  £947.00  £947.00 
Panel  £267.00  £267.00  £267.00  £267.00 
Outdoor Retail  £1,441.00  £2,096.00  £3,036.00  £3,213.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £2,629.00  £3,361.00  £4,402.00  £4,579.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AXU31U-E Wireless remote kit  £220.00 

See page(s) 214 - 217 for full accessories information



Super Digital Inverter RAV 4-Way Cassette
• Two louver shape option : straight flow louver and wide flow louver; for optimum air 

distribution
• Self-cleaning function and Ag-ion tip for anti-mould in drain cap
• Built-in high-lift drain pump
• Detachable louvre and grille for easy cleaning
• These units are suitable for use with ‘replacement technology’
• Infra-red and wired control options available
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Indoor RAV-HM1401UTP-E RAV-HM1401UTP-E RAV-HM1601UTP-E
Panel RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E
Outdoor RAV-GP1401AT-E1 RAV-GP1401AT8-E RAV-GP1601AT8-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 12.5 12.5 14.0

Heating kW 14.0 14.0 16.0
EER/COP W/W 3.96/4.36 3.65/4.11 3.23/3.74

UK Cooling / Sensible kW 11.90/8.80 11.9/8.80 13.3/9.70
Heating kW 9.76 9.14 10.45

Cooling EN14825 Range Min - Max kW 3.1 - 14.0 2.6 - 14.0 2.6 - 16.0
Power Input kW 3.16 3.42 4.34
Pdesign kW 12.5 12.5 14
SEER / EE Class 8.59/323 7.35/277.4 6.99/265.8
Seasonal Energy kWh/a 874 1021 1201

Heating EN14825 Range Min - Max kW 2.6 - 16.5 2.4 - 18.0 2.4 - 19.0
Power Input kW 3.21 3.41 4.28
Pdesign kW 9.6 9.5 9.5
SCOP / EE Class 4.75/185.8 4.38/171.4 4.38/171.4
Seasonal Energy kWh/a 2832 3036 3036

Indoor Data
Air Flow High - Low l/s 583 - 400 - 342 583 - 400 - 342 592 - 408 - 350

High - Low m3/h 2100 - 1440 - 1230 2100 - 1440 - 1230 2130 - 1470 - 1260
Sound Pressure H/L dB(A) 44 - 38 - 34 44 - 38 - 34 45 - 40 - 36

Power H/L dB(A) 59 - 53 - 49 59 - 53 - 49 60 - 55 - 51
Indoor H x W  x D mm 319 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Weight kg 24 24 24
Panel H x W  x D mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Weight kg 4.2 4.2 4.2
Drain OD/ID mm VP32/25 VP32/25 VP32/25

Outdoor Data
Operating Temp Cool / Heat C -15 to 52/-27 to 15 -15 to 46/-20 to 15 -15 to 46/-20 to 15
Air Flow High m3/h - l/s 6960 - 1933 6180 - 1717 6180 - 1717
Sound Pressure Cool/Heat dB(A) 50 - 51 51 - 52 51 - 53

Power Cool/Heat dB(A) 67 - 68 68 - 69 68 - 70
Outdoor H x W x D mm 1550 x 1010 x 370 1340 x 900 x 320 1340 x 900 x 320

Weight kg 104 95 95
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 3-75 3-75 3-75
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 3.1/30 R32 - 2.6/30 R32 - 2.6/30
Additional Charge g/m 35 40 40

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415 /3/50 380-415 /3/50
Suggested Fuse A 25 16 16
Run Current Maximum A 15.36 6.03 7.55

Pricing
Indoor Retail  £975.00  £975.00  £1,061.00 
Panel  £267.00  £267.00  £267.00 
Outdoor Retail  £3,333.00  £3,355.00  £3,567.00 
Remote  £152.00  £152.00  £152.00 
System  £4,727.00  £4,749.00  £5,047.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AXU31U-E Wireless remote kit  £220.00 

See page(s) 214 - 217 for full accessories information
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Super Digital Inverter RAV 4-Way Smart Cassette
• High efficiency cooling up to SEER 9.72 energy label A+++
• High efficiency heating up to SCOP 5.54 energy label A+++
• Built-in high-lift drain pump
• Detachable louvre and grille for easy cleaning
• Energy saving occupancy sensor automatically switches the unit off if nobody is in 

the room
• Infra-red and wired control options available

Indoor RAV-HM561UT-E RAV-HM801UT-E RAV-HM1101UT-E RAV-HM1401UT-E
Panel RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E
Outdoor RAV-GP561ATW-E RAV-GP801ATW-E RAV-GP1101AT-E RAV-GP1401AT-E1
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 5.0 7.1 10 12.5

Heating kW 5.6 8.0 11.2 14.0
EER/COP W/W 4.17/4.34 5.18/5.52 5.26/5.14 4.30/4.61

UK Cooling / Sensible kW 4.8/4.0 7.4/6.2 9.5/8.0 11.9/9.4
Heating kW 3.55 5.25 8 9.76

Cooling EN14825 Range Min - Max kW 1.2 - 5.6 1.9 - 8.0 3.1 - 12.0 3.1 - 14.0
Power Input kW 1.2 1.37 1.90 2.91
Pdesign kW 5 7.1 10 12.5
SEER / EE Class 8.17/A++ 9.72/A+++ 9.25/A+++ 8.87/329
Seasonal Energy kWh/a 214 256 378 845

Heating EN14825 Range Min - Max kW 0.9 - 8.1 1.3 - 11.3 2.6 - 13.0 2.6 - 16.5
Power Input kW 1.29 1.45 2.18 3.04
Pdesign kW 3.8 5.1 9.2 9.6
SCOP / EE Class 5.02/A++ 5.54/A+++ 5.03/A++ 5.00/195.8
Seasonal Energy kWh/a 1058 1287 2557 2686

Indoor Data
Air Flow High - Low l/s 291 - 250 - 208 533 - 360 - 225 625 - 458 - 291 625 - 475 - 325

High - Low m3/h 1050 - 900 - 750 1920 - 129 - 810 2250 - 1650 - 1050 2250 - 1710 - 1170
Sound Pressure H/L dB(A) 32 - 29 - 26 42 - 35 - 27 48 - 40 - 31 48 - 41 - 33

Power H/L dB(A) 48 - 45 - 43 56 - 49 - 43 61 - 54 - 46 61 - 55 - 48
Indoor H x W  x D mm 256 x 840 x 840 319 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Weight kg 20 25 25 25
Panel H x W  x D mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Weight kg 5 5 5 5
Drain OD/ID mm VP32/25 VP32/25 VP32/25 VP32/25

Outdoor Data
Operating Temp Cool / Heat C -15 to 52/-27 to 15 -15 to 52/-27 to 15 -15 to 52/-27 to 15 -15 to 52/-27 to 15
Air Flow High m3/h - l/s 2250 - 625 3180 - 883 6960 - 1933 6960 - 1933
Sound Pressure Cool/Heat dB(A) 46 - 48 46 - 48 49 - 50 50 - 51

Power Cool/Heat dB(A) 63 - 65 63 - 65 66 - 67 67 - 68
Outdoor H x W x D mm 630 x 799 x 299 1050 x 1010 x 370 1550 x 1010 x 370 1550 x 1010 x 370

Weight kg 45 74 104 104
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 1/2 -1/4 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 3-50 3-50 3-75 3-75
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 1.35/20 R32 - 1.9/30 R32 - 3.1/30 R32 - 3.1/30
Additional Charge g/m 20 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 16 16 20 25
Run Current Maximum A 7.66 7.01 10.43 14.55

Pricing
Indoor Retail  £930.00  £1,172.00  £1,207.00  £1,242.00 
Panel  £349.00  £349.00  £349.00  £349.00 
Outdoor Retail  £1,441.00  £2,096.00  £3,036.00  £3,333.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £2,872.00  £3,769.00  £4,744.00  £5,076.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AX41U(W)-E Wireless remote kit  £220.00 TCB-SIR41UM-E Occupancy Sensor  £101.00 

See page(s) 214 - 217 for full accessories information



Super Digital Inverter RAV slim duct
• Up to 50Pa available static pressure with four steps set up
• inlet air configuration  standard rear inlet design or alternatively from the underside of 

the unit
• Slimline design with a height of just 210mm
• Built-in high-lift drain pump to 850mm
• Extremely quiet operation
• These units are suitable for use with ‘replacement technology’
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Indoor RAV-RM561SDT-E
Outdoor RAV-GP561ATW-E
Remote (wireless) RBC-AMSU52-E

Performance Data
Nominal Cooling kW 5.0

Heating kW 5.6
EER/COP W/W 3.21/3.54

UK Cooling / Sensible kW 4.80/3.60
Heating kW 3.55

Cooling EN14825 Range Min - Max kW 1.2 - 5.6
Power Input kW 1.56
Pdesign kW 5
SEER / EE Class 5.77/A+
Seasonal Energy kWh/a 303

Heating EN14825 Range Min - Max kW 0.9 - 7.0
Power Input kW 1.58
Pdesign kW 3.8
SCOP / EE Class 4.20/A+
Seasonal Energy kWh/a 1266

Indoor Data
Air Flow High - Low l/s 217 - 188 - 162

High - Low m3/h 780 - 678 - 582
External Static Standard (Upper - Lower) Pa 29 (4-44)
Sound Pressure H/L dB(A) 45 - 40 - 36

Pressure H/L (lower) dB(A) 48 - 46 - 43
Power H/L dB(A) 60 - 55 - 51
Power H/L (lower) dB(A) 63 - 61 - 58

Indoor H x W  x D mm 210 x 845 x 645
Weight kg 22

Drain OD/ID mm VP25 - VP25
Lift Pump Drain Height from Base mm < 850

Outdoor Data
Operating Temp Cool / Heat C -15 to 52/-27 to 15
Air Flow High m3/h - l/s 2250 - 625
Sound Pressure Cool/Heat dB(A) 46 - 48

Power Cool/Heat dB(A) 63 - 65
Outdoor H x W x D mm 630 x 799 x 299

Weight kg 45
Drain Port mm 16

Refrigeration Data
Pipe connection Flare gas - liquid In 1/2 -1/4

Min - Max Length m 3-50
Max Height Diff m ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 1.35/20
Additional Charge g/m 20

Electrical Data
Power Cable Outdoor to Indoor 3 + E
Power Supply V/ph/Hz 220-240/1/50
Suggested Fuse A 16
Run Current Maximum A 7.81

Pricing
Indoor Retail  £809.00 
Outdoor Retail  £1,441.00 
Remote  £152.00 
System  £2,402.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E  Simplified controller  £103.00 TCB-TC41LE Remote Sensor  £86.00 

TCB-AX32E2 Wireless remote kit/WH-L11SE remote  £287.00 

See page(s) 214 - 217 for full accessories information
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Super Digital Inverter RAV Ducted
• Up to 120Pa available pressure : thanks to DC fan motor
• inlet air configuration  standard rear inlet design or alternatively from the underside of 

the unit
• Provision for a fresh air intake supply via a pre-punched knockout hole
• Built-in high-lift drain pump to 850mm
• PCB control panel easily accessible from the side of the unit
• These units are suitable for use with ‘replacement technology’

Indoor RAV-HM561BTP-E RAV-HM801BTP-E RAV-HM1101BTP-E RAV-HM1101BTP-E
Panel RAV-GP561ATW-E RAV-GP801ATW-E RAV-GP1101AT-E RAV-GP1101AT8-E
Outdoor RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 5.0 7.1 10.0 10

Heating kW 5.6 8.0 11.2 11.2
EER/COP W/W 3.29/3.48 4.36/4.32 4.17/4.1 3.88/4.06

UK Cooling / Sensible kW 4.80/4.00 7.40/5.30 9.50/7.90 9.50/7.90
Heating kW 3.55 5.15 8 7.31

Cooling EN14825 Range Min - Max kW 1.2 - 5.6 1.9 - 8.0 3.1 - 12.0 2.6-12.0
Power Input kW 1.52 1.63 2.40 2.58
Pdesign kW 5 6.7 10 10
SEER / EE Class 5.81/A+++ 7.86/A++ 7.19/A++ 6.10/A+
Seasonal Energy kWh/a 301 316 486 574

Heating EN14825 Range Min - Max kW 0.9 - 7.4 1.3 - 11.3 2.6 - 13.0 2.4-15.6
Power Input kW 1.61 1.85 2.73 2.76
Pdesign kW 3.8 6.7 7.6 10.8
SCOP / EE Class 4.27/A+ 4.85/A++ 4.30/A+ 4.19/A+
Seasonal Energy kWh/a 1245 1472 2997 3606

Indoor Data
Air Flow High - Low l/s 222 - 175 - 133 333 - 258 - 208 583 - 458 - 350 583 - 458 - 350

High - Low m3/h 800 - 630 - 480 1200 - 930 - 750 2100 - 1650 - 1260 2100 - 1650 - 1260
External Static Standard (Upper - Lower) Pa 30 (120 - 30 ) 30 (120 - 30 ) 50 (120 - 30 ) 50 (120 - 30 )
Sound Pressure H/L dB(A) 33 - 29 - 25 34 - 30 - 26 40 - 36 - 33 40 - 36 - 33

Power H/L dB(A) 55 - 51 - 46 55 - 51 - 46 63 - 58 - 54 63 - 58 - 54
Indoor H x W  x D mm 275 x 700 x 750 275 x 1000 x 750 275 x 1400 x 750 275 x 1400 x 750

Weight kg 23 31 41 41
Drain OD/ID mm VP25 - VP25 VP25 - VP25 VP25 - VP25 VP25 - VP25

Drain Port mm < 850 < 850 < 850 < 850
Outdoor Data

Operating Temp Cool / Heat C -15 to 52/-27 to 15 -15 to 52/-27 to 15 -15 to 52/-27 to 15 -15 to 46/-20 to 15
Air Flow High m3/h - l/s 2250 - 625 3180 - 883 6960 - 1933 6060 - 1683
Sound Pressure Cool/Heat dB(A) 46 - 48 46 - 48 49 - 50 49 - 50

Power Cool/Heat dB(A) 63 - 65 63 - 65 66 - 67 66 - 67
Outdoor H x W x D mm 630 x 799 x 299 1050 x 1010 x 370 1550 x 1010 x 370 1340 x 900 x 320

Weight kg 45 74 104 95
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 1/2 -1/4 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 3-50 3-50 3-75 3 - 75
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 1.35/20 R32 - 1.9/30 R32 - 3.1/30 2.6/30
Additional Charge g/m 20 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 380-415 /3/50
Suggested Fuse A 16 16 20 10
Run Current Maximum A 7.66 8.95 13.06 5.1

Pricing
Indoor Retail  £785.00  £1,013.00  £1,158.00  £1,158.00 
Outdoor Retail  £1,441.00  £2,096.00  £3,036.00  £3,213.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £2,378.00  £3,261.00  £4,346.00  £4,523.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

TCB-AX32E2 Wireless remote kit  £287.00 TCB-SF56C6BPE Discharge Spigot 2 x 200 mm (401-561)  £141.00 

RBC-VCK1 Vertical Conversion  £548.00 TCB-SF80C6BPE Discharge Spigot 3 x 200 mm (801)  £166.00 

TCB-SF160C6BPE Discharge Spigot 4 x 200 mm (1101 - 1601)  £212.00 

See page(s) 214 - 217 for full accessories information



Super Digital Inverter RAV Ducted
• Up to 120Pa available pressure : thanks to DC fan motor
• inlet air configuration  standard rear inlet design or alternatively from the underside of 

the unit
• Provision for a fresh air intake supply via a pre-punched knockout hole
• Built-in high-lift drain pump to 850mm
• PCB control panel easily accessible from the side of the unit
• These units are suitable for use with ‘replacement technology’

Indoor RAV-HM1401BTP-E RAV-HM1401BTP-E RAV-HM1601BTP-E
Panel RAV-GP1401AT-E1 RAV-GP1401AT8-E RAV-GP1601AT8-E
Outdoor RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 12.5 12.5 14

Heating kW 14.0 14.0 16.0
EER/COP W/W 3.5/3.86 3.28/3.83 3.12/3.5

UK Cooling / Sensible kW 11.90/9.00 11.90/9.00 13.30/9.70
Heating kW 9.76 9.14 10.45

Cooling EN14825 Range Min - Max kW 3.1 - 14.0 2.6-14.0 2.6-16.0
Power Input kW 3.57 3.81 4.49
Pdesign kW 12 12.5 14
SEER / EE Class 6.77/239.4 6.02/216.2 5.81/211.4
Seasonal Energy kWh/a 1107 1245 1444

Heating EN14825 Range Min - Max kW 2.6 - 16.5 2.4-18.0 2.4-19.0
Power Input kW 3.63 3.66 4.57
Pdesign kW 8 11.8 12
SCOP / EE Class 4.29/166.6 3.99/155.0 3.96/154.2
Seasonal Energy kWh/a 3133 4143 4238

Indoor Data
Air Flow High - Low l/s 583 - 458 - 350 583 - 458 - 350 583 - 458 - 350

High - Low m3/h 2100 - 1650 - 1260 2100 - 1650 - 1260 2100 - 1650 - 1260
External Static Standard (Upper - Lower) Pa 50 (120 - 30 ) 50 (120 - 30 ) 50 (120 - 30 )
Sound Pressure H/L dB(A) 40 - 36 - 33 40 - 36 - 33 40 - 36 - 33

Power H/L dB(A) 63 - 58 - 54 63 - 58 - 54 63 - 58 - 54
Indoor H x W  x D mm 275 x 1400 x 750 275 x 1400 x 750 275 x 1400 x 750

Weight kg 41 41 41
Drain OD/ID mm VP25 - VP25 VP25 - VP25 VP25 - VP25

Drain Port mm < 850 < 850 < 850
Outdoor Data

Operating Temp Cool / Heat C -15 to 52/-27 to 15 -15 to 46/-20 to 15 -15 to 46/-20 to 15
Air Flow High m3/h - l/s 6960 - 1933 6180 - 1717 6180 - 1717
Sound Pressure Cool/Heat dB(A) 50 - 51 51 - 52 51 - 53

Power Cool/Heat dB(A) 67 - 68 68 - 69 68 - 70
Outdoor H x W x D mm 1550 x 1010 x 370 1340 x 900 x 320 1340 x 900 x 320

Weight kg 104 95 95
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 3-75 3-75 3-75
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 3.1/30 R32 - 2.6/30 R32 - 2.6/30
Additional Charge g/m 35 40 40

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415 /3/50 380-415 /3/50
Suggested Fuse A 25 16 16
Run Current Maximum A 17.37 6.7 7.8

Pricing
Indoor Retail  £1,293.00  £1,293.00  £1,410.00 
Outdoor Retail  £3,333.00  £3,355.00  £3,567.00 
Remote  £152.00  £152.00  £152.00 
System  £4,778.00  £4,800.00  £5,129.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

TCB-AX32E2 Wireless remote kit  £287.00 TCB-SF56C6BPE Discharge Spigot 2 x 200 mm (401-561)  £141.00 

RBC-VCK1 Vertical Conversion  £548.00 TCB-SF80C6BPE Discharge Spigot 3 x 200 mm (801)  £166.00 

TCB-SF160C6BPE Discharge Spigot 4 x 200 mm (1101 - 1601)  £212.00 

See page(s) 214 - 217 for full accessories information
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Super Digital Inverter RAV Ceiling Mount
• Low noise levels, thanks to high diameter fan and DC motor
• Self-cleaning function, enables the air flow to remain constant and fresh and 

reduces the frequency of service visits
• This design, represents the best possible solution, where there is a lack of space or 

absence of a ceiling void
• Infra-red and wired control options available
• Automatic louvre control for all year round comfort and efficiency
• These units are suitable for use with ‘replacement technology’

Indoor RAV-HM561CTP-E RAV-HM801CTP-E RAV-HM1101CTP-E RAV-HM1101CTP-E
Outdoor RAV-GP561ATW-E RAV-GP801ATW-E RAV-GP1101AT-E RAV-GP1101AT8-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 5.0 7.1 10.0 10.0

Heating kW 5.6 8.0 11.2 11.2
EER/COP W/W 3.65/4.03 4.44/4.44 4.48/4.71 3.91/4.46

UK Cooling / Sensible kW 4.80/3.90 7.40/5.50 9.50/7.90 9.50/7.90
Heating kW 3.55 5.25 8 7.3

Cooling EN14825 Range Min - Max kW 1.2 - 5.6 1.9 - 8.0 3.1 - 12.0 2.6-12.0
Power Input kW 1.37 1.60 2.23 2.56
Pdesign kW 5 6.9 10 10
SEER / EE Class 6.93/A++ 8.35/A++ 8.58/A+++ 6.80/A++
Seasonal Energy kWh/a 253 298 408 515

Heating EN14825 Range Min - Max kW 0.9 - 7.4 1.3 - 11.3 2.6 - 13.0 2.4-14.0
Power Input kW 1.39 1.80 2.38 2.51
Pdesign kW 3.8 6.8 7.6 11.6
SCOP / EE Class 4.73/A++ 5.10/A++ 4.75/A++ 4.23/A+
Seasonal Energy kWh/a 1125 1401 2712 3842

Indoor Data
Air Flow High - Low l/s 250 - 200 - 150 392 - 278 - 208 517 - 375 - 283 517 - 375 - 283

High - Low m3/h 900 - 720 - 540 1410 - 1000 - 750 1860 - 1350 - 1020 1860 - 1350 - 1020
Sound Pressure H/L dB(A) 37 - 35 - 28 41 - 36 - 29 44 - 38 - 32 44 - 38 - 32

Power H/L dB(A) 52 - 50 - 43 56 - 51 - 44 59 - 53 - 47 59 - 53 - 47
Indoor H x W  x D mm 235 x 950 x 690 235 x 1270 x 690 235 x 1586 x 690 235 x 1586 x 690

Weight kg 23 29 37 37
Drain OD/ID mm VP26/20 VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15 to 52/-27 to 15 -15 to 52/-27 to 15 -15 to 52/-27 to 15 -15 to 46/-20 to 15
Air Flow High m3/h - l/s 2250 - 625 3180 - 883 6960 - 1933 6060 - 1683
Sound Pressure Cool/Heat dB(A) 46 - 48 46 - 48 49 - 50 49 - 50

Power Cool/Heat dB(A) 63 - 65 63 - 65 66 - 67 66 - 67
Outdoor H x W x D mm 630 x 799 x 299 1050 x 1010 x 370 1550 x 1010 x 370 1340 x 900 x 320

Weight kg 45 74 104 95
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 1/2 -1/4 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 3-50 3-50 3-75 3 - 75
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 1.35/20 R32 - 1.9/30 R32 - 3.1/30 2.6/30
Additional Charge g/m 20 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 380-415 /3/50
Suggested Fuse A 16 16 20 10
Run Current Maximum A 6.71 8.7 11.39 4.7

Pricing
Indoor Retail  £879.00  £1,040.00  £1,134.00  £1,134.00 
Outdoor Retail  £1,441.00  £2,096.00  £3,036.00  £3,213.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £2,472.00  £3,288.00  £4,322.00  £4,499.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AXU31C-E Wireless remote kit  £241.00   TCB-PCUC2E Application Control Kit  £150.00 

See page(s) 214 - 217 for full accessories information



Super Digital Inverter RAV Ceiling Mount
• Low noise levels, thanks to high diameter fan and DC motor
• Self-cleaning function, enables the air flow to remain constant and fresh and 

reduces the frequency of service visits
• This design, represents the best possible solution, where there is a lack of space or 

absence of a ceiling void
• Infra-red and wired control options available
• Automatic louvre control for all year round comfort and efficiency
• These units are suitable for use with ‘replacement technology’

Indoor RAV-HM1401CTP-E RAV-HM1401CTP-E RAV-HM1601CTP-E
Outdoor RAV-GP1401AT-E1 RAV-GP1401AT8-E RAV-GP1601AT8-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 12.5 12.5 14.0

Heating kW 14.0 14.0 16.0
EER/COP W/W 3.49/3.9 3.4/4.02 3.04/3.72

UK Cooling / Sensible kW 11.90/8.90 11.90/8.90 13.30/9.30
Heating kW 9.76 9.14 10.45

Cooling EN14825 Range Min - Max kW 3.1 - 14.0 2.6-14.0 2.6-16.0
Power Input kW 3.58 3.68 4.60
Pdesign kW 12 10 10
SEER / EE Class 7.99/300.2 6.60/249.0 6.24/237.0
Seasonal Energy kWh/a 939 1137 1347

Heating EN14825 Range Min - Max kW 2.6 - 16.5 2.4-18.0 2.4-19.0
Power Input kW 3.59 3.48 4.30
Pdesign kW 8 7.6 7.6
SCOP / EE Class 4.74/185.4 4.22/165.0 4.21/164.6
Seasonal Energy kWh/a 2838 3916 3988

Indoor Data
Air Flow High - Low l/s 567 - 425 - 333 567 - 425 - 333 567 - 425 - 333

High - Low m3/h 2040 - 1530 - 1200 2040 - 1530 - 1200 2040 - 1530 - 1200
Sound Pressure H/L dB(A) 46 - 41 - 35 46 - 41 - 35 46 - 42 - 36

Power H/L dB(A) 61 - 56 - 50 61 - 56 - 50 61 - 57 - 51
Indoor H x W  x D mm 235 x 1586 x 690 235 x 1586 x 690 235 x 1586 x 690

Weight kg 37 37 37
Drain OD/ID mm VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15 to 52/-27 to 15 -15 to 46/-20 to 15 -15 to 46/-20 to 15
Air Flow High m3/h - l/s 6960 - 1933 6180 - 1717 6180 - 1717
Sound Pressure Cool/Heat dB(A) 50 - 51 51 - 52 51 - 53

Power Cool/Heat dB(A) 67 - 68 68 - 69 68 - 70
Outdoor H x W x D mm 1550 x 1010 x 370 1340 x 900 x 320 1340 x 900 x 320

Weight kg 104 95 95
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 3-75 3-75 3-75
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 3.1/30 R32 - 2.6/30 R32 - 2.6/30
Additional Charge g/m 35 40 40

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415 /3/50 380-415 /3/50
Suggested Fuse A 25 16 16
Run Current Maximum A 17.18 6.5 7.6

Pricing
Indoor Retail  £1,429.00  £1,429.00  £1,455.00 
Outdoor Retail  £3,333.00  £3,355.00  £3,567.00 
Remote  £152.00  £152.00  £152.00 
System  £4,914.00  £4,936.00  £5,174.00 

System
RBC-AMTU31E Wired remote standard  £86.00 RBC-ASCU11E Compact remote control  £74.00 

RBC-AMS41E Wired remote with 7-day timer  £95.00 RBC-SMF1 external fan interface  £63.00 

RBC-MTSC1 Mini-touch screen remote  £284.00 RBC-SMT1 CN02 timer interface lead  £11.00 

RBC-MTSC2 Mini-touch screen remote  £337.00 CDL-BMS01 Indoor lead for on/off/fault  £15.00 

RBC-AS41E Simplified controller  £103.00 RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-AMSU52-E Back-lit wired remote + 7day timer  £152.00 TCB-TC41LE Remote Sensor  £86.00 

RBC-AXU31C-E Wireless remote kit  £241.00   TCB-PCUC2E Application Control Kit  £150.00 

See page(s) 214 - 217 for full accessories information
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Super Digital Inverter RAV Floor Mount
• Automatic louvre control for all year round comfort and efficiency
• Embedded R32 refrigerant leak detection with stirring fan operation
• 5 Fan speed settings
• Offers high air flow rates and superior air throw values.
• These units are suitable for use with ‘replacement technology’

Indoor RAV-HM561FT-E RAV-HM801FT-E RAV-HM1101FT-E RAV-HM1101FT-E
Outdoor RAV-GP561ATW-E RAV-GP801ATW-E RAV-GP1101AT-E RAV-GP1101AT8-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 5.0 7.1 10.0 10.0

Heating kW 5.6 8.0 11.2 11.2
EER/COP W/W 3.51/3.39 3.48/3.38 4.18/4.06 4.07/4.04

UK Cooling / Sensible kW 4.80/3.40 6.70/4.60 9.50/7.10 9.50/7.10
Heating kW 3.55 5.25 8.00 7.31

Cooling EN14825 Range Min - Max kW 1.2 - 5.6 1.9 - 8.0 3.1-12.0 2.6-12.0 
Power Input kW 1.42 2.37 2.39 2.46
Pdesign kW 5.0 7.1 10 10
SEER / EE Class 5.87/A+ 6.43/A++ 6.99/A++ 6.14/A+
Seasonal Energy kWh/a 298 386 500 570

Heating EN14825 Range Min - Max kW 0.9 - 7.0 1.3 - 11.3 2.6-13.0 2.4-14.0 
Power Input kW 1.65 2.37 2.76 3.09
Pdesign kW 3.8 5.1 10.8 10.8
SCOP / EE Class 4.21/A+ 4.43/A+ 4.40/A+ 4.02/A+
Seasonal Energy kWh/a 1262 1610 2922 3752

Indoor Data
Air Flow High - Low l/s 228 - 194 - 167 258 - 214 - 178 461 - 394 - 325 461 - 394 - 325

High - Low m3/h 820 - 700 - 600 930 - 770 - 640 1660 - 1420 - 1170 1660 - 1420 - 1170
Sound Pressure H/L dB(A) 46 - 42 - 38 50 - 45 - 41 51 - 46 - 41 51 - 46 - 41

Power H/L dB(A) 60 - 56 - 52 64 - 60 - 54 65 - 61 - 55 65 - 61 - 55
Indoor H x W  x D mm 1750 x 600 x 210 1750 x 600 x 210 1750 x 600 x 390 1750 x 600 x 390

Weight kg 44 45 59 59
Drain OD/ID mm VP26/20 VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15 to 52/-27 to 15 -15 to 52/-27 to 15 -15 to 52/-27 to 15 -15 to 46/-20 to 15
Air Flow High m3/h - l/s 2250 - 625 3180 - 883 6960 - 1933 6060 - 1683
Sound Pressure Cool/Heat dB(A) 46 - 48 46 - 48 49 - 50 49 - 50

Power Cool/Heat dB(A) 63 - 65 63 - 65 66 - 67 66 - 67
Outdoor H x W x D mm 630 x 799 x 299 1050 x 1010 x 370 1550 x 1010 x 370 1340 x 900 x 320

Weight kg 45 74 104 95
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 1/2 -1/4 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 3-50 3-50 3-75 3 - 75
Max Height Diff m ±30 ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 1.35/20 R32 - 1.9/30 R32 - 3.1/30 2.6/30
Additional Charge g/m 20 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 380-415 /3/50
Suggested Fuse A 16 16 20 10
Run Current Maximum A 8.06 11.46 13.21 5.8

Pricing
Indoor Retail  £1,937.00  £2,076.00  £2,239.00  £2,239.00 
Outdoor Retail  £1,441.00  £2,096.00  £3,036.00  £3,213.00 
Remote  £152.00  £152.00  £152.00  £152.00 
System  £3,530.00  £4,324.00  £5,427.00  £5,604.00 

System
RBC-SMF1 external fan interface  £63.00 

RBC-SMT1 CN02 timer interface lead  £11.00 

See page(s) 214 - 217 for full accessories information



Super Digital Inverter RAV Floor Mount
• Automatic louvre control for all year round comfort and efficiency
• Embedded R32 refrigerant leak detection with stirring fan operation
• 5 Fan speed settings
• Offers high air flow rates and superior air throw values.
• These units are suitable for use with ‘replacement technology’

Indoor RAV-HM1401FT-E RAV-HM1401FT-E RAV-HM1601FT-E
Outdoor RAV-GP1401AT-E1 RAV-GP1401AT8-E RAV-GP1601AT8-E
Remote RBC-AMSU52-E RBC-AMSU52-E RBC-AMSU52-E

Performance Data
Nominal Cooling kW 12.3 12.5 14.0

Heating kW 13.2 14.0 16.0
EER/COP W/W 3.25/3.00 3.46/3.67 3.19/3.31

UK Cooling / Sensible kW 11.90/8.30 11.90/8.30 13.30/8.90
Heating kW 9.76 9.14 10.45

Cooling EN14825 Range Min - Max kW 3.1-14.0 2.6-14.0 2.6-16.0 
Power Input kW 3.61 3.61 4.39
Pdesign kW 12.5 12.5 14
SEER / EE Class 6.4/223.0 6.10/223.0 5.88/219.0
Seasonal Energy kWh/a 1137 1229 1428

Heating EN14825 Range Min - Max kW 2.6-16.5 2.4-18.0 2.4-19.0 
Power Input kW 3.81 3.81 4.83
Pdesign kW 14 14 16
SCOP / EE Class 4.38/157.0 4.02/157.0 3.98/155.4
Seasonal Energy kWh/a 3062 4103 4212

Indoor Data
Air Flow High - Low l/s 489 - 411 - 375 489 - 411 - 375 489 - 411 - 375

High - Low m3/h 1760 - 1480 - 1350 1760 - 1480 - 1350 1760 - 1480 - 1350
Sound Pressure H/L dB(A) 53 - 48 - 45 53 - 48 - 45 53 - 48 - 45

Power H/L dB(A) 67 - 62 - 59 67 - 62 - 59 67 - 62 - 59
Indoor H x W  x D mm 1750 x 600 x 390 1750 x 600 x 390 1750 x 600 x 390

Weight kg 59 59 59
Drain OD/ID mm VP26/20 VP26/20 VP26/20

Outdoor Data
Operating Temp Cool / Heat C -15 to 52/-27 to 15 -15 to 46/-20 to 15 -15 to 46/-20 to 15
Air Flow High m3/h - l/s 6960 - 1933 6180 - 1717 6180 - 1717
Sound Pressure Cool/Heat dB(A) 50 - 51 51 - 52 51 - 53

Power Cool/Heat dB(A) 67 - 68 68 - 69 68 - 70
Outdoor H x W x D mm 1550 x 1010 x 370 1340 x 900 x 320 1340 x 900 x 320

Weight kg 104 95 95
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 3-75 3-75 3-75
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 3.1/30 R32 - 2.6/30 R32 - 2.6/30
Additional Charge g/m 35 40 40

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415 /3/50 380-415 /3/50
Suggested Fuse A 25 16 16
Run Current Maximum A 18.8 6.6 8.1

Pricing
Indoor Retail  £2,349.00  £2,349.00  £2,463.00 
Outdoor Retail  £3,333.00  £3,355.00  £3,567.00 
Remote  £152.00  £152.00  £152.00 
System  £5,834.00  £5,856.00  £6,182.00 

System
RBC-SMF1 external fan interface  £63.00 

RBC-SMT1 CN02 timer interface lead  £11.00 

See page(s) 214 - 217 for full accessories information
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Mini SMMS R32 Outdoors
• R32 Refrigerant
• Automatic addressing
• Ultra-quiet, utilising remote PMV kit (option)
• Extended refrigerant piping capability
• 4hp / 5ph / 6ph available single phase

Outdoor MCY-MUG0401HSW-E MCY-MUG0501HSW-E MCY-MUG0601HSW-E

Capacity HP 4 5 6
Max number of indoor units No 8 10 13

Performance Data
Cooling Capacity  kW 12.1 14 15.5
Heating Capacity  kW 14.2 16 17
Operating range cooling/heating °C -5 to 46/-20 to 15.5 -5 to 46/-20 to 15.5 -5 to 46/-20 to 15.5
Cooling Power consumption kW 2.92 3.73 4.29

EER/SEER/Class (or ηsc %) 4.14/9.98/396.2 3.75/9.21/365.4 3.61/8.80/349.0
Heating Power consumption kW 2.38 2.95 3.36

COP/SCOP/Class (or ηsc(A) %) 5.08/5.21/205.4 4.75/4.93/194.2 4.61/4.80/189.0
Fan(s) Standard Air Flow l/s 1266 1316 1316

Standard Air Flow m3/h 4560 4740 4740
Sound Pressure Level C/H dB(A) 52/54 53/55 54/56

Power Level C/H dB(A) 69/71 70/72 71/73
Unit

Unit Height x Width x Depth mm 1050 x 1010 x 370 1050 x 1010 x 370 1050 x 1010 x 370
Weight kg 100 100 100

Refrigerant Base Charge kg 2.4 2.4 2.4
Pipe Connection Suction Gas Pipe Flare inch 5/8 5/8 5/8

Liquid Pipe Flare inch 3/8 3/8 3/8
Pipe Run Data

Maximum Equivalent Length m 150 150 150
Real Length m 120 120 120
Total Length (Liquid Real Length) m 300 300 300
Length To First Branch m 40 40 40
Real Length of Indoor Piping m 15 15 15
Height Outdoor > Indoor m 50 50 50
Height Outdoor < Indoor m 40 40 40
Height Between Indoor Units m 15 15 15

Electrical Data
Running Current Cooling/Heating A 14.2/11.9 17.8/14.4 20.3/16.1
Power Supply Starting Current A Soft Start Soft Start Soft Start
Power Supply V-Ph-Hz 220/240-1-50 220/240-1-50 220/240-1-50
Power Supply Suggested Fuse Supply* A 20 25 32

Pricing
Outdoor Retail  £4,710.00  £5,343.00  £5,754.00 

Accessories
RBM-BY55E Y-Shape Branching Joint  £70.00 

RBM-HY1043E 4-Branching Header  £198.00 

RBM-HY1083E 8-Branching Header  £338.00 

TCB-PCDM4E Power Peak-Cut Control board  £118.00 

TCB-PCM04E External master on/off control board  £91.00 

TCB-PCIN4E Output Control Board  £129.00 

RBM-PMV0361U-E PMV Kit (UP indoors) 0.6-1.25HP  £232.00 

RBM-PMV0901U-E PMV Kit (UP indoors) 1.7-2.0HP  £267.00 

See page(s) 219 - 225 for full accessories information

* The electrical installation needs to meet current UK electrical regulations BS7671:2018+A2:2022 the 18th Edition of the IET regulations.
Fuse sizes shown are for guidance only, cables and protective devices should be calculated using the MCA/MOCP



Mini SMMS R410A Outdoors
• 4hp / 5ph available single phase
• High ESEER up to: 10.28
• Automatic addressing
• Ultra-quiet, utilising remote PMV kit (option)
• Extended refrigerant piping capability

Outdoor MCY-MHP0406HT-E MCY-MHP0506HT-E1 MCY-MHP0404HS-E MCY-MHP0504HS-E

Capacity HP 4 5 4 5
Max number of indoor units No 8 10 8 10

Performance Data
Cooling Capacity  kW 12.1 14 12.1 14
Heating Capacity  kW 12.5 16 12.5 16
Operating range cooling/heating °C -5 to 46/-20 to 15 -5 to 46/-20 to 15 -5 to 46/-25 to 15 -5 to 46/-25 to 15
Cooling Power consumption kW 3.24 4.34 2.83 3.5

EER/SEER/Class (or ηsc %) 3.73/8.08/320.2 3.23/7.77/307.8 4.28/9.42/373.8 4.00/9.23/366.2
Heating Power consumption kW 2.83 3.86 2.59 3.75

COP/SCOP/Class (or ηsc(A) %) 4.42/3.83/150.2 4.00/3.86/152.2 4.83/4.17/163.8 4.27/4.24/166.6
Fan(s) Standard Air Flow l/s 1117 1183 1572 1617

Standard Air Flow m3/h 4020 4260 5660 5820
Sound Pressure Level C/H dB(A) 54/57 54/58 49/52 50/53

Power Level C/H dB(A) 71/74 71/75 66/69 68/70
Unit

Unit Height x Width x Depth mm 910 x 990 x 390 910 x 990 x 390 1235 x 990 x 390 1235 x 990 x 390
Weight kg 100 100 127 127

Refrigerant Base Charge kg 3.3 3.3 6.4 6.4
Pipe Connection Suction Gas Pipe Flare inch 5/8 5/8 5/8 5/8

Liquid Pipe Flare inch 3/8 3/8 3/8 3/8
Pipe Run Data

Maximum Equivalent Length m 60 60 125 125
Real Length m 50 50 100 100
Total Length (Liquid Real Length) m 90 90 180 180
Length To First Branch m 30 30 65 65
Real Length of Indoor Piping m 10 10 15 15
Height Outdoor > Indoor m 15 15 30 30
Height Outdoor < Indoor m 15 15 20 20
Height Between Indoor Units m 10 10 15 15

Electrical Data
Running Current Cooling/Heating A 14.4/13.4 21.0/19.1 13.0/12.0 15.9/17.0
Power Supply Starting Current A Soft Start Soft Start Soft Start Soft Start
Power Supply V-Ph-Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50
Power Supply Suggested Fuse Supply* A 20 25 20 25

Pricing
Outdoor Retail  £3,434.00  £3,707.00  £4,184.00  £4,731.00 

Accessories
RBM-BY55E Y-Shape Branching Joint  £70.00 

RBM-HY1043E 4-Branching Header  £198.00 

RBM-HY1083E 8-Branching Header  £338.00 

TCB-PCDM4E Power Peak-Cut Control board  £118.00 

TCB-PCM04E External master on/off control board  £91.00 

TCB-PCIN4E Output Control Board  £129.00 

RBM-PMV0361U-E PMV Kit (UP indoors) 0.6-1.25HP  £232.00 

RBM-PMV0901U-E PMV Kit (UP indoors) 1.7-2.0HP  £267.00 

See page(s) 219 - 225 for full accessories information

* The electrical installation needs to meet current UK electrical regulations BS7671:2018+A2:2022 the 18th Edition of the IET regulations.
Fuse sizes shown are for guidance only, cables and protective devices should be calculated using the MCA/MOCP
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Mini SMMS R410A Outdoors
• 4hp / 5ph available single phase
• High ESEER up to: 10.28
• Automatic addressing
• Ultra-quiet, utilising remote PMV kit (option)
• Extended refrigerant piping capability

Outdoor MCY-MHP0604HS-E MCY-MHP0404HS8-E MCY-MHP0504HS8-E

Capacity HP 6 4 5
Max number of indoor units No 13 8 10

Performance Data
Cooling Capacity  kW 15.5 12.1 14
Heating Capacity  kW 18 12.5 16
Operating range cooling/heating °C -5 to 46/-25 to 15 -5 to 46/-20 to 15 -5 to 46/-20 to 15
Cooling Power consumption kW 4.29 2.82 3.47

EER/SEER/Class (or ηsc %) 3.61/9.68/384.2 4.29/9.47/375.8 4.03/9.29/167.0
Heating Power consumption kW 4.31 2.57 3.72

COP/SCOP/Class (or ηsc(A) %) 4.18/4.37/171.8 4.86/4.19/164.6 4.30/4.25/167.0
Fan(s) Standard Air Flow l/s 1681 1572 1617

Standard Air Flow m3/h 6050 5660 5820
Sound Pressure Level C/H dB(A) 51/54 49/52 50/53

Power Level C/H dB(A) 68/71 66/67 68/69
Unit

Unit Height x Width x Depth mm 1235 x 990 x 390 1235 x 990 x 390 1235 x 990 x 390
Weight kg 127 125 125

Refrigerant Base Charge kg 6.4 6.4 6.4
Pipe Connection Suction Gas Pipe Flare inch 3/4 5/8 5/8

Liquid Pipe Flare inch 3/8 3/8 3/8
Pipe Run Data

Maximum Equivalent Length m 125 125 125
Real Length m 100 100 100
Total Length (Liquid Real Length) m 180 180 180
Length To First Branch m 65 65 65
Real Length of Indoor Piping m 15 15 15
Height Outdoor > Indoor m 30 30 30
Height Outdoor < Indoor m 20 20 20
Height Between Indoor Units m 15 15 15

Electrical Data
Running Current Cooling/Heating A 19.2/19.3 4.50/4.20 5.40/5.80
Power Supply Starting Current A Soft Start Soft Start Soft Start
Power Supply V-Ph-Hz 220/240-1-50 380-415/3/50 380-415/3/50
Power Supply Suggested Fuse Supply* A 25 10 16

Pricing
Outdoor Retail  £5,087.00  £4,278.00  £4,849.00 

Accessories
RBM-BY55E Y-Shape Branching Joint  £70.00 

RBM-HY1043E 4-Branching Header  £198.00 

RBM-HY1083E 8-Branching Header  £338.00 

TCB-PCDM4E Power Peak-Cut Control board  £118.00 

TCB-PCM04E External master on/off control board  £91.00 

TCB-PCIN4E Output Control Board  £129.00 

RBM-PMV0361U-E PMV Kit (UP indoors) 0.6-1.25HP  £232.00 

RBM-PMV0901U-E PMV Kit (UP indoors) 1.7-2.0HP  £267.00 

See page(s) 219 - 225 for full accessories information

* The electrical installation needs to meet current UK electrical regulations BS7671:2018+A2:2022 the 18th Edition of the IET regulations.
Fuse sizes shown are for guidance only, cables and protective devices should be calculated using the MCA/MOCP



Mini SMMS R410A Outdoors
• 4hp / 5ph available single phase
• High ESEER up to: 10.28
• Automatic addressing
• Ultra-quiet, utilising remote PMV kit (option)
• Extended refrigerant piping capability

Outdoor MCY-MHP0604HS8-E MCY-MHP0804HS8-E MCY-MHP1004HS8-E

Capacity HP 6 8 10
Max number of indoor units No 13 12 16

Performance Data
Cooling Capacity  kW 15.5 22.4 28
Heating Capacity  kW 18 22.4 28
Operating range cooling/heating °C -5 to 46/-20 to 15 -5 to 46/-25 to 15 -5 to 46/-25 to 15
Cooling Power consumption kW 4.25 6.67 9.34

EER/SEER/Class (or ηsc %) 3.65/9.74/172.2 3.36/8.09/320.6 3.00/7.40/293.0
Heating Power consumption kW 4.27 5.2 7

COP/SCOP/Class (or ηsc(A) %) 4.22/4.38/172.2 4.31/4.50/177.0 4.00/4.38/172.2
Fan(s) Standard Air Flow l/s 1681 2350 2450

Standard Air Flow m3/h 6050 8460 8820
Sound Pressure Level C/H dB(A) 51/54 58/59 59/60

Power Level C/H dB(A) 68/70 75/75 77/77
Unit

Unit Height x Width x Depth mm 1235 x 990 x 390 1740 x 990 x 390 1740 x 990 x 390
Weight kg 125 147 147

Refrigerant Base Charge kg 6.4 4.4 4.4
Pipe Connection Suction Gas Pipe Flare inch 3/4 3/4 3/4

Liquid Pipe Flare inch 3/8 3/8 3/8
Pipe Run Data

Maximum Equivalent Length m 125 150 150
Real Length m 100 120 120
Total Length (Liquid Real Length) m 180 300 300
Length To First Branch m 65 80 80
Real Length of Indoor Piping m 15 15 15
Height Outdoor > Indoor m 30 30 30
Height Outdoor < Indoor m 20 30 30
Height Between Indoor Units m 15 15 15

Electrical Data
Running Current Cooling/Heating A 6.70/6.60 11.1/8.7 15.3/11.4
Power Supply Starting Current A Soft Start Soft Start Soft Start
Power Supply V-Ph-Hz 380-415/3/50 380-415/3/50 380-415/3/50
Power Supply Suggested Fuse Supply* A 16 20 25

Pricing
Outdoor Retail  £5,126.00  £6,353.00  £6,579.00 

Accessories
RBM-BY55E Y-Shape Branching Joint  £70.00 

RBM-BY105E Y-shape branching joint £79.00

RBM-HY1043E 4-Branching Header  £198.00 

RBM-HY1083E 8-Branching Header  £338.00 

TCB-PCDM4E Power Peak-Cut Control board  £118.00 

TCB-PCM04E External master on/off control board  £91.00 

TCB-PCIN4E Output Control Board  £129.00 

RBM-PMV0361U-E PMV Kit (UP indoors) 0.6-1.25HP  £232.00 

RBM-PMV0901U-E PMV Kit (UP indoors) 1.7-2.0HP  £267.00 

See page(s) 219 - 225 for full accessories information

* The electrical installation needs to meet current UK electrical regulations BS7671:2018+A2:2022 the 18th Edition of the IET regulations.
Fuse sizes shown are for guidance only, cables and protective devices should be calculated using the MCA/MOCP
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SMMSu R410A Heat Pump Outdoors
• Modular capacity up to 120HP (5 No 24HP)
• New unique Triple Rotary Compressor
• Operating conditions from -25°C to +52°C
• A compact chassis with 80Pa available pressure
• New TU2C-link protocol
• Up to 200% diversity ratio

Outdoor MMY-MUP0801HT8P-E MMY-MUP1001HT8P-E MMY-MUP1201HT8P-E

Capacity HP 8 10 12
Max number of indoor units No 18 22 27

Performance Data
Cooling Capacity  kW 22.4 28 33.5
Heating Capacity  kW 22.4 28 33.5
Operating range cooling/heating °C -10.0 to 52.0/-25.0 to 15.5 -10.0 to 52.0/-25.0 to 15.5 -10.0 to 52.0/-25.0 to 15.5

Cooling Power consumption kW 5.64 8.36 10.34
EER/SEER/Class (or ηsc %) 3.97/7.44/294.6 3.35/7.73/306.2 3.24/7.32/289.8

Heating Power consumption kW 5.28 7.2 7.77
COP/SCOP/Class (or ηsc(A) %) 4.24/4.50/177.0 3.89/4.78/188.2 4.31/4.75/187.0

Fan(s) Standard Air Flow l/s 2750 2917 3250
Standard Air Flow m3/h 9900 10500 11700
External Static Pressure Pa 80 80 80

Sound Pressure Level C/H dB(A) 53/56 55/58 58/62
Power Level C/H dB(A) 75/76 77/77 79/81

Unit
Unit Height x Width x Depth mm 1690 x 990 x 780 1690 x 990 x 780 1690 x 990 x 780

Weight kg 228 228 228
Refrigerant Base Charge kg 6 6 6
Pipe Connection Suction Gas Pipe Flare inch 3/4 7/8 1 1/8

Liquid Pipe Flare inch 1/2 1/2 1/2
Pipe Run Data

Maximum Equivalent Length m 210 210 210
Real Length m 170 170 170
Liquid Line Real Length m 500 500 500
Length To First Branch m 100 100 100
Equivalent Length Outdoor Pipe m 10 10 10
Real Length Indoor Piping 30 30 30
Equivalent Length <> Branches 50 50 50
Height Difference Outdoor > Indoor 70 (110*) 70 (110*) 70 (110*)
Height Difference Outdoor < Indoor m 40 (110*) 40 (110*) 40 (110*)
Height Difference <> Indoor Units m 40 40 40
Height Difference <> Outdoor Units m 5 5 5

Electrical Data
Running Current Cooling/Heating A 9.15/8.56 13.40/11.50 16.00/12.10
Power Supply Starting Current A Soft Start Soft Start Soft Start
Power Supply V-Ph-Hz 380-415/3/50 380-415/3/50 380-415/3/50
Power Supply Suggested Fuse Supply* A 20 25 32

Pricing
Outdoor Retail  £7,369.00  £8,005.00  £9,260.00 

Accessories
RBM-BT14E VRF 2-pipe Modular Kit <26hp  £191.00 

RBM-BT24E VRF 2-pipe Modular Kit >26hp  £225.00 

RBM-BY55E VRF 2-pipe Y Joint <6.4hp  £70.00 

RBM-BY105E VRF 2-pipe Y Joint 6.4 - 14.2hp  £79.00 

RBM-BY205E VRF 2-pipe Y Joint 14.2 - 25.2hp  £135.00 

RBM-BY305E VRF 2-pipe Y Joint >25.2hp  £208.00 

RBM-HY1043E VRF 2-pipe 4-way Header <14.2hp  £198.00 

RBM-HY2043E VRF 2-pipe 4-way Header 14.2 - 25.2hp  £217.00 

RBM-HY1083E VRF 2-pipe 8-way Header <14.2hp  £338.00 

RBM-HY2083E VRF 2-pipe 8-way Header 14.2 - 25.2hp  £370.00 

See page(s) 219 - 225 for full accessories information
Please see page X(tbc) for strip down information

* The electrical installation needs to meet current UK electrical regulations BS7671:2018+A2:2022 the 18th Edition of the IET regulations.
Fuse sizes shown are for guidance only, cables and protective devices should be calculated using the MCA/MOCP



SMMSu R410A Heat Pump Outdoors
• Modular capacity up to 120HP (5 No 24HP)
• New unique Triple Rotary Compressor
• Operating conditions from -25°C to +52°C
• A compact chassis with 80Pa available pressure
• New TU2C-link protocol
• Up to 200% diversity ratio

Outdoor MMY-MUP1401HT8P-E MMY-MUP1601HT8P-E MMY-MUP1801HT8P-E

Capacity HP 14 16 18
Max number of indoor units No 31 36 40

Performance Data
Cooling Capacity  kW 40 45 50.4
Heating Capacity  kW 40 45 50.4
Operating range cooling/heating °C -10.0 to 52.0/-25.0 to 15.5 -10.0 to 52.0/-25.0 to 15.5 -10.0 to 52.0/-25.0 to 15.5

Cooling Power consumption kW 14.55 14.06 15.9
EER/SEER/Class (or ηsc %) 2.75/7.05/279.0 3.20/7.71/305.4 3.17/7.68/304.2

Heating Power consumption kW 10 11.94 12.54
COP/SCOP/Class (or ηsc(A) %) 4.00/4.60/181.0 3.77/4.79/188.6 4.02/4.75/187.0

Fan(s) Standard Air Flow l/s 3300 4250 4667
Standard Air Flow m3/h 11880 15300 16800
External Static Pressure Pa 80 80 80

Sound Pressure Level C/H dB(A) 58/62 60/63 61/67
Power Level C/H dB(A) 79/82 83/86 84/89

Unit
Unit Height x Width x Depth mm 1690 x 990 x 780 1690 x 1290 x 780 1690 x 1290 x 780

Weight kg 228 312 312
Refrigerant Base Charge kg 6 9 9
Pipe Connection Suction Gas Pipe Flare inch 1 1/8 1 1/8 1 1/8

Liquid Pipe Flare inch 5/8 5/8 5/8
Pipe Run Data

Maximum Equivalent Length m 210 210 210
Real Length m 170 170 170
Liquid Line Real Length m 500 500 500
Length To First Branch m 100 100 100
Equivalent Length Outdoor Pipe m 10 10 10
Real Length Indoor Piping 30 30 30
Equivalent Length <> Branches 50 50 50
Height Difference Outdoor > Indoor 70 (110*) 70 (110*) 70 (110*)
Height Difference Outdoor < Indoor m 40 (110*) 40 (110*) 40 (110*)
Height Difference <> Indoor Units m 40 40 40
Height Difference <> Outdoor Units m 5 5 5

Electrical Data
Running Current Cooling/Heating A 22.60/15.50 21.60/18.30 24.40/19.30
Power Supply Starting Current A Soft Start Soft Start Soft Start
Power Supply V-Ph-Hz 380-415/3/50 380-415/3/50 380-415/3/50
Power Supply Suggested Fuse Supply* A 40 40 40

Pricing
Outdoor Retail  £11,100.00  £12,085.00  £13,107.00 

Accessories
RBM-BT14E VRF 2-pipe Modular Kit <26hp  £191.00 

RBM-BT24E VRF 2-pipe Modular Kit >26hp  £225.00 

RBM-BY55E VRF 2-pipe Y Joint <6.4hp  £70.00 

RBM-BY105E VRF 2-pipe Y Joint 6.4 - 14.2hp  £79.00 

RBM-BY205E VRF 2-pipe Y Joint 14.2 - 25.2hp  £135.00 

RBM-BY305E VRF 2-pipe Y Joint >25.2hp  £208.00 

RBM-HY1043E VRF 2-pipe 4-way Header <14.2hp  £198.00 

RBM-HY2043E VRF 2-pipe 4-way Header 14.2 - 25.2hp  £217.00 

RBM-HY1083E VRF 2-pipe 8-way Header <14.2hp  £338.00 

RBM-HY2083E VRF 2-pipe 8-way Header 14.2 - 25.2hp  £370.00 

See page(s) 219 - 225 for full accessories information
Please see page X(tbc) for strip down information

* The electrical installation needs to meet current UK electrical regulations BS7671:2018+A2:2022 the 18th Edition of the IET regulations.
Fuse sizes shown are for guidance only, cables and protective devices should be calculated using the MCA/MOCP
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SMMSu R410A Heat Pump Outdoors
• Modular capacity up to 120HP (5 No 24HP)
• New unique Triple Rotary Compressor
• Operating conditions from -25°C to +52°C
• A compact chassis with 80Pa available pressure
• New TU2C-link protocol
• Up to 200% diversity ratio

Outdoor MMY-MUP2001HT8P-E MMY-MUP2201HT8P-E MMY-MUP2401HT8P-E

Capacity HP 20 22 24
Max number of indoor units No 45 49 54

Performance Data
Cooling Capacity  kW 56 61.5 67
Heating Capacity  kW 56 61.5 67
Operating range cooling/heating °C -10.0 to 52.0/-25.0 to 15.5 -10.0 to 52.0/-25.0 to 15.5 -10.0 to 52.0/-25.0 to 15.5

Cooling Power consumption kW 18.01 20.43 24.19
EER/SEER/Class (or ηsc %) 3.11/7.62/301.8 3.01/7.23/286.2 2.77/6.87/271.8

Heating Power consumption kW 14.93 16.18 18.98
COP/SCOP/Class (or ηsc(A) %) 3.75/4.43/174.2 3.80/4.44/174.6 3.53/4.17/163.8

Fan(s) Standard Air Flow l/s 4417 4583 4583
Standard Air Flow m3/h 15900 16500 16500
External Static Pressure Pa 80 80 80

Sound Pressure Level C/H dB(A) 63/67 63/67 63/67
Power Level C/H dB(A) 86/90 86/90 86/90

Unit
Unit Height x Width x Depth mm 1690 x 1290 x 780 1690 x 1290 x 780 1690 x 1290 x 780

Weight kg 334 356 356
Refrigerant Base Charge kg 9 9 9
Pipe Connection Suction Gas Pipe Flare inch 1 1/8 1 1/8 1 3/8

Liquid Pipe Flare inch 5/8 3/4 3/4
Pipe Run Data

Maximum Equivalent Length m 210 210 210
Real Length m 170 170 170
Liquid Line Real Length m 500 500 500
Length To First Branch m 100 100 100
Equivalent Length Outdoor Pipe m 10 10 10
Real Length Indoor Piping 30 30 30
Equivalent Length <> Branches 50 50 50
Height Difference Outdoor > Indoor 70 (110*) 70 (110*) 70 (110*)
Height Difference Outdoor < Indoor m 40 (110*) 40 (110*) 40 (110*)
Height Difference <> Indoor Units m 40 40 40
Height Difference <> Outdoor Units m 5 5 5

Electrical Data
Running Current Cooling/Heating A 27.70/22.90 31.40/24.80 37.10/29.10
Power Supply Starting Current A Soft Start Soft Start Soft Start
Power Supply V-Ph-Hz 380-415/3/50 380-415/3/50 380-415/3/50
Power Supply Suggested Fuse Supply* A 40 50 63

Pricing
Outdoor Retail  £14,010.00  £14,978.00  £16,456.00 

Accessories
RBM-BT14E VRF 2-pipe Modular Kit <26hp  £191.00 

RBM-BT24E VRF 2-pipe Modular Kit >26hp  £225.00 

RBM-BY55E VRF 2-pipe Y Joint <6.4hp  £70.00 

RBM-BY105E VRF 2-pipe Y Joint 6.4 - 14.2hp  £79.00 

RBM-BY205E VRF 2-pipe Y Joint 14.2 - 25.2hp  £135.00 

RBM-BY305E VRF 2-pipe Y Joint >25.2hp  £208.00 

RBM-HY1043E VRF 2-pipe 4-way Header <14.2hp  £198.00 

RBM-HY2043E VRF 2-pipe 4-way Header 14.2 - 25.2hp  £217.00 

RBM-HY1083E VRF 2-pipe 8-way Header <14.2hp  £338.00 

RBM-HY2083E VRF 2-pipe 8-way Header 14.2 - 25.2hp  £370.00 

See page(s) 219 - 225 for full accessories information
Please see page X(tbc) for strip down information

* The electrical installation needs to meet current UK electrical regulations BS7671:2018+A2:2022 the 18th Edition of the IET regulations.
Fuse sizes shown are for guidance only, cables and protective devices should be calculated using the MCA/MOCP
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SHRMe R410A Heat Recovery Outdoors
• Modular capacity up to 42HP (3 No 14HP)
• High efficiency and low operation costs
• Exceptional quality and reliability
• Advanced heat exchanger
• Maximum part load efficiencies

Outdoor MMY-MAP0806FT8P-UK MMY-MAP1006FT8P-UK MMY-MAP1206FT8P-UK MMY-MAP1406FT8P-UK

Capacity HP 8 10 12 14
Max number of indoor units No 18 22 27 31

Performance Data
Cooling Capacity  kW 22.4 28 33.5 40
Heating Capacity  kW 25 31.5 37.5 45
Operating range cooling/heating °C -10.0 to 46.0/-25.0 to 15.5 -10.0 to 46.0/-25.0 to 15.5 -10.0 to 46.0/-25.0 to 15.5 -10.0 to 46.0/-25.0 to 15.5

Cooling Power consumption kW 5.95 7.96 9.75 12.7
EER/SEER/Class (or ηsc %) 3.76/6.19/244.6 3.51/6.13/242.2 3.43/6.02/237.8 3.14/5.67/223.8

Heating Power consumption kW 5.4 7.05 8.7 10.5
COP/SCOP/Class (or ηsc(A) %) 4.14/3.64/142.6 3.97/3.54/138.6 3.85/3.71/145.4 3.80/3.57/139.8

Fan(s) Standard Air Flow l/s 2694 2694 3389 3389
Standard Air Flow m3/h 9700 9700 12200 12200
External Static Pressure Pa 60 50 50 40

Sound Pressure Level C/H dB(A) 59/61 59/61 60/62 62/64
Power Level C/H dB(A) 80/82 80/82 80/82 81/83

Unit
Unit Height x Width x Depth mm 1830 x 990 x 780 1830 x 990 x 780 1830 x 1210 x 780 1830 x 1210 x 780

Weight kg 263 263 316 316
Refrigerant Base Charge kg 11 11 11 11
Pipe Connection Suction Gas Pipe Brazing inch 7/8 7/8 1-1/8 1-1/8

Discharge Pipe Brazing inch 3/4 3/4 3/4 7/8
Liquid Pipe Flare inch 1/2 1/2 1/2 5/8
Balance Pipe Flare inch 3/8 3/8 3/8 3/8

Pipe Run Data
Maximum Equivalent Length m 200 200 200 200

Real Length m 180 180 180 180
Liquid Line Real Length m 300 300 300 300
Length To First Branch m 100 100 100 100
Equivalent Length Outdoor Pipe m 10 10 10 10
Real Length Indoor Piping 30 30 30 30
Equivalent Length <> Branches 50 50 50 50
Height Difference Outdoor > Indoor 70 70 70 70
Height Difference Outdoor < Indoor m 30 30 30 30
Height Difference <> Indoor Units m 40 40 40 40
Height Difference <> Outdoor Units m 5 5 5 5

Electrical Data
Running Current Cooling/Heating A 9.44/8.57 12.49/11.06 15.46/13.8 19.92/16.47
Power Supply Starting Current A Soft Start Soft Start Soft Start Soft Start
Power Supply V-Ph-Hz 380-415/3/50 380-415/3/50 380-415/3/50 380-415/3/50
Power Supply Suggested Fuse Supply* A 20 25 25 32

Pricing
Outdoor Retail  £7,908.00  £8,581.00  £11,301.00  £11,854.00 

Accessories
RBM-BY55FE VRF 3-pipe Y Joint <6.4hp  £98.00 

RBM-BY105FE VRF 3-pipe Y Joint 6.4 - 14.2hp  £126.00 

RBM-BY205FE VRF 3-pipe Y Joint 14.2 - 25.2hp  £207.00 

RBM-BY305FE VRF 3-pipe Y Joint >25.2hp  £307.00 

RBM-HY1043FE VRF 3-pipe 4-way Header <6.4hp  £259.00 

RBM-HY2043FE VRF 3-pipe 4-way Header 6.4 - 14.2hp  £340.00 

RBM-HY1083FE VRF 3-pipe 8-way Header 14.2 - 25.2hp  £414.00 

RBM-HY2083FE VRF 3-pipe 8-way Header >25.2hp  £421.00 

RBM-BT14FE VRF CDU 3-pipe Modular Kit <26hp  £172.00 

RBM-BT24FE VRF CDU 3-pipe Modular Kit >26hp  £262.00 

See page(s) 219 - 225 for full accessories information
Please see page X(tbc) for strip down information

* The electrical installation needs to meet current UK electrical regulations BS7671:2018+A2:2022 the 18th Edition of the IET regulations.
Fuse sizes shown are for guidance only, cables and protective devices should be calculated using the MCA/MOCP



SHRMe R410A Heat Recovery Outdoors
• Modular capacity up to 42HP (3 No 14HP)
• High efficiency and low operation costs
• Exceptional quality and reliability
• Advanced heat exchanger
• Maximum part load efficiencies

Outdoor MMY-MAP1606FT8P-UK MMY-MAP1806FT8P-UK MMY-MAP2006FT8P-UK

Capacity HP 16 18 20
Max number of indoor units No 36 40 41

Performance Data
Cooling Capacity  kW 45 50.4 56
Heating Capacity  kW 50 56.5 58
Operating range cooling/heating °C -10.0 to 46.0/-25.0 to 15.5 -10.0 to 46.0/-25.0 to 15.5 -10.0 to 46.0/-25.0 to 15.5

Cooling Power consumption kW 13.9 16 18.6
EER/SEER/Class (or ηsc %) 3.23/5.78/228.2 3.15/5.94/234.6 3.01/5.68/224.2

Heating Power consumption kW 12.2 13.7 15.9
COP/SCOP/Class (or ηsc(A) %) 3.68/3.51/137.4 3.67/3.59/140.6 3.52/3.60/141.0

Fan(s) Standard Air Flow l/s 4806 4806 4972
Standard Air Flow m3/h 17300 17300 17900
External Static Pressure Pa 40 40 40

Sound Pressure Level C/H dB(A) 61/62 61/62 61/62
Power Level C/H dB(A) 83/84 83/84 83/84

Unit
Unit Height x Width x Depth mm 1830 x 1600 x 780 1830 x 1600 x 780 1830 x 1600 x 780

Weight kg 377 377 377
Refrigerant Base Charge kg 11 11 11
Pipe Connection Suction Gas Pipe Brazing inch 1-1/8 1-1/8 1-1/8

Discharge Pipe Brazing inch 7/8 7/8 7/8
Liquid Pipe Flare inch 3/4 3/4 3/4
Balance Pipe Flare inch 3/8 3/8 3/8

Pipe Run Data
Maximum Equivalent Length m 200 200 200

Real Length m 180 180 180
Liquid Line Real Length m 300 300 300
Length To First Branch m 100 100 100
Equivalent Length Outdoor Pipe m 10 10 10
Real Length Indoor Piping 30 30 30
Equivalent Length <> Branches 50 50 50
Height Difference Outdoor > Indoor 70 70 70
Height Difference Outdoor < Indoor m 30 30 30
Height Difference <> Indoor Units m 40 40 40
Height Difference <> Outdoor Units m 5 5 5

Electrical Data
Running Current Cooling/Heating A 21.81/19.14 25.1/21.49 29.18/24.68
Power Supply Starting Current A Soft Start Soft Start Soft Start
Power Supply V-Ph-Hz 380-415/3/50 380-415/3/50 380-415/3/50
Power Supply Suggested Fuse Supply* A 40 40 50

Pricing
Outdoor Retail  £13,014.00  £13,908.00  £14,864.00 

Accessories
RBM-BY55FE VRF 3-pipe Y Joint <6.4hp  £98.00 

RBM-BY105FE VRF 3-pipe Y Joint 6.4 - 14.2hp  £126.00 

RBM-BY205FE VRF 3-pipe Y Joint 14.2 - 25.2hp  £207.00 

RBM-BY305FE VRF 3-pipe Y Joint >25.2hp  £307.00 

RBM-HY1043FE VRF 3-pipe 4-way Header <6.4hp  £259.00 

RBM-HY2043FE VRF 3-pipe 4-way Header 6.4 - 14.2hp  £340.00 

RBM-HY1083FE VRF 3-pipe 8-way Header 14.2 - 25.2hp  £414.00 

RBM-HY2083FE VRF 3-pipe 8-way Header >25.2hp  £421.00 

RBM-BT14FE VRF CDU 3-pipe Modular Kit <26hp  £172.00 

RBM-BT24FE VRF CDU 3-pipe Modular Kit >26hp  £262.00 

See page(s) 219 - 225 for full accessories information
Please see page X(tbc) for strip down information

* The electrical installation needs to meet current UK electrical regulations BS7671:2018+A2:2022 the 18th Edition of the IET regulations.
Fuse sizes shown are for guidance only, cables and protective devices should be calculated using the MCA/MOCP
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Flow Boxes for R410A Heat Recovery
• Standard FS Box up to 15m
• Premium FS Box up to 50m
• 4 and 6 way multi boxes
• Standard boxes take supply from indoor 
• Flow boxes require power supply, apart from 3 series boxes that take power from 

indoor

3 Series Flow Box RBM-Y1123FE RBM-Y1803FE RBM-Y2803FE
No of ports 1 1 1

Performance Data
Height x Width x Depth mm 190 x 490 x 160 190 x 490 x 160 200 x 640 x 200
Weight kg 5 5 8
Standard 5 Core Control Cable Max. Length m 6 6 6
Standard 3 Core Power Cable Max. Length m 6 6 6
Optional Accessory Combined Control/Power Cable Max. Length m 15 15 15
Power Supply From Local or Group Indoor Unit V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Max. Pipe Length To Indoor Unit m 15 15 15
Suggested Fuse Supply - - -

Pricing
Outdoor Retail  £751.00  £834.00  £1,307.00 
Power supply taken from indoor

4 Series Flow Box RBM-Y1124FE RBM-Y1804FE RBM-Y2804FE
No of ports 1 1 1

Performance Data
Height x Width x Depth mm 180 x 425 x 300 180 x 425 x 300 180 x 495 x 350
Weight kg 11 11 16
Standard 5 Core Control Cable Max. Length m - - -
Standard 3 Core Power Cable Max. Length m - - -
Optional Accessory Combined Control/Power Cable Max. Length m - - -
Power Supply From Local or Group Indoor Unit V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Max. Pipe Length To Indoor Unit m 50 50 50
Suggested Fuse Supply - - -

Pricing
Outdoor Retail £1,129.00 £1,252.00 £1,962.00

Multi Port Flow Box RBM-Y1801F4PE RBM-Y1801F6PE
No of ports 4 6

Performance Data
Height x Width x Depth mm 215 x 1157 x 687 215 x 1477 x 687
Weight kg 38 53
Standard 5 Core Control Cable Max. Length m - -
Standard 3 Core Power Cable Max. Length m - -
Optional Accessory Combined Control/Power Cable Max. Length m - -
Power Supply From Local or Group Indoor Unit V/ph/Hz 220-240/1/50 220-240/1/50
Max. Pipe Length To Indoor Unit m 50 50
Suggested Fuse Supply 5 5

Pricing
Outdoor Retail  £2,834.00  £4,251.00 
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SHRM Advance R32 Heat Pump/
Heat Recovery Outdoors
• Low GWP R32 Refrigerant
• 2-pipe or 3-pipe from same outdoor module
• Low chassis footprint
• Flow box flexibility with Single boxes and Multi port boxes
• 40% reduction in refrigerant charge
• 80% reduction in equivalent CO2

Outdoor MMY-SUG0801MT8P-E MMY-SUG1001MT8P-E MMY-SUG1201MT8P-E

Capacity HP 8 10 12
Max number of indoor units No 18 22 27

Performance Data
Cooling Capacity  kW 22.4 28 33.5
Heating Capacity  kW 25 31.5 37.5
Operating range cooling/heating °C -15.0 to 50.0/-25.0 to 15.5 -15.0 to 50.0/-25.0 to 15.5 -15.0 to 50.0/-25.0 to 15.5

Cooling Power consumption kW 5.13 6.83 8.88
EER/SEER/Class (or ηsc %) 4.37/8.90/353.0 4.10/8.69/344.6 3.77/8.23/326.2

Heating Power consumption kW 4.96 6.22 7.64
COP/SCOP/Class (or ηsc(A) %) 4.52/4.44/174.6 4.50/4.67/183.8 4.38/4.62/181.8

Fan(s) Standard Air Flow l/s 2750 2916 3250
Standard Air Flow m3/h 9900 10500 11700
External Static Pressure Pa 80 80 80

Sound Pressure Level C/H dB(A) 53/56 55/58 58/62
Power Level C/H dB(A) 74/77 75/78 79/82

Unit
Unit Height x Width x Depth mm 1690 x 990 x 780 1690 x 990 x 780 1690 x 990 x 780

Weight kg 232 232 232
Refrigerant Base Charge kg 6 6 6
Pipe Connection Suction Gas Pipe Brazing inch 3/4 7/8 1-1/8

Discharge Pipe Brazing inch 5/8 3/4 3/4
Liquid Pipe Flare inch 1/2 1/2 1/2

Pipe Run Data
Maximum Equivalent Length m 215 215 215

Real Length m 190 190 190
Liquid Line Real Length m 500 500 500
Length To First Branch m 90 90 90
Equivalent Length Outdoor Pipe m 10 10 10
Real Length Indoor Piping 50 50 50
Equivalent Length <> Branches 50 50 50
Height Difference Outdoor > Indoor 90 90 90
Height Difference Outdoor < Indoor m 40 40 40
Height Difference <> Indoor Units m 40 40 40
Height Difference <> Outdoor Units m 5 5 5

Electrical Data
Running Current Cooling/Heating A 9.14/8.95 11.50/10.60 14.20/12.5
Power Supply Starting Current A Soft Start Soft Start Soft Start
Power Supply V-Ph-Hz 380-415/3/50 380-415/3/50 380-415/3/50
Power Supply Suggested Fuse Supply* A 20 20 20

Pricing
Outdoor Retail  £8,212.00  £8,927.00  £11,819.00 

Accessories
RBM-BY55E VRF 2-pipe Y Joint <6.4hp  £70.00 TCB-BT1UP-E Battery Kit  £265.00 

RBM-BY105E VRF 2-pipe Y Joint 6.4 - 14.2hp  £79.00 TCB-LD1UPE Leak Detector  £280.00 

RBM-HY1043E VRF 2-pipe 4-way Header <14.2hp  £198.00 TCB-PCNIN4E Output Control Board  £-   

RBM-HY1083E VRF 2-pipe 8-way Header <14.2hp  £338.00 TCB-PCDM4E Power  peak-cut control board  £118.00 

RBM-BY55FE Y-Shape branching joint  £98.00 TCB-PCMO4E External master ON/OFF control board  £91.00 

RBM-BY105FE Y-Shape branching joint  £126.00 RBM-SV1121HUPE Shut-off valve < 11.2kW  £778.00 

RBM-BY205FE Y-Shape branching joint  £207.00 RBM-SV1801HUPE Shut-off valve 11.2kW - 18.0kW  £872.00 

RBM-HY1043FE 4-Branching header  £259.00 RBM-SV6701HUPE Shut-off valve <18.0kW - 67.0kW  £1,556.00 

RBM-HY2043FE 4-Branching header  £340.00 

RBM-HY1083FE 8-branching header  £414.00 

RBM-HY2083FE 8-branching header  £421.00 

See page(s) 219 - 225 for full accessories information
Please see page X(tbc) for strip down information

* The electrical installation needs to meet current UK electrical regulations BS7671:2018+A2:2022 the 18th Edition of the IET regulations.
Fuse sizes shown are for guidance only, cables and protective devices should be calculated using the MCA/MOCP
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SHRM Advance R32 Heat Pump/
Heat Recovery Outdoors
• Low GWP R32 Refrigerant
• 2-pipe or 3-pipe from same outdoor module
• Low chassis footprint
• Flow box flexibility with Single boxes and Multi port boxes
• 40% reduction in refrigerant charge
• 80% reduction in equivalent CO2
Outdoor MMY-SUG1401MT8P-E MMY-SUG1601MT8P-E MMY-SUG1801MT8P-E

Capacity HP 14 16 18
Max number of indoor units No 31 36 40

Performance Data
Cooling Capacity  kW 40 45 50.4
Heating Capacity  kW 45 50 56
Operating range cooling/heating °C -15.0 to 50.0/-25.0 to 15.5 -15.0 to 50.0/-25.0 to 15.5 -15.0 to 50.0/-25.0 to 15.5

Cooling Power consumption kW 12.04 12.16 14.78
EER/SEER/Class (or ηsc %) 3.32/8.08/320.2 3.70/8.64/342.6 3.41/8.32/329.8

Heating Power consumption kW 10.28 11.06 14
COP/SCOP/Class (or ηsc(A) %) 3.89/4.30/169.0 4.07/4.65/183 3.60/4.49/176.6

Fan(s) Standard Air Flow l/s 3300 4250 4666
Standard Air Flow m3/h 11880 15300 16800
External Static Pressure Pa 80 80 80

Sound Pressure Level C/H dB(A) 58/63 60/64 61/67
Power Level C/H dB(A) 79/84 83/87 84/89

Unit
Unit Height x Width x Depth mm 1690 x 990 x 780 1690 x 1290 x 780 1690 x 1290 x 780

Weight kg 232 329 329
Refrigerant Base Charge kg 6 9 9
Pipe Connection Suction Gas Pipe Brazing inch 1-1/8 1-1/8 1-1/8

Discharge Pipe Brazing inch 7/8 7/8 7/8
Liquid Pipe Flare inch 5/8 5/8 5/8

Pipe Run Data
Maximum Equivalent Length m 215 215 215

Real Length m 190 190 190
Liquid Line Real Length m 500 500 500
Length To First Branch m 90 90 90
Equivalent Length Outdoor Pipe m 10 10 10
Real Length Indoor Piping 50 50 50
Equivalent Length <> Branches 50 50 50
Height Difference Outdoor > Indoor 90 90 90
Height Difference Outdoor < Indoor m 40 40 40
Height Difference <> Indoor Units m 40 40 40
Height Difference <> Outdoor Units m 5 5 5

Electrical Data
Running Current Cooling/Heating A 18.90/16.30 21.10/19.90 24.80/23.80
Power Supply Starting Current A Soft Start Soft Start Soft Start
Power Supply V-Ph-Hz 380-415/3/50 380-415/3/50 380-415/3/50
Power Supply Suggested Fuse Supply* A 25 32 32

Pricing
Outdoor Retail  £12,406.00  £13,676.00  £14,626.00 

Accessories
RBM-BY55E VRF 2-pipe Y Joint <6.4hp  £70.00 TCB-BT1UP-E Battery Kit  £265.00 

RBM-BY105E VRF 2-pipe Y Joint 6.4 - 14.2hp  £79.00 TCB-LD1UPE Leak Detector  £280.00 

RBM-HY1043E VRF 2-pipe 4-way Header <14.2hp  £198.00 TCB-PCNIN4E Output Control Board  £-   

RBM-HY1083E VRF 2-pipe 8-way Header <14.2hp  £338.00 TCB-PCDM4E Power  peak-cut control board  £118.00 

RBM-BY55FE Y-Shape branching joint  £98.00 TCB-PCMO4E External master ON/OFF control board  £91.00 

RBM-BY105FE Y-Shape branching joint  £126.00 RBM-SV1121HUPE Shut-off valve < 11.2kW  £778.00 

RBM-BY205FE Y-Shape branching joint  £207.00 RBM-SV1801HUPE Shut-off valve 11.2kW - 18.0kW  £872.00 

RBM-HY1043FE 4-Branching header  £259.00 RBM-SV6701HUPE Shut-off valve <18.0kW - 67.0kW  £1,556.00 

RBM-HY2043FE 4-Branching header  £340.00 

RBM-HY1083FE 8-branching header  £414.00 

RBM-HY2083FE 8-branching header  £421.00 

See page(s) 219 - 225 for full accessories information
Please see page X(tbc) for strip down information

* The electrical installation needs to meet current UK electrical regulations BS7671:2018+A2:2022 the 18th Edition of the IET regulations.
Fuse sizes shown are for guidance only, cables and protective devices should be calculated using the MCA/MOCP
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SHRM Advance R32 Heat Pump/
Heat Recovery Outdoors
• Low GWP R32 Refrigerant
• 2-pipe or 3-pipe from same outdoor module
• Low chassis footprint
• Flow box flexibility with Single boxes and Multi port boxes
• 40% reduction in refrigerant charge
• 80% reduction in equivalent CO2
Outdoor MMY-SUG2001MT8P-E MMY-SUG2201MT8P-E MMY-SUG2401MT8P-E

Capacity HP 20 22 24
Max number of indoor units No 45 49 54

Performance Data
Cooling Capacity  kW 56 61.5 67
Heating Capacity  kW 63 69 70
Operating range cooling/heating °C -15.0 to 50.0/-25.0 to 15.5 -15.0 to 50.0/-25.0 to 15.5 -15.0 to 50.0/-25.0 to 15.5

Cooling Power consumption kW 15.47 18.19 24.27
EER/SEER/Class (or ηsc %) 3.62/8.29/328.6 3.38/7.88/312.2 2.76/6.66/263.4

Heating Power consumption kW 14.25 16.1 19.48
COP/SCOP/Class (or ηsc(A) %) 3.93/4.29/168.6 3.82/4.26/167.4 3.44/4.04/158.6

Fan(s) Standard Air Flow l/s 4416 4583 4666
Standard Air Flow m3/h 15900 16500 16800
External Static Pressure Pa 80 80 80

Sound Pressure Level C/H dB(A) 63/67 64/67 64/69
Power Level C/H dB(A) 85/89 86/90 86/91

Unit
Unit Height x Width x Depth mm 1690 x 1290 x 780 1690 x 1290 x 780 1690 x 1290 x 780

Weight kg 361 361 361
Refrigerant Base Charge kg 9 9 9
Pipe Connection Suction Gas Pipe Brazing inch 1-1/8 1-1/8 1-1/8

Discharge Pipe Brazing inch 7/8 7/8 7/8
Liquid Pipe Flare inch 5/8 5/8 5/8

Pipe Run Data
Maximum Equivalent Length m 215 215 215

Real Length m 190 190 190
Liquid Line Real Length m 500 500 500
Length To First Branch m 90 90 90
Equivalent Length Outdoor Pipe m 10 10 10
Real Length Indoor Piping 50 50 50
Equivalent Length <> Branches 50 50 50
Height Difference Outdoor > Indoor 90 90 90
Height Difference Outdoor < Indoor m 40 40 40
Height Difference <> Indoor Units m 40 40 40
Height Difference <> Outdoor Units m 5 5 5

Electrical Data
Running Current Cooling/Heating A 25.40/23.60 29.20/26.10 38.10/30.90
Power Supply Starting Current A Soft Start Soft Start Soft Start
Power Supply V-Ph-Hz 380-415/3/50 380-415/3/50 380-415/3/50
Power Supply Suggested Fuse Supply* A 32 40 50

Pricing
Outdoor Retail  £15,642.00  £16,729.00  £17,893.00 

Accessories
RBM-BY55E VRF 2-pipe Y Joint <6.4hp  £70.00 TCB-BT1UP-E Battery Kit  £265.00 

RBM-BY105E VRF 2-pipe Y Joint 6.4 - 14.2hp  £79.00 TCB-LD1UPE Leak Detector  £280.00 

RBM-HY1043E VRF 2-pipe 4-way Header <14.2hp  £198.00 TCB-PCNIN4E Output Control Board  £-   

RBM-HY1083E VRF 2-pipe 8-way Header <14.2hp  £338.00 TCB-PCDM4E Power  peak-cut control board  £118.00 

RBM-BY55FE Y-Shape branching joint  £98.00 TCB-PCMO4E External master ON/OFF control board  £91.00 

RBM-BY105FE Y-Shape branching joint  £126.00 RBM-SV1121HUPE Shut-off valve < 11.2kW  £778.00 

RBM-BY205FE Y-Shape branching joint  £207.00 RBM-SV1801HUPE Shut-off valve 11.2kW - 18.0kW  £872.00 

RBM-HY1043FE 4-Branching header  £259.00 RBM-SV6701HUPE Shut-off valve <18.0kW - 67.0kW  £1,556.00 

RBM-HY2043FE 4-Branching header  £340.00 

RBM-HY1083FE 8-branching header  £414.00 

RBM-HY2083FE 8-branching header  £421.00 

See page(s) 219 - 225 for full accessories information
Please see page X(tbc) for strip down information

* The electrical installation needs to meet current UK electrical regulations BS7671:2018+A2:2022 the 18th Edition of the IET regulations.
Fuse sizes shown are for guidance only, cables and protective devices should be calculated using the MCA/MOCP
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Flow Boxes for R32 Heat Recovery
• 1 to 12 ports
• Max 10 indoors per port
• Up to 18kW per port
• Embedded shut off valve
• Below 300mm height

Single Port Flow Box RBM-Y1121FUPE RBM-Y1801FUPE RBM-Y2801FUPE
No of ports 1 1 1

Performance Data
Height x Width x Depth mm 206 x 385 x 282 206 x 385 x 282 200 x 640 x 200
Weight kg 11 11 11
Connectable Indoor Units  6 10 16
Equivalent Capacity HP <4 4 - 6.4 6.4 - 10
Max. Pipe Length To Indoor Unit m 50 50 50
Power Supply From Local or Group Indoor Unit V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Power Supply A

Pricing
Outdoor Retail  £1,089.00  £1,208.00  £1,894.00 

Multi Port Flow Box RBM-Y1801FU4PE RBM-Y1801FU8PE RBM-Y1801FU12PE
No of ports 4 8 12

Performance Data
Height x Width x Depth mm 293 x 338 x 468 293 x 578 x 468 293 x 818 x 468
Weight kg 22 36 50
Connectable Indoor Units  10 (40) 10 (80) 10 (120)
Equivalent Capacity HP
Max. Pipe Length To Indoor Unit m 50 50 50
Power Supply From Local or Group Indoor Unit V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Power Supply A 5 5 10

Pricing
Outdoor Retail  £2,834.00  £4,251.00  £6,377.00 



VRF Wall Mounted
• Low sound levels
• Compact and lightweight
• Easy cleaning
• 0.9 to 10kW
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MMK-UP0031HP-E MMK-UP0051HP-E MMK-UP0071HP-E MMK-UP0091HP-E
Capacity Code HP 0.3 0.6 0.8 1

Performance Data
Nominal Cooling Capacity kW 0.9 1.7 2.2 2.8

Heating Capacity kW 1.3 1.9 2.5 3.2
UK Cooling Total/Sensible kW 0.9/0.7 1.5/1.4 2.0/1.6 2.5/1.9

Heating kW 0.9 1.3 1.7 2.2
Electrical Power Input kW 0.015 0.015 0.015 0.016

Run Current Amps 0.15 0.15 0.16 0.17
Start Current Amps 0.19 0.19 0.2 0.21

Indoor Data
Air Flow High - Medium - Low l/s 126 - 103 - 75 126 - 103 - 75 133 - 107 - 75 141 - 110 - 75

High - Medium - Low m3/h 455 - 370 - 270 455 - 370 - 270 480 - 385 - 270 510 - 395 - 270
Sound Pressure High - Medium - Low dB(A) 33 - 29 - 25 33 - 29 - 25 35 - 30 - 25 36 - 31 - 25

Power High - Medium - Low dB(A) 48 - 44 - 40 48 - 44 - 40 50 - 45 - 40 51 - 46 - 40
Unit Height x Width x Depth mm 293 x 798 x 230 293 x 798 x 230 293 x 798 x 230 293 x 798 x 230

Weight kg 11 11 11 11
Pipe Connection Flare Connections (gas - liquid) inch 3/8 - 1/4 3/8 - 1/4 3/8 - 1/4 3/8 - 1/4

Drain Pipe Connection OD/ID mm 16/14 16/14 16/14 16/14
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5
Remote Controller (Wireless included) WH-TA09NE (Infra-Red) WH-TA09NE (Infra-Red) WH-TA09NE (Infra-Red) WH-TA09NE (Infra-Red)

Retail Price
Indoor Retail  £661.00  £696.00  £706.00  £716.00 

Accessories
RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

See page(s) 214 - 217 for full accessories information
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VRF Wall Mounted
• Low sound levels
• Compact and lightweight
• Easy cleaning
• 0.9 to 10kW

MMK-UP0271HP-E MMK-UP0301HP-E MMK-UP0361HP-E
Capacity Code HP 3 3.2 4

Performance Data
Nominal Cooling Capacity kW 8 9 10

Heating Capacity kW 9 10 11.2
UK Cooling Total/Sensible kW 7.1/5.6 8.0/6.3 10.0/7.8

Heating kW 6.1 6.8 8.5
Electrical Power Input kW 0.034 0.054 0.066

Run Current Amps 0.03 0.05 0.06
Start Current Amps 0.34 0.5 0.6

Indoor Data
Air Flow High - Medium - Low l/s 333 - 277 - 222 403 - 361 - 305 458 - 375 - 347

High - Medium - Low m3/h 1200 - 1000 - 800 1500 - 1300 - 1100 1650 - 1350 - 1250
Sound Pressure High - Medium - Low dB(A) 45 - 41 - 39 48 - 44 - 41 50 - 45 - 43

Power High - Medium - Low dB(A) 60 - 56 - 54 63 - 59 - 56 65 - 60 - 58
Unit Height x Width x Depth mm 348 x 1200 x 280 348 x 1200 x 280 348 x 1200 x 280

Weight kg 21 21 21
Pipe Connection Flare Connections (gas - liquid) inch 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Drain Pipe Connection OD/ID mm 16/14 16/14 16/14
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5
Remote Controller (Wireless included) WH-TA09NE (Infra-Red) WH-TA09NE (Infra-Red) WH-TA09NE (Infra-Red)

Retail Price
Indoor Retail  £1,090.00  £1,147.00  £1,208.00 

Accessories
RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

See page(s) 214 - 217 for full accessories information

MMK-UP0121HP-E MMK-UP0151HP-E MMK-UP0181HP-E MMK-UP0241HP-E
Capacity Code HP 1.25 1.7 2 2.5

Performance Data
Nominal Cooling Capacity kW 3.6 4.5 5.6 7.1

Heating Capacity kW 4 5 6.3 8
UK Cooling Total/Sensible kW 3.3/2.4 4.1/3.0 5.1/3.7 6.4/4.7

Heating kW 2.7 3.4 4.3 5.4
Electrical Power Input kW 0.017 0.028 0.032 0.05

Run Current Amps 0.18 0.26 0.29 0.4
Start Current Amps 0.22 0.35 0.38 0.5

Indoor Data
Air Flow High - Medium - Low l/s 150 - 114 - 75 233 - 192 - 153 250 - 200 - 153 333 - 250 - 167

High - Medium - Low m3/h 540 - 410 - 270 840 - 690 - 550 900 - 720 - 550 1200 - 900 - 600
Sound Pressure High - Medium - Low dB(A) 37 - 32 - 25 40 - 36 - 32 41 - 37 - 32 45 - 39 - 33

Power High - Medium - Low dB(A) 52 - 47 - 40 55 - 51 - 47 56 - 52 - 47 60 - 54 - 48
Unit Height x Width x Depth mm 293 x 798 x 230 293 x1050 x 250 293 x1050 x 250 293 x1050 x 250

Weight kg 11 16 16 16
Pipe Connection Flare Connections (gas - liquid) inch 3/8 - 1/4 1/2 - 1/4 1/2 - 1/4 5/8 - 3/8

Drain Pipe Connection OD/ID mm 16/14 16/14 16/14 16/14
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5
Remote Controller (Wireless included) WH-TA09NE (Infra-Red) WH-TA09NE (Infra-Red) WH-TA09NE (Infra-Red) WH-TA09NE (Infra-Red)

Retail Price
Indoor Retail  £730.00  £826.00  £843.00  £929.00 



VRF Wall Mounted Haori
• 1.7 to 5.6kW range
• Low sound levels
• Stylish textile fabric cover
• Toshiba Ultra Pure Filter captures up to 94% of PM 2.5
• Toshiba Plasma Ionizer catches and neutralizes contaminated particles
• Toshiba Magic Coil always as clean as new
• Uses remote PMV for noise sensitive areas (required)
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 Indoor MMK-UP0051DHPL-E MMK-UP0071DHPL-E MMK-UP0091DHPL-E

PMV RBM-PMV0361UP-E RBM-PMV0361UP-E RBM-PMV0361UP-E
Capacity Code HP 0.6 0.8 1

Performance Data
Nominal Cooling Capacity kW 1.7 2.2 2.8

Heating Capacity kW 1.9 2.5 3.2
UK Cooling Total/Sensible kW 1.5/1.4 2.0/1.6 2.5/1.9

Heating kW 1.3 1.7 2.2
Electrical Power Input kW 0.015 0.018 0.019

Run Current Amps 0.17 0.18 0.19
Start Current Amps 0.22 0.23 0.24

Indoor Data
Air Flow High - Medium - Low l/s 126 - 103 - 83 133 - 107 - 83 142 - 110 - 83

High - Medium - Low m3/h 455 - 370 - 300 480 - 385 - 300 510 - 395 - 300
Sound Pressure High - Medium - Low dB(A) 33 - 29 - 25 35 - 30 - 25 36 - 31 - 25

Power High - Medium - Low dB(A) 48 50 51
Unit Height x Width x Depth mm 300 x 987 x 210 300 x 987 x 210 300 x 987 x 210

Weight kg 11 11 11
Pipe Connection Flare Connections (gas - liquid) inch 3/8 - 1/4 3/8 - 1/4 3/8 - 1/4

Drain Pipe Connection OD/ID mm 16/14 16/14 16/14
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5
Remote Controller (Wireless included) WH-UB01UE (Infra-Red) WH-UB01UE (Infra-Red) WH-UB01UE (Infra-Red)

Retail Price
Indoor Retail  £906.00  £921.00  £933.00 
PMV Kit  £232.00  £232.00  £232.00 
Total Retail  £1,138.00  £1,153.00  £1,165.00 

Accessories
RBC-AMTU31-E Remote Controller  £86.00 RB-I4101-E Fabric Kit - Dark Grey  £73

RBC-AMSU51-ES Remote Controller  £152.00 RB-I4102-E Fabric Kit - Light Grey  £73

RBC-AWSU52-E Remote Controller  £175.00 RB-I4103-E Fabric Kit - Blue Grey  £73

RBC-ASCU11-E Compact Remote Controller  £74.00 RB-I4104-E Fabric Kit - Grey Beige  £73

RBC-MTSC1 Mini Touch Screen Controller  £284.00 RB-I4105-E Fabric Kit - Dark Brown  £73

RBC-MTSC2 Mini Touch Screen Controller  £337.00 RB-I4106-E Fabric Kit - Emerald Blue  £73

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

See page(s) 214 - 217 for full accessories information
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VRF Wall Mounted Haori
• 1.7 to 5.6kW range
• Low sound levels
• Stylish textile fabric cover
• Toshiba Ultra Pure Filter captures up to 94% of PM 2.5
• Toshiba Plasma Ionizer catches and neutralizes contaminated particles
• Toshiba Magic Coil always as clean as new
• Uses remote PMV for noise sensitive areas (required)

 Indoor MMK-UP0121DHPL-E MMK-UP0151DHPL-E MMK-UP0181DHPL-E

PMV RBM-PMV0361UP-E RBM-PMV0901UP-E RBM-PMV0901UP-E
Capacity Code HP 1.25 1.7 2

Performance Data
Nominal Cooling Capacity kW 3.6 4.5 5.6

Heating Capacity kW 4 5 6.3
UK Cooling Total/Sensible kW 3.3/2.4 4.1/3.0 5.1/3.7

Heating kW 2.7 3.4 4.3
Electrical Power Input kW 0.021 0.025 0.032

Run Current Amps 0.2 0.22 0.28
Start Current Amps 0.25 0.27 0.33

Indoor Data
Air Flow High - Medium - Low l/s 150 - 114 - 83 161 - 133 - 106 203 - 167 - 117

High - Medium - Low m3/h 540 - 410 - 300 580 - 480 - 380 730 - 600 - 420
Sound Pressure High - Medium - Low dB(A) 37 - 32 - 25 40 - 35 - 30 45 - 39 - 32

Power High - Medium - Low dB(A) 52 55 60
Unit Height x Width x Depth mm 300 x 987 x 210 300 x 987 x 210 300 x 987 x 210

Weight kg 11 11 11
Pipe Connection Flare Connections (gas - liquid) inch 3/8 - 1/4 1/2 - 1/4 1/2 - 1/4

Drain Pipe Connection OD/ID mm 16/14 16/14 16/14
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5
Remote Controller (Wireless included) WH-UB01UE (Infra-Red) WH-UB01UE (Infra-Red) WH-UB01UE (Infra-Red)

Retail Price
Indoor Retail  £953.00  £1,063.00  £1,085.00 
PMV Kit  £232.00  £267.00  £267.00 
Total Retail  £1,185.00  £1,330.00  £1,352.00 

Accessories
RBC-AMTU31-E Remote Controller  £86.00 RB-I4101-E Fabric Kit - Dark Grey  £73

RBC-AMSU51-ES Remote Controller  £152.00 RB-I4102-E Fabric Kit - Light Grey  £73

RBC-AWSU52-E Remote Controller  £175.00 RB-I4103-E Fabric Kit - Blue Grey  £73

RBC-ASCU11-E Compact Remote Controller  £74.00 RB-I4104-E Fabric Kit - Grey Beige  £73

RBC-MTSC1 Mini Touch Screen Controller  £284.00 RB-I4105-E Fabric Kit - Dark Brown  £73

RBC-MTSC2 Mini Touch Screen Controller  £337.00 RB-I4106-E Fabric Kit - Emerald Blue  £73

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

See page(s) 214 - 217 for full accessories information
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VRF Compact Cassette
• Smart flat-panel design
• Fit within the T-bar of grid ceiling
• Built-in high lift drain pump
• Sound level from 29dB(A)

 MMU-UP0051MH-E MMU-UP0071MH-E MMU-UP0091MH-E
Panel RBC-UM21PG(W)-E RBC-UM21PG(W)-E RBC-UM21PG(W)-E

Capacity Code HP 0.6 0.8 1
Performance Data

Nominal Cooling Capacity kW 1.7 2.2 2.8
Heating Capacity kW 1.9 2.5 3.2

UK Cooling Total/Sensible kW 1.5/1.3 2.0/1.7 2.5/2.1
Heating kW 1.3 1.3 1.7

Electrical Power Input kW 0.016 0.023 0.025
Run Current Amps 0.16 0.23 0.24
Start Current Amps 0.28 0.41 0.43

Indoor Data
Air Flow High - Medium - Low l/s 120 - 112 - 102 153 - 128 - 105 158 - 130 - 105

High - Medium - Low m3/h 430 - 400 - 365 552 - 462 - 378 570 - 468 - 378
Sound Pressure High - Medium - Low dB(A) 32 - 30 - 29 37 - 33 - 29 38 - 33 - 29

Power High - Medium - Low dB(A) 47 - 45 - 44 52 - 48 - 44 53 - 48 - 44
Unit Height x Width x Depth mm 256 x 575 x 575 256 x 575 x 575 256 x 575 x 575

Weight kg 15 15 15
Panel Height x Width x Depth inch 12 x 620 x 620 12 x 620 x 620 12 x 620 x 620

Weight RBC-U41PG(W)-E mm 2.5 2.5 2.5
Pipe Connection Flare Connections (gas - liquid) V/ph/Hz-A 3/8 - 1/4 3/8 - 1/4 3/8 - 1/4

Drain Pipe Connection OD/ID VP20 VP20 VP20
Power Supply Suggested Fuse Size 220-240/1/50-3 220-240/1/50-3 220-240/1/50-3

Retail Price
Indoor Retail  £978.00  £1,004.00  £1,080.00 
Panel Retail  £286.00  £286.00  £286.00 
Total Retail  £1,264.00  £1,290.00  £1,366.00 

Accessories
RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

TCB-PCUC2E Indoor Control Interface  £150.00 

RBC-AXU31UM-E 4-Way Compact Cassette Corner  £142.00 

TCB-TC41U-E Remote Sensor  £86.00 

See page(s) 214 - 217 for full accessories information



VRF Compact Cassette
• Smart flat-panel design
• Fit within the T-bar of grid ceiling
• Built-in high lift drain pump
• Sound level from 29dB(A)
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 MMU-UP0121MH-E MMU-UP0151MH-E MMU-UP0181MH-E
Panel RBC-UM21PG(W)-E RBC-UM21PG(W)-E RBC-UM21PG(W)-E

Capacity Code HP 1.3 1.7 2
Performance Data

Nominal Cooling Capacity kW 3.6 4.5 5.6
Heating Capacity kW 4 5 6.3

UK Cooling Total/Sensible kW 3.3/2.5 4.1/3.1 5.1/3.9
Heating kW 2.2 2.7 3.4

Electrical Power Input kW 0.027 0.03 0.052
Run Current Amps 0.25 0.28 0.46
Start Current Amps 0.44 0.5 0.8

Indoor Data
Air Flow High - Medium - Low l/s 165 - 140 - 112 183 - 153 - 130 233 - 167 - 145

High - Medium - Low m3/h 594 - 504 - 402 660 - 552 - 468 840 - 642 - 522
Sound Pressure High - Medium - Low dB(A) 38 - 34 - 30 40 - 35 - 31 47 - 39 - 34

Power High - Medium - Low dB(A) 53 - 49 - 45 55 - 50 - 46 62 - 54 - 49
Unit Height x Width x Depth mm 256 x 575 x 575 256 x 575 x 575 256 x 575 x 575

Weight kg 15 15 15
Panel Height x Width x Depth inch 12 x 620 x 620 12 x 620 x 620 12 x 620 x 620

Weight RBC-U41PG(W)-E mm 2.5 2.5 2.5
Pipe Connection Flare Connections (gas - liquid) V/ph/Hz-A 3/8 - 1/4 1/2 - 1/4 1/2 - 1/4

Drain Pipe Connection OD/ID VP20 VP20 VP20
Power Supply Suggested Fuse Size 220-240/1/50-3 220-240/1/50-3 220-240/1/50-3

Retail Price
Indoor Retail  £1,128.00  £1,188.00  £1,265.00 
Panel Retail  £286.00  £286.00  £286.00 
Total Retail  £1,414.00  £1,474.00  £1,551.00 

Accessories
RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

TCB-PCUC2E Indoor Control Interface  £150.00 

RBC-AXU31UM-E 4-Way Compact Cassette Corner  £142.00 

TCB-TC41U-E Remote Sensor  £86.00 

See page(s) 214 - 217 for full accessories information
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VRF Smart Cassette
• Unique louvre design for optimal air distribution
• Simple & elegant design
• 5 fan steps to precisely control the air flow
• High efficiency fan motor
• Energy saving with the occupancy sensor (option)

 MMU-UP0091H-E MMU-UP0121H-E MMU-UP0151H-E MMU-UP0181H-E
Panel RBC-U41PG(W)-E RBC-U41PG(W)-E RBC-U41PG(W)-E RBC-U41PG(W)-E

Capacity Code HP 1 1.3 1.7 2
Performance Data

Nominal Cooling Capacity kW 2.8 3.6 4.5 5.6
Heating Capacity kW 3.2 4 5 6.3

UK Cooling Total/Sensible kW 2.5/2.0 3.3/2.5 4.1/3.0 5.1/3.8
Heating kW 2.2 2.7 3.4 4.3

Electrical Power Input kW 0.02 0.02 0.018 0.026
Run Current Amps 0.18 0.18 0.2 0.26
Start Current Amps 0.27 0.27 0.3 0.39

Indoor Data
Air Flow High - Medium - Low l/s 235 - 213 -197 235 - 213 -197 294 - 256 -222 350 - 306 -261

High - Medium - Low m3/h 846 - 768 - 708 846 - 768 - 708 1060 - 920 - 800 1260 - 1100 - 940
Sound Pressure High - Medium - Low dB(A) 30 - 28 - 26 30 - 28 - 26 32 - 30 - 28 36 - 33 - 31

Power High - Medium - Low dB(A) 45 - 43 - 42 45 - 43 - 42 46 - 44 - 42 50 - 47 - 45
Unit Height x Width x Depth mm 256 x 840 x 840 256 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Weight kg 18 18 25 25
Panel Height x Width x Depth mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Weight RBC-U41PG(W)-E kg 5 5 5 5
Pipe Connection Flare Connections (gas - liquid) inch 3/8 - 1/4 3/8 - 1/4 1/2 - 1/4 1/2 - 1/4

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25 32/25
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £1,240.00  £1,363.00  £1,526.00  £1,610.00 
Panel Retail  £349.00  £349.00  £349.00  £349.00 
Total Retail  £1,589.00  £1,712.00  £1,875.00  £1,959.00 

Accessories
RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

RBC-AXU41U-E Smart Cassette Corner pocket for infra red  £220.00 

TCB-TC41U-E Remote Sensor  £86.00 

See page(s) 214 - 217 for full accessories information



VRF Smart Cassette
• Unique louvre design for optimal air distribution
• Simple & elegant design
• 5 fan steps to precisely control the air flow
• High efficiency fan motor
• Energy saving with the occupancy sensor (option)

 MMU-UP0241H-E MMU-UP0271H-E MMU-UP0301H-E
Panel RBC-U41PG(W)-E RBC-U41PG(W)-E RBC-U41PG(W)-E

Capacity Code HP 2.5 3 3.2
Performance Data

Nominal Cooling Capacity kW 7.1 8 9
Heating Capacity kW 8 9 10

UK Cooling Total/Sensible kW 6.4/4.6 7.3/5.2 8.2/5.9
Heating kW 5.4 6.1 6.8

Electrical Power Input kW 0.042 0.054 0.068
Run Current Amps 0.38 0.48 0.6
Start Current Amps 0.57 0.72 0.9

Indoor Data
Air Flow High - Medium - Low l/s 439 - 361 -311 492 - 383 -347 539 - 422 -389

High - Medium - Low m3/h 1580 - 1300 - 1120 1770 - 1380 - 1250 1940 - 1520 - 1400
Sound Pressure High - Medium - Low dB(A) 41 - 37 - 35 42 - 37 - 35 44 - 39 - 37

Power High - Medium - Low dB(A) 55 - 51 - 48 56 - 51 - 49 58 - 53 - 51
Unit Height x Width x Depth mm 319 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Weight kg 25 25 25
Panel Height x Width x Depth mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Weight RBC-U41PG(W)-E kg 5 5 5
Pipe Connection Flare Connections (gas - liquid) inch 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £1,665.00  £1,698.00  £1,757.00 
Panel Retail  £349.00  £349.00  £349.00 
Total Retail  £2,014.00  £2,047.00  £2,106.00 

Accessories
RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

RBC-AXU41U-E Smart Cassette Corner pocket for infra red  £220.00 

TCB-TC41U-E Remote Sensor  £86.00 

See page(s) 214 - 217 for full accessories information
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VRF Smart Cassette
• Unique louvre design for optimal air distribution
• Simple & elegant design
• 5 fan steps to precisely control the air flow
• High efficiency fan motor
• Energy saving with the occupancy sensor (option)

 MMU-UP0361H-E MMU-UP0481H-E MMU-UP0561H-E
Panel RBC-U41PG(W)-E RBC-U41PG(W)-E RBC-U41PG(W)-E

Capacity Code HP 4 5 6
Performance Data

Nominal Cooling Capacity kW 11.2 14 16
Heating Capacity kW 12.5 16 18

UK Cooling Total/Sensible kW 10.2/7.3 12.7/9.3 14.5/10.4
Heating kW 8.5 10.9 12.2

Electrical Power Input kW 0.125 0.135 0.137
Run Current Amps 0.94 0.96 0.97
Start Current Amps 1.41 1.44 1.46

Indoor Data
Air Flow High - Medium - Low l/s 607 - 443 -350 628 - 483 -380 628 - 495 -390

High - Medium - Low m3/h 2184 - 1596 - 1260 2262 - 1740 - 1368 2262 - 1782 - 1404
Sound Pressure High - Medium - Low dB(A) 45 - 38 - 32 46 - 39 - 33 46 - 40 - 35

Power High - Medium - Low dB(A) 60 - 53 - 48 61 - 54 - 49 61 - 55 - 51
Unit Height x Width x Depth mm 319 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Weight kg 25 25 25
Panel Height x Width x Depth mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Weight RBC-U41PG(W)-E kg 5 5 5
Pipe Connection Flare Connections (gas - liquid) inch 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £1,817.00  £1,926.00  £2,079.00 
Panel Retail  £349.00  £349.00  £349.00 
Total Retail  £2,166.00  £2,275.00  £2,428.00 

Accessories
RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

RBC-AXU41U-E Smart Cassette Corner pocket for infra red  £220.00 

TCB-TC41U-E Remote Sensor  £86.00 

See page(s) 214 - 217 for full accessories information



VRF 4-Way Cassette
• Two louver shape option: straight flow louver and wide flow louver
• Optimal air diffusion up to 4.6m ceiling height
• Self-cleaning function and Ag-ion tip for anti-mould in drain cap
• Built-in high-lift drain pump
• Compact chassis with only 256mm height (up to size 30)

 MMU-UP0091HP-E MMU-UP0121HP-E MMU-UP0151HP-E MMU-UP0181HP-E
Panel RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E

Capacity Code HP 1 1.3 1.7 2
Performance Data

Nominal Cooling Capacity kW 2.8 3.6 4.5 5.6
Heating Capacity kW 3.2 4 5 6.3

UK Cooling Total/Sensible kW 2.5/2.0 3.3/2.5 4.1/3.0 5.1/3.8
Heating kW 2.2 2.7 3.4 4.3

Electrical Power Input kW 0.021 0.021 0.023 0.026
Run Current Amps 0.23 0.23 0.27 0.29
Start Current Amps 0.3 0.3 0.33 0.36

Indoor Data
Air Flow High - Medium - Low l/s 222 - 203 - 188 222 - 203 - 188 258 - 230 - 220 292 - 255 - 222

High - Medium - Low m3/h 800 - 730 - 680 800 - 730 - 680 930 - 830 - 790 1050 - 920 - 800
Sound Pressure High - Medium - Low dB(A) 30 - 29 - 27 30 - 29 - 27 31 - 29 - 27 32 - 29 - 27

Power High - Medium - Low dB(A) 45 - 44 - 42 45 - 44 - 42 46 - 44 - 42 47 - 44 - 42
Unit Height x Width x Depth mm 256 x 840 x 840 256 x 840 x 840 256 x 840 x 840 256 x 840 x 840

Weight kg 20 20 20 20
Panel Height x Width x Depth mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Weight RBC-U41PG(W)-E kg 4 4 4 4
Pipe Connection Flare Connections (gas - liquid) inch 3/8 - 1/4 3/8 - 1/4 1/2 - 1/4 1/2 - 1/4

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25 32/25
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £912.00  £939.00  £992.00  £1,018.00 
Panel Retail  £267.00  £267.00  £267.00  £267.00 
Total Retail  £1,179.00  £1,206.00  £1,259.00  £1,285.00 

Accessories
RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

RBC-AXU31U-E 4-Way Cassette Corner  £220.00 

TCB-TC41U-E Remote Sensor  £86.00 

TCB-PLFC1UPE-120 PM2.5 After Pre-filter 4-Way Cassette (6 x filters)  £1,602.00 

TCB-PLFC2UPE-80 PM2.5 Before Pre-filter 4-Way Cassette (4 x filters)  £2,037.00 

See page(s) 214 - 217 for full accessories information
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VRF 4-Way Cassette
• Two louver shape option: straight flow louver and wide flow louver
• Optimal air diffusion up to 4.6m ceiling height
• Self-cleaning function and Ag-ion tip for anti-mould in drain cap
• Built-in high-lift drain pump
• Compact chassis with only 256mm height (up to size 30)

 MMU-UP0241HP-E MMU-UP0271HP-E MMU-UP0301HP-E
Panel RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E

Capacity Code HP 2.5 3 3.2
Performance Data

Nominal Cooling Capacity kW 7.1 8 9
Heating Capacity kW 8 9 10

UK Cooling Total/Sensible kW 6.4/4.6 7.3/5.2 8.2/5.9
Heating kW 5.4 6.1 6.8

Electrical Power Input kW 0.036 0.036 0.043
Run Current Amps 0.38 0.38 0.43
Start Current Amps 0.42 0.42 0.59

Indoor Data
Air Flow High - Medium - Low l/s 358 - 255 - 222 358 - 255 - 222 367 - 305 - 237

High - Medium - Low m3/h 1290 - 920 - 800 1290 - 920 - 800 1320 - 1100 - 850
Sound Pressure High - Medium - Low dB(A) 35 - 31 - 28 35 - 31 - 28 38 - 33 - 30

Power High - Medium - Low dB(A) 50 - 46 - 43 50 - 46 - 43 53 - 48 - 45
Unit Height x Width x Depth mm 256 x 840 x 840 256 x 840 x 840 256 x 840 x 840

Weight kg 20 20 20
Panel Height x Width x Depth mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Weight RBC-U41PG(W)-E kg 4 4 4
Pipe Connection Flare Connections (gas - liquid) inch 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £1,064.00  £1,267.00  £1,387.00 
Panel Retail  £267.00  £267.00  £267.00 
Total Retail  £1,331.00  £1,534.00  £1,654.00 

Accessories
RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

RBC-AXU31U-E 4-Way Cassette Corner  £220.00 

TCB-TC41U-E Remote Sensor  £86.00 

TCB-PLFC1UPE-120 PM2.5 After Pre-filter 4-Way Cassette (6 x filters)  £1,602.00 

TCB-PLFC2UPE-80 PM2.5 Before Pre-filter 4-Way Cassette (4 x filters)  £2,037.00 

See page(s) 214 - 217 for full accessories information



VRF 4-Way Cassette
• Two louver shape option: straight flow louver and wide flow louver
• Optimal air diffusion up to 4.6m ceiling height
• Self-cleaning function and Ag-ion tip for anti-mould in drain cap
• Built-in high-lift drain pump
• Compact chassis with only 256mm height (up to size 30)

 MMU-UP0361HP-E MMU-UP0481HP-E MMU-UP0561HP-E
Panel RBC-U32PGP-E RBC-U32PGP-E RBC-U32PGP-E

Capacity Code HP 4 5 6
Performance Data

Nominal Cooling Capacity kW 11.2 14 16
Heating Capacity kW 12.5 16 18

UK Cooling Total/Sensible kW 10.2/7.3 12.7/9.3 14.5/10.4
Heating kW 8.5 10.9 12.2

Electrical Power Input kW 0.088 0.112 0.112
Run Current Amps 0.78 0.88 0.88
Start Current Amps 0.87 1.23 1.26

Indoor Data
Air Flow High - Medium - Low l/s 547 - 397 - 297 592 - 397 - 313 592 - 422 - 342

High - Medium - Low m3/h 1970 - 1430 - 1070 2130 - 1430 - 1130 2130 - 1520 - 1230
Sound Pressure High - Medium - Low dB(A) 43 - 38 - 32 46 - 38 - 33 46 - 40 - 33

Power High - Medium - Low dB(A) 58 - 53 - 47 61 - 53 - 48 61 - 55 - 48
Unit Height x Width x Depth mm 319 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Weight kg 25 25 25
Panel Height x Width x Depth mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Weight RBC-U41PG(W)-E kg 4 4 4
Pipe Connection Flare Connections (gas - liquid) inch 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £1,467.00  £1,534.00  £1,732.00 
Panel Retail  £267.00  £267.00  £267.00 
Total Retail  £1,734.00  £1,801.00  £1,999.00 

Accessories
RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

RBC-AXU31U-E 4-Way Cassette Corner  £220.00 

TCB-TC41U-E Remote Sensor  £86.00 

TCB-PLFC1UPE-120 PM2.5 After Pre-filter 4-Way Cassette (6 x filters)  £1,602.00 

TCB-PLFC2UPE-80 PM2.5 Before Pre-filter 4-Way Cassette (4 x filters)  £2,037.00 

See page(s) 214 - 217 for full accessories information
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VRF 2-Way Cassette
• Unique air flow control, provides a balanced flow of air in two opposite directions
• The elegant white decoration panel
• Compact dimensions (height 295mm).
• Built–in drain pump
• Minimal weight (19 kg) for units up to 4.5kw

 MMU-UP0071WH-E MMU-UP0091WH-E MMU-UP0121WH-E MMU-UP0151WH-E
Panel RBC-UW283PG(W)-E RBC-UW283PG(W)-E RBC-UW283PG(W)-E RBC-UW283PG(W)-E

Capacity Code HP 0.8 1 1.3 1.7
Performance Data

Nominal Cooling Capacity kW 2.2 2.8 3.6 4.5
Heating Capacity kW 2.5 3.2 4 5

UK Cooling Total/Sensible kW 2.0/1.5 2.5/1.9 3.3/2.4 4.1/2.9
Heating kW 1.7 2.2 2.7 3.4

Electrical Power Input kW 0.024 0.024 0.024 0.026
Run Current Amps 0.22 0.22 0.22 0.22
Start Current Amps 0.32 0.32 0.32 0.35

Indoor Data
Air Flow High - Medium - Low l/s 155 - 138 - 125 155 - 138 - 125 155 - 138 - 125 167 - 148 - 125

High - Medium - Low m3/h 558 - 498 - 450 558 - 498 - 450 558 - 498 - 450 600 - 534 - 450
Sound Pressure High - Medium - Low dB(A) 34 - 32 - 30 34 - 32 - 30 34 - 32 - 30 35 - 33 - 30

Power High - Medium - Low dB(A) 49 - 47 - 45 49 - 47 - 45 49 - 47 - 45 50 - 48 - 45
Unit Height x Width x Depth mm 295 x 815 x 570 295 x 815 x 570 295 x 815 x 570 295 x 815 x 570

Weight kg 19 19 19 19
Panel Height x Width x Depth mm 20 x 1050 x 680 20 x 1050 x 680 20 x 1050 x 680 20 x 1050 x 680

Weight RBC-U41PG(W)-E kg 10 10 10 10
Pipe Connection Flare Connections (gas - liquid) inch 3/8 - 1/4 3/8 - 1/4 3/8 - 1/4 1/2 - 1/4

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25 32/25
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £1,313.00  £1,358.00  £1,399.00  £1,456.00 
Panel Retail  £363.00  £363.00  £363.00  £363.00 
Total Retail  £1,676.00  £1,721.00  £1,762.00  £1,819.00 

Accessories
RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

RBC-AXU31UW-E 2-Way Cassette Receiver  £259.00 

TCB-TC41U-E Remote Sensor  £86.00 

See page(s) 214 - 217 for full accessories information



VRF 2-Way Cassette
• Unique air flow control, provides a balanced flow of air in two opposite directions
• The elegant white decoration panel
• Compact dimensions (height 295mm).
• Built–in drain pump
• Minimal weight (19 kg) for units up to 4.5kw

 MMU-UP0181WH-E MMU-UP0241WH-E MMU-UP0271WH-E MMU-UP0301WH-E
Panel RBC-UW803PG(W)-E RBC-UW803PG(W)-E RBC-UW803PG(W)-E RBC-UW803PG(W)-E

Capacity Code HP 2 2.5 3 3.2
Performance Data

Nominal Cooling Capacity kW 5.6 7.1 8 9
Heating Capacity kW 6.3 8 9 10

UK Cooling Total/Sensible kW 5.1/3.7 6.4/4.6 7.3/5.0 8.2/5.4
Heating kW 4.3 5.4 6.1 6.8

Electrical Power Input kW 0.034 0.045 0.045 0.055
Run Current Amps 0.29 0.39 0.39 0.46
Start Current Amps 0.44 0.6 0.6 0.68

Indoor Data
Air Flow High - Medium - Low l/s 250 - 208 - 172 292 - 233 - 205 292 - 233 - 205 350 - 250 - 217

High - Medium - Low m3/h 900 - 750 - 618 1050 - 840 - 738 1050 - 840 - 738 1260 - 900 - 780
Sound Pressure High - Medium - Low dB(A) 35 - 33 - 30 38 - 35 - 33 38 - 35 - 33 40 - 37 - 34

Power High - Medium - Low dB(A) 50 - 48 - 45 53 - 50 - 48 53 - 50 - 48 55 - 52 - 49
Unit Height x Width x Depth mm 345 x 1180 x 570 345 x 1180 x 570 345 x 1180 x 570 345 x 1180 x 570

Weight kg 26 26 26 26
Panel Height x Width x Depth mm 20 x 1415 x 680 20 x 1415 x 680 20 x 1415 x 680 20 x 1415 x 680

Weight RBC-U41PG(W)-E kg 14 14 14 14
Pipe Connection Flare Connections (gas - liquid) inch 1/2 - 1/4 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25 32/25
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £1,585.00  £1,685.00  £1,945.00  £1,964.00 
Panel Retail  £485.00  £485.00  £485.00  £485.00 
Total Retail  £2,070.00  £2,170.00  £2,430.00  £2,449.00 

Accessories
RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

RBC-AXU31UW-E 2-Way Cassette Receiver  £259.00 

TCB-TC41U-E Remote Sensor  £86.00 

See page(s) 214 - 217 for full accessories information
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VRF 2-Way Cassette
• Unique air flow control, provides a balanced flow of air in two opposite directions
• The elegant white decoration panel
• Compact dimensions (height 295mm).
• Built–in drain pump
• Minimal weight (19 kg) for units up to 4.5kw

 MMU-UP0361WH-E MMU-UP0481WH-E MMU-UP0561WH-E
Panel RBC-UW1403PG(W)-E RBC-UW1403PG(W)-E RBC-UW1403PG(W)-E

Capacity Code HP 4 5 6
Performance Data

Nominal Cooling Capacity kW 11.2 14 16
Heating Capacity kW 12.5 16 18

UK Cooling Total/Sensible kW 10.2/7.3 12.7/8.5 14.5/9.4
Heating kW 8.5 10.9 12.2

Electrical Power Input kW 0.081 0.091 0.131
Run Current Amps 0.53 0.59 0.81
Start Current Amps 0.79 0.89 1.22

Indoor Data
Air Flow High - Medium - Low l/s 483 - 398 - 328 500 - 412 - 342 567 - 438 - 367

High - Medium - Low m3/h 1740 - 1434 - 1182 1800 - 1482 - 1230 2040 - 1578 - 1320
Sound Pressure High - Medium - Low dB(A) 42 - 39 - 36 43 - 40 - 37 46 - 42 - 39

Power High - Medium - Low dB(A) 57 - 54 - 51 58 - 55 - 52 61 - 57 - 54
Unit Height x Width x Depth mm 345 x 1600 x 570 345 x 1600 x 570 345 x 1600 x 570

Weight kg 36 36 36
Panel Height x Width x Depth mm 20 x 1835 x 680 20 x 1835 x 680 20 x 1835 x 680

Weight RBC-U41PG(W)-E kg 14 14 14
Pipe Connection Flare Connections (gas - liquid) inch 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £2,357.00  £2,591.00  £2,850.00 
Panel Retail  £558.00  £558.00  £558.00 
Total Retail  £2,915.00  £3,149.00  £3,408.00 

Accessories
RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

RBC-AXU31UW-E 2-Way Cassette Receiver  £259.00 

TCB-TC41U-E Remote Sensor  £86.00 

See page(s) 214 - 217 for full accessories information



VRF 1-Way Cassette
• Smart operation with Motion senor available as an option (YHP model)
• Advanced filtration available as an option (YHP model)
• Ultra-thin chassis (H x W x D) 150 x 990 x 450mm (YHP model)
• Water condensate drain pump lifts condensate water up to 350mm.

 MMU-UP0031YHP-E MMU-UP0051YHP-E MMU-UP0071YHP-E
Panel RBC-UY32P-E RBC-UY32P-E RBC-UY32P-E

Capacity Code HP 0.3 0.6 0.8
Performance Data

Nominal Cooling Capacity kW 0.9 1.7 2.2
Heating Capacity kW 1.3 1.9 2.5

UK Cooling Total/Sensible kW 0.8/0.6 1.5/1.4 2.0/1.6
Heating kW 0.9 1.3 1.7

Electrical Power Input kW 0.015 0.015 0.017
Run Current Amps 0.15 0.15 0.18
Start Current Amps 0.4 0.4 0.4

Indoor Data
Air Flow High - Medium - Low l/s 133 - 102 - 75 133 - 102 - 75 150 - 133 - 117

High - Medium - Low m3/h 480 - 370 - 270 480 - 370 - 270 500 - 390 - 270
Sound Pressure High - Medium - Low dB(A) 37 - 33 - 25 37 - 33 - 25 38 - 34 - 25

Power High - Medium - Low dB(A) 52 - 48 - 40 52 - 48 - 40 53 - 49 - 40
Unit Height x Width x Depth mm 150 x 990 x 450 150 x 990 x 450 150 x 990 x 450

Weight kg 14 14 14
Panel Height x Width x Depth mm 30 x 1220 x 530 30 x 1220 x 530 30 x 1220 x 530

Weight RBC-U41PG(W)-E kg 4 4 4
Pipe Connection Flare Connections (gas - liquid) inch 3/8 - 1/4 3/8 - 1/4 3/8 - 1/4

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £1,139.00  £1,174.00  £1,210.00 
Panel Retail  £348.00  £348.00  £348.00 
Total Retail  £1,487.00  £1,522.00  £1,558.00 

Accessories
RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

RBC-AXU31C-E 1-Way Cassette Receiver  £241.00 

TCB-TC41U-E Remote Sensor  £86.00 

TCB-EAPC1UYHP-E Air Purifier Kit  £214.00 

See page(s) 214 - 217 for full accessories information
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VRF 1-Way Cassette
• Smart operation with Motion senor available as an option (YHP model)
• Advanced filtration available as an option (YHP model)
• Ultra-thin chassis (H x W x D) 150 x 990 x 450mm (YHP model)
• Water condensate drain pump lifts condensate water up to 350mm.

 MMU-UP0091YHP-E MMU-UP0121YHP-E MMU-UP0151YHP-E
Panel RBC-UY32P-E RBC-UY32P-E RBC-UY42P-E

Capacity Code HP 1 1.3 1.7
Performance Data

Nominal Cooling Capacity kW 2.8 3.6 4.5
Heating Capacity kW 3.2 4 5

UK Cooling Total/Sensible kW 2.5/1.9 3.3/2.4 4.1/2.9
Heating kW 2.2 2.7 3.4

Electrical Power Input kW 0.018 0.018 0.025
Run Current Amps 0.19 0.2 0.24
Start Current Amps 0.4 0.4 0.28

Indoor Data
Air Flow High - Medium - Low l/s 150 - 133 - 117 150 - 133 - 117 208 - 175 - 139

High - Medium - Low m3/h 520 - 410 - 290 540 - 420 - 290 750 - 630 - 500
Sound Pressure High - Medium - Low dB(A) 39 - 35 - 26 40 - 36 - 26 39 - 36 - 33

Power High - Medium - Low dB(A) 54 - 50 - 41 55 - 51 - 41 54 - 51 - 48
Unit Height x Width x Depth mm 150 x 990 x 450 150 x 990 x 450 150 x 1180 x 450

Weight kg 14 14 15
Panel Height x Width x Depth mm 30 x 1220 x 530 30 x 1220 x 530 30 x 1410 x 530

Weight RBC-U41PG(W)-E kg 4 4 5
Pipe Connection Flare Connections (gas - liquid) inch 3/8 - 1/4 3/8 - 1/4 1/2 - 1/4

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £1,248.00  £1,287.00  £1,426.00 
Panel Retail  £348.00  £348.00  £362.00 
Total Retail  £1,596.00  £1,635.00  £1,788.00 

Accessories
RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

RBC-AXU31C-E 1-Way Cassette Receiver  £241.00 

TCB-TC41U-E Remote Sensor  £86.00 

TCB-EAPC1UYHP-E Air Purifier Kit  £214.00 

See page(s) 214 - 217 for full accessories information



VRF 1-Way Cassette
• Smart operation with Motion senor available as an option (YHP model)
• Advanced filtration available as an option (YHP model)
• Ultra-thin chassis (H x W x D) 150 x 990 x 450mm (YHP model)
• Water condensate drain pump lifts condensate water up to 350mm.

 MMU-UP0181YHP-E MMU-UP0241YHP-E MMU-UP0271YHP-E
Panel RBC-UY42P-E RBC-UY42P-E RBC-UY42P-E

Capacity Code HP 2 2.5 3
Performance Data

Nominal Cooling Capacity kW 5.6 7.1 8
Heating Capacity kW 6.3 8 9

UK Cooling Total/Sensible kW 5.1/3.7 6.4/4.6 7.3/5.0
Heating kW 4.3 5.4 9

Electrical Power Input kW 0.027 0.042 0.05
Run Current Amps 0.26 0.34 0.41
Start Current Amps 0.3 0.38 0.45

Indoor Data
Air Flow High - Medium - Low l/s 222 - 181 - 139 261 - 211 - 167 278 - 239 - 200

High - Medium - Low m3/h 800 - 650 - 500 940 - 760 - 600 1000 - 860 - 720
Sound Pressure High - Medium - Low dB(A) 40 - 37 - 33 46 - 42 - 37 47 - 44 - 41

Power High - Medium - Low dB(A) 55 - 52 - 48 61 - 57 - 52 62 - 59 - 56
Unit Height x Width x Depth mm 150 x 1180 x 450 150 x 1180 x 450 150 x 1180 x 450

Weight kg 15 1+6 16
Panel Height x Width x Depth mm 30 x 1410 x 530 30 x 1410 x 530 30 x 1410 x 530

Weight RBC-U41PG(W)-E kg 5 5 5
Pipe Connection Flare Connections (gas - liquid) inch 1/2 - 1/4 5/8 - 3/8 5/8 - 3/8

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £1,627.00  £1,729.00  £1,798.00 
Panel Retail  £362.00  £362.00  £362.00 
Total Retail  £1,989.00  £2,091.00  £2,160.00 

Accessories
RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

RBC-AXU31C-E 1-Way Cassette Receiver  £241.00 

TCB-TC41U-E Remote Sensor  £86.00 

TCB-EAPC1UYHP-E Air Purifier Kit  £214.00 

See page(s) 214 - 217 for full accessories information
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VRF Ceiling Mounted
• Optimum louver control
• High air flow distance up to 8m
• Low noise levels, thanks to high diameter fan and DC motor
• Self-cleaning function
• Drain pump available as an option

 Indoor MMC-UP0151HP-E MMC-UP0181HP-E MMC-UP0241HP-E MMC-UP0271HP-E
Capacity Code HP 1.7 2 2.5 3

Performance Data
Nominal Cooling Capacity kW 4.5 5.6 7.1 8

Heating Capacity kW 5.0 6.3 8 9
UK Cooling Total/Sensible kW 4.1/3.0 5.1/3.7 6.4/4.8 7.3/5.3

Heating kW 3.4 4.3 5.4 6.1
Electrical Power Input kW 0.033 0.034 0.067 0.067

Run Current Amps 0.38 0.39 0.68 0.68
Start Current Amps 0.54 0.55 0.97 0.97

Indoor Data
Air Flow High - Medium - Low l/s 233 - 200 - 150 267 - 200 - 150 400 - 283 - 217 400 - 283 - 217

High - Medium - Low m3/h 840 - 690 - 540 960 - 720 - 540 1440 - 1020 - 750 1440 - 1020 - 750
Sound Pressure High - Medium - Low dB(A) 36 - 34 - 28 37 - 35 - 28 41 - 36 - 29 41 - 36 - 29

Power High - Medium - Low dB(A) 51 - 49 - 43 52 - 50 - 43 56 - 51 - 44 56 - 51 - 44
Unit Height x Width x Depth mm 235 x 952 x 690 235 x 952 x 690 235 x 1270 x 690 235 x 1270 x 690

Weight kg 24 24 30 30
Pipe Connection Flare Connections (gas - liquid) inch 1/2 - 1/4 1/2 - 1/4 5/8 - 3/8 5/8 - 3/8

Drain Pipe Connection OD/ID mm 26/20 26/20 26/20 26/20
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £1,419.00  £1,569.00  £1,662.00  £1,677.00 

Accessories
RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

TCB-TC41U-E Remote Sensor  £86.00 

RBC-AXU31C-E Wireless remote control / receiver kit  £241.00

See page(s) 214 - 217 for full accessories information



VRF Ceiling Mounted
• Optimum louver control
• High air flow distance up to 8m
• Low noise levels, thanks to high diameter fan and DC motor
• Self-cleaning function
• Drain pump available as an option

 Indoor MMC-UP0361HP-E MMC-UP0481HP-E MMC-UP0561HP-E
Capacity Code HP 4 5 6

Performance Data
Nominal Cooling Capacity kW 11.2 14 16

Heating Capacity kW 12.5 16 18
UK Cooling Total/Sensible kW 10.2/7.2 12.7/9.3 14.5/9.4

Heating kW 8.5 10.9 12.2
Electrical Power Input kW 0.083 0.083 0.111

Run Current Amps 0.8 0.8 1.03
Start Current Amps 1.16 1.16 1.49

Indoor Data
Air Flow High - Medium - Low l/s 517 - 383 - 283 517 - 433 - 333 567 - 467 - 350

High - Medium - Low m3/h 1860 - 1350 - 1020 1860 - 1530 - 1200 2040 - 1650 - 1260
Sound Pressure High - Medium - Low dB(A) 44 - 38 - 32 44 - 41 - 35 46 - 42 - 36

Power High - Medium - Low dB(A) 59 - 53 - 47 59 - 56 - 50 61 - 57 - 51
Unit Height x Width x Depth mm 235 x 1586 x 690 235 x 1586 x 690 235 x 1586 x 690

Weight kg 39 39 39
Pipe Connection Flare Connections (gas - liquid) inch 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Drain Pipe Connection OD/ID mm 26/20 26/20 26/20
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £1,702.00  £1,732.00  £1,853.00 

Accessories
RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

TCB-TC41U-E Remote Sensor  £86.00 

RBC-AXU31C-E Wireless remote control / receiver kit  £241.00 

See page(s) 214 - 217 for full accessories information
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VRF Slim Ducted
• Slimline design, with a height of just 21cm
• Exceptionally low noise level – down to 25 dB(A)
• Static pressure up to 50Pa.
• Built–in high lift drain pump
• Includes return air filter

 MMD-UP0031SPHY-E MMD-UP0051SPHY-E MMD-UP0071SPHY-E

Capacity Code HP 0.3 0.6 0.8
Performance Data

Nominal Cooling Capacity kW 0.9 1.7 2.2
Heating Capacity kW 1 1.9 2.5

UK Cooling Total/Sensible kW 0.8/0.6 1.5/1.1 2.0/1.6
Heating kW 0.7 1.3 1.7

Electrical Power Input kW 0.018 0.02 0.026
Run Current Amps 0.34 0.36 0.4
Start Current Amps 0.6 0.62 0.69

Indoor Data
Air Flow High - Medium - Low l/s 114 - 103 - 97 125 - 114 - 106 150 - 128 - 111

High - Medium - Low m3/h 410 - 370 - 350 450 - 410 - 380 540 - 460 - 400
Sound Pressure Back Inlet High - Medium - Low dB(A) 29 - 27 - 25 30 - 28 - 26 31 - 29 - 26

Under Inlet High - Medium - Low dB(A) 37 - 35 - 32 39 - 37 - 34 41 - 39 - 35
Sound power Back Inlet High - Medium - Low dB(A) 46 - 44 - 42 49 - 46 - 44 52 - 49 - 45

Under Inlet High - Medium - Low dB(A) 51 - 49 - 47 53 - 51 - 48 54 - 49 - 46
External Static Pressure Standard Pa 10 10 10

Maximum Pa 50 50 50
Unit Height x Width x Depth mm 293 x 798 x 230 293 x 798 x 230 293 x 798 x 230

Weight kg 11 11 11
Pipe Connection Flare Connections (gas - liquid) inch 3/8 - 1/4 3/8 - 1/4 3/8 - 1/4

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25
Lift Pump Drain Height from Unit Base mm 736 < 550 < 550

Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5
Retail Price

Indoor Retail  £820.00  £824.00  £835.00 
Accessories

RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

TCB-TC41U-E Remote Sensor  £86.00 

RBC-AXU31E Wireless remote control / receiver kit  £310.00 

See page(s) 214 - 217 for full accessories information



VRF Slim Ducted
• Slimline design, with a height of just 21cm
• Exceptionally low noise level – down to 25 dB(A)
• Static pressure up to 50Pa.
• Built–in high lift drain pump
• Includes return air filter

 MMD-UP0091SPHY-E MMD-UP0121SPHY-E MMD-UP0151SPHY-E

Capacity Code HP 1 1.25 1.7
Performance Data

Nominal Cooling Capacity kW 2.8 3.6 4.5
Heating Capacity kW 3.2 4.0 5.0

UK Cooling Total/Sensible kW 2.5/2.0 3.3/2.5 4.1/2.9
Heating kW 2.2 2.7 3.4

Electrical Power Input kW 0.029 0.031 0.035
Run Current Amps 0.42 0.44 0.47
Start Current Amps 0.73 0.77 0.82

Indoor Data
Air Flow High - Medium - Low l/s 158 - 139 - 117 167 - 144 - 122 192 - 178 - 153

High - Medium - Low m3/h 570 - 500 - 420 600 - 520 - 440 690 - 640 - 550
Sound Pressure Back Inlet High - Medium - Low dB(A) 32 - 29 - 26 33 - 30 - 27 33 - 30 - 28

Under Inlet High - Medium - Low dB(A) 42 - 40 - 36 44 - 40 - 37 42 - 39 - 37
Sound power Back Inlet High - Medium - Low dB(A) 54 - 50 - 46 54 - 50 - 46 52 - 50 - 46

Under Inlet High - Medium - Low dB(A) 56 - 52 - 49 57 - 53 - 49 55 - 53 - 49
External Static Pressure Standard Pa 10 10 10

Maximum Pa 50 50 50
Unit Height x Width x Depth mm 293 x 798 x 230 293 x 798 x 230 293 x1050 x 250

Weight kg 11 11 16
Pipe Connection Flare Connections (gas - liquid) inch 3/8 - 1/4 3/8 - 1/4 1/2 - 1/4

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25
Lift Pump Drain Height from Unit Base mm < 550 < 550 < 650

Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5
Retail Price

Indoor Retail  £851.00  £875.00  £890.00 
Accessories

RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

TCB-TC41U-E Remote Sensor  £86.00 

RBC-AXU31E Wireless remote control / receiver kit  £310.00 

See page(s) 214 - 217 for full accessories information

145



146

VRF Slim Ducted
• Slimline design, with a height of just 21cm
• Exceptionally low noise level – down to 25 dB(A)
• Static pressure up to 50Pa.
• Built–in high lift drain pump
• Includes return air filter

 MMD-UP0181SPHY-E MMD-UP0241SPHY-E MMD-UP0271SPHY-E

Capacity Code HP 2 2.5 3
Performance Data

Nominal Cooling Capacity kW 5.6 7.1 8.0
Heating Capacity kW 6.3 8.0 9.0

UK Cooling Total/Sensible kW 5.1/3.5 6.4/4.4 7.3/4.9
Heating kW 4.3 5.4 6.1

Electrical Power Input kW 0.044 0.067 0.072
Run Current Amps 0.53 0.59 0.74
Start Current Amps 0.92 1.21 1.3

Indoor Data
Air Flow High - Medium - Low l/s 217 - 203 - 181 300 - 264 - 239 317 - 272 - 253

High - Medium - Low m3/h 780 - 730 - 650 1080 - 950 - 860 1140 - 980 - 910
Sound Pressure Back Inlet High - Medium - Low dB(A) 34 - 32 - 29 36 - 33 - 30 37 - 34 - 32

Under Inlet High - Medium - Low dB(A) 44 - 42 - 39 47 - 44 - 41 48 - 45 - 43
Sound power Back Inlet High - Medium - Low dB(A) 56 - 54 - 51 60 - 56 - 53 61 - 58 - 55

Under Inlet High - Medium - Low dB(A) 57 - 55 - 52 64 - 60 - 58 65 - 61 - 59
External Static Pressure Standard Pa 10 10 10

Maximum Pa 50 50 50
Unit Height x Width x Depth mm 293 x1050 x 250 293 x1050 x 250 348 x 1200 x 280

Weight kg 16 16 21
Pipe Connection Flare Connections (gas - liquid) inch 1/2 - 1/4 5/8 - 3/8 5/8 - 3/8

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25
Lift Pump Drain Height from Unit Base mm < 650 <750 < 750

Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5
Retail Price

Indoor Retail  £935.00  £1,009.00  £1,090.00 
Accessories

RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

TCB-TC41U-E Remote Sensor  £86.00 

RBC-AXU31E Wireless remote control / receiver kit  £310.00 

See page(s) 214 - 217 for full accessories information



VRF Ducted
• Slimline design, with a depth of just 275mm
• Superior low noise operation. Noise output at low fan equates to just 26 dB(A)
• External static pressure can be raised up to 120 Pa for extensive ducting
• Possible to connect a fresh air inlet duct to the unit
• Air discharge spigot available as an option
• Built-in high-lift drain pump
• Rear or Underside return air
• Includes return air filter

 MMD-UP0051BHP-E MMD-UP0071BHP-E MMD-UP0091BHP-E MMD-UP0121BHP-E
Capacity Code HP 0.6 0.8 1.0 1.3

Performance Data
Nominal Cooling Capacity kW 1.7 2.2 2.8 3.6

Heating Capacity kW 1.9 2.5 3.2 4.0
UK Cooling Total/Sensible kW 1.5/1.3 2.0/1.7 2.5/2.1 3.2/2.4

Heating kW 1.3 1.7 2.2 2.7
Electrical Power Input kW 0.055 0.055 0.06 0.06

Run Current Amps 0.35 0.35 0.38 0.38
Start Current Amps 0.55 0.55 0.58 0.58

Indoor Data
Air Flow High - Medium - Low l/s 150 - 125 - 100 150 - 125 - 100 158 - 133 - 108 158 - 133 - 108

High - Medium - Low m3/h 540 - 450 - 360 540 - 450 - 360 570 - 480 - 390 570 - 480 - 390
Sound Pressure High - Medium - Low dB(A) 29 - 26 - 23 29 - 26 - 23 30 - 26 - 23 30 - 26 - 23

Power High - Medium - Low dB(A) 44 - 41 - 38 44 - 41 - 38 45 - 41 - 38 45 - 41 - 38
External Static Pressure Standard Pa 30 30 30 30

Maximum Pa 150 150 150 150
Unit Height x Width x Depth mm 275 x 700 x 750 275 x 700 x 750 275 x 700 x 750 275 x 700 x 750

Weight kg 23 23 23 23
Pipe Connection Flare Connections (gas - liquid) inch 3/8 - 1/4 3/8 - 1/4 3/8 - 1/4 3/8 - 1/4

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25 32/25
Lift Pump Drain Height from Unit Base mm < 850 < 850 < 850 < 850

Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5
Retail Price

Indoor Retail  £918.00  £939.00  £966.00  £992.00 
Accessories

RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

TCB-TC41U-E Remote Sensor  £86.00 

RBC-AXU31E Wireless remote control / receiver kit  £310.00 

TCB-SF56C6BPE Discharge Spigot 2 x 200 mm MMD-UP007#-018#HP1-E  £141.00 

TCB-SF80C6BPE Discharge Spigot 3 x 200 mm MMD-UP024#-030#BHP1-E  £166.00 

TCB-SF160C6BPE Discharge Spigot 4 x 200 mm MMD-UP036#-056#BHP1-E  £212.00 

See page(s) 214 - 217 for full accessories information
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VRF Ducted
• Slimline design, with a depth of just 275mm
• Superior low noise operation. Noise output at low fan equates to just 26 dB(A)
• External static pressure can be raised up to 120 Pa for extensive ducting
• Possible to connect a fresh air inlet duct to the unit
• Air discharge spigot available as an option
• Built-in high-lift drain pump
• Rear or Underside return air
• Includes return air filter

 MMD-UP0151BHP-E MMD-UP0181BHP-E MMD-UP0241BHP-E MMD-UP0271BHP-E
Capacity Code HP 1.7 2.0 2.5 3.0

Performance Data
Nominal Cooling Capacity kW 4.5 5.6 7.1 8.0

Heating Capacity kW 5.0 6.3 8.0 9.0
UK Cooling Total/Sensible kW 4.0/3.3 5.0/3.7 6.3/4.8 7.1/5.4

Heating kW 3.4 4.3 5.4 6.1
Electrical Power Input kW 0.11 0.11 0.135 0.135

Run Current Amps 0.7 0.7 0.8 0.8
Start Current Amps 1.1 1.1 1.2 1.2

Indoor Data
Air Flow High - Medium - Low l/s 256 - 183 - 150 256 - 183 - 150 3667 - 303 - 242 3667 - 303 - 242

High - Medium - Low m3/h 920 - 660 - 540 920 - 660 - 540 1320 - 1090 - 870 1320 - 1090 - 870
Sound Pressure High - Medium - Low dB(A) 33 - 29 - 25 33 - 29 - 25 33 - 30 - 27 33 - 30 - 27

Power High - Medium - Low dB(A) 48 - 44 - 40 48 - 44 - 40 51 - 46 - 42 51 - 46 - 42
External Static Pressure Standard Pa 30 30 40 40

Maximum Pa 150 150 150 150
Unit Height x Width x Depth mm 275 x 700 x 750 275 x 700 x 750 275 x 1000 x 750 275 x 1000 x 750

Weight kg 23 23 30 30
Pipe Connection Flare Connections (gas - liquid) inch 1/2 - 1/4 1/2 - 1/4 5/8 - 3/8 5/8 - 3/8

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25 32/25
Lift Pump Drain Height from Unit Base mm < 850 < 850 < 850 < 850

Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5
Retail Price

Indoor Retail  £1,021.00  £1,089.00  £1,138.00  £1,262.00 
Accessories

RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

TCB-TC41U-E Remote Sensor  £86.00 

RBC-AXU31E Wireless remote control / receiver kit  £310.00 

TCB-SF56C6BPE Discharge Spigot 2 x 200 mm MMD-UP007#-018#HP1-E  £141.00 

TCB-SF80C6BPE Discharge Spigot 3 x 200 mm MMD-UP024#-030#BHP1-E  £166.00 

TCB-SF160C6BPE Discharge Spigot 4 x 200 mm MMD-UP036#-056#BHP1-E  £212.00 

See page(s) 214 - 217 for full accessories information



VRF Ducted
• Slimline design, with a depth of just 275mm
• Superior low noise operation. Noise output at low fan equates to just 26 dB(A)
• External static pressure can be raised up to 120 Pa for extensive ducting
• Possible to connect a fresh air inlet duct to the unit
• Air discharge spigot available as an option
• Built-in high-lift drain pump
• Rear or Underside return air
• Includes return air filter

 MMD-UP0301BHP-E MMD-UP0361BHP-E MMD-UP0481BHP-E MMD-UP0561BHP-E
Capacity Code HP 3.2 4.0 5.0 6

Performance Data
Nominal Cooling Capacity kW 9.0 11.2 14.0 16

Heating Capacity kW 10.0 12.5 16.0 18
UK Cooling Total/Sensible kW 8.0/6.1 10.0/7.7 12.3/9.2 14.3/10.2

Heating kW 6.8 8.5 10.9 12.2
Electrical Power Input kW 0.16 0.22 0.29 0.29

Run Current Amps 0.95 1.29 1.7 1.7
Start Current Amps 1.35 2.09 2.5 2.5

Indoor Data
Air Flow High - Medium - Low l/s 403 - 333 - 267 533 - 450 - 383 653 - 533 - 417 653 - 533 - 417

High - Medium - Low m3/h 1450 - 1200 - 960 1920 - 1620 - 1380 2350 - 1920 - 1500 2350 - 1920 - 1500
Sound Pressure High - Medium - Low dB(A) 36 - 31 - 27 36 - 34 - 31 40 - 36 - 33 40 - 36 - 33

Power High - Medium - Low dB(A) 51 - 46 - 42 55 - 51 - 48 55 - 51 - 48 55 - 51 - 48
External Static Pressure Standard Pa 40 50 50 50

Maximum Pa 150 150 150 150
Unit Height x Width x Depth mm 275 x 1000 x 750 275 x 1400 x 750 275 x 1400 x 750 275 x 1400 x 750

Weight kg 30 40 40 40
Pipe Connection Flare Connections (gas - liquid) inch 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25 32/25
Lift Pump Drain Height from Unit Base mm < 850 < 850 < 850 < 850

Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5
Retail Price

Indoor Retail  £1,347.00  £1,545.00  £1,653.00  £1,755.00 
Accessories

RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

TCB-TC41U-E Remote Sensor  £86.00 

RBC-AXU31E Wireless remote control / receiver kit  £310.00 

TCB-SF56C6BPE Discharge Spigot 2 x 200 mm MMD-UP007#-018#HP1-E  £141.00 

TCB-SF80C6BPE Discharge Spigot 3 x 200 mm MMD-UP024#-030#BHP1-E  £166.00 

TCB-SF160C6BPE Discharge Spigot 4 x 200 mm MMD-UP036#-056#BHP1-E  £212.00 

See page(s) 214 - 217 for full accessories information
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VRF High Static Ducted
• Extremely powerful ducted model
• Inspection hole allows access for easy maintenance
• Static pressure from 68 to 196pa
• Ideal solution for both new and refurbished buildings
• Indoor does not Include return air filter

 MMD-UP0181HP-E MMD-UP0181HP-E MMD-UP0181HP-E MMD-UP0181HP-E
Capacity Code HP 2.0 2.5 3.0 4.0

Performance Data
Nominal Cooling Capacity kW 5.6 7.1 8.0 11.2

Heating Capacity kW 6.3 8.0 9.0 12.5
UK Cooling Total/Sensible kW 5.1/3.7 6.4/4.9 7.3/5.5 10.2/7.8

Heating kW 4.3 5.4 6.1 8.5
Electrical Power Input kW 0.125 0.14 0.19 0.23

Run Current Amps 0.82 0.92 1.16 1.39
Start Current Amps 1.12 1.22 1.46 1.89

Indoor Data
Air Flow High - Medium - Low l/s 306 - 275 - 250 333 - 292 - 267 417 - 375 - 333 533 - 433 - 372

High - Medium - Low m3/h 1100 - 990 - 900 1200 - 1050 - 960 1500 - 1350 - 1200 1920 - 1560 - 1340
Sound Pressure High - Medium - Low dB(A) 37 - 33 - 31 38 - 34 - 31 43 - 41 - 38 41 - 37 - 34

Power High - Medium - Low dB(A) 52 - 48 - 46 53 - 49 - 46 58 - 56 - 53 56 - 52 - 49
External Static Pressure Standard Pa 100 100 100 100

Maximum Pa 200 200 200 200
Unit Height x Width x Depth mm 298 x 1000 x 750 298 x 1000 x 750 298 x 1000 x 750 298 x 1400 x 750

Weight kg 34 34 34 43
Pipe Connection Flare Connections (gas - liquid) inch 1/2 - 1/4 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25 32/25
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-10 220-240/1/50-10 220-240/1/50-10 220-240/1/50-10

Retail Price
Indoor Retail  £1,390.00  £1,532.00  £1,598.00  £1,675.00 

Accessories
RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

RBC-AXU31E Wireless remote control / receiver kit  £310.00 

TCB-LK801D-E Long life filter kit for MMD-*018_027#HP-E  £71.00 

TCB-LK1401D-E Long life filter kit for MMD-*036_056#HP-E  £92.00 

TCB-LK2801DP-E Long life filter kit for MMD-*072_096#HP-E  £141.00 

See page(s) 214 - 217 for full accessories information



VRF High Static Ducted
• Extremely powerful ducted model
• Inspection hole allows access for easy maintenance
• Static pressure from 68 to 196pa
• Ideal solution for both new and refurbished buildings
• Indoor does not Include return air filter

 MMD-UP0181HP-E MMD-UP0181HP-E MMD-UP0181HP-E MMD-UP0181HP-E
Capacity Code HP 5.0 6.0 8.0 10.0

Performance Data
Nominal Cooling Capacity kW 14.0 16.0 22.4 28.0

Heating Capacity kW 16.0 18.0 25.0 31.5
UK Cooling Total/Sensible kW 12.7/9.3 14.5/10.6 20.3/14.1 25.4/17.3

Heating kW 10.9 12.2 17.0 21.4
Electrical Power Input kW 0.3 0.4 0.54 0.79

Run Current Amps 1.81 2.48 2.83 3.77
Start Current Amps 2.41 3.08 7.8 7.8

Indoor Data
Air Flow High - Medium - Low l/s 650 - 550 - 471 767 - 650 - 533 1056 - 889 - 694 1333 - 1167 - 972

High - Medium - Low m3/h 2340 - 1980 - 1695 2760 - 2340 - 1920 3800 - 3200 - 2500 4800 - 4200 - 3500
Sound Pressure High - Medium - Low dB(A) 44 - 41 - 38 46 - 44 - 41 44 - 40 - 36 46 - 42 - 38

Power High - Medium - Low dB(A) 59 - 56 - 53 61 - 59 - 56 59 - 55 - 51 61 - 57 - 53
External Static Pressure Standard Pa 100 100 150 150

Maximum Pa 200 200 250 250
Unit Height x Width x Depth mm 298 x 1400 x 750 298 x 1400 x 750 448 x 1400 x 900 448 x 1400 x 900

Weight kg 43 43 97 97
Pipe Connection Flare Connections (gas - liquid) inch 5/8 - 3/8 5/8 - 3/8 7/8 - 1/2 7/8 - 1/2

Drain Pipe Connection OD/ID mm 32/25 32/25 32/25 32/25
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-10 220-240/1/50-10 220-240/1/50-16 220-240/1/50-16

Retail Price
Indoor Retail  £1,854.00  £1,983.00  £3,347.00  £3,536.00 

Accessories
RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

RBC-AXU31E Wireless remote control / receiver kit  £310.00 

TCB-LK801D-E Long life filter kit for MMD-*018_027#HP-E  £71.00 

TCB-LK1401D-E Long life filter kit for MMD-*036_056#HP-E  £92.00 

TCB-LK2801DP-E Long life filter kit for MMD-*072_096#HP-E  £141.00 

See page(s) 214 - 217 for full accessories information
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VRF Chassis
• Very compact design, which can be installed under a window sill, that is only 600mm 

in height.
• With its limited depth of only 200mm, the unit can be installed along the wall 

ensuring maximum space saving.
• Removable split front panel with immediate access to the main components.

 MML-UP0071BH-E MML-UP0091BH-E MML-UP0121BH-E
Capacity Code HP 0.8 1.0 1.3

Performance Data
Nominal Cooling Capacity kW 2.2 2.8 3.6

Heating Capacity kW 2.5 3.2 4.0
UK Cooling Total/Sensible kW 2.0/1.3 2.5/1.5 3.3/2.1

Heating kW 1.7 2.2 2.7
Electrical Power Input kW 0.058 0.058 0.058

Run Current Amps 0.27 0.27 0.27
Start Current Amps 0.60 0.60 0.60

Indoor Data
Air Flow High - Medium - Low l/s 128 - 111 - 83 128 - 111 - 83 128 - 111 - 83

High - Medium - Low m3/h 460 - 400 - 300 460 - 400 - 300 460 - 400 - 300
Sound Pressure High - Medium - Low dB(A) 36 - 34 - 32 36 - 34 - 32 36 - 34 - 32

Power High - Medium - Low dB(A) 51 - 49 - 47 51 - 49 - 47 51 - 49 - 47
External Static Pressure Standard Pa 5 5 5
Unit Height x Width x Depth mm 600 x 745 x 220 600 x 745 x 220 600 x 745 x 220

Weight kg 21 21 21
Pipe Connection Flare Connections (gas - liquid) inch 3/8 - 1/4 3/8 - 1/4 3/8 - 1/4

Drain Pipe Connection OD/ID mm 20 male screw 20 male screw 20 male screw
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £1,127.00  £1,155.00  £1,189.00 

Accessories
RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

TCB-TC41U-E Remote Sensor  £86.00 

RBC-AXU31E Wireless remote control / receiver kit  £310.00 

See page(s) 214 - 217 for full accessories information



VRF Chassis
• Very compact design, which can be installed under a window sill, that is only 600mm 

in height.
• With its limited depth of only 200mm, the unit can be installed along the wall 

ensuring maximum space saving.
• Removable split front panel with immediate access to the main components.

 MML-UP0151BH-E MML-UP0181BH-E MML-UP0241BH-E
Capacity Code HP 1.7 2.0 2.5

Performance Data
Nominal Cooling Capacity kW 4.5 5.6 7.1

Heating Capacity kW 5.0 6.3 8.0
UK Cooling Total/Sensible kW 4.1/2.7 5.1/3.3 6.4/4.2

Heating kW 3.4 4.3 5.4
Electrical Power Input kW 0.096 0.096 0.110

Run Current Amps 0.46 0.46 0.51
Start Current Amps 0.80 0.80 1.00

Indoor Data
Air Flow High - Medium - Low l/s 206 - 167 - 136 206 - 167 - 136 264 - 219 - 178

High - Medium - Low m3/h 740 - 600 - 490 740 - 600 - 490 950 - 790 - 640
Sound Pressure High - Medium - Low dB(A) 36 - 34 - 32 36 - 34 - 32 42 - 37 - 33

Power High - Medium - Low dB(A) 51 - 49 - 47 51 - 49 - 47 57 - 52 - 48
External Static Pressure Standard Pa 5 5 5
Unit Height x Width x Depth mm 600 x 1045 x 220 600 x 1045 x 220 600 x 1045 x 220

Weight kg 28 28 28
Pipe Connection Flare Connections (gas - liquid) inch 1/2 - 1/4 1/2 - 1/4 5/8 - 3/8

Drain Pipe Connection OD/ID mm 20 male screw 20 male screw 20 male screw
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £1,244.00  £1,323.00  £1,376.00 

Accessories
RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

TCB-TC41U-E Remote Sensor  £86.00 

RBC-AXU31E Wireless remote control / receiver kit  £310.00 

See page(s) 214 - 217 for full accessories information
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VRF Floor Console
• Flexible refrigerant and drain piping (base, rear, left or right-hand side of the unit)
• Air distribution can be from front or top to suit the occupant’s individual comfort 

requirements
• Compact space-saving unit design
• Rapid and flexible installation

 MML-UP0071H-E MML-UP0091H-E MML-UP0121H-E
Capacity Code HP 0.8 1.0 1.3

Performance Data
Nominal Cooling Capacity kW 2.2 2.8 3.6

Heating Capacity kW 2.5 3.2 4.0
UK Cooling Total/Sensible kW 2.0/1.3 2.5/1.5 3.3/2.1

Heating kW 1.7 2.2 2.7
Electrical Power Input kW 0.056 0.056 0.092

Run Current Amps 0.26 0.26 0.43
Start Current Amps 0.6 0.6 0.8

Indoor Data
Air Flow High - Medium - Low l/s 133 - 117 - 100 133 - 117 - 100 250 - 217 - 180

High - Medium - Low m3/h 480 - 420 - 360 480 - 420 - 360 900 - 780 - 650
Sound Pressure High - Medium - Low dB(A) 39 - 37 - 35 39 - 37 - 35 45 - 41 - 38

Power High - Medium - Low dB(A) 54 - 52 - 50 54 - 52 - 50 60 - 56 - 53
Unit Height x Width x Depth mm 630 x 950 x 230 630 x 950 x 230 630 x 950 x 230

Weight kg 37 37 37
Pipe Connection Flare Connections (gas - liquid) inch 3/8 - 1/4 3/8 - 1/4 3/8 - 1/4

Drain Pipe Connection OD/ID mm 26/20 26/20 26/20
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £1,350.00  £1,383.00  £1,417.00 

Accessories
RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

TCB-TC41U-E Remote Sensor  £86.00 

See page(s) 214 - 217 for full accessories information



VRF Floor Console
• Flexible refrigerant and drain piping (base, rear, left or right-hand side of the unit)
• Air distribution can be from front or top to suit the occupant’s individual comfort 

requirements
• Compact space-saving unit design
• Rapid and flexible installation

 MML-UP0151H-E MML-UP0181H-E MML-UP0241H-E
Capacity Code HP 1.7 2.0 2.5

Performance Data
Nominal Cooling Capacity kW 4.5 5.6 7.1

Heating Capacity kW 5.0 6.3 8.0
UK Cooling Total/Sensible kW 3.8/2.5 5.1/3.3 6.4/4.2

Heating kW 3.4 4.3 5.4
Electrical Power Input kW 0.092 0.102 0.102

Run Current Amps 0.43 0.47 0.47
Start Current Amps 0.8 1.1 1.1

Indoor Data
Air Flow High - Medium - Low l/s 250 - 217 - 180 300 - 267 - 217 300 - 267 - 217

High - Medium - Low m3/h 900 - 780 - 650 1080 - 930 - 780 1080 - 930 - 780
Sound Pressure High - Medium - Low dB(A) 45 - 41 - 38 49 - 44 - 39 49 - 44 - 39

Power High - Medium - Low dB(A) 60 - 56 - 53 64 - 59 - 54 64 - 59 - 54
Unit Height x Width x Depth mm 630 x 950 x 230 630 x 950 x 230 630 x 950 x 230

Weight kg 37 40 40
Pipe Connection Flare Connections (gas - liquid) inch 1/2 - 1/4 1/2 - 1/4 5/8 - 3/8

Drain Pipe Connection OD/ID mm 26/20 26/20 26/20
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £1,489.00  £1,581.00  £1,649.00 

Accessories
RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

TCB-TC41U-E Remote Sensor  £86.00 

See page(s) 214 - 217 for full accessories information
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VRF Bi-Flow Console
• Flexible refrigerant and drain piping (base, rear, left or right-hand side of the unit)
• Air distribution can be from front or top to suit the occupant’s individual comfort 

requirements
• Compact space-saving unit design
• Rapid and flexible installation

 MML-UP0071NHP-E MML-UP0091NHP-E MML-UP0121NHP-E MML-UP0151NHP-E
Capacity Code HP 0.8 1.0 1.3 1.7

Performance Data
Nominal Cooling Capacity kW 2.2 2.8 3.6 4.5

Heating Capacity kW 2.5 3.2 4 5
UK Cooling Total/Sensible kW 2.0/1.6 2.5/1.9 3.3/2.4 4.1/2.9

Heating kW 1.7 2.2 2.7 3.4
Electrical Power Input kW 0.021 0.021 0.025 0.034

Run Current Amps 0.17 0.17 0.19 0.25
Start Current Amps 0.26 0.26 0.3 0.38

Indoor Data
Air Flow High - Medium - Low l/s 142 - 102 - 78 142 - 102 - 78 153 - 113 - 90 173 - 130 - 107

High - Medium - Low m3/h 510 - 366 - 282 510 - 366 - 282 552 - 408 - 324 624 - 468 - 384
Sound Pressure High - Medium - Low dB(A) 38 - 32 - 26 38 - 32 - 26 40 - 34 - 29 43 - 37 - 31

Power High - Medium - Low dB(A) 53 - 47 - 41 53 - 47 - 41 55 - 49 - 44 58 - 52 - 46
Unit Height x Width x Depth mm 600 x 700 x 220 600 x 700 x 220 600 x 700 x 220 600 x 700 x 220

Weight kg 17 17 17 17
Pipe Connection Flare Connections (gas - liquid) inch 3/8 - 1/4 3/8 - 1/4 3/8 - 1/4 1/2 - 1/4

Drain Pipe Connection OD/ID mm 16/14 16/14 16/14 16/14
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5
Remote Controller (Wireless included) WH-L11SE (Infra-Red) WH-L11SE (Infra-Red) WH-L11SE (Infra-Red) WH-L11SE (Infra-Red)

Retail Price
Indoor Retail  £1,337.00  £1,441.00  £1,544.00  £1,648.00 

Accessories
RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

TCB-TC41U-E Remote Sensor  £86.00 

See page(s) 214 - 217 for full accessories information



VRF Bi-Flow Console
• Flexible refrigerant and drain piping (base, rear, left or right-hand side of the unit)
• Air distribution can be from front or top to suit the occupant’s individual comfort 

requirements
• Compact space-saving unit design
• Rapid and flexible installation

 MML-UP0181NHP-E
Capacity Code HP 2.0

Performance Data
Nominal Cooling Capacity kW 5.6

Heating Capacity kW 6.3
UK Cooling Total/Sensible kW 5.1/3.6

Heating kW 4.3
Electrical Power Input kW 0.052

Run Current Amps 0.36
Start Current Amps 0.56

Indoor Data
Air Flow High - Medium - Low l/s 202 - 147 - 118

High - Medium - Low m3/h 726 - 528 - 426
Sound Pressure High - Medium - Low dB(A) 47 - 40 - 34

Power High - Medium - Low dB(A) 62 - 55 - 49
Unit Height x Width x Depth mm 600 x 700 x 220

Weight kg 17
Pipe Connection Flare Connections (gas - liquid) inch 1/2 - 1/4

Drain Pipe Connection OD/ID mm 16/14
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5
Remote Controller (Wireless included) WH-L11SE (Infra-Red)

Retail Price
Indoor Retail  £1,711.00 

Accessories
RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

TCB-TC41U-E Remote Sensor  £86.00 

See page(s) 214 - 217 for full accessories information
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VRF Floor Standing
• Ideal for air conditioning of large rooms with low ceilings
• Units offer high air flow rates and superior air throw values
• Wide air distribution angle to reach every corner of the room
• Large capacity range from 4.5kW to 16kW cooling and 5kW to 18kW heating

 MMF-UP0151H-E MMF-UP0181H-E MMF-UP0241H-E MMF-UP0271H-E
Capacity Code HP 1.7 2.0 2.5 3.0

Performance Data
Nominal Cooling Capacity kW 4.5 5.6 7.1 8.0

Heating Capacity kW 5.0 6.3 8.0 9.0
UK Cooling Total/Sensible kW 4.1/3.2 5.1/3.9 6.4/5.0 7.3/5.6

Heating kW 3.4 4.3 5.4 6.1
Electrical Power Input kW 0.053 0.053 0.087 0.087

Run Current Amps 0.38 0.38 0.58 0.58
Start Current Amps 0.50 0.50 0.75 0.75

Indoor Data
Air Flow High - Medium - Low l/s 228 - 194 - 167 228 - 194 - 167 258 - 214 - 178 258 - 214 - 178

High - Medium - Low m3/h 820 - 700 - 600 820 - 700 - 600 930 - 770 - 640 930 - 770 - 640
Sound Pressure High - Medium - Low dB(A) 46 - 42 - 38 46 - 42 - 38 50 - 45 - 41 50 - 45 - 41

Power High - Medium - Low dB(A) 61 - 57 - 53 61 - 57 - 53 65 - 60 - 56 65 - 60 - 56
Unit Height x Width x Depth mm 1750 x 600 x 210 1750 x 600 x 210 1750 x 600 x 210 1750 x 600 x 210

Weight kg 46 46 47 47
Pipe Connection Flare Connections (gas - liquid) inch 1/2 - 1/4 1/2 - 1/4 5/8 - 3/8 5/8 - 3/8

Drain Pipe Connection OD/ID mm 20 male screw 20 male screw 20 male screw 20 male screw
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £1,922.00  £2,040.00  £2,129.00  £2,191.00 

Accessories
RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

TCB-TC41U-E Remote Sensor  £86.00 

See page(s) 214 - 217 for full accessories information



VRF Floor Standing
• Ideal for air conditioning of large rooms with low ceilings
• Units offer high air flow rates and superior air throw values
• Wide air distribution angle to reach every corner of the room
• Large capacity range from 4.5kW to 16kW cooling and 5kW to 18kW heating

 MMF-UP0361H-E MMF-UP0481H-E MMF-UP0561H-E
Capacity Code HP 4.0 5.0 6.0

Performance Data
Nominal Cooling Capacity kW 11.2 14.0 16.0

Heating Capacity kW 12.5 16.0 18.0
UK Cooling Total/Sensible kW 10.2/7.6 12.7/9.3 14.5/10.8

Heating kW 8.5 10.9 12.2
Electrical Power Input kW 0.133 0.158 0.158

Run Current Amps 0.86 1.02 1.02 
Start Current Amps 1.11 1.33 1.33

Indoor Data
Air Flow High - Medium - Low l/s 461 - 394 - 325 489 - 411 - 375 489 - 411 - 375

High - Medium - Low m3/h 1660 - 1420 - 1170 1760 - 1480 - 1350 1760 - 1480 - 1350
Sound Pressure High - Medium - Low dB(A) 51 - 46 - 41 53 - 48 - 45 53 - 48 - 45

Power High - Medium - Low dB(A) 66 - 61 - 56 68 - 63 - 60 68 - 63 - 60
Unit Height x Width x Depth mm 1750 x 600 x 390 1750 x 600 x 390 1750 x 600 x 390

Weight kg 61 61 61
Pipe Connection Flare Connections (gas - liquid) inch 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Drain Pipe Connection OD/ID mm 20 male screw 20 male screw 20 male screw
Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5

Retail Price
Indoor Retail  £2,257.00  £2,370.00  £2,488.00 

Accessories
RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

TCB-TC41U-E Remote Sensor  £86.00 

See page(s) 214 - 217 for full accessories information
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VRF Fresh Air Unit
• Ideal for air conditioning of large rooms with low ceilings
• Units offer high air flow rates and superior air throw values
• Wide air distribution angle to reach every corner of the room
• Large capacity range from 4.5kW to 16kW cooling and 5kW to 18kW heating

 MMD-UP0481HFP-E MMD-UP0721HFP-E MMD-UP0961HFP-E
Capacity Code HP 5.0 8.0 10.0

Performance Data
Nominal Cooling Capacity kW 14 22.4 28

Heating Capacity kW 8.9 13.9 17.4
UK Cooling Total kW 7.9 12.3 15.3

Heating kW 10.8 16.8 21
Operation Limits Indoor Temperature Range C/H °C 13-25/18-30 13-25/18-30 13-25/18-30

Cooling Limit °C +22 +22 +22
Ambient Cooling Fan Only °C ≥ +5/≤ +22 ≥ +5/≤ +22 ≥ +5/≤ +22
Heating Limit °C ≥ -10/≤ +15 ≥ -10/≤ +15 ≥ -10/≤ +15
Fan Stop Cooling - Heating °C ≤ +5/≤ -10 ≤ +5/≤ -10 ≤ +5/≤ -10

Electrical Power Input kW 0.11 0.16 0.2
Run Current Amps 0.77 0.86 1.07
Start Current Amps 2.01 7.8 7.8

Indoor Data
Air Flow Standard l/s 300 467 583

Upper - Lower l/s 367 - 167 567 - 267 700 - 367
Standard m3/h 1080 1680 2100
Upper - Lower m3/h 1320 - 600 2040 - 960 2520 - 1320

External Static Pressure Standard Pa 100 100 100
Upper - Lower Pa 200 - 50 200 - 50 200 - 50

Sound Pressure High - Medium - Low dB(A) 38 - 35 - 31 38 - 36 - 33 39 - 36 - 33
Power High - Medium - Low dB(A)  53 - 51 - 48 54 - 51 - 48

Unit Height x Width x Depth mm 327x 1430x 750 477x 1430x 900 477x 1430x 900
Weight kg 44 99 99

Pipe Connection Flare Connections (gas - liquid) inch 5/8 - 3/8 7/8 - 1/2 7/8 - 1/2
Drain Pipe Connection OD/ID mm 32/25 32/25 32/25

Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-10 220-240/1/50-15 220-240/1/50-15
Retail Price

Indoor Retail  £2,500.00  £4,139.00  £4,373.00 
Accessories

RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

See page(s) 214 - 217 for full accessories information



VRF Fresh Air Unit
• Ideal for air conditioning of large rooms with low ceilings
• Units offer high air flow rates and superior air throw values
• Wide air distribution angle to reach every corner of the room
• Large capacity range from 4.5kW to 16kW cooling and 5kW to 18kW heating

 MMD-UP1121HFP-E MMD-UP1281HFP-E
Capacity Code HP 12 14

Performance Data
Nominal Cooling Capacity kW 33.5 40

Heating Capacity kW 20.8 25.2
UK Cooling Total kW 18.4 22.3

Heating kW 25.2 30.6
Operation Limits Indoor Temperature Range C/H °C 13-25/18-30 13-25/18-30

Cooling Limit °C +22 +22
Ambient Cooling Fan Only °C ≥ +5/≤ +22 ≥ +5/≤ +22
Heating Limit °C ≥ -10/≤ +15 ≥ -10/≤ +15
Fan Stop Cooling - Heating °C ≤ +5/≤ -10 ≤ +5/≤ -10

Electrical Power Input kW 0.25 0.33
Run Current Amps 1.3 1.83
Start Current Amps 7.8 7.8

Indoor Data
Air Flow Standard l/s 700 850

Upper - Lower l/s 850 - 417 1,000 - 500
Standard m3/h 2520 3060
Upper - Lower m3/h 3060 - 1500 3600 - 1800

External Static Pressure Standard Pa 100 100
Upper - Lower Pa 200 - 50 200 - 50

Sound Pressure High - Medium - Low dB(A) 40 - 37 - 34 42 - 38 - 35
Power High - Medium - Low dB(A) 55 - 52 - 49 57 - 53 - 50

Unit Height x Width x Depth mm 477x 1430x 900 477x 1430x 900
Weight kg 99 99

Pipe Connection Flare Connections (gas - liquid) inch 1 1/8" - 1/2" 1 1/8" - 1/2"
Drain Pipe Connection OD/ID mm 32/25 32/25

Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-15 220-240/1/50-15
Retail Price

Indoor Retail  £4,679.00  £5,007.00 
Accessories

RBC-AMTU31-E Remote Controller  £86.00 

RBC-AMSU51-ES Remote Controller  £152.00 

RBC-AWSU52-E Remote Controller  £175.00 

RBC-ASCU11-E Compact Remote Controller  £74.00 

RBC-MTSC1 Mini Touch Screen Controller  £284.00 

RBC-MTSC2 Mini Touch Screen Controller  £337.00 

RBC-SMCN61 ON/OFF And Locking Lead  £11.00 

RBC-SMT1 CN02 Connector Timer Interface Lead  £11.00 

See page(s) 214 - 217 for full accessories information
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VRF Hot Water Module
• For use with SMMSe & SHRMe (HT SHRMe)
• Maximum water temperature 50°C (25°C up to 82°C HT Module)
• Designed to deliver hot water to a buffer tank
• Remote enable/disable function
• Electric heater backup facility

 MMW-UP0271LQ-E MMW-UP0561LQ-E MMW-AP0481CHQ-E

Capacity Code HP 2.5 5 4.5

Performance Data
Nominal Heating Capacity kW 8 16 14
Operating Modes Heating Heating Heating (Hi-Temp)
Heating Operating Ambient Range °C WB -25 - 19 -25 - 19 -25 - 46

Water inlet °C 15 - 45 15 - 45 15 - 45
Operation Water Side (min. - max.) °C 25 - 50 25 - 50 5 - 32

Electrical Power Input kW 0.014 0.014 4.15
Run Current Amps 0.08 0.08 17.5

Indoor Data
Sound pressure dB(A) 25 27 44
Unit Height x Width x Depth mm 580 x 400 x 250 580 x 400 x 250 700 x 900 x 320

Weight kg 17.8 20.3 100
Pipe Connection Flare Connections (gas - liquid) inch 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Water Flow & Retrun mm R1-1/4 (PT1-1/4 Screw) R1-1/4 (PT1-1/4 Screw) R1-1/4 (PT1-1/4 Screw)
Refrigerant Type R410A R410A 200 - 50

Charge Amount (liquid pipe length) kg Std VRF calculation Std VRF calculation R134A (2.1)
Water Circulating Pump (not included) Local Procurement Local Procurement Local Procurement

Heat Exchanger Type Plate Plate
Design Pressure Refrigerant mPa 3.73 3.73  
Design Pressure Water mPa 1 1 1
Nominal Flow Rate l/min 22.9 45.8 40
Min. - Max. Flow Rate l/min 3153 38.9 - 52.6
Pressure Drop Min. - Std. - Max. Kpa 28.5 - 40.5 - 53.5 35.2 - 44.2 - 58.2  
∆T °C 5 5  

Power Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-5 220-240/1/50-5 220-240/1/50-5
Retail Price

Indoor Retail  £2,500.00  £4,139.00  £4,373.00 
Accessories

See page(s) 214 - 217 for full accessories information
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Air to Air Heat Exchangers
• Complies ENTR lot 6 tier 2 requirements for the EU Market
• Optional C02 / PM Sensor will offer ventilation fan speed control by indoor air quality
• Optional high performance air filter available
• Indoor air quality information can be seen on the new wired remote controller    

(RBC-AMSU52-E / RBC-AWSU52-E)
• Electric damper for OA inlet and wind pressure shutter for the EA outlet will prevent 

outside air entering when the unit is turned off

Heat Exchangers VN-U00151SY-E VN-U00251SY-E VN-U00351SY-E VN-U00501SY-E

Performance Data
Operating Range around unit °C - %RH -15 to 50 - ≤ 80 -15 to 50 - ≤ 80 -15 to 50 - ≤ 80 -15 to 50 - ≤ 80

outdoor air °C - %RH -20 to 52 - ≤ 80 -20 to 52 - ≤ 80 -20 to 52 - ≤ 80 -20 to 52 - ≤ 80
return air °C - %RH 5 to 40 - ≤ 80 5 to 40 - ≤ 80 5 to 40 - ≤ 80 5 to 40 - ≤ 80

Airflow XH - H - M - L m3/h 150 - 120 - 90- 60 250 - 200 - 150 -100 350 - 280 - 210 - 140 500 - 400 - 300 - 260
l/s 41 - 33 - 20 69 - 58 - 27 97 - 77 - 38 138 - 111 - 72

External static XH - H - M - L Pa 90 - 60 - 43 - 25 75 - 53 - 30 - 15 160 - 100 - 57 - 26 125 - 80 - 45 - 35
Sound Pressure XH - H - M - L dB(A) 28 - 25 - 22 - 20 28 - 27 - 24 - 20 34 - 31 - 26 - 21 36 - 31 - 27 - 25
Sound Power H - M - L dB(A) 43.0 - 40.0 - 35.0 43.0 - 42.0 - 35.0 49.0 - 46.0 - 36.0 51.0 - 46.0 - 40.0
Temperature exchange efficiency (high air flow) % 83.5 80.5 81.5 79.5
Enthalpy exchange efficiency (high air flow) % 80 76 76 74

Unit Data
Dimensions Height mm 278 278 305 337

Width mm 735 735 880 1020
  Depth mm 778 778 880 920

Weight kg 29 29 40 47
Duct nominal diameter supply/return mm 100 x 2/100 x 2 150 x 2/150 x 2 150 x 2/150 x 2 200 x 2/200 x 2

Electrical Data
Suggested power supply (with heater kit) V/ph/Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 
Maximum running current A 0.61 0.77 1.17 1.32
Without heater (with heater kit) A 3 (10) 3 (10) 6 (16) 6 (16)

Pricing
Retail  £1,326.00  £1,358.00  £1,561.00  £1,895.00 

Accessories
NRC-01HE Wired Remote Control  £120.00 

RBC-AMSU51-ES Back-lit wired remote + 7day timer  £152.00 

RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-VNMC-PE Heat kit controller  £468.00 

RBC-VNMH1 Heater For use with - (0151)  £413.00 

RBC-VNMH2 Heater For use with - (0251,0351)  £424.00 

RBC-VNMH3 Heater For use with - (0501,0651)  £478.00 

RBC-VNMH4 Heater For use with - (0801,1001)  £790.00 

CDL-BMS01 Extrernal control lead  £15.00 

TCB-SFMCA1V-E Multi Function Sensor (CO2/PM2.5 - requires RBC-AMSU52-E or RBC-AWSU52-E)  £619.00 

TCB-PSFC551VSY-E High Performance Filter (ePM1 55%) for 150m3 and 250m3 VN model  £68.00 

TCB-PSFC551VMY-E High Performance Filter (ePM1 55%) for 350m3 VN model  £78.00 

TCB-PSFC551VLY-E High Performance Filter (ePM1 55%) for 500m3 and 650m3 VN model  £106.00 

TCB-PSFC551VXY-E High Performance Filter (ePM1 55%) for 800m3 and 1000m3 VN model  £128.00 

CDL-VNM-CO2 CO2 sensor (requires leads & fuse based on model) £450.00



Air to Air Heat Exchangers
• Complies ENTR lot 6 tier 2 requirements for the EU Market
• Optional C02 / PM Sensor will offer ventilation fan speed control by indoor air quality
• Optional high performance air filter available
• Indoor air quality information can be seen on the new wired remote controller    

(RBC-AMSU52-E / RBC-AWSU52-E)
• Electric damper for OA inlet and wind pressure shutter for the EA outlet will prevent 

outside air entering when the unit is turned off

Heat Exchangers VN-U00651SY-E VN-U00801SY-E VN-U01001SY-E

Performance Data
Operating Range around unit °C - %RH -15 to 50 - ≤ 80 -15 to 50 - ≤ 80 -15 to 50 - ≤ 80

outdoor air °C - %RH -20 to 52 - ≤ 80 -20 to 52 - ≤ 80 -20 to 52 - ≤ 80
return air °C - %RH 5 to 40 - ≤ 80 5 to 40 - ≤ 80 5 to 40 - ≤ 80

Airflow XH - H - M - L m3/h 650 - 520 - 390 - 260 800 - 640 - 480 - 320 1000 - 800 - 600 - 400
l/s 180 - 144 - 88 222 - 177 - 111 277 - 222 - 194

External static XH - H - M - L Pa 150 - 100 - 58 - 28 145 - 92 - 53 - 22 170 - 110 - 60 - 30
Sound Pressure XH - H - M - L dB(A) 39 - 35 - 30 - 24 39 - 35 - 30 - 23 41 - 38 - 33 - 24
Sound Power H - M - L dB(A) 54.0 - 50.0 - 39.0 54.0 - 50.0 - 38.0 56.0 - 53.0 - 39.0
Temperature exchange efficiency (high air flow) % 77.5 79 78.5
Enthalpy exchange efficiency (high air flow) % 72 74 73

Unit Data
Dimensions Height mm 337 386 386

Width mm 1020 1230 1230
  Depth mm 920 1130 1130

Weight kg 47 63 63
Duct nominal diameter supply/return mm 200 x 2/200 x 2 250 x 2/250 x 2 250 x 2/250 x 2

Electrical Data
Suggested power supply (with heater kit) V/ph/Hz 220/240-1-50 220/240-1-50 220/240-1-50 
Maximum running current A 2.16 2.26 3.48
Without heater (with heater kit) A 6 (16) 6 (16) 10 (16)

Pricing
Retail  £2,108.00  £2,515.00  £2,740.00 

Accessories
NRC-01HE Wired Remote Control  £120.00 

RBC-AMSU51-ES Back-lit wired remote + 7day timer  £152.00 

RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-VNMC-PE Heat kit controller  £468.00 

RBC-VNMH1 Heater For use with - (0151)  £413.00 

RBC-VNMH2 Heater For use with - (0251,0351)  £424.00 

RBC-VNMH3 Heater For use with - (0501,0651)  £478.00 

RBC-VNMH4 Heater For use with - (0801,1001)  £790.00 

CDL-BMS01 Extrernal control lead  £15.00 

TCB-SFMCA1V-E Multi Function Sensor (CO2/PM2.5 - requires RBC-AMSU52-E or RBC-AWSU52-E)  £619.00 

TCB-PSFC551VSY-E High Performance Filter (ePM1 55%) for 150m3 and 250m3 VN model  £68.00 

TCB-PSFC551VMY-E High Performance Filter (ePM1 55%) for 350m3 VN model  £78.00 

TCB-PSFC551VLY-E High Performance Filter (ePM1 55%) for 500m3 and 650m3 VN model  £106.00 

TCB-PSFC551VXY-E High Performance Filter (ePM1 55%) for 800m3 and 1000m3 VN model  £128.00 

CDL-VNM-CO2 CO2 sensor (requires leads & fuse based on model) £450.00
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Air to Air Heat Exchangers Large
• Fresh air ventilation
• Changes temperature and humidity of entering fresh air
• Helps prevent sick building syndrome
• Reclaims 20-50% of the energy lost by ventilation
• Recovery of up to 75% heat from the outgoing air

Heat Exchangers VN-M1500HE1 VN-M2000HE1

Performance Data
Operating Range around unit °C - %RH -10 to 40 - ≤ 80 -10 to 40 - ≤ 80

outdoor air °C - %RH -15 to 43 - ≤ 80 -15 to 43 - ≤ 80
return air °C - %RH 5 to 40 - ≤ 80 5 to 40 - ≤ 80

Airflow XH - H - M - L m3/h 1500 - 1500 - 1200 2000 - 2000 - 1400
l/s 417 - 417 - 333 555 - 555 - 388

External static XH - H - M - L Pa 140 - 110 - 80 105 - 80 - 70
Sound Pressure XH - H - M - L dB(A) 41.0 - 40.0 - 36.0 41.5 - 40.5 - 36.5
Sound Power H - M - L dB(A) 56.0 - 55.0 - 51.0 56.5 - 55.5 - 51.5
Temperature exchange efficiency (high air flow) % 82 82

Unit Data
Dimensions Height mm 1189 1189

Width mm 1189 1189
  Depth mm 810 810

Weight kg 126 126
Duct nominal diameter supply/return mm 250 x 4/283 x 730 x 2 250 x 4/283 x 730 x 2

Electrical Data
Suggested power supply (with heater kit) V/ph/Hz 220/240-1-50 220/240-1-50 
Maximum running current A 5.08 5.08
Without heater (with heater kit) A 10 (16) 10 (20)

Pricing
Retail  £5,970.00  £6,560.00 

Accessories
NRC-01HE Wired Remote Control  £120.00 

RBC-AMSU51-ES Back-lit wired remote + 7day timer  £152.00 

RBC-AWSU52-W Wired remote with bluetooth  £175.00 

RBC-VNMC-HE1 Heater kit control (heater procured locally)  £357.00 



Air to Air Heat Exchangers with DX coil
• Three models, air flow range 440 to 950 m3/h
• Fresh air ventilation
• Changes temperature and humidity of entering fresh air
• Reclaims 20-50% of the energy lost by ventilation
• Recovery of up to 72% heat from the outgoing air

Heat Exchangers MMD-VN502HEX1E MMD-VN802HEX1E MMD-VN1002HEX1E

Performance Data
Cooling capacity  kW 4.1 6.56 8.25
Heating capacity  kW 5.53 8.61 10.92
Operating Range around unit °C - %RH -10 to 40 - ≤ 80 -10 to 40 - ≤ 80 -10 to 40 - ≤ 80

outdoor air °C - %RH -15 to 43 - ≤ 80 -15 to 43 - ≤ 80 -15 to 43 - ≤ 80
return air °C - %RH 5 to 40 - ≤ 80 5 to 40 - ≤ 80 5 to 40 - ≤ 80

Airflow XH - H - L m3/h 500 - 500 - 440 800 - 800 - 640 950 - 950 - 820
Upper - lower limit m3/h 600 - 330 960 - 480 1140 - 640

External static XH - H - M - L Pa 120 - 105 - 115 120 - 100 - 100 135 - 120 - 105
Sound Pressure XH - H - M - L dB(A) 37.5 - 36.5 - 34.5 41.0 - 40.0 - 38.0 43.0 - 42.0 - 40.0

Unit Data
Dimensions Height mm 430 430 430

Width mm 1140 1189 1189
  Depth mm 1690 1739 1739

Weight kg 84 100 101
Duct nominal diameter supply/return mm 200 x 2/200 x 2 250 x 2/250 x 2 250 x 2/250 x 2
Flare connection (gas - liquid) In 3/8 - 1/4 1/2 - 1/4 1/2 - 1/4

Electrical Data
Suggested power supply (with heater kit) V/ph/Hz 220/240-1-50 220/240-1-50 220/240-1-50 
Without heater (with heater kit) A 3 (10) 3 (10) 6 (10)

Pricing
Retail  £4,837.00  £7,047.00  £8,049.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 

RBC-VNL1 CN705 Interface lead 1.5M  £63.00 

RBC-VNMC-PE Heater Kit controller  £468.00 

RBC-VNMH3-PE 200mm Heater kit 2x 1kW (VN-500 / 650)  £478.00 

RBC-VNMH4-PE 250mm Heater kit 2x 1kW (VN-800 / 1000)  £490.00 

NRC-01HE Wired Remote Control  £120.00 

RBC-AMSU51-ES Back-lit wired remote + 7day timer  £152.00 

RBC-AWSU52-W Wired remote with bluetooth  £175.00 
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Air to Air Heat Exchangers with DX coil & Humidifier
• Three models, air flow range 440 to 950 m3/h
• Fresh air ventilation
• Changes temperature and humidity of entering fresh air
• Reclaims 20-50% of the energy lost by ventilation
• Recovery of up to 72% heat from the outgoing air

Heat Exchangers MMD-VNK502HEX1E MMD-VNK802HEX1E MMD-VNK1002HEX1E

Performance Data
Cooling capacity  kW 4.1 6.56 8.25
Heating capacity  kW 5.53 8.61 10.92
Operating Range around unit °C - %RH -10 to 40 - ≤ 80 -10 to 40 - ≤ 80 -10 to 40 - ≤ 80

outdoor air °C - %RH -15 to 43 - ≤ 80 -15 to 43 - ≤ 80 -15 to 43 - ≤ 80
return air °C - %RH 5 to 40 - ≤ 80 5 to 40 - ≤ 80 5 to 40 - ≤ 80

Airflow XH - H - L m3/h 500 - 500 - 440 800 - 800 - 640 950 - 950 - 820
Upper - lower limit m3/h 600 - 330 960 - 480 1140 - 640

External static XH - H - M - L Pa 95 - 85 - 95 105 - 85 - 90 110 - 90 - 115
Sound Pressure XH - H - M - L dB(A) 36.5 - 35.5 - 33.5 40.0 - 39.0 - 38.0 42.0 - 41.0 - 39.0
Humidifier capacity/humidifier feed water pressure kg/h 3/0.02 - 0.49 5/0.02 - 0.49 6/0.02 - 0.49

Unit Data
Dimensions Height mm 430 430 430

Width mm 1140 1189 1189
  Depth mm 1690 1739 1739

Weight kg 91 111 112
Duct nominal diameter supply/return mm 200 x 2/200 x 2 250 x 2/250 x 2 250 x 2/250 x 2
Water supply connection external threaded R1/2 R1/2 R1/2
Flare connection (gas - liquid) In 3/8 - 1/4 1/2 - 1/4 1/2 - 1/4

Electrical Data
Suggested power supply (with heater kit) V/ph/Hz 220/240-1-50 220/240-1-50 220/240-1-50 
Without heater (with heater kit) A 6 (10) 6 (10) 6 (10)

Pricing
Retail  £5,458.00  £7,946.00  £9,086.00 

Accessories
RBC-AMTU31E Wired remote standard  £86.00 

RBC-VNL1 CN705 Interface lead 1.5M  £63.00 

RBC-VNMC-PE Heater Kit controller  £468.00 

RBC-VNMH3-PE 200mm Heater kit 2x 1kW (VN-500 / 650)  £478.00 

RBC-VNMH4-PE 250mm Heater kit 2x 1kW (VN-800 / 1000)  £490.00 

NRC-01HE Wired Remote Control  £120.00 

RBC-AMSU51-ES Back-lit wired remote + 7day timer  £152.00 

RBC-AWSU52-W Wired remote with bluetooth  £175.00 
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AHU Connections - RAV Digital Inverter
• Allows connection of 3rd party AHU to all Toshiba light commercial outdoor units (R32 

& R410A) using locally supplied DX coil
• No additional expansion valves or mechanical equipment required
• External ON/OFF input
• Safety cut out input to detect fan failure
• R32: The DX coil fitted must be rated for use with R32
• R32: the AHU must be fitted with components that are suitable for use with A2L 

classification

Outdoor RAV-GM301ATP-E RAV-GM401ATP-E RAV-GM561ATP-E RAV-GM801ATP-E
Performance Data

Cooling Range (Min - Max) kW 0.9 - 3.0 0.9 - 4.0 1.5 - 5.6 1.5 - 8.0
Heating Range (Min - Max) kW 0.8 - 4.5 0.8 - 5.0 1.5 - 6.3 1.5 - 9.0

Outdoor Data
Operating Temp Cool / Heat C -15 to 46 / -15 to 15 -15 to 46 / -15 to 15 -15 to 46 / -15 to 15 -15 to 46 / -15 to 15
Air Flow High m3/g - l/s 1800 - 500 2200 - 611 2400 - 667 2700 - 750
Sound Pressure Cool/Heat dB(A) 46  -  47 49  -  50 46  -  48 48  -  52

Power Cool/Heat dB(A) 61  -  62 64  -  65 63  -  65 65  -  69
Outdoor H x W x D mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290

Weight kg 29 34 40 44
Drain Port mm 16 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 3/8 -1/4 1/2 -1/4 1/2 -1/4 5/8 -3/8

Min - Max Length m 2 - 20 2 - 20 5 - 30 5 - 30
Max Height Diff m ±10 ±10 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 0.6/15 R32 - 0.9/15 R32 - 0.9/20 R32 - 1.3/20
Additional Charge g/m 20 20 20 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 10 10 16 16
Run Current Maximum A 3.75 4.64 7.31 10.40

Control Panel (AHU1)
Dimension H x W x D mm 300 x 300 x 150 300 x 300 x 150 300 x 300 x 150 300 x 300 x 150
Weight kg 10 10 10 10
Power supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50

AHU DX Coil (3rd party supply)
Capacity Cooling kW 2.5 3.6 5.6 8

Heating kW 3.4 4 6.3 9
Design Evaporating Temp Range C 4 - 7 4 - 7 4 - 7 4 - 7

Suction superheat (target) K 5 5 5 5
Heat Exchanger Air Volume (min-max) m3/h 480 - 720 480 - 880 480 - 1100 700 - 1500

Pricing
Control Panel (AHU1)  £550.00  £550.00  £550.00  £550.00 
Outdoor Retail  £762.00  £913.00  £1,087.00  £1,435.00 
Remote Control (RBC-AMTU31-E)  £86.00  £86.00  £86.00  £86.00 
System  £1,398.00  £1,549.00  £1,723.00  £2,071.00 

Accessories
RBC-AMSU51-ES Back-lit wired remote + 7day timer  £152.00 

RBC-FDP3-PE Modbus control (Software by CDL before supply)  £411.00 

RBC-TSI1 Monitoring and Control interface  £325.00 

TCB-TC41LE Remote Sensor  £86.00 



AHU Connections - RAV Digital Inverter
• Allows connection of 3rd party AHU to all Toshiba light commercial outdoor units (R32 

& R410A) using locally supplied DX coil
• No additional expansion valves or mechanical equipment required
• External ON/OFF input
• Safety cut out input to detect fan failure
• R32: The DX coil fitted must be rated for use with R32
• R32: the AHU must be fitted with components that are suitable for use with A2L 

classification

Outdoor RAV-GM901ATP-E RAV-GM1101ATP-E RAV-GM1101AT8P-E
Performance Data

Cooling Range (Min - Max) kW 1.9 - 8.8 3.0 - 11.2 3.0 - 11.2
Heating Range (Min - Max) kW 1.8 - 9.9 3.0 - 13.0 3.0 - 13.0

Outdoor Data
Operating Temp Cool / Heat C -15 to 46 / -15 to 15 -15 to 46 / -15 to 15 -15 to 46 / -15 to 15
Air Flow High m3/g - l/s 2900 - 806 4080 - 1133 4080 - 1133
Sound Pressure Cool/Heat dB(A) 51  -  68 54  -  57 54 - 57

Power Cool/Heat dB(A) 68  -  72 70  -  74 70 - 74
Outdoor H x W x D mm 630 x 800 x 300 890 x 900 x 320 890 x 900 x 320

Weight kg 47 68 69
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.0/20 R32 - 2.1/30 R32 - 2.1/30
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 380-415 /3/50
Suggested Fuse A 20 20 10
Run Current Maximum A 12.81 14.20 4.75

Control Panel (AHU1)
Dimension H x W x D mm 300 x 300 x 150 300 x 300 x 150 300 x 300 x 150
Weight kg 10 10 10
Power supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50

AHU DX Coil (3rd party supply)
Capacity Cooling kW 8 11.2 11.2

Heating kW 9 13 13
Design Evaporating Temp Range C 4 - 7 4 - 7 4 - 7

Suction superheat (target) K 5 5 5
Heat Exchanger Air Volume (min-max) m3/h 700 - 1500 1260 - 2500 1260 - 2500

Pricing
Control Panel (AHU1)  £550.00  £550.00  £550.00 
Outdoor Retail  £1,585.00  £1,891.00  £2,183.00 
Remote Control (RBC-AMTU31-E)  £86.00  £86.00  £86.00 
System  £2,221.00  £2,527.00  £2,819.00 

Accessories
RBC-AMSU51-ES Back-lit wired remote + 7day timer  £152.00 

RBC-FDP3-PE Modbus control (Software by CDL before supply)  £411.00 

RBC-TSI1 Monitoring and Control interface  £325.00 

TCB-TC41LE Remote Sensor  £86.00 
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AHU Connections - RAV Digital Inverter
• Allows connection of 3rd party AHU to all Toshiba light commercial outdoor units (R32 

& R410A) using locally supplied DX coil
• No additional expansion valves or mechanical equipment required
• External ON/OFF input
• Safety cut out input to detect fan failure
• R32: The DX coil fitted must be rated for use with R32
• R32: the AHU must be fitted with components that are suitable for use with A2L 

classification

Outdoor RAV-GM1401ATP-E RAV-GM1401AT8P-E RAV-GM1601ATP-E
Performance Data

Cooling Range (Min - Max) kW 3.0 - 13.2 3.0 - 13.2 3.0 - 16.0
Heating Range (Min - Max) kW 3.0 - 16.0 3.0 - 16.0 3.0 - 18.0

Outdoor Data
Operating Temp Cool / Heat C -15 to 46 / -15 to 15 -15 to 46 / -15 to 15 -15 to 46 / -15 to 15
Air Flow High m3/g - l/s 4200 - 1167 4200 - 1167 6900 - 1917
Sound Pressure Cool/Heat dB(A) 55 - 57 55 - 57 53 - 55

Power Cool/Heat dB(A) 70 - 74 70 - 74 70 - 72
Outdoor H x W x D mm 890 x 900 x 320 890 x 900 x 320 1340 x 900 x 320

Weight kg 68 68 95
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 5/8 -3/8 5/8 -3/8 5/8 -3/8

Min - Max Length m 5 - 50 5 - 50 5 - 50
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1/30 R32 - 2.1/30 R32 - 2.4/30
Additional Charge g/m 35 35 35

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 380-415 /3/50 220-240/1/50
Suggested Fuse A 32 16 32
Run Current Maximum A 20.75 6.90 21.71

Control Panel (AHU1)
Dimension H x W x D mm 300 x 300 x 150 300 x 300 x 150 300 x 300 x 150
Weight kg 10 10 10
Power supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50

AHU DX Coil (3rd party supply)
Capacity Cooling kW 13.2 13.2 13.2

Heating kW 16 16 13
Design Evaporating Temp Range C 4 - 7 4 - 7 4 - 7

Suction superheat (target) K 5 5 5
Heat Exchanger Air Volume (min-max) m3/h 1260 - 2750 1260 - 2500 1260 - 3000

Pricing
Control Panel (AHU1)  £550.00  £550.00  £550.00 
Outdoor Retail  £1,993.00  £2,300.00  £2,681.00 
Remote Control (RBC-AMTU31-E)  £86.00  £86.00  £86.00 
System  £2,629.00  £2,936.00  £3,317.00 

Accessories
RBC-AMSU51-ES Back-lit wired remote + 7day timer  £152.00 

RBC-FDP3-PE Modbus control (Software by CDL before supply)  £411.00 

RBC-TSI1 Monitoring and Control interface  £325.00 

TCB-TC41LE Remote Sensor  £86.00 



AHU Connections - RAV Digital Inverter
• Allows connection of 3rd party AHU to all Toshiba light commercial outdoor units (R32 

& R410A) using locally supplied DX coil
• No additional expansion valves or mechanical equipment required
• External ON/OFF input
• Safety cut out input to detect fan failure
• R32: The DX coil fitted must be rated for use with R32
• R32: the AHU must be fitted with components that are suitable for use with A2L 

classification

Outdoor RAV-GM1601AT8P-E RAV-GM2241AT8-E1 RAV-GM2841AT8-E1
Performance Data

Cooling Range (Min - Max) kW 3.0 - 16.0 4.6 - 22.4 4.6 - 27.0
Heating Range (Min - Max) kW 3.0 - 18.0 4.6 - 25.0 4.6 - 31.5

Outdoor Data
Operating Temp Cool / Heat C -15 to 46 / -15 to 15 -15 to 46 / -27 to 15 -15 to 46 / -27 to 15
Air Flow High m3/g - l/s 6900 - 1917 9150- 2541 10890- 3025
Sound Pressure Cool/Heat dB(A) 53 - 55 58 - 60 61 - 63

Power Cool/Heat dB(A) 70 - 72 76 - 76 78 - 80
Outdoor H x W x D mm 1340 x 900 x 320 1550 x 1010 x 370 1550 x 1010 x 370

Weight kg 94 142 142
Drain Port mm 16 16 16

Refrigeration Data
Pipe connection Flare gas - liquid In 5/8 -3/8 1 1/8 - 1/2 1 1/8 - 1/2

Min - Max Length m 5 - 50 5-100 5-100
Max Height Diff m ±30 ±30 ±30

Refrigerant R32 Base Charge / Length kg / m R32 - 2.1/30 R32 - 5.0/30 R32 - 5.0/30
Additional Charge g/m 35 80 80

Electrical Data
Power Cable Outdoor to Indoor 3 + E 3 + E 3 + E
Power Supply V/ph/Hz 380-415 /3/50 220-240/1/50 380-415 /3/50
Suggested Fuse A 16 16 20
Run Current Maximum A 7.23 9.52 13.04

Control Panel (AHU1)
Dimension H x W x D mm 300 x 300 x 150 300 x 300 x 150 300 x 300 x 150
Weight kg 10 10 10
Power supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50

AHU DX Coil (3rd party supply)
Capacity Cooling kW 13.2 22.4 27

Heating kW 13 25 31.5
Design Evaporating Temp Range C 4 - 7 4 - 7 4 - 7

Suction superheat (target) K 5 5 5
Heat Exchanger Air Volume (min-max) m3/h 1260 - 3000 2880 - 4320 3360 - 5040

Pricing
Control Panel (AHU1)  £550.00  £550.00  £550.00 
Outdoor Retail  £2,976.00  £5,246.00  £5,255.00 
Remote Control (RBC-AMTU31-E)  £86.00  £86.00  £86.00 
System  £3,612.00  £5,882.00  £5,891.00 

Accessories
RBC-AMSU51-ES Back-lit wired remote + 7day timer  £152.00 

RBC-FDP3-PE Modbus control (Software by CDL before supply)  £411.00 

RBC-TSI1 Monitoring and Control interface  £325.00 

TCB-TC41LE Remote Sensor  £86.00 
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Air Curtains (VRF) Free Hanging Unit
• Integrated electrical box design
• Built in defrost tray
• Removable end panels for easy access
• Operational to -20°C

Model RAV-CT101CH-M RAV-CT101CH-L RAV-CT151CH-M
VRF System interface (factory fitted) MMD-ODH1 MMD-ODH1 MMD-ODH1
Capacity Code 3 3 4

Performance Data
Capacity kW 8 8 11.2
COP 2.63 2.77 2.56
Standard airflow l/s 444 614 667
Standard airflow m3/h 1600 2210 2400
Unit Width mm 1000 1000 1500
Maximum Height m 3 3.2 3
Sound Pressure (medium speed) dB(A) 54 55 55

Unit Data
Dimensions Height mm 260 260 260

Width mm 1210 1210 1710
  Depth mm 490 490 490

Weight kg 48 51 77
Flare connection (gas - liquid) inch 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Electrical Data
Suggested power supply V/ph/Hz 220/240-1-50 220/240-1-50 220/240-1-50 
 A 10 10 10

Pricing
Air Curtain  £6,005.00  £6,772.00  £7,590.00 
VRF System interface (factory fitted)  £1,055.00  £1,055.00  £1,055.00 
System Retail  £7,060.00  £7,827.00  £8,645.00 

See page X for full accessories information

Model RAV-CT151CH-L RAV-CT201CH-M RAV-CT201CH-L
VRF System interface (factory fitted) MMD-ODH1 MMD-ODH1 MMD-ODH1
Capacity Code 4 5 5

Performance Data
Capacity kW 11.2 14 14
COP 2.93 2.75 3.2
Standard airflow l/s 819 889 1228
Standard airflow m3/h 2950 3200 4420
Unit Width mm 1500 2000 2000
Maximum Height m 3.2 3 3.2
Sound Pressure (medium speed) dB(A) 56 56 57

Unit Data
Dimensions Height mm 260 260 260

Width mm 1710 2210 2210
  Depth mm 490 490 490

Weight kg 80 101 107
Flare connection (gas - liquid) inch 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Electrical Data
Suggested power supply V/ph/Hz 220/240-1-50 220/240-1-50 220/240-1-50 
 A 10 10 16

Pricing
Air Curtain  £7,980.00  £8,696.00  £9,872.00 
VRF System interface (factory fitted)  £1,055.00  £1,055.00  £1,055.00 
System Retail  £9,035.00  £9,751.00  £10,927.00 



Air Curtains (VRF) Free Hanging Unit
• Integrated electrical box design
• Built in defrost tray
• Removable end panels for easy access
• Operational to -20°C

Model RAV-CT251CH-M RAV-CT251CH-L SM2000DH-FS-VRF
VRF System interface (factory fitted) MMD-ODH1 MMD-ODH1 MMD-ODH1
Capacity Code 6 6 5

Performance Data
Capacity kW 16 16 9.3
COP 3.27 3.81 3
Standard airflow l/s 1111 1433 611
Standard airflow m3/h 4000 5160 2200
Unit Width mm 2500 2500 2000
Maximum Height m 3 3.2 3.2
Sound Pressure (medium speed) dB(A) 57 58 54

Unit Data
Dimensions Height mm 260 260 320

Width mm 1210 2710 2340
  Depth mm 490 490 550

Weight kg 63 132 90
Flare connection (gas - liquid) inch 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Electrical Data
Suggested power supply V/ph/Hz 220/240-1-50 220/240-1-50 220/240-1-50 
 A 16 16 10

Pricing
Air Curtain  £9,883.00  £10,342.00  £12,717.00 
VRF System interface (factory fitted)  £1,055.00  £1,055.00  £1,055.00 
System Retail  £10,938.00  £11,397.00  £13,772.00 
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Air Curtains (VRF) Cassette Type
• Integrated electrical box design
• Built in defrost tray
• Removable end panels for easy access
• Operational to -20°C
• Selectable discharge grille position

Model RAV-CT101UH-M RAV-CT101UH-L RAV-CT151UH-M RAV-CT151UH-L
VRF System interface (factory fitted) MMD-ODH1 MMD-ODH1 MMD-ODH1 MMD-ODH1
Capacity Code 3 3 4 4

Performance Data
Capacity kW 8 8 11.2 11.2
COP 2.63 2.77 2.56 2.93
Standard airflow l/s 444 614 667 819
Standard airflow m3/h 1600 2210 2400 2950
Unit Width mm 1000 1000 1500 1500
Maximum Height m 3 3.2 3 3.2
Sound Pressure (medium speed) dB(A) 54 55 55 56

Unit Data
Dimensions Height mm 260 260 260 260

Width mm 1050 1050 1550 1550
  Depth mm 780 780 780 780

Weight kg 40 43 95 98
Flare connection (gas - liquid) inch 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Electrical Data
Suggested power supply V/ph/Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 
 A 10 10 10 10

Pricing
Air Curtain  £6,287.00  £7,215.00  £7,651.00  £8,215.00 
VRF System interface (factory fitted)  £1,055.00  £1,055.00  £1,055.00  £1,055.00 
System Retail  £7,342.00  £8,270.00  £8,706.00  £9,270.00 

Model RAV-CT201UH-M RAV-CT201UH-L RAV-CT251UH-M RAV-CT251UH-L
VRF System interface (factory fitted) MMD-ODH1 MMD-ODH1 MMD-ODH1 MMD-ODH1
Capacity Code 5 5 6 6

Performance Data
Capacity kW 14 14 16 16
COP 2.75 3.2 3.27 3.81
Standard airflow l/s 889 1228 1111 1433
Standard airflow m3/h 3200 4420 4000 5160
Unit Width mm 2000 2000 2500 2500
Maximum Height m 3 3.2 3 3.2
Sound Pressure (medium speed) dB(A) 56 57 57 58

Unit Data
Dimensions Height mm 260 260 260 260

Width mm 2050 2050 2550 2550
  Depth mm 780 780 780 780

Weight kg 99 105 120 126
Flare connection (gas - liquid) inch 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Electrical Data
Suggested power supply V/ph/Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 
 A 10 16 10 16

Pricing
Air Curtain  £8,821.00  £9,950.00  £9,955.00  £11,017.00 
VRF System interface (factory fitted)  £1,055.00  £1,055.00  £1,055.00  £1,055.00 
System Retail  £9,876.00  £11,005.00  £11,010.00  £12,072.00 



Air Curtains (VRF) Built In Type
• Integrated electrical box design
• Built in defrost tray
• Concealed design with retractable inlet and discharge air ducts
• Operational to -20°C
• Selectable discharge grille position

Model RAV-CT101BH-M RAV-CT101BH-L RAV-CT151BH-M RAV-CT151BH-L
VRF System interface (factory fitted) MMD-ODH1 MMD-ODH1 MMD-ODH1 MMD-ODH1
Capacity Code 3 3 4 4

Performance Data
Capacity kW 8 8 11.2 11.2
COP 2.63 2.77 2.56 2.93
Standard airflow l/s 444 614 667 819
Standard airflow m3/h 1600 2210 2400 2950
Unit Width mm 1000 1000 1500 1500
Maximum Height m 3 3.2 3 3.2
Sound Pressure (medium speed) dB(A) 54 55 55 56

Unit Data
Dimensions Height mm 405-485 405-485 405-485 405-485

Width mm 1105 1105 1605 1605
  Depth mm 720 720 720 720

Weight kg 71 74 105 108
Flare connection (gas - liquid) inch 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Electrical Data
Suggested power supply V/ph/Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 
 A 10 10 10 10

Pricing
Air Curtain  £7,001.00  £7,056.00  £8,425.00  £8,812.00 
VRF System interface (factory fitted)  £1,055.00  £1,055.00  £1,055.00  £1,055.00 
System Retail  £8,056.00  £8,111.00  £9,480.00  £9,867.00 

Model RAV-CT201BH-M RAV-CT201BH-L RAV-CT251BH-M RAV-CT251BH-L
VRF System interface (factory fitted) MMD-ODH1 MMD-ODH1 MMD-ODH1 MMD-ODH1
Capacity Code 5 5 6 6

Performance Data
Capacity kW 14 14 16 16
COP 2.75 3.2 3.27 3.81
Standard airflow l/s 889 1228 1111 1433
Standard airflow m3/h 3200 4420 4000 5160
Unit Width mm 2000 2000 2500 2500
Maximum Height m 3 3.2 3 3.2
Sound Pressure (medium speed) dB(A) 56 57 57 58

Unit Data
Dimensions Height mm 405-485 405-485 405-485 405-485

Width mm 2105 2105 2605 2605
  Depth mm 720 720 720 720

Weight kg 129 135 170 176
Flare connection (gas - liquid) inch 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

Electrical Data
Suggested power supply V/ph/Hz 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 
 A 10 16 10 16

Pricing
Air Curtain  £9,183.00  £66.00  £10,396.00  £11,359.00 
VRF System interface (factory fitted)  £1,055.00  £1,055.00  £1,055.00  £1,055.00 
System Retail  £10,238.00  £1,121.00  £11,451.00  £12,414.00 
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Estia R32 Air to Water Outdoors
• A+++ leading energy efficiency
• SCOP up to 4.65 according to EN14825
• 65°C hot water all year-round for guaranteed comfort
• 1 & 2 Zone heating control (options)
• R32 Wall mounted Hydro module
• Optional Hot Water Cylinders 

Indoor HWT-401HW-E HWT-601HW-E
Hydro Indoor Unit (not included in pricing) HWT-601XWH##W-E HWT-601XWH##W-E

Performance Data - Underfloor Heating
Nominal Heating (Air 7°C Water 35°C) kW 4 6
Max Heating (Air 7°C Water 35°C) kW 7.25 7.25
COP (Air 7°C Water 35°C) 5.2 4.8
Energy Efficiency Class A+++ A+++
Season Space Heating Efficiency  35°C SCOP/ns% 4.53/178 4.58/180

Radiators Heating and DHW
Max Heating (Air 7°C Water 55°C) kW 6.97 6.97
Max Heating (Air -7°C Water 45°C) kW 4.48 5.8
Max Heating (Air -15°C Water 45°C) kW 3.37 4.03
Max Heating (Air 7°C Water 55°C) kW 6.51 7.53
Max Heating (Air -7°C Water 55°C) kW 4.31 5.42
Max Heating (Air -10°C Water 55°C) kW - -
Max Heating (Air -15°C Water 55°C) kW - -
Energy Efficiency Class A++ A++
Season Space Heating Efficiency  55°C SCOP/ns% 3.45/135 3.37/132

Outdoor Data
Operating Range Space heating outdoor °C -20 to 25 -20 to 25

Hot Water Operation °C -20 to 43 -20 to 43
Sound Pressure @ 1m dB(A) 46/41 46/42

Pressure @ 5m dB(A) 38/33 40/36
Power dB(A) 60/55 62/58

Airflow l/s 607 607
m3/h 2184 2184

Dimensions
Height mm 630 630
Width mm 800 800
Depth mm 300 300
Weight mm 42 42

Refrigerant
R32 Charged to kg 0.9 0.9

m 20 20
Connection (flare) In 1/2 - 1/4 1/2 - 1/4
Min - Max Length M 5 - 30 5 - 30
Additional Refrigerant g/M 20 20

Electrical Details
Power input (Heating) kW 0.77 1.25
Run Current (Heating) A 4.08 5.78
Max Run Current A 14.6 14.6
Power supply V/ph/Hz 220-240/1/50 220-240/1/50
Interconnecting Cable to Hydro 3C+E 3C+E
Suggested Fuse to Outdoor A 16 16

Pricing
Indoor Retail  £1,571.00  £1,766.00 



Estia R32 Air to Water Outdoors
• A+++ leading energy efficiency
• SCOP up to 4.65 according to EN14825
• 65°C hot water all year-round for guaranteed comfort
• 1 & 2 Zone heating control (options)
• R32 Wall mounted Hydro module
• Optional Hot Water Cylinders 

Indoor HWT-801HW-E HWT-1101HW-E HWT-1401HW-E
Hydro Indoor Unit (not included in pricing) HWT-1101XWH##W-E HWT-1101XWH##W-E HWT-1101XWH##W-E

Performance Data - Underfloor Heating
Nominal Heating (Air 7°C Water 35°C) kW 8 11 14
Max Heating (Air 7°C Water 35°C) kW 11.9 13.24
COP (Air 7°C Water 35°C) 5.19 4.6 4.6
Energy Efficiency Class A+++ A+++ A+++
Season Space Heating Efficiency  35°C SCOP/ns% 4.63/182 4.55/179

Radiators Heating and DHW
Max Heating (Air 7°C Water 55°C) kW 11.75 12.41
Max Heating (Air -7°C Water 45°C) kW 8 8.44
Max Heating (Air -15°C Water 45°C) kW 6.54 7.52
Max Heating (Air 7°C Water 55°C) kW 9.96 10.17
Max Heating (Air -7°C Water 55°C) kW 7.35 7.72
Max Heating (Air -10°C Water 55°C) kW 7 7.38
Max Heating (Air -15°C Water 55°C) kW 6.41 6.81
Energy Efficiency Class A++ A++
Season Space Heating Efficiency  55°C SCOP/ns% 3.63/1.42 3.62/142

Outdoor Data
Operating Range Space heating outdoor °C -25 to 25 -22 to 25

Hot Water Operation °C -25 to 43 -22 to 43
Sound Pressure @ 1m dB(A) 51/47 51/47

Pressure @ 5m dB(A) 41/37 41/37
Power dB(A) 63/59 63/59

Airflow l/s 873 973
m3/h 3144 3504

Dimensions
Height mm 1050 1050 1050
Width mm 1010 1010 1010
Depth mm 370 370 370
Weight mm 75 75 88

Refrigerant
R32 Charged to kg 1.25 1.25 1.4

m 8 8 8
Connection (flare) In 5/8 - 1/4 5/8 - 1/4 5/8 - 1/4
Min - Max Length M 5 - 30 5 - 30 5 - 30
Additional Refrigerant g/M 25 25 25

Electrical Details
Power input (Heating) kW 1.54 2.39
Run Current (Heating) A 7.05 10.6
Max Run Current A 20.3 20.3
Power supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Interconnecting Cable to Hydro 3C+E 3C+E 3C+E
Suggested Fuse to Outdoor A 25 25

Pricing
Indoor Retail  £3,047.00  £3,412.00  £4,217.00 
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Estia R32 Air to Water Hydro Boxes

Estia R32 Air to Water Hydro Boxes

Hydro box HWT-601XWHM3W-E HWT-601XWHM6W-E HWT-1101XWHM3W-E
Performance Data

Operating Temp heating C 20 - 55 20 - 55 20 - 65
Pump flow rate  l/m 11.6 17.3 23.1

Dimensions
Height mm 720 720 720
Width mm 450 450 450
Depth mm 235 235 235
Weight kg 27 27 27

Electrical Data
Power Cable  3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 16 32 16
Back up heater power / max current A 3.0 / 13 6.0 / 26 3.0 / 13

Pricing
Hydro box  £3,187.00  £3,421.00  £3,481.00 

Hydro box HWT-1101XWHM6W-E HWT-1401XWHM3W-E HWT-1401XWHM6W-E
Performance Data

Operating Temp heating C 20 - 65 20 - 65 20 - 65
Pump flow rate  l/m 23.1 40.1 40.1

Dimensions
Height mm 720 720 720
Width mm 450 450 450
Depth mm 235 235 235
Weight kg 27 27 27

Electrical Data
Power Cable  3 + E 3 + E 3 + E
Power Supply V/ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50
Suggested Fuse A 32 16 32
Back up heater power / max current A 6.0 / 26 3.0 / 13 6.0 / 26

Pricing
Hydro box  £3,725.00  £3,979.00  £4,257.00 



Estia R32 Air to Water Domestic Hot Water Tanks

Estia Domestic Hot Water Tank HWS-1501CSHM3-UK HWS-2101CSHM3-UK HWS-3001CSHM3-UK
Performance Data

Material Stainless steel Stainless steel Stainless steel
Water volume litres 150 210 300
Max water temperature °C 75 75 75
Standing heat loss kWh/day 1.45 1.91 2.52
Opening temperature of T and P relief valve °C 90 90 90
Opening pressure of T and P relief valve mPa - bar 1.0 - 10 1.0 - 10 1.0 - 10
Electric heater kW 2.75 2.75 2.75
Height - diameter mm 1090 - 550 1474 - 550 2040 - 550
Net weight kg 31 41 60
Suggested power supply V/ph/Hz 220/240-1-50 220/240-1-50 220/240-1-50
Suggested Fuse rating A 16 16 16

Pricing
Hydro box  £1,149.00  £1,339.00  £1,624.00 

Accessories
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Riello R32 Monobloc Heat Pump
• 14 models from 4kW to 30kW
• Energy class A+++ (35°C) or A++ (55°C) (003 - 016)
• Operating on ecological R32 refrigerant with low Global Warming Potential (GWP) 

and CO2 emissions”
• Multiple units can be linked together to efficiently meet the customer’s peak heat 

demand
• Anti-freeze program protects the entire system
• Sizes 12T - 16T and 18-30 are all 3ph supply

Hydro Indoor Unit (not included in pricing) NXHM 004 NXHM 006 NXHM 008 NXHM 010 NXHM 012
Performance Data - Heating

Performance in heating (A7°C DB; W35°C)
Nominal heating capacity(1) kW 4.2 6.35 8.4 10 12.1
COP(1) 5.1 4.95 5.15 4.95 4.95
Energy efficiency class(6) A+++ A+++ A+++ A+++ A+++

Performance in heating (A7°C DB; W45°C)
Nominal heating capacity(2) kW 4.3 6.3 8.1 10 12.3
COP(2) 3.8 3.7 3.85 3.75 3.7

Performance in heating (A7°C DB; W55°)
Nominal heating capacity(3) kW 4.4 6 7.5 9.5 11.9
COP(3) 2.95 2.95 3.18 3.1 3.05
Energy efficiency class(7) A++ A++ A++ A++ A++

Performance Data - Cooling
Performance in cooling (A35°C; W18°C)

Cooling capacity kW 4.5 6.5 9.3 9.9 12
EER 5.5 4.8 5.05 4.55 3.95

Performance in cooling (A35°C; W7°C)  
Cooling capacity kW 4.7 7 7.45 8.2 11.5
EER 3.45 3 3.35 3.25 2.75

Sound Levels
R32 Charged to dB(A) 45 47.5 48.5 50.5 53

dB(A) 55 58 59 60 65
Dimensions

Power input (Heating) mm 375 375 458 458 458
Run Current (Heating) mm 1295 1295 1385 1385 1385
Max Run Current mm 718 718 865 865 865
Power supply kg 86 86 105 105 129

Pricing
Indoor Retail  £3,450.00  £3,685.00  £3,910.00  £4,390.00  £5,310.00 

Notes
(1) Outside air temperature 7°C DB, 6°C WB; water inlet/outlet 30/35°C
(2) Outside air temperature 7°C DB, 6°C WB; water inlet/outlet 40/45°C
(3) Outside air temperature 7°C DB, 6°C WB; water inlet/outlet 47/55°C
(4) Outside air temperature 35°C; water inlet/outlet 23/18°C
(5) Outside air temperature 35°C; water inlet/outlet 12/7°C
(6) Value referring to the average climatic profile for a 35°C delivery temperature. Values complying with regulation 811/2013
(7) Value referring to the average climatic profile for a 55°C delivery temperature. Values complying with regulation 811/2013
(8) Measured at a position 1m in front of the unit and (1+unit height)/2m above the floor in semi-anechoic chamber
(9) Declared value in compliance with the EN 12102-1



Riello R32 Monobloc Heat Pump
• 14 models from 4kW to 30kW
• Energy class A+++ (35°C) or A++ (55°C) (003 - 016)
• Operating on ecological R32 refrigerant with low Global Warming Potential (GWP) 

and CO2 emissions”
• Multiple units can be linked together to efficiently meet the customer’s peak heat 

demand
• Anti-freeze program protects the entire system
• Sizes 12T - 16T and 18-30 are all 3ph supply

Hydro Indoor Unit (not included in pricing) NXHM 014 NXHM 016 NXHM 012T NXHM 014T NXHM 016T
Performance Data - Heating

Performance in heating (A7°C DB; W35°C)
Nominal heating capacity(1) kW 14.5 15.9 12.1 14.5 15.9
COP(1) 4.6 4.5 4.95 4.6 4.5
Energy efficiency class(6) A+++ A+++ A+++ A+++ A+++

Performance in heating (A7°C DB; W45°C)
Nominal heating capacity(2) kW 14.1 16 12.3 14.1 16
COP(2) 3.6 3.5 3.7 3.6 3.5

Performance in heating (A7°C DB; W55°)
Nominal heating capacity(3) kW 13.8 16 11.9 13.8 16
COP(3) 2.95 2.85 3.05 2.95 2.85
Energy efficiency class(7) A++ A++ A++ A++ A++

Performance Data - Cooling
Performance in cooling (A35°C; W18°C)

Cooling capacity kW 13.5 14.2 12 13.5 14.2
EER 3.61 3.61 3.95 3.61 3.61

Performance in cooling (A35°C; W7°C)
Cooling capacity kW 12.4 14 11.5 12.4 14
EER 2.5 2.5 2.75 2.5 2.5

Sound Levels
R32 Charged to dB(A) 53.5 57.5 53.5 54 58

dB(A) 65 68 65 65 68
Dimensions

Power input (Heating) mm 458 458 458 458 458
Run Current (Heating) mm 1385 1385 1385 1385 1385
Max Run Current mm 865 865 865 865 865
Power supply kg 129 129 144 144 144

Pricing
Indoor Retail  £6,710.00  £5,765.00  £7,650.00  £6,235.00  £8,235.00 

Notes
(1) Outside air temperature 7°C DB, 6°C WB; water inlet/outlet 30/35°C
(2) Outside air temperature 7°C DB, 6°C WB; water inlet/outlet 40/45°C
(3) Outside air temperature 7°C DB, 6°C WB; water inlet/outlet 47/55°C
(4) Outside air temperature 35°C; water inlet/outlet 23/18°C
(5) Outside air temperature 35°C; water inlet/outlet 12/7°C
(6) Value referring to the average climatic profile for a 35°C delivery temperature. Values complying with regulation 811/2013
(7) Value referring to the average climatic profile for a 55°C delivery temperature. Values complying with regulation 811/2013
(8) Measured at a position 1m in front of the unit and (1+unit height)/2m above the floor in semi-anechoic chamber
(9) Declared value in compliance with the EN 12102-1
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Riello R32 Monobloc Heat Pump
• 14 models from 4kW to 30kW
• Energy class A+++ (35°C) or A++ (55°C) (003 - 016)
• Operating on ecological R32 refrigerant with low Global Warming Potential (GWP) 

and CO2 emissions”
• Multiple units can be linked together to efficiently meet the customer’s peak heat 

demand
• Anti-freeze program protects the entire system
• Sizes 12T - 16T and 18-30 are all 3ph supply

Hydro Indoor Unit (not included in pricing) NXHM 018T NXHM 022T NXHM 026T NXHM 030T
Performance Data - Heating

Performance in heating (A7°C DB; W35°C)
Nominal heating capacity(1) kW 18 22 26 30
COP(1) 4.7 4.4 4.08 3.91
Energy efficiency class(6) A+++ A+++ A+++ A++

Performance in heating (A7°C DB; W45°C)
Nominal heating capacity(2) kW 18 22 26 30
COP(2) 3.5 3.4 3.1 2.9

Performance in heating (A7°C DB; W55°)
Nominal heating capacity(3) kW 18 22 26 30
COP(3) 2.75 2.65 2.45 2.3
Energy efficiency class(7) A++ A++ A+ A+

Performance Data - Cooling
Performance in cooling (A35°C; W18°C)

Cooling capacity kW 18.5 23 27 31
EER 4.75 4.6 4.3 4

Performance in cooling (A35°C; W7°C)
Cooling capacity kW 17 21 26 29.5
EER 3.05 2.95 2.7 2.55

Sound Levels
R32 Charged to dB(A) 57.6 59.8 61.5 63.5

dB(A) 71 73 75 77
Dimensions

Power input (Heating) mm 440 440 440 440
Run Current (Heating) mm 1129 1129 1129 1129
Max Run Current mm 1558 1558 1558 1558
Power supply kg 177 177 177 177

Pricing
Indoor Retail  £11,180.00  £12,355.00  £12,950.00  £13,530.00 

Notes
(1) Outside air temperature 7°C DB, 6°C WB; water inlet/outlet 30/35°C
(2) Outside air temperature 7°C DB, 6°C WB; water inlet/outlet 40/45°C
(3) Outside air temperature 7°C DB, 6°C WB; water inlet/outlet 47/55°C
(4) Outside air temperature 35°C; water inlet/outlet 23/18°C
(5) Outside air temperature 35°C; water inlet/outlet 12/7°C
(6) Value referring to the average climatic profile for a 35°C delivery temperature. Values complying with regulation 811/2013
(7) Value referring to the average climatic profile for a 55°C delivery temperature. Values complying with regulation 811/2013
(8) Measured at a position 1m in front of the unit and (1+unit height)/2m above the floor in semi-anechoic chamber
(9) Declared value in compliance with the EN 12102-1



Telford DHW Cylinders
• 4 Sizes. 170, 200, 250 and 300ltr
• Remote expansion vessel with factory-fitted wall mounting bracket”
• Full unvented kit supplied
• Pre-plumbed with pre-fabricated pipework and wiring saves installation time”
• Duplex stainless steel provides superior orrosion resistance”
• 316L grade stainless-steel 22mm compression fittings and coils”
• Factory-fitted temperature and pressure relief value set at 7 bar / 90°C”

HP Cylinder 170 HP Cylinder 200 HP Cylinder 250 HP Cylinder 300
29450639 29450640 29450641 29450642

Performance Data
Capacity L 170 200 250 300
Height mm 1325 1550 1800 2050
Diameter mm 580 580 580 580
ASHP Coil Surface Area (m²) m2 2.2 3.3 3.3 3.3
ERP rating C C C C
Immersion rating kW 3 3 3 3
Standing Heat Loss (kWh/24hrs) kWh 1.36 1.64 1.71 1.82

Pricing
Indoor Retail  £4,592.94  £4,658.82  £4,729.41  £4,823.53 
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Carrier R290 Monobloc Air to Water Heat Pump
• The 30AWH-P range of reversible heat pumps comprises 6 single-phase models and 2 

three-phase models”
• Natural refrigerant R290 helps protect the environment (GWP=3) and achieve 

greenhouse emissions phase-down requirements.”
• SCOP up to 4.82 SEER up to 5.34 Energy class A+++ (35°C) or A++ (55°C)”
• High LWT (Leaving Water Temperature) Up to 75°C leaving water temperature, the 

30AWH-P is suitable for replacing oil and gas boilers.”
• Silent operation With design optimisation for low noise level, 30AWH-P unit 

has standard sound power level starting from 47 dB(A), and a silent mode can be 
actived by customer.”

• Compact Design Compact footprint 0.41m2 facilitates installation even in small 
spaces (balcony for example).”

30AWH004P 30AWH006P 30AWH008P 30AWH010P
1ph 1ph 1ph 1ph

Performance Data - Heating
Nominal (1) HA1 Heating Capacity kW 3.95 5.8 7.6 9.6

HA1 Heating COP kW/kW 4.9 4.8 4.8 4.35
HA2 Heating Capacity kW 3.85 5.5 7.8 9.5
HA2 Heating COP kW/kW 3.65 3.65 3.75 3.55

 HA3 Heating Capacity kW 3.75 5.25 7.55 9.4
HA3 Heating COP kW/kW 2.95 2.95 3.15 2.95

Seasonal SCOP kWh/kWh 4.7 4.82 4.69 4.69
Efficiency ns heat % 185 190 185 185
HA1 (2) P rated kW 4 5 6 6

Annual consumption kWh 1666 2092 2829 2829
Energy Class  A+++ A+++ A+++ A+++

Seasonal SCOP kWh/kWh 3.34 3.34 3.34 3.34
Efficiency ns heat % 131 131 131 131
HA3 (2) P rated kW 3 5 6 6

Annual consumption kWh 2138 3010 3989 3989
Energy Class  A++ A++ A++ A++

Performance Data - Cooling
Nominal CA1 Cooling Capacity kW 3.35 4.6 6.5 7.4

CA1 Cooling EER kW/kW 3.15 3.15 3.05 2.9
CA2 Cooling Capacity kW 4 6.15 8 8.9
CA2 Cooling EER kW/kW 4.15 3.9 4 3.7

Seasonal SEER 12/7'C comfort low temp kWh/kWh 4.93 5.34 5.27 5.14
Efficiency ns cool % 194 211 208 203

Sound Levels
Sound power level, ErP C condition A7/W35 (3) dB(A) 47 48 49 49
Sound pressure level, at 5 m ErP C condition A7/W35 (4) dB(A) 21.5 22.5 23.5 23.5
Sound power level, ErP C condition A7/W55 (3) dB(A) 49 50 51 51
Sound pressure level at 5 m, ErP C condition A7/W55 (4) dB(A) 23.5 24.5 25.5 25.5
Maximum sound power level (indicative value) dB(A) 64 66 68 68
Sound pressure level at 5 m /10 m (indicative value) dB(A) 38.5/33 40.5/35 42.5/37 42.5/37

Dimensions
Length mm 946 946 946 946
Width mm 430 430 430 430
Height mm 927 927 927 927
Weight (5) kg 78 84 91 93

Refrigerant 
Charge (R290) (5) kg 0.39 0.58 0.76 0.76

Pricing
Retail £POA £POA £POA £POA

Key Notes
(1) In accordance with standard EN 14511-3:2022

(2) In accordance with standard EN 14825:2022, Average climate

C1 Cooling mode conditions : evaporator water entering/leaving temperature 12°C/7°C, outside air temperature 35°C, evaporator fooling factor 0m² K/W

C2 Cooling mode conditions : evaporator water entering/leaving temperature 23°C/18°C, outside air temperature 35°C, evaporator fooling factor 0m² K/W

HA1 Heating mode conditions : Water heat exchanger water entering/leaving temperature 30°C/35°C, fooling factor 0m² K/W. Outside air temperature 7°C db / 6°C wb

HA2 Heating mode conditions : Water heat exchanger water entering/leaving temperature 40°C/45°C, fooling factor 0m² K/W. Outside air temperature 7°C db / 6°C wb

HA3 Heating mode conditions : Water heat exchanger water entering/leaving temperature 47°C/55°C, fooling factor 0m² K/W. Outside air temperature 7°C db / 6°C wb

Ƞs heat 30/35 °c & SCOP 30/35 °C Values calculated in accordance with standard EN14825:2022

Ƞs heat 47/55 °c & SCOP 47/55 °C Values in bold comply with Ecodesign Regulation (EU) No. 813/2013 for heating application

Ƞs cool 12/7 °C & SEER 12/7 °C Values calculated in accordance with standard EN14825:2022

(3) In dB ref=10-12 W, (A) weighting. Declared dualnumber noise emission values in accordance with EN 12102-1 (with an associated uncertainty of +/-2dB(A)). as required

by Ecodesign regulation and Eurovent certification. Measured in accordance with ISO 9614-1

(4) In dB ref 20 μPa, (A) weighting. Declared dualnumber noise emission values in accordance with EN 12102-1 (with an associated uncertainty of +/-2dB(A))

For information, calculated from the sound power level Lw(A)

(5) Values are guidelines only. Refer to the unit nameplate

(7) Min. water-side operating pressure with variable speed pump is 110 kPa



Carrier R290 Monobloc Air to Water Heat Pump
• The 30AWH-P range of reversible heat pumps comprises 6 single-phase models and 2 

three-phase models”
• Natural refrigerant R290 helps protect the environment (GWP=3) and achieve 

greenhouse emissions phase-down requirements.”
• SCOP up to 4.82 SEER up to 5.34 Energy class A+++ (35°C) or A++ (55°C)”
• High LWT (Leaving Water Temperature) Up to 75°C leaving water temperature, the 

30AWH-P is suitable for replacing oil and gas boilers.”
• Silent operation With design optimisation for low noise level, 30AWH-P unit 

has standard sound power level starting from 47 dB(A), and a silent mode can be 
actived by customer.”

• Compact Design Compact footprint 0.41m2 facilitates installation even in small 
spaces (balcony for example).”

30AWH012P 30AWH014P 30AWH012P 30AWH014P
1ph 1ph 3ph 3ph

Performance Data - Heating
Nominal (1) HA1 Heating Capacity kW 11.4 13.8 11.4 13.8

HA1 Heating COP kW/kW 4.55 4.3 4.65 4.4
HA2 Heating Capacity kW 10.8 13.6 10.8 13.6
HA2 Heating COP kW/kW 3.65 3.4 3.75 3.5

 HA3 Heating Capacity kW 10.95 13.25 10.95 13.25
HA3 Heating COP kW/kW 3.1 2.9 3.15 2.95

Seasonal SCOP kWh/kWh 4.74 4.74 4.74 4.74
Efficiency ns heat % 187 187 187 187
HA1 (2) P rated kW 9 9 9 9

Annual consumption kWh 4068 4068 4068 4068
Energy Class  A+++ A+++ A+++ A+++

Seasonal SCOP kWh/kWh 3.35 3.35 3.35 3.35
Efficiency ns heat % 131 131 131 131
HA3 (2) P rated kW 9 9 9 9

Annual consumption kWh 5743 5743 5743 5743
Energy Class  A++ A++ A++ A++

Performance Data - Cooling
Nominal CA1 Cooling Capacity kW 9.7 10.7 9.1 10.7

CA1 Cooling EER kW/kW 3.05 2.95 3.1 3
CA2 Cooling Capacity kW 12 14.5 12 14.5
CA2 Cooling EER kW/kW 4.3 3.7 4.35 3.75

Seasonal SEER 12/7'C comfort low temp kWh/kWh 5.33 5.16 5.33 5.16
Efficiency ns cool % 210 203 210 203

Sound Levels
Sound power level, ErP C condition A7/W35 (3) dB(A) 52 52 52 52
Sound pressure level, at 5 m ErP C condition A7/W35 (4) dB(A) 26 26 26 26
Sound power level, ErP C condition A7/W55 (3) dB(A) 54 54 54 54
Sound pressure level at 5 m, ErP C condition A7/W55 (4) dB(A) 28 28 28 28
Maximum sound power level (indicative value) dB(A) 69 69 69 69
Sound pressure level at 5 m /10 m (indicative value) dB(A) 43.5/38 43.5/38 43.5/38 43.5/38

Dimensions
Length mm 946 946 946 946
Width mm 430 430 430 430
Height mm 1375 1375 1375 1375
Weight (5) kg 126 126 128 128

Refrigerant 
Charge (R290) (5) kg 1.07 1.07 1.07 1.07

Pricing
Retail £POA £POA £POA £POA

Key Notes
(1) In accordance with standard EN 14511-3:2022

(2) In accordance with standard EN 14825:2022, Average climate

C1 Cooling mode conditions : evaporator water entering/leaving temperature 12°C/7°C, outside air temperature 35°C, evaporator fooling factor 0m² K/W

C2 Cooling mode conditions : evaporator water entering/leaving temperature 23°C/18°C, outside air temperature 35°C, evaporator fooling factor 0m² K/W

HA1 Heating mode conditions : Water heat exchanger water entering/leaving temperature 30°C/35°C, fooling factor 0m² K/W. Outside air temperature 7°C db / 6°C wb

HA2 Heating mode conditions : Water heat exchanger water entering/leaving temperature 40°C/45°C, fooling factor 0m² K/W. Outside air temperature 7°C db / 6°C wb

HA3 Heating mode conditions : Water heat exchanger water entering/leaving temperature 47°C/55°C, fooling factor 0m² K/W. Outside air temperature 7°C db / 6°C wb

Ƞs heat 30/35 °c & SCOP 30/35 °C Values calculated in accordance with standard EN14825:2022

Ƞs heat 47/55 °c & SCOP 47/55 °C Values in bold comply with Ecodesign Regulation (EU) No. 813/2013 for heating application

Ƞs cool 12/7 °C & SEER 12/7 °C Values calculated in accordance with standard EN14825:2022

(3) In dB ref=10-12 W, (A) weighting. Declared dualnumber noise emission values in accordance with EN 12102-1 (with an associated uncertainty of +/-2dB(A)). as required

by Ecodesign regulation and Eurovent certification. Measured in accordance with ISO 9614-1

(4) In dB ref 20 μPa, (A) weighting. Declared dualnumber noise emission values in accordance with EN 12102-1 (with an associated uncertainty of +/-2dB(A))

For information, calculated from the sound power level Lw(A)

(5) Values are guidelines only. Refer to the unit nameplate

(7) Min. water-side operating pressure with variable speed pump is 110 kPa
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CIAT Caleo Air to Water Heat Pump
• Water outlet temperature 65°C at -12°C
• Winter operation (-20°C).
• High energy efficiency (COP).
• Compact and quiet.
• Scroll compressors
• Self-adjusting electronic control.
• R407C refrigerant

70 80 100 120 150 200 300

Performance Data
Full Load Performance Hc (3) kW 20.4 25.3 31.8 43.2 51.9 66.8 102
(*1) COP (3) kW/kW 3.48 3.38 3.36 3.58 3.66 3.43 3.59

Hc (4) kW 20.6 24.9 31.5 42.9 52.4 68.1 102
 COP (4) kW/kW 3 2.92 2.9 3.12 3.17 3 3.13
Seasonal Performance SCOP (5) kW/kW 3.48 3.45 3.52 3.48 3.59 3.58 3.68
(*2) Ƞs heat (5) % 136 135 138 136 141 140 144

SCOP (6) kW/kW 2.93 2.95 2.97 3 3.08 2.94 3.12
Ƞs heat (6) % 114 115 116 117 120 115 122

 Energy Label  A+ A+ A+ A+ A+ A+ -
Sound Power Level Standard dB(A) 77 78 83 82 84 84 85

Low Noise dB(A) 75 76 80 80 80 82 82
 Xtra Low dB(A) - - 76 76 77 79 79
Dimensions Length mm 1110 1110 1110 1114 1114 2273 2273

Depth mm 1327 1327 1327 2100 2100 2100 2100
Height mm 1440 1440 1440 1440 1440 1440 1440

 Weight kg 362 418 435 555 579 919 1039
Retail £POA £POA £POA £POA £POA £POA £POA

Notes
(1) Standardised conditions as per EN14511-3:2013 E
(2) As per EN 14825:2013 E
(3) Hot water = 30 °C/35 °C Outdoor air = 7 °CDB/6 °CWB
(4) Hot water = 47 °C/55 °C Outdoor air = 7° CDB/6 °CWB
(5) Hot water = 30 °C/35 °C, average climatic conditions
(6) Hot water = 47 °C/55 °C, average climatic conditions
Hc = Heating capacity - COP-SCOP = Coefficient of performance



Carrier 61AF Air to Water Heat Pump
• Domestic hot water production in new and refurbished buildings
• Hydraulic module with a variable speed pump
• Operate from -20°C to +40°C outside temperature
• Heating output from 22 kW to 105 kW; cascade up to 210 kW

30 35 45 55 75 105

Performance Data
Full Load Performance HA1 Nominal kW 25.9 32.9 43.5 51.6 64.8 102

HA1 COP kW/kW 3.99 3.99 4.32 4.36 3.99 4.26
HA2 Nominal kW 25.4 32 43 51.7 66.8 102
HA2 COP kW/kW 3.34 3.32 3.6 3.67 3.43 3.59
HA3 Nominal kW 25 31.5 42.7 52.3 68 102

 HA3 COP kW/kW 2.9 2.88 3.14 3.19 3.01 3.13
HA4 Nominal kW 24.5 31.3 42.7 53.3 68 103

 HA4 COP kW/kW 2.43 2.42 2.64 2.68 2.54 2.64
Standard Unit SCOP 30/35°C kWh/kWh 3.33 3.44 3.58 3.66 3.57 3.62
Seasonal Efficiency Ƞs heat 30/35°C % 130 135 140 143 140 142

SCOP 47/55°C kWh/kWh 2.93 2.94 3.1 3.15 3 3.16
Ƞs heat 47/55°C % 114 115 121 123 117 123
P rated kW 19 31 43 55 63 94
Energy Labelling A+ A+ A+ A+ A+ -

Sound Level Power (2) dB(A) 78 83 82 84 84 85
Pressure 10m (3) dB(A) 46 51 51 53 52 53

Dimensions Length mm 1110 1110 1114 1114 2273 2273
Depth mm 1327 1327 2100 2100 2100 2100
Height mm 1330 1330 1330 1330 1330 1330
Weight kg 409 426 540 564 904 1024
Weight with Hydro Module kg 418 435 555 579 919 1039

Retail £POA £POA £POA £POA £POA £POA

Notes
(1) Standardised conditions as per EN14511-3:2013 E
(2) As per EN 14825:2013 E
(3) Hot water = 30 °C/35 °C Outdoor air = 7 °CDB/6 °CWB
(4) Hot water = 47 °C/55 °C Outdoor air = 7° CDB/6 °CWB
(5) Hot water = 30 °C/35 °C, average climatic conditions
(6) Hot water = 47 °C/55 °C, average climatic conditions
Hc = Heating capacity - COP-SCOP = Coefficient of performance
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Carrier 61CG High Temperature Heat Pump
• Heat recovery in hotels, food-processing and pharmaceutical industries, 

energy supply, data centres”
• Hygienically critical hot water applications in hospitals, retirement homes
• Booster solution in combination with low temperature heating
• High source temperatures between +10°C and +42°C
• High level leaving temperature up to 82°C
• Heating output from 30 kW to 130 kW; cascade up to 390 kW

A030 A040 A060 A080 A100 A130

Performance Data
Performance W20/W70 Heating kW 19.4 26.0 32.4 51.2 63.6 78.4
(1) Cooling kW 12.3 17.2 20.9 32.9 40.9 51.3

Power consume kW 7.1 8.8 11.6 18.3 22.7 27.1
COP  2.7 3.0 2.8 2.8 2.8 2.9
Drawn current A 12.9 15.5 20.6 30.1 38.9 44.6

Performance W40/W80 Heating kW 31.5 41.3 51.7 79.1 98.5 122.0
Cooling kW 22.8 30.4 37.4 56.2 70.4 87.9
Power consume kW 8.7 10.9 14.3 22.9 28.1 34.1
COP  3.6 3.8 3.6 3.5 3.5 3.6
Drawn current A 15.0 18.4 24.3 37.5 45.9 54.5

Technical Data
Refrigerant R134a (GWP=1430 following AR 4, ODP=0)

Charge (2) kg 11 11 15.5 15.5 18 18
teqCO2 15.7 15.7 22.2 22.2 25.7 25.7

Oil l 2.7 3.4 3.4 4.7 6.8 6.3
Power Supply V/Hz 400/50 400/50 400/50 400/50 400/50 400/50
Rotor starting current A 47.5 59 70 112.5 136 155
Max. Operating current A 16.4 20.7 27.1 42.9 52.8 62.9

Evaoprator
Temperature difference(4) K 4.0 4.0 4.0 4.0 4.0 4.0
Water flow(4) m³/h 5.0 6.6 8.1 12.2 15.3 19.1
Internal pressure drop(4) mbar 90 80 90 170 200 110
Minimum flow rate m³/h 2.5 2.5 4.2 4.2 7.9 7.9
Maximum flow rate m³/h 9.0 13.8 18.9 24.0 24.0 35.0
Operating range - Inlet temperature °C +10/+42 +10/+42 +10/+42 +10/+42 +10/+42 +10/+42
Min. operating pressure bar 1.0 1.0 1.0 1.0 1.0 1.0
Max. operating pressure bar 6.0 6.0 6.0 6.0 6.0 6.0

Condensor
Temperature difference(4) K 5.0 5.0 5.0 5.0 5.0 5.0
Water flow(4) m³/h 5.6 7.3 9.1 14.0 17.4 21.5
Internal pressure drop(4) mbar 120.0 90.0 100.0 220.0 260.0 115.0
Minimum flow rate m³/h 2.8 2.8 4.5 4.5 8.9 8.9
Maximum flow rate m³/h 9.0 15.1 18.9 24.0 24.0 35.0
Operating range - Outlet temperature °C +26/+82 +26/+82 +26/+82 +26/+82 +26/+82 +26/+82
Min. operating pressure bar 2.0 2.0 2.0 2.0 2.0 2.0
Max. operating pressure bar 6.0 6.0 6.0 6.0 6.0 6.0
Dimensions (2) Length mm 680 680 680 680 680 680

Width mm 890 890 890 890 890 730(3)
Height mm 1890 1890 1890 1890 1890 1890
Weight kg 310 320 330 450 490 510

Retail £POA £POA £POA £POA £POA £POA

Notes
(1) Technical data with tolerance ±10%
(2) Reference values
(3) Volume flow sensors must be mounted on customer site
(4) Data at W40/W80



Carrier 61CA High Temperature Air Source Heat Pump
• Heating and cooling
• Large buildings, local and district heating networks
• Outside air temperature from -20°C to +35°C
• Ultra low GWP R1234yf refrigerant
• Robust shell and tube heat exchanger as condenser
• Heating output of 410 kW at A2/W82

A030

Performance Data
Performance A2/W82 Heating kW 412.0
(1) Cooling kW 204.0

Power consume kW 216.0
COP  1.9
Drawn current A 354.0

Performance A17/W45 Heating kW 256.0
Cooling kW 159.0
Power consume kW 108.0
COP  2.4
Drawn current A 169.0

Technical Data
Refrigerant kW R1234yf (GWP=4 following AR4, ODP=0)

Charge (2) kg 225
teqCO2 0.9

Oil l 61
Power Supply V/Hz 400/50
Rotor starting current Y/Δ A 875/2625
Max. Operating current A 450

Evaoprator
Temperature difference(3) K 6.0
Air flow(3) m3/h 150000.0
Operating range - Air temperature(3) °C -20/+35

Condensor
Temperature difference(3) K 5.0
Water flow(3) m3/h 72.8
Internal pressure drop(3) mbar 125.0
Operating range - Outlet temperature(3) °C +32/+82
Min. operating pressure(3) bar 1.0
Max. operating pressure(3) bar 10
Dimensions (2) Length mm 8100

Width mm 2420
Height mm 2753
Weight kg 10700

Retail £POA

Notes
(1) Technical data with tolerance ±10%
(2) Reference values
(3) Data at A2/W82
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Carrier 61CW-Z VERY HIGH TEMPERATURE WATER SOURCE HEAT PUMP
• Industrial process heating
• Heat source: water or brine from process heat or heat recovery
• Ultra low GWP R1234ze refrigerant
• Cooling system with internal circuit
• Robust shell and tube heat exchangers
• Heating output from 410 kW to 735 kW at W30/W90, as TWIN unit up to 1.5 MW

392 472 572 742

Performance Data
Performance W10/W75 Heating kW 294.0 336.0 433.0 524.0
(1) Cooling kW 184.0 209.0 277.0 336.0

Power consume kW 110.0 127.0 156.0 188.0
COP  2.7 2.6 2.8 2.8
Drawn current A 177.6 206.7 252.6 304.5

Performance W29/W90 Heating kW 408.0 467.0 604.0 736.0
Cooling kW 262.0 294.0 399.0 481.0
Power consume kW 146.0 173.0 205.0 255.0
COP  2.8 2.7 2.9 2.9
Drawn current A 235.9 279.9 332.4 413.5

Technical Data
Refrigerant R1234ze (GWP=7 following AR4, ODP=0)

Charge (2) kg 125 160 180 200
teqCO2 0.9 1.1 1.3 1.4

Power Supply V/Hz 400/50 400/50 400/50 400/50
Rotor starting current Y/Δ A 558/1675 558/1675 875/2625 875/2625
Max. Operating current A 310 380 450 580

Evaoprator
Temperature difference(3) K 5.0 5.0 5.0 5.0
Water flow(3) m³/h 31.5 35.8 47.5 57.6
Internal pressure drop (3) mbar 310 300 300 340
Minimum flow rate m³/h 19.3 21.8 27.3 31.1
Maximum flow rate m³/h 75.1 83.7 108.3 126.8
Operating range °C +8/+29 +8/+29 +8/+29 +8/+29
Min. operating pressure bar 1.0 1.0 1.0 1.0
Max. operating pressure bar 10.0 10.0 10.0 10.0

Condensor
Temperature difference(3) K 5.0 5.0 5.0 5.0
Water flow(3) m³/h 51.7 59.1 76.2 92.2
Internal pressure drop (3) mbar 310.0 290.0 280.0 270.0
Minimum flow rate m³/h 32.7 38.3 50.8 62.6
Maximum flow rate m³/h 81.8 95.7 127.0 156.6
Operating range - Outlet temperature °C +45/+92 +45/+92 +45/+92 +45/+92
Min. operating pressure bar 2.0 2.0 2.0 2.0
Max. operating pressure bar 16.0 16.0 16.0 16.0
Dimensions (2) Length mm 4050 4450 4450 4650

Width mm 1900 2050 2000 2050
Height mm 1900 2000 2000 2000
Weight kg 3200 3600 4000 4800

Retail £POA £POA £POA £POA

Notes
(1) Technical data with tolerance ±10%
(2) Reference values; the main dimensions/mass depends on the operating points and the calculated heat exchangers
(3) Data at W10/W75
Pressure drop as well as the minimum and maximum flow rate of the evaporator and the condenser will be calculated customized after order intake.



Carrier 61CWD ULTRA HIGH TEMPERATURE SERIES
WATER SOURCE HEAT PUMP
• Industrial process heating
• Heat source: water or brine from process heat or heat recovery
• Ultra-high temperature up to 95°C
• Ultra low GWP R1233zd refrigerant - A1 safety class for indoor installation
• Screw compressors specially designed for high temperatures for heavy-duty continuous use”
• High efficiency even with small delta T

130 190 240 320 540

Performance Data
Performance W45/W85 Heating kW 129.0 186.0 236.0 319.0 536.0
(1) Cooling kW 112.0 162.0 203.0 271.0 454.0

Power consume kW 26.9 36.4 44.8 61.4 107.6
COP  4.8 5.1 5.3 5.2 5.0
Drawn current A 63.9 68.3 93.4 120.6 204.2

Performance W45/W95 Heating kW 121.0 175.0 225.0 303.0 489.0
Cooling kW 98.0 142.0 180.0 240.0 383.0
Power consume kW 34.4 46.6 57.0 77.8 137.4
COP  3.5 3.8 3.9 3.9 3.6
Drawn current A 71.9 81.4 108.4 140.8 245.8

Technical Data
Refrigerant R1233zd (GWP=4,5 following AR4, ODP=0)

Charge (2) kg 65 75 90 115 150
teqCO2 0.3 0.3 0.4 0.5 0.7

Power Supply V/Hz 400/50 400/50 400/50 400/50 400/50
Rotor starting current Y/Δ A  354/1155 453/1333 595/1802 1062/3186
Max. Operating current A 168 225 270 400 650

Evaoprator
Temperature difference(3) K 5.0 5.0 5.0 5.0 5.0
Water flow(3) m³/h 19.5 28.2 35.3 47.1 78.9
Operating range - Inlet temperature(3) °C +35/+60 +35/+60 +35/+60 +35/+60 +35/+60
Min. operating pressure (3) m³/h 1.0 1.0 1.0 1.0 1.0
Max. operating pressure (3) m³/h 10.0 10.0 10.0 10.0 10.0

Condensor
Temperature difference(3) K 5.0 5.0 5.0 5.0 5.0
Water flow(3) m³/h 22.8 32.9 41.7 56.4 94.8
Operating range - Outlet temperature(3) mbar +75/+95 +75/+95 +75/+95 +75/+95 +75/+95
Min. operating pressure (3) m³/h 2.0 2.0 2.0 2.0 2.0
Max. operating pressure (3) m³/h 10.0 10.0 10.0 10.0 10.0
Dimensions (2) mm 3700 3700 4000 4100 4300

Width mm 1400 1500 1700 1800 1900
Height mm 1800 1900 2000 2000 2100
Weight kg 2000 2200 2500 3200 4000

Retail £POA £POA £POA £POA £POA

Notes
(1) Technical data with tolerance ±10%
(2) Reference values; the main dimensions/mass depends on the operating points and the calculated heat exchangers
(3) Data at W45/W85
Pressure drop as well as the minimum and maximum flow rate of the evaporator and the condenser will be calculated customized after order intake.

205



206

Carrier 61CWTD ULTRA HIGH TEMPERATURE SERIES
WATER SOURCE HEAT PUMP
• Industrial process heating
• Heat source: water or brine from process heat or heat recovery
• Ultra-high temperature up to 120°C
• Ultra low GWP R1233zd refrigerant - A1 safety class for indoor installation
• Screw compressors specially designed for high temperatures for heavy-duty continuous use
• High efficiency even with small delta T

110 160 210 280 430

Performance Data
Performance W45/W85 Heating kW 109.0 159.0 212.0 284.0 429.0
(1) Cooling kW 76.0 112.0 145.0 191.0 280.0

Power consume kW 46.7 63.3 83.0 108.0 185.4
COP  2.3 2.5 2.6 2.6 2.3
Drawn current A 86.7 104.2 134.0 177.0 315.0

Performance W45/W95 Heating kW 107.0 156.0 209.0 280.0 403.0
Cooling kW 70.0 103.0 135.0 177.0 251.0
Power consume kW 50.9 69.0 89.0 120.0 196.0
COP  2.1 2.3 2.3 2.3 2.1
Drawn current A 92.2 112.4 143.1 189.7 339.7

Technical Data
Refrigerant R1233zd (GWP=4,5 following AR4, ODP=0)

Charge (2) kg 65 75 90 115 150
teqCO2 0.3 0.3 0.4 0.5 0.7

Power Supply V/Hz 400/50 400/50 400/50 400/50 400/50
Rotor starting current Y/Δ A  354/1155 453/1333 595/1802 1062/3186
Max. Operating current A 168 225 270 400 650

Evaoprator
Temperature difference(3) K 5.0 5.0 5.0 5.0 5.0
Water flow(3) m³/h 13.2 19.5 25.2 33.2 48.7
Operating range - Inlet temperature(3) °C +35/+60 +35/+60 +35/+60 +35/+60 +35/+60
Min. operating pressure (3) m³/h 1.0 1.0 1.0 1.0 1.0
Max. operating pressure (3) m³/h 10.0 10.0 10.0 10.0 10.0

Condensor
Temperature difference(3) K 5.0 5.0 5.0 5.0 5.0
Water flow(3) m³/h 19.5 28.4 37.9 50.8 76.7
Operating range - Outlet temperature(3) mbar +75/+120 +75/+120 +75/+120 +75/+120 +75/+120
Min. operating pressure (3) m³/h 5.0 5.0 5.0 5.0 5.0
Max. operating pressure (3) m³/h 16.0 16.0 16.0 16.0 16.0
Dimensions (2) mm 3700 3700 4000 4100 4300

Width mm 1400 1500 1700 1800 1900
Height mm 1800 1900 2000 2000 2100
Weight kg 2000 2200 2500 3200 4000

Retail £POA £POA £POA £POA £POA

Notes
(1) Technical data with tolerance ±10%
(2) Reference values; the main dimensions/mass depends on the operating points and the calculated heat exchangers
(3) Data at W45/W85
Pressure drop as well as the minimum and maximum flow rate of the evaporator and the condenser will be calculated customized after order intake.



Fujitsu Airstage Thermica Air to Water Heat Pump
• 34 kW to 67 kW, available with three-phase power supply.”
• High temperature water (up to 65 °C)
• AXIAL FANS AND SCROLL COMPRESSORS
• Low GWP refrigerant R454C

130 190 240 320

Performance Data
Full Load Performance Heating (1) kW 34.1 44.7 56 66.8

COP (1) kW/kW 3.73 3.49 3.59 3.65
Heating EN14511 kW 34.2 44.8 56.1 66.9
COP EN14511 kW/kW 3.69 3.47 3.57 3.63
SCOP (6) kW/kW 2.96 2.82 2.83 2.9

 Energy Class (7)  A+ A+ A+ A+
Airflow  m3/s 5.12 8.26 7.1 9
Fans 1 2 2 2
Sound Pressure DIN *(11) dB(A) 70 71 71 73
Sound Pressure DIN with SL access dB(A) 68 69 69 71
Sound Pressure ISO *(11) dB(A) 62 62 62 64
Sound Pressure ISO with SL access dB(A) 60 60 60 62
Refrigerant charge R454C kg 9.5 2 x 7 2 x 8.5 2 x 12
Dimensions Width mm 2350 2850 2850 2850

Depth mm 1100 1100 1100 1100
Height mm 1920 2220 2220 2220
Weight kg 717 844 923 996
Weight with SL Access kg 737 884 963 1036

Retail £POA £POA £POA £POA

Notes
(1) Heated water from 40 to 45 °C, outdoor air temperature 7 °C d.b./6 °C w.b.
(6) Seasonal energy efficiency of heating at medium temperature with average climatic conditions according to EU Regulation no. 813/2013."
(7) Seasonal energy efficiency class of heating at medium temperature with average climatic conditions according to EU Regulation no. 811/2013."
(11) Sound pressure level measured in free field conditions at 1 m from the unit. According to ISO 3744.
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RAS Controls (included)
• RAS Split systems (including RAS Multi) come with a remote control as standard.
• Below we show which remote control comes with each style of system.

RAS Wireless Remote Controls
Model Description Applicable to Retail

WH-TA01LE Daiseikai 9 wireless remote with 24hr on/off & weekly 
timer RAS-M**PKVPG included

WH-TB03LE Shorai premium wireless remote with 24hr on/off & 
weekly timer RAS-B**J2KVRG (10-16k) included

WH-TB01LE Shorai premium wireless remote with 24hr on/off & 
weekly timer RAS-B**J2KVRG (18-24k) included

WH-UA01UE Haori wireless remote with off timer RAS-B**N4KVRG (10-16k) included

WH-UA04UE/WH-UA06UE Shorai Edge black and white wireless remote with off 
timer RAS-M/B**G3KVSG(B) (05-24k) included

WH-TA15PE Shorai edge wireless remote with 24hr on/off & weekly 
timer RAS-M/B**J2KVSG (05-16k) included

WH-TA12PE Shorai edge wireless remote with 24hr on/off & weekly 
timer RAS-M/B**J2KVSG (18-24k) included

WH-TA17NE Shorai wireless remote with 24hr on/off timer RAS-B**PKVSG (05-16k) included

WH-TC09NE Shorai wireless remote with 24hr on/off timer RAS-B**PKVSG (18-24k) included

WH-UC01NE Seiya wireless remote with off timer RAS-B**J2KVG included



RAS Controls (included)
• RAS Split systems (including RAS Multi) come with a remote control as standard.
• Below we show which remote control comes with each style of system.

RAS Wireless Remote Controls
Model Description Applicable to Retail

WH-TG01NE Seiya Wireless remote with 24hr on/off timer RAS-B**E2KVG  (05-24k) included

WH-TA12LE Bi-flow wireless remote with 24hr on/off & weekly timer RAS-M**U2FVG RAS-
M**J2FVG included

RB-RXS31E Wireless infra-red remote controller with weekly timer for 
small commercial/residential indoor units. Suzumi+ / Bi-flow Optional 

RC  £78.00 

RB-RXS33-E New Wireless infra-red remote controller with weekly 
timer for small commercial/residential indoor units.

Seiya / Shorai / bi-
flow

Optional 
RC  £78.00 

RB-RXS34-E
New Black Wireless infra-red remote controller with 
weekly timer for small commercial/residential indoor 
units.

Haori / Seiya Optional 
RC  £90.00 

RBC-AX32UM(W)-E (IR KIT) Compact cassette wireless remote kit RAS-M**U2MUVG

43H66001 Slim duct wireless remote kit RAS-M**U2DVG

RB-RWS21-E Hard wired remote for RAS Cassettes / ducted Optional 
RC  £215.00 

RB-N105S-G Interface for Toshiba air conditioning units that enables 
Wi-Fi connection

Daiseikai 9, Shoria 
Edge, Shoria & Seiya  

(18,22,24)

Optional 
RC  £143.00 

RB-N106S-G Interface for Toshiba air conditioning units that enables 
Wi-Fi connection

Shorai (10,13,16), 
Seiya (5-16), Bi-flow

Optional 
RC  £150.00 
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Wireless Controls & Sensors
• These are optional wireless controls for use across the whole Toshiba range

RAS Wireless Remote Controls
Model Description Retail

RBC-AXU31UM-E Wireless infra-red remote controller with receiver unit
VRF MMU-UP_MH-E, 

RAV-HM##MUT-E, 
RBC-UM21PG(W)-E

 £142.00 

RBC-AXU41U-E Wireless infra-red remote controller with receiver unit
VRF MMU-UP_HP-E, 

4-Way Smart Cassette, 
RBC-U41PG(W)E

 £220.00 

RBC-AXU31UW-E Wireless infra-red remote controller with receiver unit.
MMU-UP_WH-E, 

2-Way Cassette, RBC-
UW**PG(W)-E

 £259.00 

RBC-AX33UYP-E Wireless infra-red remote controller with receiver unit.
MMU-UP_YHP-E, 

1-Way Cassette, RBC-
UY42P-E

 £55.00 

RBC-AXU31C-E Wireless infra-red remote controller with receiver unit.
MMC-UP_HP-E, 

Ceiling Mount, RAV-
HM##CT

 £241.00 

RBC-AXU31-E Wireless infra-red remote controller with receiver unit

UP Indoor Units (exc. 
Cassette, Ceiling and 
High Static Ducted 

types).

 £310.00 

RBC-AX32UM(W)-E Wireless infra-red remote controller with receiver unit RAS-M##MUVG 
cassettes  £131.00 

TCB-SIR41UYP-E Occupancy sensor
MMU-UP_YHP-E 

1-Way Cassette RBC-
UY42P-E

 £88.00 

TCB-SIR33UP-E Occupancy sensor compact panels 
panels RBC-U33P-E  £88.00 



Wireless Controls & Sensors
• These are optional wireless controls for use across the whole Toshiba range

RAS Wireless Remote Controls
Model Description Retail

TCB-SIR41UM-E Occupancy sensor
VRF MMU-UP_MH-E 

RAV-HM##MUT-E 
RBC-UM21PG(W)-E

 £101.00 

RBC-AXU31U-E Wireless infra-red remote controller with receiver unit

MMU-UP##HP, 
RAV-HM##UTP, 

RBC-U32PGP-E, RBC-
U31PGP(W)-E

 £220.00 

RBC-AX32U(W)-E Wireless infra-red remote controller with receiver unit
RBC-U31PGP(W)-E, 

RAV-RM##UTP, MMU-
UP##HP

 £202.00 

RBC-AX33CE Wireless infra-red remote controller with receiver unit Ducted  £221.00 

RBC-AX32UW(W)-E Wireless infra-red remote controller with receiver unit. 2-Way Cassette  £214.00 

RBC-AX33CE Wireless infra-red remote controller with receiver unit. 1-Way Cassette, Series 
7/8 Ceiling  £221.00 

RBC-AXU33UPB-E Wireless infra-red remote controller with receiver unit Black 4-Way Cassette 
Panels RBC-U33PB-E  £154.00 

RBC-AXU33UP-E Wireless infra-red remote controller with receiver unit 4-Way Cassette 
panels RBC-U33P-E  £154.00 
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Wired Controls
• These are optional wired controls for the Toshiba range.
• Wired controls connect to A/B connections on RAV/VRF indoor units

Wired Remote Controls
Model Description Retail

RBC-AS41E Simplifield remote for one unit or group up to 8.  DN 
codes cannot be set  £103.00 

RBC-AMTU31-E Standard wired remote for one unit or group up to 16.  
On/Off timer + DN code functions  £86.00 

RBC-AMS41E Standard wired remote for one unit or group up to 8.  
Weekly timer + DN code functions  £95.00 

RBC-ASCU11-E Compact wired remote for one unit or group up to 16.  Off 
timer + DN code functions  £74.00 

RBC-AMSU52-E Backlit wired remote for one unit or group up to 16.  
Weekly timer, DN code functions  £152.00 

RBC-AWSU52-E Backlit wired remote for one unit or group up to 16.  
Weekly timer, DN code functions, bluetooth support  £175.00 

RBC-MTSC1 Colour smart touch wired remote with wallpaper, DN code 
functions  £284.00 



Wired Controls
• These are optional wired controls for the Toshiba range.
• Wired controls connect to A/B connections on RAV/VRF indoor units

Wired Remote Controls
Model Description Retail

RBC-MTSC2 Colour smart touch wired remote with wallpaper, DN code 
functions plus 7-day timer  £337.00 

TCB-TC41U-E Remote temperature sensor  £93.00 

 RBC-TAEX1 Extension sensor TA  £41.00 

HWS-AMS54E Estia Wired Remote Control  £152.00 

HWS-AMSU51-E Estia Wired Remote Control  £128.00 

NRC-01HE VN Heat Exchanger wired remote  £120.00 

RBC-DRS69-E Discreate TA sensor  £60.00 
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Central Controls
• These central controls are accessories for the Toshiba range
• Central controls commonly connect to the VRF TU2C-LINK / TCC-LINK (Uh/U3U4)
• TU2C-LINK / TCC-LINK does not have polarity
• Majority of central controls require their own power supply

Central Controls
Model Description Retail

TCB-SC640U-E Control up to 64 indoor units.  Weekly timer, uses central 
addresses  £1,024.00 

BMS-SM1281ETLE Smart manager with billing, control up to 128 indoors.  
Web interface.  Needs setting file.  £2,926.00 

BMS-CT2560U-E Smart Touch manager with billing.  Controls up to 256 
(128) indoors.  Needs setting file.  £4,547.00 

BMS-IFWH5E
Energy monitoring relay interface.  Required for use of 
energy monitoring and billing.  Max of 8 pulse meters 
conectable

 £637.00 

BMS-IFDD03E Digital input/output interface.  8 inputs and 4 outputs.  £674.00 

RBC-TBPTS Smart touch control, customisable appearance, alarm 
settings, time and date events.  Max 64 indoors  £3,431.00 



Central Controls
• These central controls are accessories for the Toshiba range
• Central controls commonly connect to the VRF TU2C-LINK / TCC-LINK (Uh/U3U4)
• TU2C-LINK / TCC-LINK does not have polarity
• Majority of central controls require their own power supply

Central Controls
Model Description Retail

RBC-BP2 Black Pear II BMS interface.  Support for Modbus, BACnet, 
Trend protocols  £4,483.00 

BMS-CT5121E Touch Screen Controller can connect up to 512 indoor 
units  £5,620.00 

BMS-IFLSV4E Relay interface to connect TCC link to control system / 
BACnet  £974.00 

RBC-TBPTSBC Back box for RBC-TBPTS  £181.00 

TCB-SSRL011UUP-E Interface Adapter for RAS/IMS – Central Controller  £-   
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BMS Controls

BMS Controls
Model Description Retail

 BMS-IFBN640TLE BACnet interface for LC and VRF  £1,890.00 

 BMS-STBN10E BACnet server software  £2,281.00 

 BMS-WB2561PWE Web server/gateway server connection of up to 256 
indoor units  £4,020.00 

 BMS-IFDD03E Digital I/O relay interface  £674.00 

 BMS-IFWH5E Energy monitoring relay interface  £637.00 

 RBC-DI1-PE  Digital input/output module (Di160)  £401.00 



BMS Controls

BMS Controls
Model Description Retail

CDL-BMSMulti Black Pear II BMS interface.  Support for Modbus, BACnet, 
Trend protocols  £4,483.00 

BMS-CT5121E Touch Screen Controller can connect up to 512 indoor 
units  £-   

BMS-IFLSV4E Relay interface  £-   

 TCB-IFLN642TLE  LonWorks Gateway  £1,594.00 

RBC-TXIO
Enables third party equipment to be controlled and 
monitored with the Toshiba Smart Touch Screen Controller 
and the Toshiba Black Pear BMS interface.

 £-   
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Leak Detection

Model Description Retail

RBC-RCS2 Room leak detection concentration sensor with stainless 
steel faceplate  £495.00 

RBC-RD3-PE Refrigerant leak detector (indoor unit)  £510.00 

RBC-RD6-PE Refrigerant leak detector (outdoor unit)  £7,190.00 

RBC-RI1 Room indicator for use with RBC-RP1 (Legrand Graphite) 
currently grey  £92.00 

CDL-TQ31SS CDL TQ Leak Detector Stainless Steel £425.00

CDL-TQ31W CDL TQ Leak Detector White £425.00

RBC-RCS1 Room leak detection concentration sensor with white 
faceplate  £478.00 



Leak Detection

Model Description Retail

RBM-SV1121HUPE Toshiba R32 VRF Leak detection shut off valve <11.2kW R32  £778.00 

RBM-SV1801HUPE Toshiba R32 VRF Leak detection shut off valve 11.2 - 
18.0kW R32  £872.00 

RBM-SV6701HUPE Toshiba R32 VRF Leak detection shut off valve 18.0 - 
67.0kW R32  £1,556.00 

TCB-BT1UPE Battery kit for shut -off valve and flow selector box R32  £265.00 

TCB-LD1UPE Leak detector for Toshiba SHRM Advance R32  £280.00 
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Interfaces
• We have a range of interfaces to control input/output of RAV/VRF systems
• Below is our most common selection however please contact Cool Designs for any 

specific request or guidance

Interfaces
Model Description Retail

RBC-CK1 DI/SDI conversion kit  £142.00 

RBC-CK2 VRF 6 series MMF unit conversion kit  £115.00 

RBC-FDP3-AHU Control interface with AHU firmware  £582.00 

RBC-FDP3-PE Control interface for VRF and DI/SDI  £411.00 

TCB-PCNT30TLE2 1:1 model connection interface  £112.00 

RBC-SMF1 Enables control of external fans  £63.00 

RBC-SMIM4 Indicator module for stop fault and unit run  £99.00 

RBC-TSI1 Control interface for VRF and DI/SDI  £325.00 

RBC-SMT1 Timer interface lead  £11.00 

TCB-PCNT20E Network adapter  £223.00 

RBC-SMCN61 Interface lead for on/off and unit remote controller lock  £11.00 



Interfaces
• We have a range of interfaces to control input/output of RAV/VRF systems
• Below is our most common selection however please contact Cool Designs for any 

specific request or guidance

Interfaces
Model Description Retail

RBC-SMCN61L Interface lead for remote controller lock  £11.00 

TCB-DK01SS-E Dyna Doctor hardware  £2,102.00 

TCB-PCDM4E Power peak-cut control board (SMMS/SHRM)  £118.00 

TCB-PCIN4E Error output control board (SMMS/SHRM)  £129.00 

TCB-PCMO4E External input PCB  £91.00 

TCB-PCOS1E2 Application control kit  £217.00 

RBC-AC1 Unit auto change-over with temperature high limit stat (1 
run/1 standby)  £1,772.00 

RBC-AC2 Unit auto change-over with temperature high limit stat (2 
run/1 standby  £2,063.00 

RBC-AM1E Remote controller  £164.00 

RBC-EM1-PE Energy monitoring kit  £1,318.00 

RBC-VRFR32CN80 Toshiba FS Kit for TQ Sensor  £360.00 
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Cool Designs Ltd
South Shore Road
East Gateshead Industrial Estate
Gateshead
NE8 3AE
0191 5496964

Cool Designs Ltd
Unit 3 Glenburn Court
College Milton
East Kilbride
Glasgow G74 5BA
01355 234776

Cool Designs Ltd
1 Whiteside
Station Road
Holmes Chapel
CW4 8AA
01925 820000

CDL Training Locations

Toshiba Training Locations

Sales/Support Coverage Area

Cool Designs Ltd
Technical Hub
16 Cranford Court
Hardwick Grange
Woolston
Warrington WA1 4RX


